
Bill Barrett Corporation

August 27, 2005

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Application for Permit to Drill - Bill Barrett Corporation
Peter's Point State #6-2D DEEP, Lot 2, 794' FNL, 2395' FEL
Section 2, T13S-R16E, S.L.B.&M., Carbon County, Utah

Dear Ms. Whitney:

Bill Barrett Corporation (BBC) respectfully submits the enclosed original and two copies
of the Applicationfor Permit to Drill (APD) for the above referenced well. This well will
be directionally drilled and BBC would like to begin drilling operations sometime in
October 2005.

BBC requests CONFIDENTIAL treatment of all information contained in and pertaining
to this application. Thank you in advance for your timely consideration of this
application. Please feel free to contact me at 303-312-8168 if you have any questions or
need additional information.

Sincerely,

Matt Barber
Permit Analyst

Enclosures

1099 18TH STREET

RECEIVED SUITE 2300

DENVER, CO 80202SEP09 2005
P 303.293.9100
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STATE OF UTAH FIDENTIAL
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING AMENDEDREPORT
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:
APPLICATION FOR PERMITTO DRILL ML48386 state

7. IF INDIAN,ALLOTTEEOR TRIBE NAME:
1A. TYPE OF WORK: DRILL REENTER DEEPEN N/A
B. TYPE OF WELL: OIL GAS 2 OTHER SINGLE ZONE 2 MULTIPLEZONE

8. UNITor CA AGREEMENT NAME:

2. NAMEOF OPERATOR: 9. WELL NAMEand NUMBER:

BILLBARRETT CORPORATION Peter's Point State 6-2D Deep
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL OR WILDCAT:

1099 18th St, Suite 230(en Denver STRE CO zo 80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATIONOF WELL (FOOTAGES) $6 11.MER TR, SECTION, TOWNSHIP, RANGE,

ATSURFACE; 794' FNL, 2395' FEL L{p //Û. ð¶Q Lot2 2 13S 16E
ATPROPOSEDPRODUCINGZONE: 1980' FNL, 1980' FWL SESW

14. DISTANCE IN MILESAND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY; 13. STATE:

~50 miles northeast of Wellington, Utah Carbon UTAH

15. DISTANCE TO NEAREST PROPERTY OR LEASE UNE (FEET) 16 NUMBEROF ACRES INLEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

648' 319 160
18. DISTANCETO NEAREST WELL(DRILLING.COMPLETED, OR 19. PROPOSED DEPTH: 20 BOND DESCRIPTION:

APPUED FOR) ON THIS LEASE (FEET)

N/A 16,000 LPM 4138147
21 ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORK WILLSTART: 23 ESTIMATEDDURATION:

6801' ungraded ground 45-60 days

24. PROPOSED CASING AND CEMENTINGPROGRAM
SI2E OF HOLE CASING SIZE, GRADE, ANDWEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY,YIELD,AND SLURRY WEIGHT

12 1/4" 9 5/8" HCP-110 40# LTC 3,000 Halco Lt Prem (Lead) 920 sx 1.85 ft3/sk 12.7 ppg
Prem Cmt (Tail) 170 sx 1.16 ft3/sk 15.8 ppg

7 7/8" 5 1/2H HCP-110 20# LTC 16,000 50/50 Poz (Lead) 1060 sx 1.49 ft3/sk 13.4 ppg

25. ATTACHMENTS

VERIFY THE FOLLOWINGARE ATTACHEDINACCORDANCE WITHTHE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Matt Barber TITLE Contract Permit Analyst for BillBarrett Corp.

SIGNATUR DATE 8/27/2005

(This apace for State use only)

/
RECEIVED3-007 3/oçy Utah Div slon of

API NUMBERASSIGNED '7 l-S'O SEPO9 2005
Date: L- IŽ°I'NJ

(11/2001) e Instruct o Re ers " OliOFOlt,GAS&



BILL BARRETT CORPORATION
Well location, PETERS POINT STATE #6-2D
DEEP, locoted as shown in the SW 1/4 NE 1/4

T13S, Ri6E, S.L.B.&M. of Section 2, T13S, R16E, S.L.B.&M., Carbon
County, Utah.

BASIS OF ELEVATION
SPOT ELEVATIONAT A WELL HEAD IN THE SW 1/4 OF
SECTION 36, T12S, R16E, S.L.B.&M. TAKEN FROM THE
CEDARRIDGECANYON QUADRANGLE,UTAH, 7.5 M1NUTE

tæt arumc QUAD. (TOPOGRAPHIC MAP) PUBLISHED BY THE UNITEDSB9°44'10"E
- 2650.76' (Meas.) 1.0' H 2640.02' (G.L.O-) D2S STATES DEPARTMENTOF THE INTER)0R, GEOLOGICAL

twr are. em \
¯

W3S SURVEY. SAIDELEVATIONIS MARKED AS BEING 6769 FEET
2.D' /Hgh, & '52ist==

(G.L.O.)
BASIS OF BEARINGS

Lot 4 Lot J
Lot i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

PE7ER'S PC/NT g .

STA7Eþ°-20 DEEP comp.)
Den Urrgr-aded GrourNi

o

BOTTOM HOLE o ¯o

1980' o oo o - o

f.O' HM PB&of ---- --R -
Simes

SC A LE
SB958'W - 5280.00' (G.LO.) CERTIFICATE """"'El

LAND
mS IS TO CERUFY THAT THE ABO B•PREP
FIELDNOTES OF ACTUALSURVENS VME OR UN
SUPERVISIONAND THAT THE SAME CT

RECElVED BEST OF MY KNOWLEDGEAND

SEPO9 2005
HOTE REGI D SUR

DN.0FOIL,GAS&MINING '*i R$$ oa e E

UINTAn ENGINEERING &c LAND SURVEYING
86 SOUTH 200 EAST - YßRNAI. UTAH 84078

(AUTONOMOUSNAD 83) (435) 789-1017
LEGEND: LATITUDE= 39 43'15.09" (39.720858 SCALE DATESURVEVED: DATEDRAWN:

-
90° SYMBOL LONGITUDE= 110'05'26.27" (110.090631) 1" = 1000' 07-28-05 08-01-05

(AUTONOMOUSNAD 27) PARTY REFUtENCES
= PROPOSED WELLHEAD S.H. L.M. D.R.B. G.L.O. PLATLATITUDE=

39°43'15.22" (39.720894) maista ,4A = SECTION CORNERS LOCATED LONGITUDE=
110°05'23.72" (110.089922) WARM BILL BARRETT



9 O
DRILLING PROGRAM

BILL BARRETT CORPORATION
Peter's Point State #6-2D DEEP

Lot 2, 794' FNL, 2395' FEL (Surface)
1980' FNL, 1980' FWL (Bottom Hole)

Section 2, Tl3S-Rl6E
Carbon County, Utah

I -3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD Depth-TVD

Green River Surface | Surface
Wasatch 4,075 4,065
North Horn 4,755 4,735
Price River 6,225 6,183
Bluecastle 7,470 7,410
Castlegate 8,180 8,109
Blackhawk 8,380 8,306
Mancos 9,155 9,070
Ferron shale 12,645 12,519
Dakota Silt 12,845 12,719
Dakota 12,965 12,839
Cedar Mountain 13,070 12,944
Morrison 13,185 13,059
Curtis 14,020 13,894
Entrada 14,185 14,059
Carmel 14,375 | 14,249
Nava o 14,640 14,514
Kayenta 14,730 14,604
Wingate 14,830 14,704
Chinie 15,225 15,099
Moenkopi _ 15,370 15,244
TD 16,000 15,874

PROSPECTIVE PAY
Members of Wasatch and Mesaverde formations are primary objectives for
oil/gas.

4. Casing Program (Exhibit A attached)

SETTING
JHole DEPTH (MD)

Purpose Size (FROM) (TO) O.D. Weight Grade Thread Condition.
Surface 12 ¼" Surface 3,000' 9 5/8" 40# HCP-110 LT&C New

Production 7 7/8" i Surface 16,000' 5 ½" 20# HCP-110 LT&C New
Note: Any substitute casing string shall have equivalent or greater collapse, tension and burst
properties.

RECEIVED
SEPO9 2005
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0 0Bill Barrett Corporation
Drilling Program
Peter's Point State #6-2D DEEP
Carbon County, Utah
5. Cementing Program (Exhibit B attached)

9 5/8" Surface Casing Lead with approximately 920 sx Halliburton Light Premium
with additives mixed at 12.7 ppg (yield = 1.85 ft'/sx) and
tail with approximately 170 sx Premium cement with
additives mixed at 15.8 ppg (yield = 1.16 ft3/SX) circulated
to surface with 100% excess.

5 ½" Production Casing Approximately 1060 sx 50/50 Poz Premium cement with
additives mixed at 13.4 ppg (yield = 1.49 ft'/sx). Top of
cement to be determined by log and sample evaluation,
estimated TOC 2500'.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 3000' 8.3 - 9.0 26 -- 36 -- Freshwater/Aquagel/EZ-Mud
3,000 - TD 8.6 - 10.5 42 - 52 15 cc or less Freshwater/DAP Polymer
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. If deviation problems and increased torque and drag occur,
#2 diesel oil with ENVIRO-TORQ/ EZ-GLIDE may be added for reduction and increased ROP.

7. BOP and Pressure Containment Data (Exhibit C attached)

Depth Intervals BOP Equipment
0 - 3000' No pressurecontrol required
3000'-- TD 1l" or 13 3/8" 10,000# Ram Type BOP

11" or 13 3/8" 5,000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- Division of Oil, Gas and Mining, will be notified 24 hours in advance of all BOP pressure tests.

8. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

RECEIVED
SEPO9 2005

Page 2
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Bill Barrett Corporation
Drilling Program
Peter's Point State #6-2D DEEP
Carbon County, Utah
9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4159 psi* and maximum
anticipated surface pressure equals approximately 2307 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximumsurface pressure = A - (0.22x TD)

11. Drilling Schedule

Spud: 2005 (date unspecified)
Duration: 100 days drilling time

30 days completion time

**Directional plan attached as Exhibit D

12. Water Source

Bill Barrett Corporation (BBC) will utilize an existing water well located in Cottonwood Canyon
on State Lands: Sec. 32, Tl2S-Rl6E. BBC was granted this authorization by the SITLA Right of
Entry #4534 (Water Right #90-1542) on August 21, 2002,

13. Archaeology

Montgomery Archaeological Consultants conducted a 10-acre cultural resource inventory of the
Peter's Point State #2-2 (the same pad as this directional well will be drilled from). Cultural
clearance was recommended for the well site and access and the report is attached.

RECEIVED
SEPO9 2005
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O O
wellname: POÍGPS Point Unit State 6-2Dþe.e
Operator: Bill Barrett
String type: Surface

Location: NWNESection 2, T135-R16E

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered7 No
Mud weight: 8.80 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design is based on evacuated pipe. Bottom hole temperature: 90 "F
Temperature gradient: 1.00 °F/100ft

Minimum section length: 1,500 ft

Design factor 1.10 Cement top: Surface

Max anticipated surface
pressure: 2,340 psi

internal gradient: 0.22 psilft
Calculated BHP 3,000 psi Tension: Non-directional string.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 15,874 ft
Tension is based on buoyed weight. Next mud weight: 10.100 ppg
Neutral point: 2,607 ft Next setting BHP: 8,329 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 3,000 ft
Injection pressure 3,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (ft")
1 3000 9.625 40.00 HCP-110 LT&C 3000 3000 8.75 238.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (KIps) Factor
1 1371 4230 3.084 3000 7900 2.63 104 988 9.47 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 5,2005
by: Bill Barrett Corporation FAX:(303) 312-8195 Denver, Colorado

Remarks;
Collapse is based on a vertical depth of 3000 ft, a mud weight of 8.8 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering msponsibility for use of thisdesign willbe that of the purchaser.

RECEIVED
SEPO9 2005
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Well name: Peters Point Unit State 6-2D Q
Operator: Bill Barrett
String type: Production

Location: NWNESection 2, T13S-R16E

Design parameters: Minimum design factors: Environment:
Collapse: H2S considered? No

Mud weight: 10.10 ppg Design factor 1.125 Surface temperature: 60.00 "F
Bottom hole temperature: 219 'F

Design is based on evacuated pipe. Temperature gradient: 1.00 *F/100ft

Minimum section length: 1,500 ft

Design factor 1.10 Cement top: 3,600 ft
ELLrgt
Max anticipatedsurface

pressure: 4,837 psi
Internal gradient: 0.22 psilft
Calculated BHP 8,329 psi Tension: Directional info - Build &Drop

8 Round STC: 1.80 (J) Kick-offpoint 3100 ft
8 Round LTC: 1.80 (J) Departure at shoe: 1493 ft

No backup mud specified. Buttress: 1.80 (J) Maximum dogleg: 2 °/100ft

Premium: 1.80 (J) Inclination at shoe: 0 °

Body yield: 1.80 (B)

Tension is based on buoyed weight.
Neutral point: 13,573 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (IbsIft) (ft) (ft) (In) (ft*)

1 16000 5.5 20.00 HCP-110 LT&C 15874 16000 4.653 647.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 8329 11100 1.333 8329 12630 1.52 269 548 2.04 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 5,2005
by: Bill Barrett Corporation FAX: (303) 312-8195 Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 16874 ft, a mud weight of 10.1 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial Correction for tension.

Burst strength is not adjusted for tension.
Collapse Strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a tensile load
which is added to the axial load.

Engineering responsibility for use of thisdesign willbe thatof the purchaser.

RECEIVED
SEPO9 2005



Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Well Name: Peter's Point State 6-2DL y

Surface Hole Data; Calculated Data:

Total Depth; 3,000' Lead Volume: 845.6 ft

Top of Cement: 0' Lead Fill: 2,700'

OD of Hole: 12.250" Tail Volume: 94.0 ft

OD of Casing: 9.625" Tail Fill: 300'

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft"/sk il SK's Lead: 920

Tail Yield: 1.16 ft"/sk. // SK s Tail: 170
% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 9,500' Lead Volume: 1212.8 ft

Top of Coment: 2,500' Lead Fill: 7,000'

OD of Ilole: 7.875"

OD of Casing: 5.500"

Cement Data: Calcu¾ted # of Sacks:

Lead Yiek]: 1.49 ft /sk ll SK's Lead 1060

% Excess: 30%

SEP 0 9
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Peter's Point State 6-2D: Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (2700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft /sk
0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk

Top of Fluid: O'
Calculated Fill: 2,700'

Volume: 301.19 bbl
Proposed Sacks: 920 ska

Tail Cement - (3000' - 2700')
Premium Cement Fluid Weight: 15.8 lbm/gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3/sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 2,700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead cement - (9500' - 2500')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3/sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/ sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'
0.2% FWCA Calculated Fill: 7,000'
0.125 lbm/sk Poly-E-Flake Volume: 280.78 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1060 sks

RECEIVED
SEPO9 2005
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O O
PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
]0. Safety valve(s) & subs to fit all drill string connections in use.
11. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-OutPreventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yield strength of the
surface casing (if the BOP is not isolated from the casing by a test plug). Pressure

RECEIVED
SEPO9 2005
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O O
will be maintained for a period of at least ten (10) minutes or until the
requirements of the test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and testswill be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will.be straight lines unless turns use tee blocks or are targeted
with running tees. and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufñeient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is inoperative.

RECElVED
SEPO9 2005
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O O
Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold and BOP extension
rods with hand wheels will be located outside the rig sub-structure. The hydraulic
BOP closing unit will be located at least twenty-five (25) feet from the well head
but readily accessible to the driller. Exact locations and configurations of the
hydraulic BOP closing unit will depend upon the particular rig contracted to drill
this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare pit.

RECElVED
SEPO9 2005
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0 0
DRILLING PROGRAM

BILL BARRETT CORPORATION
Peter's Point State #6-2D DEEP

Lot 2, 794' FNL, 2395' FEL (Surface)
1980' FNL, 1980' FWL (Bottom Hole)

Section 2, T13S-R16E
Carbon County, Utah

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation
Green River Surface Surface
Wasatch 4,075 4,065
North Horn 4,755 4,735
Price River 6,225 6,183
Bluecastle 7,470 7,410
Castlegate 8,180 8,109
Blackhawk 8,380 8,306
Mancos 9,155 9,070
Ferron shale 12,645 12,519
Dakota Silt 12,845 12,719
Dakota 12,965 12,839
Cedar Mountain 13,070 12,944
Morrison 13,185 13,059
Curtis 14,020 13,894
Entrada 14,185 14,059
Carmel 14,375 14,249
Navajo 14,640 14,514
Kayenta 14,730 14,604
Wingate 14,830 14,704
Chinle 15,225 15,099
Moeckcpi 15,370 15,244
TD 16,000 15,874

PROSPECTIVE PAY
Members of Wasatch and Mesaverde formations are primary objectives for
oil/gas.

4. Casing Program (Exhibit A attached)

SETTING
Hgle DEPTH (MD)

Grade Thread Condition
Surface 12 ¼" Surface 3,000' 9 5/8" 40# HCP-110 LT&C New

Production 7 7/8" Surface 16,000' S ½" 20# HCP-110 LT&C New
Note: Any substitute casing string shall have equivalent or greater collapse, tension and burst
properties.

RECEIVED
SEPO9 2005
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. O OBill Barrett Corporation
Drilling Program
Peter's Point State #6-2D DEEP
Carbon County, Utah
5. Cementing Program (Exhibit B attached)

9 5/8" Surface Casing Lead with approximately 920 sx Halliburton Light Premium
with additives mixed at 12.7 ppg (yield = 1.85 ft*/sx) and
tail with approximately 170 sx Premium cement with
additives mixed at 15.8 ppg (yield = 1.16 ft3/sx) circulated
to surface with 100% excess.

5 ½" Production Casing Approximately 1060 sx 50/50 Poz Premium cement with
i additives mixed at 13.4 ppg (yield = 1.49 ft'/sx). Top of I

cement to be determined by log and sample evaluation,
estimated TOC 2500'.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 3000' 8.3 - 9.0 I 26 - 36 -- Freshwater/Aquagel/EZ-Mud
3,000 - TD 8.6 - 10.5 42 - 52 15 cc or less Freshwater/DAP Polymer
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. If deviation problems and increased torque and drag occur,
#2 diesel oil with ENVIRO-TORQ/ EZ-GLIDE may be added for reduction and increased ROP.

7. BOP and Pressure Containment Data (Exhibit C attached)

Depth Intervals BOP Equipment
0 - 3000' No pressurecontrol required
3000'- TD 11" or 13 3/8" 10,000# Ram Type BOP

11" or 13 3/8" 5,000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- Division of Oil, Gas and Mining, will be notified 24 hours in advance of all BOP pressuretests.

8. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

RECEIVED

SEPO9 2005

Page 2
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Bill Barrett Corporation
Drilling Program
Peter's Point State #6-2D DEEP
Carbon County, Utah
9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling | 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4159 psi* and maximum
anticipated surface pressure equals approximately 2307 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Spud: 2005 (date unspecified)
Duration: 100 days drilling time

30 days completion time

**Directional plan attached as Exhibit D

12. Water Source

Bill Barrett Corporation (BBC) will utilize an existing water well located in Cottonwood Canyon
on State Lands: Sec. 32, T12S-Rl6E. BBC was granted this authorization by the SITLA Right of
Entry #4534 (Water Right #90-1542) on August 21, 2002.

13. Archaeology

Montgomery Archaeological Consultants conducted a 10-acre cultural resource inventory of the
Peter's Point State #2-2 (the same pad as this directional well will be drilled from). Cultural
clearance was recommended for the well site and access and the report is attached.

RECEIVED
SEPO9 2005
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PRECISION

PROPOSAL
FOR

Bill Barrett Corporation

PETER'S POINTS #6-2D T>eg
FROM SURFACE LOCATION:

CARBON COUNTY, UTAH

WELL FILE: DRAFT

August 11, 2005

RECEIVED
PRECISION ENERGY SERVICES USA, INC SEPO9 2005
DRILLING& EVALUATION
7090 Barton Drive

DN,OFOIL,GAS&MINING
Casper, Wyoming 82604
Phone: (307) 577-8875 Fax: (307)
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PRECISION ENERGY SERVICES

Client : BILL BARRETT CORP. Page : 1 of 4
Well Name : PETER'S POINT STATE #6-2D ))&tg Date : 8/11/2005
Location : CARBON COUNTY, UTAH File : DRAFT

KB Elevation : 6824.00 Gr Elevation : 6801.00
Vertical Section Calculated Along Azimuth 217.61°

All Bearings Are Along True North

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

KOP - BUILD AT 2.00°/ 100I

3100.00 0.00 217.61 3100.00 0.00 0.00 0.00 0.00 0.00 0.00
3200.00 2.00 217.61 3199.98 -1.38 -1.07 1.75 2.00 2.00 0.00
3300.00 4.00 217.61 3299.84 -5.53 -4.26 6.98 2.00 2.00 0.00
3400.00 6.00 217.61 3399.45 -12.43 -9.58 15.69 2.00 2.00 0.00
3500.00 8.00 217.61 3498.70 -22.09 -17.02 27.88 2.00 2.00 0.00

END OF BUILD - HOLD AT 9.90° INC.
3595.04 9.90 217.61 3592.58 -33.80 -26.04 42.67 2.00 2.00 0.00
3600.00 9.90 217.61 3597.47 -34.47 -26.56 43.52 0.00 0.00 0.00
3700.00 9.90 217.61 3695.98 -48.09 -37.05 60.71 0.00 0.00 0.00
3800.00 9.90 217.61 3794.49 -61.71 -47.55 77.91 0.00 0.00 0.00
3900.00 9.90 217.61 3893.00 -75.34 -58.04 95.10 0.00 0.00 0.00

4000.00 9.90 217.61 3991.51 -88.96 -68.54 112.30 0.00 0.00 0.00
4100.00 9.90 217.61 4090.02 -102.58 -79.03 129.49 0.00 0.00 0.00
4200.00 9.90 217.61 4188.53 -116.20 -89.52 146.69 0.00 0.00 0.00
4300.00 9.90 217.61 4287.04 -129.82 -100.02 163.88 0.00 0.00 0.00
4400.00 9.90 217.61 4385.55 -143.44 -110.51 181.07 0.00 0.00 0.00

4500.00 9.90 217.61 4484.06 -157.06
-121.01 198.27 0.00 0.00 0.00

4600.00 9.90 217.61 4582.57 -170.68
-131.50 215.46 0.00 0.00 0.00

4700.00 9.90 217.61 4681.08 -184.30 -142.00 232.66 0.00 0.00 0.00
4800.00 9.90 217.61 4779.59 -197.92 -152.49 249.85 0.00 0.00 0.00
4900.00 9.90 217.61 4878.10 -211.54 -162.98 267.05 0.00 0.00 0.00

5000.00 9.90 217.61 4976.62 -225.16
-173.48 284.24 0.00 0.00 0.00

5100.00 9.90 217.61 5075.13 -238.78 -183.97 301.44 0.00 0.00 0.00
5200.00 9.90 217.61 5173.64 -252.40 -194.47 318.63 0.00 0.00 0.00
5300.00 9.90 217.61 5272.15 -266.02 -204.96 335.82 0.00 0.00 0.00
5400.00 9.90 217.61 5370.66 -279.65 -215.45 353.02 0.00 0.00 0.00

5500.00 9.90 217.61 5469.17 -293.27 -225.95 370.21 0.00 0.00 0.00
5600.00 9.90 217.61 5567.68 -306.89 -236.44 387.41 0.00 0.00 0.00
5700.00 9.90 217.61 5666.19 -320.51 -246.94 404.60 0.00 0.00 0.00
5800.00 9.90 217.61 5764.70 -334.13 -257.43 421.80 0.00 0.00 0.00
5900.00 9.90 217.61 5863.21 -347.75 -267.92 438.99 0.00 0.00 0.00

6000.00 9.90 217.61 5961.72 -361.37 -278.42 456.19 0.00 0.00 0.00
6100.00 9.90 217.61 6060.23 -374.99 -288.91 473.38 0.00 0.00 0.00
6200.00 9.90 217.61 6158.74 -388.61 -299.41 490.57 0.00 0.00 0.00
6300.00 9.90 217.61 6257.25 -402.23 -309.90 507.77 0.00 0.00 0.00
6400.00 9.90 217.61 6355.76 -415.85 -320.40 524.96 0.00 0.00 0.00

6500.00 9.90 217.61 6454.28 -429.47 -330.89 542.16 0.00 0.00 0.00
6600.00 9.90 217.61 6552.79 -443.09 -341.38 559.35 0.00 0.00



PRECISION ENERGY SERVICES

Client : BILL BARRETT CORP. Page : 2 of 4
Well Name : PETER'S POINT STATE #6-2D ()(eg Date : 8/11/2005
Location : CARBON COUNTY, UTAH File : DRAFT

KB Elevation : 6824.00 Gr Elevation : 6801.00
Vertical Section Calculated Along Azimuth 217.61°

All Bearings Are Along True North

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

6700.00 9.90 217.61 6651.30 -456.71 -351.88 576.55 0.00 0.00 0.00
6800.00 9.90 217.61 6749.81 -470.34 -362.37 593.74 0.00 0.00 0.00
6900.00 9.90 217.61 6848.32 -483.96 -372.87 610.94 0.00 0.00 0.00

7000.00 9.90 217.61 6946.83 -497.58
-383.36 628.13 0.00 0.00 0.00

7100.00 9.90 217.61 7045.34 -511.20 -393.85 645.32 0.00 0.00 0.00
7200.00 9.90 217.61 7143.85 -524.82 -404.35 662.52 0.00 0.00 0.00
7300.00 9.90 217.61 7242.36 -538.44 -414.84 679.71 0.00 0.00 0.00
7400.00 9.90 217.61 7340.87 -552.06 -425.34 696.91 0.00 0.00 0.00

7500.00 9.90 217.61 7439.38 -565.68 -435.83 714.10 0.00 0.00 0.00
7600.00 9.90 217.61 7537.89 -579.30 -446.32 731.30 0.00 0.00 0.00
7700.00 9.90 217.61 7636.40 -592.92 -456.82 748.49 0.00 0.00 0.00
7800.00 9.90 217.61 7734.91 -606.54 -467.31 765.69 0.00 0.00 0.00
7900.00 9.90 217.61 7833.42 -620.16 -477.81 782.88 0.00 0.00 0.00

8000.00 9.90 217.61 7931.94 -633.78 -488.30 800.07 0.00 0.00 0.00
8100.00 9.90 217.61 8030.45 -647.40 -498.80 817.27 0.00 0.00 0.00
8200.00 9.90 217.61 8128.96 -661.02 -509.29 834.46 0.00 0.00 0.00
8300.00 9.90 217.61 8227.47 -674.65

-519.78 851.66 0.00 0.00 0.00
8400.00 9.90 217.61 8325.98 -688.27

-530.28 868.85 0.00 0.00 0.00

8500.00 9.90 217.61 8424.49 -701.89 -540.77 886.05 0.00 0.00 0.00
8600.00 9.90 217.61 8523.00 -715.51 -551.27 903.24 0.00 0.00 0.00
8700.00 9.90 217.61 8621.51 -729.13 -561.76 920.44 0.00 0.00 0.00
8800.00 9.90 217.61 8720.02 -742.75 -572.25 937.63 0.00 0.00 0.00
8900.00 9.90 217.61 8818.53 -756.37 -582.75 954.82 0.00 0.00 0.00

9000.00 9.90 217.61 8917.04 -769.99 -593.24 972.02 0.00 0.00 0.00
9100.00 9.90 217.61 9015.55 -783.61 -603.74 989.21 0.00 0.00 0.00
9200.00 9.90 217.61 9114.06 -797.23 -614.23 1006.41 0.00 0.00 0.00
9300.00 9.90 217.61 9212.57 -810.85 -624.72 1023.60 0.00 0.00 0.00
9400.00 9.90 217.61 9311.08 -824.47 -635.22 1040.80 0.00 0.00 0.00

9500.00 9.90 217.61 9409.60 -838.09 -645.71 1057.99 0.00 0.00 0.00
9600.00 9.90 217.61 9508.11 -851.71 -656.21 1075.19 0.00 0.00 0.00
9700.00 9.90 217.61 9606.62 -865.33 -666.70 1092.38 0.00 0.00 0.00
9800.00 9.90 217.61 9705.13 -878.96 -677.19 1109.57 0.00 0.00 0.00
9900.00 9.90 217.61 9803.64 -892.58 -687.69 1126.77 0.00 0.00 0.00

10000.00 9.90 217.61 9902.15 -906.20 -698.18 1143.96 0.00 0.00 0.00
10100.00 9.90 217.61 10000.66 -919.82 -708.68 1161.16 0.00 0.00 0.00
10200.00 9.90 217.61 10099.17 -933.44 -719.17 1178.35 0.00 0.00 0.00
10300.00 9.90 217.61 10197.68 -947.06 -729.67 1195.55 0.00 0.00 0.00
10400.00 9.90 217.61 10296.19 -960.68 -740.16 1212.74 0.00 0.00



PRECISION ENERGY SERVICES

Client : BILL BARRETT CORP. Page : 3 of 4
Well Name : PETER'S POINT ' ' STATE #6-2D$6tf Date : 8/11/2005
Location : CARBON COUNTY, UTAH File : DRAFT

KB Elevation : 6824.00 Gr Elevation : 6801.00
Vertical Section Calculated Along Azimuth 217.61°

All Bearings Are Along True North

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

10500.00 9.90 217.61 10394.70 -974.30 -750.65 1229.94 0.00 0.00 0.00
10600.00 9.90 217.61 10493.21 -987,92 -761.15 1247.13 0.00 0.00 0.00
10700.00 9.90 217.61 10591.72 -1001.54 -771.64 1264.32 0.00 0.00 0.00
10800.00 9.90 217.61 10690.23 -1015.16 -782.14 1281.52 0.00 0.00 0.00
10900.00 9.90 217.61 10788.74 -1028.78 -792.63 1298.71 0.00 0.00 0.00

11000.00 9.90 217.61 10887.26 -1042.40 -803.12 1315.91 0.00 0.00 0.00
11100.00 9.90 217.61 10985.77 -1056.02 -813.62 1333.10 0.00 0.00 0.00
11200.00 9.90 217.61 11084.28 -1069.65 -824.11 1350.30 0.00 0.00 0.00
11300.00 9.90 217.61 11182.79 -1083.27 -834.61 1367.49 0.00 0.00 0.00
11400.00 9.90 217.61 11281.30 -1096.89 -845.10 1384.69 0.00 0.00 0.00
11500.00 9.90 217.61 11379.81 -1110.51 -855.59 1401.88 0.00 0.00 0.00

DROP AT 1.00 / 100I

11535.55 9.90 217.61 11414.83 -1115.35 -859.33 1407.99 0.00 0.00 0.00
11600.00 9.26 217.61 11478.38 -1123.84 -865.87 1418.72 1.00 -1.00 0.00
11700.00 8.26 217.61 11577.21 -1135.90

-875.16 1433.94 1.00 -1.00 0.00
11800.00 7.26 217.61 11676.30 -1146.60 -883.40 1447.44 1.00 -1.00 0.00
11900.00 6.26 217.61 11775.60 -1155.91 -890.58 1459.20 1.00 -1.00 0.00

12000.00 5.26 217.61 11875.10 -1163.86 -896.70 1469.23 1.00 -1.00 0.00
12100.00 4.26 217.61 11974.75 -1170.43 -901.76 1477.52 1.00 -1.00 0.00
12200.00 3.26 217.61 12074.53 -1175.62 -905.76 1484.07 1.00 -1.00 0.00
12300.00 2.26 217.61 12174.42 -1179.43 -908.69 1488.88 1.00 -1.00 0.00
12400.00 1.26 217.61 12274.37 -1181.86 -910.57 1491.95 1.00 -1.00 0.00
12500.00 0.26 217.61 12374.36 -1182.90 -911.37 1493.27 1.00 -1.00 0.00

END OF DROP
12525.64 0.00 217.61 12400.00 -1182.95 -911.41 1493.33 1.00 -1.00 0.00
12600.00 0.00 217.61 12474.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
12700.00 0.00 217.61 12574.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

FERRON SHALE
12750.64 0.00 217.61 12625.00 -1182.95 -911.41 1493.33 0.00 0.00 0.00
12800.00 0.00 217.61 12674.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
12900.00 0.00 217.61 12774.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

DAKOTA SILT
12950.64 0.00 217.61 12825.00 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13000.00 0.00 217.61 12874.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13100.00 0.00 217.61 12974.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13200.00 0.00 217.61 13074.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13300.00 0.00 217.61 13174.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

13400.00 0.00 217.61 13274.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13500.00 0.00 217.61 13374.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13600.00 0.00 217.61 13474.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13700.00 0.00 217.61 13574.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
13800.00 0.00 217.61 13674.36 -1182.95

-911.41 1493.33 0.00 0.00



PRECISION ENERGY SERVICES

Client : BILL BARRETT CORP. Page : 4 of 4
Well Name : PETER'S POINT STATE #6-2D- €€¶ Date : 8/11/2005
Location : CARBON COUNTY, UTAH File : DRAFT

KB Elevation : 6824.00 Gr Elevation : 6801.00
Vertical Section Calculated Along Azimuth 217.61°

All Bearings Are Along True North

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

13900.00 0.00 217.61 13774.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14000.00 0.00 217.61 13874.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14100.00 0.00 217.61 13974.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14200.00 0.00 217.61 14074.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14300.00 0.00 217.61 14174.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

14400.00 0.00 217.61 14274.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14500.00 0.00 217.61 14374.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14600.00 0.00 217.61 14474.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14700.00 0.00 217.61 14574.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
14800.00 0.00 217.61 14674.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

14900.00 0.00 217.61 14774.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15000.00 0.00 217.61 14874.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15100.00 0.00 217.61 14974.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15200.00 0.00 217.61 15074.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15300.00 0.00 217.61 15174.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

15400.00 0.00 217.61 15274.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15500.00 0.00 217.61 15374.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15600.00 0.00 217.61 15474.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15700.00 0.00 217.61 15574.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15800.00 0.00 217.61 15674.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00
15900.00 0.00 217.61 15774.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

TOTAL DEPTH
16000.00 0.00 217.61 15874.36 -1182.95 -911.41 1493.33 0.00 0.00 0.00

Bottom Hole Closure 1493.33ft Along Azimuth 217.61°
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INTRODUCTION

A cultural resource inventory was conducted by Montgomery Archaeological
Consultants (MOAC) in May 2004 for Bill Barrett Corporation's proposed well locations
Peter's Point State #2-2 and Peter's Point State #4-2 with associated access routes. The
project area is located on the West Tavaputs Plateau, Carbon County, Utah. The survey
was implemented at the request of Ms. Debbie Stanberry, BillBarrett Corporation, Denver,
Colorado. The inventory area occurs on public lands administered by the Bureau of Land
Management (BLM),Price Field Office and State of Utah Trust Lands Administration land
(SITLA).

The objectives of the inventory were to locate, document, and evaluate any cultural
resources within the project area in accordance with Section 106 of 36 CFR 800, the
National Historic Preservation Act of 1966 (as amended). Also, the inventory was
implemented to attain compliance witha number of federal and state mandates, including
the National Environmental and Historic Preservation Act of 1969, the.Archaeological and
Historic Conservation Act of 1972, the Archaeological Resources Protection Act of 1979,
and the American indian Religious Freedom Act of 1978.

The fieldwork was conducted by Keith Montgomery (Principal Investigator) on May
15, 2004 under the auspices of U.S.D.l. (FLPMA) Permit No. 04-UT-60122 and State of
Utah Antiquities Project (Survey) No. U-04-MQ-0493b,s.

A file search for previous projects and documented cultural resources in the
inventory area was conducted by the author at the BLM Price Field Office on March 18,
2004. In 2002, TRC Mariah Associates, Inc. conducted a survey of seismic lines for
Dawson Geophysical Company resulting in the documentation of 45 new archaeological
sites, 14 of which were recommended eligible to the NRHP (Smith 2003). In April, 2003
MOAC surveyed ten well locations and the Flat Mesa gathering system (Elkins and Bond
2003). The inventory resulted in the documentation of four newly recorded sites
(42Cb1861, 42Cb1862, 42Cb1863, and 42Cbi864), one isolated find ofartifact(IF-A), and
the visítation of three previousiy recorded sites (42Cb1716, 42Cb1751, and 42Cbí753).
During the same year MOAC inventoried the Sage Brush Flat to Peter Point pipeline
(Montgomery 2003). Eight archaeological sites were documented (42Cb2078 through
42Cb2085) that included two prehistoric temporary camps (42Cb2084, 42Cb2085)
evaluated as eligible to the NRHP. In 2004, MOAC surveyed five well locations for Bill
Barrett Corporation (Montgomery 2004). The inventory resulted in the documentation of
four new archaeological sites (42Cb2074 through 42Cb2077). These include three
prehistoric lithic scatters (42Cb2074, 42Cb2076, and 42Cb2077) and one prehistoric
temporarycarnp (42Cb2075). Site 42Cb2075 is evaluated as eligiblefor inclusion to the
NRHP on the basis that it contains a hearth feature of which theculturalfillwilllikely yield
samples suitable for chronometric dating.

RECEIVED
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DESCRIPTION OF PROJECT AREA

The project area lies on several ridges that extend east of Sage Brush Flat and
south of Cottonwood Canyon. Proposed well location Peter's Point State #2-2 is situated
in the NWINE of Section 2, T 13S, R 16E and has a 1600 ft access route that extends to
the west. Proposed Peter's Point State #4-2 well location occurs in the NWINE of Section
2, T 13S, R16E with a 4000 ft access route that extends west into T 13S, R16E Section
4 and T 12S, R 16E Section 34.

In general, the study area is situated in the Bookcliffs-Roan Plateau section of the
Colorado Plateau. Topography of thisarea consists of exposed stratigraphic escarpments
which extend and dip northward under the younger materials of the Uintah Basin. The
Book Cliffs are carved from Cretaceous age Mesa Verde Group sandstones while the
Roan Cliffs are comprised of river and floodplain deposits from the Paleocene and Eocene
ages (Stokes 1986). More specifically, the project area is located on the northern edge of
the West Tavaputs Plateau, an Eocene age Green River formation. Nine Mile Canyon is
situated on the north side of the plateau, carved by Nine Mile Creek (also known as Minnie
Maud Creek). Soils encountered are rocky, silty, and sandy loam, derived from underlying
sandstone exposures. The elevation in the project area ranges from 6800 to 6860 feet
a.s.l. Vegetation is mainly a Pinyon/Juniper Forest Community that includes pinyon,
juniper,sagebrush, yucca, pricklypear cactus, Indian ricegrass, and other grasses. Animal
species reported in Nine Mile Canyon include mule deer, mountain lion, coyote, blacktail
jackrabbit, cottontail rabbit, porcupine, ground squirrel, pack rat, elk, marmots, and various
birds and reptiles. Most fauna found in the area todayare assumed to have been present
in prehistoric times, although many species were extirpated in the historic era (e.g. wolf,
bison, grizzly bear). Modern disturbances consist of oillgas development, recreation,
livestock grazing, and roads.

SURVEY METHODOLOGY

An intensive pedestrian survey was performed for this project which is considered
100% coverage. At the 10 acre well locations the archaeologists walked parallel transects
spaced no more than 10 m (30 ft) apart. The access routes were surveyed in the same
manner to a width of 300 ft. Ground visibilitywas considered good. A total of 62.3 acres
ofwhich 33.1 acres occurs on SlTLA land and 29.2 acres is situated on BLMadministered
land (Price Field Office).

RECEIVED
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Figure 1. Inventory Area of BillBarrett Corporation's Proposed Peter's Point State #2-2
and Peter's Point State #4-2 Well Locations, Carbon County, Utah.
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INVENTORY RESULTS AND RECOMMENDATIONS

The inventory of Bill Barrett Corporation's proposed Peters Point State #2-2 and
Peter Point State #4-2 well locations withassociated access routes resulted in no cultural
resources. On the basis of the findings a determination of "no historicproperties affected"
is proposed for this project pursuant to Section 106, CFR 800.
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BILLBARRETT CORPORATION
TYPICAL 3,000 p.s.i. BLOWOUT PREVENTER

RILLING NIPPLE

FILL UP LINE
FLOW LINE

ANNULAR
PREVENTER

P/ S

BLINDRAMS

'DRILLING SPOOL

CHECK VALVE

CASINGHEAD

KILLLINE - Minimurn 2n To Choke Manifold -

Minimum 3"
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BILLBARRETT CORPORATION

TYPICAL 3,000 p.s.l. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLE CHOKE

TO MUD/GAS SEPARATOR ! TO MUD/GAS SEPARATOR I
AND/OR P/T (2 IN. MIN.)

i BOP STACK OUTLET AND/OR PIT (2 /N. MIN.)
(3 IN. MINIMUM)

RECEIVED
SEPO9 2005

DN.0FOIL,GAS&



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/09/2005 API NO. ASSIGNED: 43-007-31056

WELL NAME: PETERS POINT ST 6-2D DEEP

OPERATOR: BILL BARRETT CORP ( N2165 )

CONTACT: MATT BARBER PHONE NUMBER: 303-312-8168

PROPOSED LOCATION:

NWSE 02 1305 160E INSPECT LOCATN BY: / /
SURFACE: 0794 FNL 2395 FEL Tech Review Initials Date

$ÔBOTTOM: 1980 FNL 1980 FWL

CARBON Engineering

PETER'S POINT ( 40 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML48386

SURFACE OWNER: 3 - State
LATITUDE: 39.72088

PROPOSED FORMATION: MNKP

COALBED METHANE WELL? NO LONGITUDE: -110.0899

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] Ind[] Sta[] Fee[]
Unit

(No. LPM4138148 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No.90-1542 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) / R649-3-11. Directional Drill

COMMENTS: ;-y
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DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Bill Barrett Corporation
WELL NAME & NUMBER: Peter's Point State #6-2D Deep
API NUMBER: 43-007-31056
SURFACE LOCATION: 1/4,1/4 NW/SE See: 2 TWP: 13S RNG: 16E 794 FNL 2395 FEL
BOTTOM HOLE LOCATION: 1/4,1/4 SE/SW See: 2 TWP: 13S RNG: 16E 1980 FNL 1980 FWL

Geologv/Ground Water:

Bill Barrett Corp. proposes to set 3,000' of surface casing at this location. The base of the moderately saline
water is at approximately 2,800 feet in this area. This location lies on the Green River Formation. The
proposed location is in a recharge area for the aquifers of the upper Green River formation and fresh water can
be expected to be found in the upper Green River. A search of Division of Water Rights records indicates no
water wells within a 10,000 foot radius of the proposed location. The proposed casing and cement program
should adequately protect any useable ground water.

Reviewer: Brad Hill Date: 09-26-2005

Surface:

The division staff did a presite investigation of the surface area on 8/22/05 to take comments and address issues
regarding the drilling of this well. Ed Bonner with SITLA was invited by telephone and through email but did not
attend. Nathan Sill from the Price Office was invited to represent the Utah Division of Wildlife Resources. The
northeastern corner (or approximately 1/3) of this proposed location has already been disturbed while drilling the
previous three well located to the east of this location; the reserve pit is still open from the last well and located just
east of corner #3. Nathan Sill requested the location be spun 180 degrees hoping to save more of the open meadow
for future wildlife use. However, after the reserve pit has been reclaimed and seeded more of that meadow will be
returned to nature and wildlife use than if the location were flip-flopped.

The surface is mostly flat but slopes approximately 2.2 feet from south to north. The flattopmesa where this well
is located has adjacent canyons to the north and south. Most affected is Jack Canyon to the south, which is located
180' south of pit corner number "B". There should not be any problems if Barrett constructs the pit and lines it
according to their own operating plan (walk in rocks, felt pad and 16 mil liner).

This well is a directional, deep hole test, drilled from the NW/SE of section 2, to the SE/SW of section 2. No
other issues were noted during this presite meeting.

Reviewer: Dennis L. Ingram Date: September 21, 2005

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 16 mils and a felt subliner shall be properly installed and
maintained in the reserve
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ON- SITE PREDRILL EVALUATION

Division of oil, Gas and Mining

OPERATOR: Bill Barrett Corporation
WELL NAME & NUMBER: Peter's Point State #6-2D Deep
API NUMBER: 43-007-31056

LEASE: ML-48386 FIELD/UNIT: PETER'S POINT/EXPLORATORY
SURFACE LOCATION:1/4,1/4 NW/SE Sec: 2 TWP:13S RNG: 16E 794 FNL 2395 FEL
BOTTOM HOLE LOCATION: 1/4,1/4 SE/SW Sec:2 TWP:13S RNG:16E 1980FNL 1980 FWL
LEGAL WELL SITING: 460 F SEC. LINE; 460 F 1/4,1/4 LINE; 460 F ANOTHER WELL.
GPS COORD (Inm): X =0578005 E; Y =4396969 N SURFACE OWNER: SITLA

PARTICIPANTS
Dennis L. Ingram (DOGM) Fred Goodrich (Bill Barrett Corporation)

Nathan Sill (Utah Division of Wildlife Resources)

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Well proposed 31.8 +/- miles south of Myton, Utah on narrow east/west
bench approximately 1.9 miles southeast of Sage Brush Flat or where the
old airport for the Peter's Point Field is located. Two deep canyons
are found to north and south of the proposed site, both drain from the
west, northwest, and east into Jack Canyon and eventually reach the
Green River approximately 7.0 miles down canyon. Steep canyon walls
into Jack Canyon that drops over a thousand feet from the mesa top.

SURFACE USE PLAN

CURRENT SURFACE USE: Three existing wellbores northeast of staking;
recreational and hunting, elk and deer winter range.

PROPOSED SURFACE DISTURBANCE: 400'x 255' plus a temporary reserve pit
and top soil storage outside the described area.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: PP#2; PP#11A; PP#36-
3¡ PPUS#4-2; PP#2-2; 8-2D; AND 6-2D

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: All production
equipment shall remain on location or previously disturbed surface; gas
lines already exist on adjacent location.

SOURCE OF CONSTRUCTION MATERIAL: Native cut and full using borrowed

ANCILLARY FACILITIES: None requested

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OR CONCERNS?
(EXPLAIN): YES, INCREASED TRAFFIC ALONG NINE MILE CANYON

WASTE MANAGEMENT PLAN:

Submitted to the Division with Application to
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ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: Adiacent canyons, mostly dry

FLORA/FAUNA: Typical high desert pinion/juniper habitat, open meadow
with sagebrush and rice grass; potential winter range for_mule deer,
elk, mountain lion and black bear habitat, smaller mammals and bird life
native to region.

SOIL TYPE AND CHARACTERISTICS: Tan, fine-grained sandy loam with
underlying sandstones and shale

SURFACE FORMATION & CHARACTERISTICS: Green River

EROSION/SEDIMENTATION/STABILITY: Minor erosion, sedimentation, no
stability problems anticipated

PALEONTOLOGICAL POTENTIAL: None observed during presite visit

RESERVE PIT

CHARACTERISTICS: Proposed on south side of location in cut, measuring
100'x 190'x 8' deep

LINER REQUIREMENTS (Site Ranking Form attached): 25 points, walk in
reserve pit with cat and break up rocks, pad bottom with felt pads and
use a 16 mil synthetic pit liner to line same.

SURFACE RESTORATION/RECLAMATION PLAN

According to SITLA, or contoured and shaped with seed mixture provided
by the Utah Division of Wildlife Resources

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY: Was done and submitted to SITLA and DOGM

OTHER OBSERVATIONS/COMMENTS

Three existing well bored immediately east of location, the eastern
third of location was previously disturbed from other well pads, canyon
wall drop-off approximately 180' south of pit corner B, surface is
relatively flat but slopes gently to the north, location is staked in
open meadow,

ATTACHMENTS

Photos of this location were taken and placed on file.

Dennis L. Ingram August 22, 2005 9:00 AM
DOGM REPRESENTATIVE



Eva uation Ranking criteria and Ranking Score
For Reserve and onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or rechar e area 20 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 ___0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability lo
High permeability 20 __20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10 0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 25 (Level I Sensitivity)

SensitivityIzvel 1= 20 ormore;totalcontainment is required, consider çriteria for excludingpit use.
SensitivitvLevel II = 15-19:linine is discretionaty.
Sensitivity Izvel HI = below I5; no specific lining is required
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Well name: 10-05 Bill Barrett Peters Point St 6-2D
Operator: Houston Exploration Company
String type: Surface Project ID:

43-007-31056
Location: Carbon County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 107 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 299 ft

Burst:
n factor 1.00 Cement top: Surface

Burst
Maxanticipated surface

pressure: 1,691 psi
Internal gradient: 0.436 psilft Tension: Non-directional string.
Calculated BHP 3,000 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 15,874 ft
Tension is based on air weight. Next mud weight: 10.500 ppg
Neutral point: 2,625 ft Next setting BHP: 8,659 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 3,000 ft
Injection pressure 3,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 3000 9.625 40.00 S-95 LT&C 3000 3000 8.75 238.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 1309 4230 3.231 3000 6820 2.27 120 858 7.15 J

Prepared ClintonDworshak Phone: (801) 538-5280 Date: October 19,2005
by: Utah Div. of Oil&Mining FAX: (801)359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correctionfor tension.

Burst strength is not adjusted for tension.

Engineering msponsibility for use of this design wi/Ibe that of the



0 0
Well name: 10-05 Bill Barrett Peters Point St 6-2D
Operator: Houston Exploration Company
String type: Production Project ID:

43-007-31056
Location: Carbon County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 287 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 2,083 ft

Burst
Max anticipated surface

pressure: 1,732 psi
Internal gradient: 0.436 psilft Tension: Directional well information:
Calculated BHP 8,659 psi 8 Round STC: 1.80 (J) Kick-off point 400 ft

8 Round LTC: 1.80 (J) Departure at shoe: 1493 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 2 °/100ft

Premium: 1.50 (J) Inclination at shoe: 0 °

Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 13,477 ft

hun Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Gapacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (ft3)
1 16000 5.5 20.00 HCP-110 LT&C 15874 16000 4.653 647.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 8659 11100 1.282 8659 12630 1.46 317 548 1.73 J

Prepared ClintonDworshak Phone: (801) 538-5280 Date: October 19,2005
by: Utah Div. of Oil& Mining FAX: (801)359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design wi/Ibe that of the
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Bill Barrett Corporation

September 20, 2005

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Abrung
1594 West North Temple. Suite i210
P.O. ßox 14580 l
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R640-3-1 I
Peter's Pomt Unit Fedcral 46-2D Deep
Surface: NWSE. 794' FNI 2395' FEL
Bottom Hole: SESW. IONG FNL, 1980' FWL, Sec. 2-Tl3S-R [6E
Lot 2, Secuon 2. TI is-R16E
Carbon County, t iah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Pennit to Drill
("APD") regardíng the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation kule R649-3-11 pertaining to the "Exception to Location and Siting
of Wells.

• The above-mentioned proposed location is within the Peter's Point Umt Area;
• BBC is permitting this well as a directional well in order to minimize surface disturbance

by locating the weH at the surface location and directionally drilling from this location.
BBC will be able to utihre the existing road and pipelines m the area,

• BBC hereby cernfies that a is the sole working interest owner within 460 feet of the
entire directional well hore.

Based on the information pronded. BBC requests that the pertait be granted pursuant to
R649-3-11. If you should have any questons or need further information, please contact me at
303-312-8168.

Sincerely,

Matt Barber
Contract Permit Analyst for
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Bill Barrett Corporation
1099 18th Street Suite 2300w
Denver, Colorado 80202

Peters Point 6-2D DEEP

Carbon County, Utah
United States of America
S:2 T:13S R:17E
API/UWI 43007xxxx

Surface Casing Cementing
Proposal
Prepared for: Dominic Spencer
August 5, 2005
Version: 1

RECEIV
OCT19 2005

DN.0F01,GAS&MINING
HALLIBURTON

Proposal Peters Pt 6-2D surf csg cmt
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Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared and Submitted by:

SERVICE CENTER: VERNAL, UT
SERVICE COORDINATOR: WILLIS LEFEVRE
FIELD SERVICE QUALITY COORDINATOR: RICHARD MCDONALD
CEMENTING ENGINEER: RICHARD CURTICE
FIELD REPRESENTATIVE: ROB KRUGER
PHONE NUMBER: 1-435-789-2550

2
BILL BARRETT CORPORATION Peters Point
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Job Information Surface Casing

Peters Point 6-2D

Surface Casing 0 - 3000 ft (MD)
Outer Diameter 9.625 in
Inner Diameter 8.835 in
Linear Weight 40 lbm/ft
Casing Grade HCP110

Surface Hole 0 - 3000 ft (MD)
Inner Diameter 12.250 in
Job Excess 100 %

Mud Type Water Based Mud
Mud Weight 8.80 lbm/gal
BHST 90 degF
BHCT 80 degF

3
BILL BARRETT CORPORATION Peters Point
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Calculations Surface Casing

Spacer:
Total Spacer = 112.29 ft'

= 20.00 bbl

Cement : (2500.00 ft fill)
2500.00 ft * 0.3132 ft'/ft * 100 % = 1565.94 ft'
Total Lead Cement = 1565.94 ft'

= 278.90 bbl
Sacks of Cement = 851 sks

Cement : (500.00 ft fill)
500.00 ft * 0.3132 ft'/ft * 100 % = 313.19 ft'
Primary Cement = 313.19 ft'

= 55.78 bbl

Shoe Joint Volume: (44.00 ft fill)
44.00 ft * 0.4257 ft'/ft = 18.73 ft'

= 3.34 bbl
Tail plus shoe joint = 331.92 ft'

= 59.12 bbl
Total Tail = 289 sks

Total Pipe Capacity:
3000.00 ft * 0.4257 ft'/ft = 1277.21 ft'

= 227.48 bbl

Displacement Volume to Shoe Joint:
Capacity of Pipe - Shoe Joint = 227.48 bbl - 3.34 bbl

= 224.14 bbl

4
BILL BARRETT CORPORATION Peters Point
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Job Recommendation Surface Casing

Fluid Instructions
Fluid 1: Water Spacer
Water Spacer w/Gel Fluid Density: 8.50 lbm/gal

Fluid Volume: 20 bbl

Fluid 3: Lead Cement - (2500 - 0')
Halliburton Light Premium Fluid Weight 12.70 lbm/gal

1% Calcium Chloride (Accelerator) Slurry Yield: 1.84 fŸ/sk
0.25 lbm/sk Flocele (Lost Circulation Additive) Total Mixing Fluid: 9.90 Gal/sk

Top of Fluid: 0 ft
Calculated Fill: 2500 ft

Volume: 278.90 bbl
Calculated Sacks: 851.05 sks

Proposed Sacks: 855 sks

Fluid 4: Primary Cement - (3000 -2500')
Premium Cement Fluid Weight 15.80 lbm/gal

94 lbm/sk Premium Cement (Cement-api) Slurry Yield: 1.15 ft'/sk
2 % Calcium Chloride (Accelerator) Total Mixing Fluid: 4.97 Gal/sk
0.25 lbm/sk Flocele (Lost Circulation Additive) Top of Fluid: 2500 11

Calculated Fill: 500 ft
Volume: 59.12 bbl

Calculated Sacks: 288.63 sks
Proposed Sacks: 290 sks

5
BILL BARRETT CORPORATION Peters Point



e 9
HALLIBURTOI\I

Job Procedure Surface Casing

Detailed Pumping Schedule
Fluid # Fluid Fluid Name Surface Estimated Downhole

Type Density Avg Rate Volume
lbm/gal bbl/min

1 Spacer Water Spacer w/Gel 8.5 7.0 20 bbl

3 Cement Halliburton Light Cement 12.7 7.0 855 sks

4 Cement Premium Cement 15.8 7.0 290 sks

6
BILL BARRETT CORPORATION Peters Point
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Conditions

NOTE

The cost in this analysis is good for the materials and/or services outlined within. These prices are based
on Halliburton being awarded the work on a first call basis. Prices will be reviewed for adjustments if
awarded on 2 or 3" call basis and/or after 30 days of this written analysis. This is in an effort to
schedule our work and maintain a high quality of performance for our customers.

The unit prices stated in the proposal are based on our current published prices. The projected equipment,
personnel, and material needs are only estimates based on information about the work presently available
to us. At the time the work is actually performed, conditions then existing may require an increase or
decrease in the equipment, personnel, and/or material needs. Charges will be based upon unit prices in
effect at the time the work is performed and the amount of equipment, personnel, and/or material actually
utilized in the work. Taxes, if any, are not included. Applicable taxes, if any, will be added to the actual
invoice.

It is understood and agreed between the parties that with the exception of the subject discounts, all
services performed and equipment and materials sold are provided subject to Halliburton's General Terms
and Conditions contained in our current price list, (which include LIMITATION OF LIABILITY and
WARRANTY provisions), and pursuant to the applicable Halliburton Work Order Contract (whether or
not executed by you), unless a Master Service and/or Sales Contract applicable to the services, equipment,
or materials supplied exists between your company and Halliburton, in which case the negotiated Master
Contract shall govern the relationship between the parties. A copy of the latest version of our General
Terms and Conditions is available from your Halliburton representative or at:
http://www.halliburton.com/hes/general terms conditions.pdf for your convenient review, and we would
appreciate receiving any questions you may have about them. Should your company be interested in
negotiating a Master Contract with Halliburton, our Law Department would be pleased to work with you
to finalize a mutually agreeable contract. In this connection, it is also understood and agreed that
Customer will continue to execute Halliburton usual field work orders and/or tickets customarily required
by Halliburton in connection with the furnishing of said services, equipment, and materials.
Any terms and conditions contained in purchase orders or other documents issued by the customer shall
be of no effect except to confirm the type and quantity of services, equipment, and materials to be
supplied to the customer.
If customer does not have an approved open account with Halliburton or a mutually executed written
contract with Halliburton, which dictates payment terms different than those set forth in this clause, all
sums due are payable in cash at the time of performance of services or delivery of equipment, products, or
materials. If customer has an approved open account, invoices are payable on the twentieth day after date
of invoice.

Customer agrees to pay interest on any unpaid balance from the date payable until paid at the highest
lawful contract rate applicable, but never to exceed 18% per annum. In the event Halliburton employs an
attorney for collection of any account, customer agrees to pay attorney fees of 20% of the unpaid account,
plus all collection and court costs.

7
BILL BARRETT CORPORATION Peters Point
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wenname: Peters Point Unit State 6-2D-13-16 DEEP
Operator: Bill Barrett
stringtype: Production

Location: NWNE Section 2, T13S-R16E

Design parameters: Minimum design factors: Environment:
Collaose Collapse: H2S considered? No
Mud weight: 10.10 ppg Design factor 1.125 Surface temperature: 60.00 °F

Bottom hole temperature: 219 °F

Design is based on evacuated pipe. Temperature gradient: 1.00 °F/100ft
Minimum section length: 1,500 ft

Design factor 1.10 Cement top: 3,600 ft

Maxanticipated surface
pressure: 4,837 psi

internal gradient: 0.22 psilft
Calculated BHP 8,329 psi Tension: Directional Info - Bulld & Drop

8 Round STC: 1.80 (J) Kick-offpoint 3100 ft
8 Round LTC: 1.80 (J) Departure at shoe: 1493 ft

No backup mud specified. Buttress: 1.80 (J) Maximumdogleg: 2 */100ft

Premium: 1.80 (J) Inclination at shoe: 0 *

Body yield: 1.80 (B)

Tension is based on buoyed weight.
Neutral point: 13,573 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (fP)
1 16000 5.5 20.00 HCP-110 LT&C 15874 16000 4.653 647.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 8329 11100 1.333 8329 12630 1.52 269 548 2.04 J

Prepared DominicSpencer Phone: (303) 312-8143 Date: August 5,2005
by: Bill Barrett Corporation FAX: (303) 312-8195 Denver, Colorado

Remarks:

Collapse is based on a vertical depth of 15874 ft, a mud weight of 10.1 ppg The casing is considered tobe evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension. RECE IVED
Burst strength is not adjusted for tension.
Collapse strength is (blaxially)derated for doglegs in directional wells by multiplying thetensilestress by the cross section arMm calculaie se load
which is added to the axial load.

Engineering responsibility for use of this design willbe thatof thepurchaser DIV,0F0IL,GAS&MI
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Well name: Peters Point Unit State 6-2D-13-16 DEEP
operator: Bill Barrett
stringtype: Surface

Location: NWNE Section 2, T13S-R16E

Design parameters: Minimum design factors: Environment:
Collapse Collaose: H2S considered? No
Mud weight: 8.80 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design is based on evacuated pipe. Bottom hole temperature: 90 °F

Temperature gradient: 1.00 °F/100ft
Minimum section length: 1,500 ft

Design factor 1.10 Cement top: Surface
Rumt
Max anticipated surface

pressure: 2,340 psi
intemal gradient: 0.22 psilft
Calculated BHP 3,000 psi Tension: Non-directionalstring.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

No backup mud specified. Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 15,874 ft
Tension is based on buoyed weight. Next mud weight: 10.100 ppg
Neutral point: 2.607 ft Next setting BHP: 8,329 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 3,000 ft
Injection pressure 3,000 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (In) (fP)
1 3000 9.625 40.00 HCP-110 LT&C 3000 3000 8.75 238.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (KIps) (KIps) Factor
1 1371 4230 3.084 3000 7900 2.63 104 988 9.47 J

Prepared DominicSpencer Phone: (303) 312-8143 Date: August 5,2005
by: Bill Barrett Corporation FAX:(303) 312-8195 Denver. Colorado

Remarks:
Collapse is based on a vertical depth of 3000 ft, a mud weight of 8.8 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on theWestcott. Dunlop & Kemler method of blaxial correction for tension.

Burst strength is not adjusted for tension. RECElVED

Engineenna msponsibilityfor use of thisdesign wi/Ibe thatof thepurchaser
QCT19 2005

DN.0FOIL,GAS&
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Bill Barrett Corporation
1099 18th Street Suite 2300
Denver, Colorado 80202

Peters Point 6-2D DEEP

Carbon County, Utah
United States of Arnerica
S:2 T:13S R:17E
API/UWI 43007xxxx

5 1/2" Production Casing
Cementing
Prepared for: Dorninic Spencer
August 5, 2005
Version: 1

RECE IVED
OCT19 2005

DNOF0]L,GAS&MWWG

HALLIBURTON

Proposal Peters Pt 6-2D Alternate Prod Csg Cmt
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Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared and Submitted by:

SERVICE CENTER: VERNAL, UT
SERVICE COORDINATOR: WILLIS LEFEVRE
FIELD SERVICE QUALITY COORDINATOR: RICHARD MCDONALD
CEMENTING ENGINEER: RICHARD CURTICE
FIELD REPRESENTATIVE: ROB KRUGER
PHONE NUMBER: 1-435-789-2550

2
BILL BARRETT CORPORATION Peters Point
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Job Information Production Casing Cementing

Peters Point 6-2D

Surface Casing 0 - 3000 ft (MD)
Outer Diameter 9.625 in
Inner Diameter 8.835 in
Linear Weight 40 lbm/ft
Casing Grade HCPl10

Production Casing 0 - 16000 ft (MD)
Outer Diameter 5.500 in
Inner Diameter 4.778 in
Linear Weight 20 lbm/ft
Casing Grade HCPl10

Production Hole 3000 - 16000 ft (MD)
Inner Diameter 8.750 in
Job Excess 25 %

Mud Type Water Based Mud
Mud Weight 10.10 lbm/gal
BHST 260 degF
BHCT 212 degF

3
BILL BARRETT CORPORATION Peters Point



O O
HALLIBURTOI\l

Calculations Production Casing Cementing

Spacer:
135.00 ft * 0.2607 ft'/ft * 0 % = 35.20 ft'
66.00 ft * 0.2526 ft'/ft * 25 % = 20.84 ft'
Total Spacer = 56.15 ft'

= 10.00 bbl

Spacer:
356.00 ft * 0.2526 ft'/ft * 25 % = 112.40 ft3
Total Spacer = 112.29 ft'

= 20.00 bbl

Spacer:
178.00 ft * 0.2526 ft'/ft * 25 % = 56.20 ft3
Total Spacer = 56.15 ft'

= 10.00 bbl

Cement : (8400.00 ft fill)
8400.00 ft * 0.2526 ft'/ft * 25 % = 2652.25 ft'
Total Lead Cement = 2652.25 ft'

= 472.38 bbl
Sacks of Cement = 690 sks

Cement : (4000.00 ft fill)
4000.00 ft * 0.2526 ft'/ft * 25 % = 1263.00 ft'
Primary Cement = 1263.00 ft'

= 224.93 bbl

Shoe Joint Volume: (88.00 ft fill)
88.00 ft * 0.1245 ft'/ft = 10.96 ft3

= 1.95 bbl
Tail plus shoe joint = 1263.00 ft'

= 226.88 bbl
Total Tail = 891 sks

Total Pipe Capacity:
16000.00 ft * 0.1245 ft'/ft = 1992.00 ft'

= 354.76 bbl

Displacement Volume to Shoe Joint:
Capacity of Pipe - Shoe Joint = 354.76 bbl - 1.95 bbl

= 352.81 bbl

4
BILL BARRETT CORPORATION Peters Point
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Job Recommendation Production Casing Cementing

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.34 lbm/gal

Fluid Volume: 10 bbl

Fluid 2: Reactive Spacer
Super Flush Fluid Density: 9.10 lbm/gal

Fluid Volume: 20 bbl

Fluid 3: Water Spacer
Fresh Water Fluid Density: 8.34 lbm/gal

Fluid Volume: 10 bbl

Fluid 4: Lead Cement - (12000 -- 3600')
Halliburton Hi-Fill Fluid Weight 11 lbm/gal

Slurry Yield: 3.84 ft'/sk
Total Mixing Fluid: 23.15 Gal/sk

Top of Fluid: 3600 ft
Calculated Fill: 8400 ft

Volume: 472.38 bbl
Calculated Sacks: 689.97 sks
Proposed Sacks: 690 sks

Fluid 5: Primary Cement
50/50 Poz Premium, 2% gel standard Fluid Weight 14.30 lbm/gal

20 % SSA-1 (Additive Material) Slurry Yield: 1.43 ft'/sk
0.3 % Super CBL (Expander) Total Mixing Fluid: 6.20 Gal/sk
0.3 % Halad(R)-344 (Low Fluid Loss Control) Top of Fluid: 12000 ft
0.3 % Halad(R)-413 (Low Fluid Loss Control) Calculated Fill: 4000 ft
0.4 % HR-5 (Retarder) Volume: 226.88 bbl
0.25 lbm/sk Flocele (Lost Circulation Additive) Calculated Sacks: 890.86 sks

Proposed Sacks: 895 sks

5
BILL BARRETT CORPORATION Peters Point
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Job Procedure Production Casing Cementing

Detailed Pumping Schedule
Fluid # Fluid Fluid Name Surface Estimated Downhole

Type Density Avg Rate Volume
lbm/gal bbl/min

1 Spacer Fresh Water 8.3 5.0 10bbl

2 Spacer Super Flush 9.1 5.0 20 bbl

3 Spacer Fresh Water 8.3 5.0 10 bbl

4 Cement Halliburton Hi Fill 11.0 5.0 690 sks

5 Cement 50/50/2 Pozmix 14.3 5.0 895 sks

6
BILL BARRETT CORPORATION Peters Point
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Conditions

NOTE

The cost in this analysis is good for the materials and/or services outlined within. These prices are based
on Halliburton being awarded the work on a first call basis. Prices will be reviewed for adjustments if
awarded on 2* or 3" call basis and/or after 30 days of this written analysis. This is in an effort to
schedule our work and maintain a high quality of performance for our customers.

The unit prices stated in the proposal are based on our current published prices. The projected equipment,
personnel, and material needs are only estimates based on information about the work presently available
to us. At the time the work is actually performed, conditions then existing may require an increase or
decrease in the equipment, personnel, and/or material needs. Charges will be based upon unit prices in
effect at the time the work is performed and the amount of equipment, personnel, and/or material actually
utilized in the work. Taxes, if any, are not included. Applicable taxes, if any, will be added to the actual
invoice.

It is understood and agreed between the parties that with the exception of the subject discounts, all
services performed and equipment and materials sold are provided subject to Halliburton's General Terms
and Conditions contained in our current price list, (which include LIMITATION OF LIABILITY and
WARRANTY provisions), and pursuant to the applicable Halliburton Work Order Contract (whether or
not executed by you), unless a Master Service and/or Sales Contract applicable to the services, equipment,
or materials supplied exists between your company and Halliburton, in which case the negotiated Master
Contract shall govern the relationship between the parties. A copy of the latest version of our General
Terms and Conditions is available from your Halliburton representative or at:
http://www.halliburton.com/hes/general terms conditions.pdf for your convenient review, and we would
appreciate receiving any questions you may have about them. Should your company be interested in
negotiating a Master Contract with Halliburton, our Law Department would be pleased to work with you
to finalize a mutually agreeable contract. In this connection, it is also understood and agreed that
Customer will continue to execute Halliburton usual field work orders and/or tickets customarily required
by Halliburton in connection with the furnishing of said services, equipment, and materials.
Any terms and conditions contained in purchase orders or other documents issued by the customer shall
be of no effect except to confirm the type and quantity of services, equipment, and materials to be
supplied to the customer.
If customer does not have an approved open account with Halliburton or a mutually executed written
contract with Halliburton, which dictates payment terms different than those set forth in this clause, all
sums due are payable in cash at the time of performance of services or delivery of equipment, products, or
materials. If customer has an approved open account, invoices are payable on the twentieth day after date
of invoice.

Customer agrees to pay interest on any unpaid balance from the date payable until paid at the highest
lawful contract rate applicable, but never to exceed 18% per annum. In the event Halliburton employs an
attorney for collection of any account, customer agrees to pay attomey fees of 20% of the unpaid account,
plus all collection and court costs.

7
BILL BARRETT CORPORATION Peters Point
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Thirteen & Three-eighths lach (13 3/8") or Eleven [nch (11") Double Gate
Hydraulic BOP with Thirteen & Three-cighths Inch (13 3/8") or Eleven
Inch (11") Annular Preventer. The blow out preventer will be equipped as
follows:

1. One (1) blind ram (above).
2. Two (2) pipe rams (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum. kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) maunual and hydraulic choke line valves (3-inch minimum),
6. Remote kill line (2-inch minimum).
7. Three (3) chokes with one remotely controlled from the rig floor.
8. Two (2) kill line valves, and a check valve (2-inch minimum).
9. Upper and lower kelly cock valves with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
11. Inside BOP or float sub available.
12. Wear ring in casing head.
13. Pressure gauge on choke manifold.
14. Fill-up line above the uppermost preventer· RECEIVED

B. Pressure Rating: 10.000 psi Og gg
C. Testing Procedure: DIVOF0/I..,GAS&MMG

Annular Preventer (.5000psi)

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met. whichever is longer.

At a minimum the above pressure test will be perfortned:

1. When the annular preventer is initiallyinstalled;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold,and related equipment will be pressure
tested to the approved working pressureof the BOP stack (if isolatedfrom
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surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will be
maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip. but not more than
once each day. All BOP drills and tests will be recorded in the IADCdriller's
log.

D. Choke .ilanifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees. and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
OnshoreOil & Gas Order Nwnber 2.

A manual lockingdevice (i.e. hand wheels) or automatic locking device will be
installed on all systems of2M or greater. A valve will be installedin the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the openposition and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for 5M or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventersand the choke line valve (if so equipped)

F. MisceIIaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of OnshoreOil & Gas Order Number2. The choke manifold and BOP extension
rods with hand wheels will be locatedoutside the rig sub-structure. The hydraulic
BOP closing unit will be locatedat least twenty-five (25) feet from the well head
but readily accessible to the driller. Exact locations and configurations of the
hydraulicBOP closing unit will depend upon the particular rig contracted to drill
this hole.

A flareline will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILL BARRETT CORPORATION
TYPICAL 10.000 p.s.i. BLOWOUT PREVENTER

RILLINGNIPPLE

FILLUP LINE LOWVLINE

ANNULAR
PREVENTER

RILLINGSPOOL

CHECK VALVE

HCR

E RAMS

KILLLINE- Minimum 2"

To Choke Manifoki

CASINGHEAD
"" ¯ Mimmum



0 0

BILLBARRETT CORPORATION
TYPICAL10,000 p.s.i. CHOKE MANIFOLD
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CHOKE AND R RIT (3 IN MIN.)

ADJUSTABLE CHOKE ,ADJUSTABLECHOKË
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ANDrCR PIT (3 IN MIN) AND/OR PIT (3 IN.MIN.)

ALLEQUIPMENT IS3"



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Ireurenant covernor

State of Utah December 1, 2005

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector BilÏ BürfettÛOrporation

1099 18th St., Suite 2300
Division of Denver, CO 80202

Oil, Gas & Mining

JOHN R.BAZA
vivisionDirector Re: Peters Point State 6-2D Deep Well, 794' FNL, 2395' FEL, NW SE, Sec. 2,

T. 13 South, R. 16 East, Bottom Location 1980' FNL, 1980' FWL, SE SW,
Sec. 2, T. 13 South, R. 16 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-l et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43--007-31056.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
SITLA

1594West NorthTemple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340•facsimile (801) 359-3940• TTY (801)538-7458•



O O
Operator: Bill Barrett Corporation
Well Name & Number Peters Point State 6-2D Deep
API Number: 43-007-31056
Lease: ML 48386

Location: NW SE Sec._2_ T. 13 South R. 16 East
Bottom Location: SE SW Sec.1 T. 13 South R. 16 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and theirwork telephone
numbers (please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
changeof plans or other operational actions.

4. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

5. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy Attached)

Page
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Page 2
43-007-31056
December 1, 2005

7. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



ST OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES im

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER .Peter's Point State 6-2D Deep

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300 Denver sy,,, CO ZIP 80202 (303) 312-8134 Peter's Point/Exploratory
4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL coUNTY: Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENT FORMATION
NOTICEOF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TOREPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPÒRARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Fomi Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Permit Extension

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT.FORMATION

12 DESCRIBEPROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

This sundry is being submitted to request an extension on the APD which expires on 12/1/2006.

Approvedby the
Utah Divisionof

OR,Gas and Mming

NAME (PLEASE PRINT) Tracey L. Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE DATE 10/26/2006

(ThisspaceforStateuseonly) RECEIVED
OCT3 O2005

(5/2000) (See instructions on Reverse Side)
DIV.OFOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: @iööisiöšš¯]

Well Name: Peter's Point state6-2D Deep
Location: NWSE, Lot 2, Section 2, 13S-R16E

Company Permit Issued to: Bill Barrett Corporation
Date Original Permit Issued: 12/1/2005

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies thatthe information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Following is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, ifso, has the surface
agreement been updated? Yes O NoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesONoO

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? YesO No IZ]

Has the approvedsource of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO Nom

Is bonding still in place, which covers this proposed well? YesmNoO

10/26/2006

Signature Date

Title: Environmental/Regulatory Analyst

Representing: Bill Barrett Corporation RECEIVED
OCT3O2006

DIV.0FOIL,GAS&



. STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICESAND REPORTS ON WELLS n/a
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER .Peter's Point State 6-2D Deep

2. NAME OF OPERATOR: 9. API NUMBER:

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300 Denver STATE CO ZIP 80202 (303) 312-8134 Peter's Point/Exploratory
4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Change in BHL and
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Well name

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BILLBARRETT CORPORATION IS SUBMITTING THIS SUNDRY AS NOTIFICATION THAT THE BOTTOM HOLE
LOCATION HAS CHANGED. A REVISED DIRECTIONAL PLAN, PLAT AND DRILLING PLAN IS ATTACHED AND THE NEW
INFORMATION IS AS FOLLOWS:

NEW NAME: PETER'S POINT STATE 5-2D-13-16 DEEP 5 73 - 7 /
NEW BOTTOM HOLE LOCATION: SWSW,

THE CASINGDETAILSAND BOP INFORMATION REMAINUNCHANGED. IF YOU HAVE ANY QUESTIONSOR NEED
ANYTHING FURTHER, PLEASE CONTACT ME AT 303-312-8134.

copym100PERATOR

NAME (PULEEASEPRINT) cey L Fa

J mr1A R
.

ATE Environ0mental/Regulatory Analyst

(This space for State use only) vià ON Hi-CEIVED
L GAS AND JAN1 12007

AT
. DIVOFOIL,GAS&MINING

(5/2000) (See Instructions on Reverse



BILL BARRETT CORPORATION
Well locotion, PETERS POINT STATEA6 Ò 06 P
DEEP, located as shown in the gQ 1/4 SG 1/4T13S, Ri6'E, S.L.B.&M. of Section 2, T13S, R16E, S.L.B.&M., Carbon
County, Utah.

BASIS OF ELEVATION
SPOT ELEVATIONAT A WELLHEAD IN THE SW 1/4 OF
SECTION 36, T12S, R16E, S.LB.&M. TAKEN FROM THE
CEDARRIDGECANYONQUADRANGLE,UTAH, 7.5 MINUTE

tæt mumog QUAD.(TOPOGRAPH1CMAP) PUBLISHEDBY THE UNITEDSB9°44'10"E
- 2650.76' (Meas.) 1.0'm¢ 2640.02' (G.Lo-) Ti2S STATESDEPARTMENTOF THE INTERIOR, GEOLOGICAL

tæt een cm. L TOS SURVEY. SAID ELEVATIONIS MARKEDAS BEING 6769 FEET
sim-

(abo.) E BASIS OF BEARINGS
Lot 4 Lot J BASIS OF BEARINGSIS A G.P.S. OBSERVATION.

PE7£R'S P0/H T ,

STA7E g-2D DEEP Comp.) 2Elen Ungraded Onund Lot 2

srmes
SCALESB9°58'W

- 5280.00' (G.LO.) CERTIFICATE *

THIS IS TO CERTIFY THATTHEAB
F1ELDNOTES OF ACTUALSURVEYS MEOR UN
SUPERVISIONANDTHATTHE5AME E (*t E
BESTOF MYKNOWLEDGEAND -

som ß¢5êcÏWHfo-tr7 D SU
PR OSEDMEIL AlfADBOWS sievnn Revised: 08-31-05 D.R.B. REci · e

Revised: 08-16-05 D.R.B. svAiE O

Uniran AGINEERING & I..AND SURVEYING
86 SOUTH 200 BAST - VERNAI, UTAff 84078

(AUTONOMOUSNAD 83) (435) 789-1017
LEGEND: LATITUDE=

39°43'15.09" (39.720858 SCALE DATESURVENED: DATE DRAWN:

-
90° SYMBOL LONGITUDE=

110°05'26.27" (110.090631) 1" .. looo' o7-28-os os-o1-os
(AUTONOMOUSNAD27) PARTY REFB¾iCES

= PROPOSEDWELLHEAD. S.H. L.M. D.R.B. G.LO. PLATLATITUDE= 39'43'15.22" (39.720894) WEA1HER FMÁ = SECTION CORNERSLOCATED. LONGITUDE=
110°05'23.72" (110.0899223 wanu - -



DRILLING PLAN

BILL BARRETT CORPORATION
Peter's Point State 5-2D-13-16 Deep

NWSE, 794' FNL, 2395' FEL, Section 2-Tl3S-Rl6E (SHL)
SWSW, 683' FWL, 641' FSL, Section 2-Tl3S-Rl6E (BHL)

Carbon County, Utah

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD Depth-TVD
Green River Surface Surface
Uteland Butte 2574' 2559'
Wasatch 2801' 2784'
M. Wasatch 3705' 3674'
North Horn 4673' 4624'
Dark Canyon 6242' 6164'
Price River 6431' 6349'
Bluecastle 7516' 7414'
Castlegate 8207' 8092'
Blackhawk 8413' 8294'
Mancos 9197' 9064'
Mancos B 9259' 9124'
Ferron 12,768' 12,568'
Dakota Silt 12,814' 12,613'
*Dakota 12,939' 12,736'
Cedar Mountain 13,049' 12,844'
Morrison 13,123' 12,916'
Curtis 13,856' 13,636'
*Entrada 14,112' 13,887'
Carmel 14,298' 14,071'
*Navajo 14,575' 14,346'
*Wingate 14,725' 14,496'
TD 15,100' 15,000'

PROSPECTIVE PAY*
The Entrada formation is the primary objective for oil/gas and the Dakota,
Navajo and Wingate are secondary



Bill Barrett Corporation
Drilling Program
Peter's Point Sate 5-2D-13-16 Deep
Carbon County, Utah

4. Casing Program

SETTING
Hole DEPTH (MD)

Purpose S_ize (FROM) _(TO} M Weigh. Grade Threa Condition
t d

Surface 12 ¼" Surface 3,000' 9 5/8" 40# HCP-110 LT&C New
Production 8 ½" Surface 15,100' 5 ½" 20# P-110 LT&C New
Note: Any substitute casing string shall have equivalent or greater collapse, tension and burst
properties.

5. Cementing Program

9 5/8" Surface Casing Lead with approximately 770 sx Halliburton Light Premium
with additives mixed at 12.7 ppg (yield = 1.85 ft'/sx), tail
with approximately 270 sx Premium cement with additives
mixed at 15.8 ppg (yield = 1.15 ft'/sx) and top out, if
necessary, with 200 sx Premium Plus cement with additives
mixed at 15.6 ppg (yield = 1.18 ft'/sx ) circulated to surface
with 80% excess.

5 ½" Production Casing Approximately 100 sx Premium Cement with additives
mixed at 15.8 ppg (yield = 1.15 ft'/sx) followed by 600 sx
Halliburton Hi-Fill cement with additives mixed at 11 ppg
(yield 3.84 ft'/sx) and then followed with 570 sx 50/50 Poz
Premium cement with additives mixed at 14.3 ppg (yield =

1.47 ft'/sx). Top of cement to be determined by log and
sample evaluation, estimated TOC 2500'.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 3000' 8.3 - 9.0 26 - 36 -- Freshwater/Aquagel/EZ-Mud
3,000 - TD 8.6 - 10.5 42 - 52 15 cc or less Freshwater/DAP Polymer
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. If deviation problems and increased torque and drag occur, #2
diesel oil with ENVIRO-TORQ/ EZ-GLIDE may be added for reduction and increased ROP.



Bill Barrett Corporation
Drilling Program
Peter's Point Sate 5-2D-13-16 Deep
Carbon County, Utah

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 3000' No pressure control required
3000' - TD l l" or 13 3/8" 10,000# Ram Type BOP

11" or 13 3/8" 5,000# Annular BOP
- Drilling spool to accommodate choke and kill lines;

¯¯¯

- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and State of Utah, Division of Oil, Gas and Mining, will be notified 24 hours in

advance of all BOP pressuretests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to surface.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 8245 psi* and maximum
anticipated surface pressure equals approximately 4923 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: Begin immediately
Spud: February 1, 2006
Duration: 100 days drilling time

30 days completion time



Bill Barrett Corporation
Drilling Program
Peter's Point Sate 5-2D-13-16 Deep
Carbon County, Utah

12. Water Source

Bill Barrett Corporation will utilize an existing water well located in Cottonwood Canyon on State
Lands: Sec 32, Tl2S-Rl6E. BBC was granted this authorization by the SITLA Right of Entry
#4534 (Water Right 90-1542) on August 21, 2002. In addition, if necessary, BBC may utilize
water from Nine Mile Creek consistent with approvals granted for such by the Utah State
Engineers Office.

13. Archaeology

Montgomery Archaeological Consultants conducted a 10-acre cultural resource inventory of the
Peter's Point State 2-2 pad (pad that this directional well will be drilled from), MOAC 03-240
dated May 18, 2004. Cultural clearance was recommended for the well site and access road.



PETER'SPOINT #5-2D-13-16 r I I
SEC 2 T13S Rl6E
Y=14425713.77 SECTION DETAILS
X=1896328.18

See MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target
CARBON COUNTY, UTAH

1 0 00 0.00 0.00 0.00 0.00 0.00 0.00 0 00 0.00
2 500 00 0.00 0 00 500.00 0.00 0.00 0.00 0 00 0.00 NUDGE
3 130000 8.00 24079 1297.40 -27.21 -48.67 1.00 24079 55.76 HOLD
4 301933 8.00 240 79 3000.00 -143.96 -257.54 0.00 0 00 295.04 CASING FF

T 5 307992 8.00 24079 3060.00 -148.08 -264,90 0,00 000 303,48 KOP
Azimuths to True North 6 3234 17 11.09 240 79 3212.10 -160.55 -287.22 2.00 0 00 329.05 HOLD

M MagneticNorth:11.85° 7 1396606 11.09 24079 13743.77 -1167.35 -2088.29 0.00 000 2392.42 DROP
8 14574 56 5.00 240 79 14346.00 -1208.88 -2162.56 1.00 180 00 2477.51 TARGET NAVIO

MagneticField 9 15025.20 0.49 24079 14796.00 -1219.41 -2181.41 1.00 18000 2499.10 PBHL

M
00 WELL DETAILS

Name +N/-S +E/-W Norihing Easting Latitude Longitude Slot

FF FT STATE #5-2D-l3-16 DEEP 0 00 0.00 14425713.77 189632R18 39°43'15218N 110°05'23719W N/A
T TAT.CORRECTI NTOTR TN RTil 1LS5

TARGET DETAILS

Name TVD +N/-S +El-W Northing Easting Latitude Longitude Shape

TARGET 500' ABOVE DS 12113.00 -963 21 -1734.05 14424733.00 1894604 00 39°43'05.695N 110°05'45 917W Point
TARGET NAVJO 14346.00 -120888 -2162.56 14424483.00 189417800 39°4303266N 110°05'51402W Circle(Radius:200)

SHL
4ÚÚ

RKB ELEVATION: 6814.00' 31

GR ELEVATION: 6800.00' SECTION 2

0 NAVAJO
N I Op i 1208.88' S, 2162.56 W

Y= 14424483 00
X=1894178.00

1500 1T). '- 400
UTF AND HTITT
WASATCH r

CA ING PT. 8003000

TOTAL DEPTH
MWASATCH 1219.41'S,218141W

000
N T ORN

SECTI -1200

6000
-10uu

-2 00 -2000 -1600 -1200 -800 -400 ( 410
NFSI.R I West(-)/East(+) [800ftlin]
CASTIFGATF

7500 BL AC H AwK FORMATION TOP DETAILS

No. TVDPath MDPath Founation

1 2204.00 2215.51 BASERESISTIVITY
2 2559.00 2574.00 UTEIAND BUTTE

9000 SPRING CANY 4 3 2784.00 2801.21 WASATCH
4 3674.00 3704.85 M WASATCH

I MA COS MAS IK I 5 4624.00 4672.91 NORTH HORN
6 6164.00 6242.19 DARK CANYON

M NCOS B 7 6349.00 6430.71 PRICE RIVER
8 7414.00 7515.96 BLUECASTLE

10500 M NC SB RA SE 9 7724.00 783L85 NESLEN
10 8092.00 8206.85 CASTLEGATE
ll 8294.00 8412.69 BLACKHAWK
12 8604.00 8728.58 KENILWORTH

RR N 13 8824.00 8952.76 ABERDEEN
- --- 14 8924.00 9054.66 SPRING CANYON

12000 y T A 15 9064.00 9197.33 MANCOS MASUK
---- 16 9124.00 9258.47 MANCOS B

17 9679.00 9824.02 MANCOS B BASE
18 12409.00 12605.92 JUANA LOPEZ

M RIS N 19 12568.00 12767.94 FERRON
D Start Drop -1.00

20 12613.00 12813.80 DAKOTA SILT
13500 21 12736.00 12939.14 DAKOTA

FNTR AD A 22 12844.00 13049.19 CEDAR MTN
---- 23 12916.00 13122.56 MORRISON

T 34 4 8 CAPMF 24 13636.00 13856.25 CURTIS
25 13887.00 14111.67 ENTRADA

14796 4 1 575 MD Start Drop -1.00 26 14071,00 14297.82 CARMEL
13ÜÜU KAYENTA 27 14346.00 14574.56 NAVAJO

28 14406.00 14634.77 KAYENTA
29 14496.00 14724.98 WINGATE

16300 '''' ¯'' '''' '' ¯

-1500 0 1500 3000 4500 6000 Plan: Plan #1 (PT PT STATE #5-2D-13-16 DEEP/1)
Vertical Section at 240.79° [3000ft/in]

Created By: ROBERT H. SCOTT Date:



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILLBARRETTCORP Date- 1/15/2007 Time 10:36 06 Page: I
Field: CARBON COUNTY, UT (NAD27) Co-ordinate(NE)Reference: Site: FT PT STATE #5-20-13-16 DEEP
Site: PT PT STATE $5-2D-13-16 DEEP Versical (TVD) Reference: KB6814.0
Well: PT PT STATE $5-2D-13-16 OEEP Section (VS) Reference: Well (0.00N,0,00E,240.79Azi)
Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Plan: Plan #1 Date Composed: 1/12/2007
Version: 1

Principal: Yes Tied-to: From Surface

Field: CARBON COUNTY, UT (NAD 27)

Map System:Universal Transverse Mercator (USfeet) Map Zone: UTM Zone 12, North 114W to 108W
Geo Datum: NAD27 (Clarke 1866) Coordinate System: Site Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Well: PT PT STATE #5-2D-13-16 DEEP Slot Name:

Well Position: +N/-S 0.00 ft Northing: 14425713.77 ft Latitude: 39 43 15.218 N
+El-W 0.00 ft Easting : 1896328.18 ft Longitude: 110 5 23.719 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie n Depth: 0.00 ft

Current Datum: KB Height 6814.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 1/12/2007 Declination: 11.85 deg
Field Strength: 52573 nT Mag Dip Angle: 65.66 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg

0.00 0.00 0.00 240.79

Site: PT PT STATE #5-2D-13-16 DEEP

SitePosition: Northing: 14425713.77 ft Latitude: 39 43 15.218 N
From: Map Easting: 1896328.18 ft Longitude: 110 5 23.719 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 6800.00 ft Grid Convergence: -0.53 deg

Plan Section Information

MD Incl Azim TVD +N/-S +E/-W DLS Build Turn TFO Target
ft dog deg ft ft ft deg/100ft deg/100ft deg/100ft deg

o.oo o.oo o.oo o.oo o.oo o.oo o.oo o.oo o.oo o.oo
500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00

1300.00 8.00 240.79 1297.40 -27.21 -48.67 1.00 1.00 0.00 240.79
3019.33 8.00 240.79 3000.00 -143.96 -257.54 0.00 0.00 0.00 0.00
3079.92 8.00 240.79 3060.00 -148.08 -264.90 0.00 0.00 0.00 0.00
3234.17 11.09 240.79 3212.10 -160.55 -287.22 2.00 2.00 0.00 0.00

13966.06 11.09 240.79 13743.77 -1167.35 -2088.29 0.00 0.00 0.00 0.00
14574.56 5.00 240.79 14346.00 -1208.88 -2162.56 1.00 -1.00 0.00 180.00 TARGET_NAVJO
15025.20 0.49 240.79 14796.00 -1219.41 -2181.41 1.00 -1.00 0.00 180.00

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00 NUDGE
600.00 1.00 240.79 599.99 -0.43 -0.76 0.87 1.00 1.00 0.00
700.00 2.00 240.79 699.96 -1.70 -3.05 3.49 1.00 1.00 0.00
800.00 3.00 240.79 799.86 -3.83 -6.85 7.85 1.00 1.00 0.00
900.00 4.00 240.79 899.68 -6.81 -12.18 13.96 1.00 1.00 0.00

1000.00 5.00 240.79 999.37 -10.64 -19.03 21.80 1.00 1.00 0.00
1100.00 6.00 240.79 1098.90 -15.32 -27.40 31.39 1.00 1.00 0.00
1200.00 7.00 240.79 1198.26 -20.84 -37.28 42.71 1.00 1.00 0.00
1300.00 8.00 240.79 1297.40 -27.21 -48.67 55.76 1.00 1.00 0.00 HOLD
1400.00 8.00 240.79 1396.43 -34.00 -60.82 69.68 0.00 0.00 0.00

1500.00 8.00 240.79 1495.46 -40.79 -72.97 83.59 0.00 0.00 0.00
1600.00 8.00 240.79 1594.48 -47.58 -85.12 97.51 0.00 0.00 0.00
1700.00 8.00 240.79 1693.51 -54.37 -97.26 111.43 0.00 0.00



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILL BARRETTCORP Date 1/15/2007 Time: 10:3696 Page: 2
Field: CARBON COUNTY, UT (NAD27) Co-ordinate(NE)Reference: Site: PT PT STATE 85-20-13-16 DEEP
Site: PT PT STATE g5-2D-13-16 OEEP Vertical (TVD) Reference: KB 6814.0
Well: PT PT STATE #5-2D-13-16 DEEP Section (VS) Reference: Well (0.00N,0.00E.240.79Azi)
Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey

MD Incl Asim TVD N/S E/W VS DLS Build Turn Comment
ft dog dog n A n R deg/100R deg/100R de0/100ft

1800.00 8.00 240.79 1792.54 -61.16 -109.41 125.35 0.00 0.00 0.00
1900.00 8.00 240.79 1891.56 -67.95 -121.56 139.26 0.00 0.00 0.00

2000.00 8.00 240.79 1990.59 -74.74 -133.71 153.18 0.00 0.00 0.00
2100.00 8.00 240.79 2089.62 -81.53 -145.86 167.10 0.00 0.00 0.00
2200.00 8.00 240.79 2188.64 -88.32 -158.00 181.02 0.00 0.00 0.00
2215.51 8.00 240.79 2204.00 -89.38 -159.89 183.17 0.00 0.00 0.00 BASE RESISTIVIT
2300.00 8.00 240.79 2287.67 -95.12 -170.15 194.93 0.00 0.00 0.00

2400.00 8.00 240.79 2386.70 -101.91 -182.30 208.85 0.00 0.00 0.00
2500.00 8.00 240.79 2485.72 -108.70 -194.45 222.77 0.00 0.00 0.00
2574.00 8.00 240.79 2559.00 -113.72 -203.44 233.07 0.00 0.00 0.00 UTELAND_BUTTE
2600.00 8.00 240.79 2584.75 -115.49 -206.60 236.68 0.00 0.00 0.00
2700.00 8.00 240.79 2683.78 -122.28 -218.75 250.60 0.00 0.00 0.00

2800.00 8.00 240.79 2782.81 -129.07 -230.89 264.52 0.00 0.00 0.00
2801.21 8.00 240.79 2784.00 -129.15 -231.04 264.69 0.00 0.00 0.00 WASATCH
2900.00 8.00 240.79 2881.83 -135.86 -243.04 278.44 0.00 0.00 0.00
3000.00 8.00 240.79 2980.86 -142.65 -255.19 292.35 0.00 0.00 0.00
3019.33 8.00 240.79 3000.00 -143.96 -257.54 295.04 0.00 0.00 0.00 CASING PT.

3079.92 8.00 240.79 3060.00 -148.08 -264.90 303.48 0.00 0.00 0.00 KOP
3100.00 8.40 240.79 3079.88 -149.48 -267.40 306.34 2.00 2.00 0.00
3200.00 10.40 240.79 3178.53 -157.45 -281.66 322.68 2.00 2.00 0.00
3234.17 11.09 240.79 3212.10 -160.55 -287.22 329.05 2.00 2.00 0 00 HOLD
3300.00 11.09 240.79 3276.70 -166.73 -298.26 341.70 0.00 0.00 0.00

3400.00 11.09 240.79 3374.83 -176.11 -315.05 360.93 0.00 0.00 0.00
3500.00 11.09 240.79 3472.97 -185.49 -331.83 380.16 0.00 0.00 0.00
3600.00 11.09 240.79 3571.10 -194.87 -348.61 399.38 0.00 0.00 0.00
3700.00 11.09 240.79 3669.24 -204.26 -365.39 418.61 0.00 0.00 0.00
3704.85 11.09 240.79 3674.00 -204.71 -366.21 419.54 0.00 0.00 0.00 M WASATCH

3800.00 11.09 240.79 3767.37 -213.64 -382.18 437.83 0.00 0.00 0.00
3900.00 11.09 240.79 3865.51 -223.02 -398.96 457.06 0.00 0.00 0.00
4000.00 11.09 240.79 3963.64 -232.40 -415.74 476.29 0.00 0.00 0.00
4100.00 11.09 240.79 4061.77 -241.78 -432.52 495.51 0.00 0.00 0.00
4200.00 11.09 240.79 4159.91 -251.16 -449.31 514.74 0.00 0.00 0.00

4300.00 11.09 240.79 4258.04 -260.54 -466.09 533.97 0.00 0.00 0.00
4400.00 11.09 240.79 4356.18 -269.92 -482.87 553.19 0.00 0.00 0.00
4500.00 11.09 240.79 4454.31 -279.31 -499.65 572.42 0.00 0.00 0.00
4600.00 11.09 240.79 4552.45 -288.69 -516.44 591.65 0.00 0.00 0.00
4672.91 11.09 240.79 4624.00 -295.53 -528.67 605.67 0.00 0.00 0.00 NORTMkORN

4700.00 11.09 240.79 4650.58 -298.07 -533.22 610.87 0.00 0.00 0.00
4800.00 11.09 240.79 4748.71 -307.45 -550.00 630.10 0.00 0.00 0.00
4900.00 11.09 240.79 4846.85 -316.83 -566.78 649.33 0.00 0.00 0.00
5000.00 11.09 240.79 4944.98 -326.21 -583.57 668.55 0.00 0.00 0.00
5100.00 11.09 240.79 5043.12 -335.59 -600.35 687.78 0.00 0.00 0.00

5200.00 11.09 240.79 5141.25 -344.98 -617.13 707.01 0.00 0.00 0.00
5300.00 11.09 240.79 5239.39 -354.36 -633.91 726.23 0.00 0.00 0.00
5400.00 11.09 240.79 5337.52 -363.74 -650.69 745.46 0.00 0.00 0.00
5500.00 11.09 240.79 5435.65 -373.12 -667.48 764.69 0.00 0.00 0.00
5600.00 11.09 240.79 5533.79 -382.50 -684.26 783.91 0.00 0.00 0.00

5700.00 11.09 240.79 5631.92 -391.88 -701.04 803.14 0.00 0.00 0.00
5800.00 11.09 240.79 5730.06 -401.26 -717.82 822.37 0.00 0.00 0.00
5900.00 11.09 240.79 5828.19 -410.65 -734.61 841.59 0.00 0.00 0.00
6000.00 11.09 240.79 5926.33 -420.03 -751.39 860.82 0.00 0.00 0.00
6100.00 11.09 240.79 6024.46 -429.41 -768.17 880.05 0.00 0.00



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILL BARRETTCORP Date: 1/15/2007 Time: 10:3606 Page: 3
Field: CARBON COUNTY, UT (NAD27) Co-ordinate(NE)Reference: Site: PT PT STATE #52D-13-16 DEEP
Site: PT PT STATE #5-2D-13-16 DEEP Vertical(TVD) Reference: KB6814.0
Well: PT PT STATE #5-2D-13-16 DEEP Section (VS) Reference: Well (0.00N,0,00E.240.79Azi)
Welipath: 1 Survey Calenlation Method: MinimumCurvature Db: Sybase

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
it deg deg ft it it ft deg/100ft deg/100ft deg/100ft

6200.00 11.09 240.79 6122.59 438.79 -784.95 899.27 0.00 0.00 0.00
6242.19 11.09 240.79 6164.00 -442.75 -792.03 907.38 0.00 0.00 0.00 DARK CANYON
6300.00 11.09 240.79 6220.73 -448.17 -801.74 918.50 0.00 0.00 0.00
6400.00 11.09 240.79 6318.86 -457.55 -818.52 937.72 0.00 0.00 0.00
6430.71 11.09 240.79 6349.00 -460.43 -823.67 943.63 0.00 0.00 0.00 PRICE RIVER

6500.00 11.09 240.79 6417.00 -466.93 -835.30 956.95 0.00 0.00 0.00
6600.00 11.09 240.79 6515.13 -476.32 -852.08 976.18 0.00 0.00 0.00
6700.00 11.09 240.79 6613.27 -485.70 -868.87 995.40 0.00 0.00 0.00
6800.00 11.09 240.79 6711.40 -495.08 -885.65 1014.63 0.00 0.00 0.00
6900.00 11.09 240.79 6809.53 -504.46 -902.43 1033.86 0.00 0.00 0.00

7000.00 11.09 240.79 6907.67 -513.84 -919.21 1053.08 0.00 0.00 0.00
7100.00 11.09 240.79 7005.80 -523.22 -936.00 1072.31 0.00 0.00 0.00
7200.00 11.09 240.79 7103.94 -532.60

-952.78 1091.54 0.00 0.00 0.00
7300.00 11.09 240.79 7202.07 -541.99 -969.56 1110.76 0.00 0.00 0.00
7400.00 11.09 240.79 7300.21 -551.37 -986.34 1129.99 0.00 0.00 0.00

7500.00 11.09 240.79 7398.34 -560.75 -1003.13 1149.22 0.00 0.00 0.00
7515.96 11.09 240.79 7414.00 -562.24 -1005.8D 1152.28 0.00 0.00 0.00 BLUECASTLE
7600.00 11.09 240.79 7496.47 -570.13 -1019.91 1168.44 0.00 0.00 0.00
7700.00 11.09 240.79 7594.61 -579.51 -1036.69 1187.67 0.00 0.00 0.00
7800.00 11.09 240.79 7692.74 -588.89 -1053.47 1206.90 0.00 0.00 0.00

7831.85 11.09 240.79 T724.00 -591.88 -1058.82 1213.02 0.00 0.00 0.00 NESLEN
7900.00 11.09 240.79 7790.88 -598.27 -1070.25 1226.12 0.00 0.00 0.00
8000.00 11.09 240.79 7889.01 -607.65 -1087.04 1245.35 0.00 0.00 0.00
8100.00 11.09 240.79 7987.15 -617.04

-1103.82 1264.58 0.00 0.00 0.00
8200.00 11.09 240.79 8085.28 -626.42 -1120.60 1283.80 0.00 0.00 0.00

8206.85 11.09 240.79 8092.00 -627.06 -1121.75 1285.12 0.00 0.00 0.00 CASTLEGATE
8300.00 11.09 240.79 8183.41 -635.80 -1137.38 1303.03 0.00 0.00 0.00
8400.00 11.09 240.79 8281.55 -645.18 -1154.17 1322.26 0.00 0.00 0.00
8412.69 11.09 240.79 8294.00 -646.37 -1156.30 1324.69 0.00 0.00 0.00 BLACKHAWK
8500.00 11.09 240.79 8379.68 -654.56 -1170.95 1341.48 0.00 0.00 0.00

8600.00 11.09 240.79 8477.82 -663.94 -1187.73 1360.71 0.00 0.00 0.00
8700.00 11.09 240.79 8575.95 -673.32 -1204.51 1379.93 0.00 0.00 0.00
8728.58 11.09 240.79 8604.00 -676.01 -1209.31 1385.43 0.00 0.00 0.00 KENILWORTH
8800.00 11.09 240.79 8674.09 -682.71 -1221.30 1399.16 0.00 0.00 0.00
8900.0D 11.09 240.79 8772.22 -892.09 -1238.08 1418.39 0.00 0.00 0.00

8952.76 11.09 240.79 8824.00 -697.04 -1246.93 1428.53 0.00 0.00 0.00 ABERDEEN
9000.00 11.09 240.79 8870.36 -701.47 -1254.86 1437.61 0.00 0.00 0.00
9054.66 11.09 240.79 8924.00 -706.60 -1264.04 1448.12 0.00 0.00 0.00 SPRING CANYON
9100.00 11.09 240.79 8968.49 -710.85 -1271.64 1456.84 0.00 0.00 0.00
9197.33 11.09 240.79 9064.00 -719.98 -1287.98 1475.55 0.00 0.00 0.00 MANCOS MASUK

9200.00 11.09 240.79 9066.62 -720.23 -1288.43 1476.07 0.00 0.00 0.00
9258.47 11.09 240.79 9124.00 -72572 -1298.24 1487.31 0.00 0.00 0.00 MANCOS B
9300.00 11.09 240.79 9164.76 -729.61 -1305.21 1495.29 0.00 0.00 0.00
9400.00 11.09 240.79 9262.89 -738.99 -1321.99 1514.52 0.00 0.00 0.00
9500.00 11.09 240.79 9361.03 -748.38 -1338.77 1533.75 0.00 0.00 0.00

9600.00 11.09 240.79 9459.16 -757.76 -1355.56 1552.97 0.00 0.00 0.00
9700.00 11.09 240.79 9557.30 -767.14 -1372.34 1572.20 0.00 0.00 0.00
9800.00 11.09 240.79 9655.43 -776.52 -1389.12 1591.43 0.00 0.00 0.00
9824.02 11.09 240.79 9679.00 -778.77 -1393.15 1596.04 0.00 0.00 0.00 MANCOS B BASE
9900.00 11.09 240.79 9753.56 -785.90 -1405.90 1610.65 0.00 0.00 0.00

10000.00 11.09 240.79 9851.70 -795.28 -1422.69 1629.88 0.00 0.00 0.00
10100.00 11.09 240.79 9949.83 -804.66 -1439.47 1649.11 0.00 0.00 0.00
10200.00 11.09 240.79 10047.97 -814.05 -1456.25 1668.33 0.00 0.00



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILLBARRETT CORP Date 1/15/2007 Time: 10:38.¾ Page: 4
Heldi CARBON COUNTY, UT (NAD27) Co-ordinate(NE)Reference: Site: FT PT STATE #5-20-13-16 DEEP
Site: PT PT STATE 85.2D-13-16 DEEP Vertical (TVD) Reference: KB 6814.0
Well: PT PT STATE $5-2D-13-16 DEEP Section (VS) Reference: Well (0.00N,0.00E.240.79Azi)
Welipath: 1 Survey Calenlation Method: MinimumCurvature Db: Sybase

Survey

MD Incl Asim TVD N/S E/W VS DLS Build Turn Comment
R dog dag ft ft ft ft deg/100ft deg/100ft deg/100ft

10300.00 11.09 240.79 10146.10 -823.43 -1473.03 1687.56 0.00 0.00 0.00
10400.00 11.09 240.79 10244.24 -832.81 -1489.82 1706.79 0.00 0.00 0.00

10500.00 11.09 240.79 10342.37 -842.19 -1506.60 1726.01 0.00 0.00 0.00
10600.00 11.09 240.79 10440.50 -851.57 -1523.38 1745.24 0.00 0.00 0.00
10700.00 11.09 240.79 10538.64 -860.95 -1540.16 1764.47 0.00 0.00 0.00
10800.00 11.09 240.79 10636.77 -870.33 -1556.94 1783.69 0.00 0.00 0.00
10900.00 11.09 240.79 10734.91 -879.72 -1573.73 1802.92 0.00 0.00 0.00

11000.00 11.09 240.79 10833.04 -889.10 -1590.51 1822.15 0.00 0.00 0.00
11100.00 11.09 240.79 10931.18 -898.48 -1607.29 1841.37 0.00 0.00 0.00
11200.00 11.09 240.79 11029.31 -907.86 -1624.07 1860.60 0.00 0.00 0.00
11300.00 11.09 240.79 11127.44 -917.24 -1640.86 1879.82 0.00 0.00 0.00
11400.00 11.09 240.79 11225.58 -926.62 -1657.64 1899.05 0.00 0.00 0.00

11500.00 11.09 240.79 11323.71 -936.00 -1674.42 1918.28 0.00 0.00 0.00
11600.00 11.09 240.79 11421.85 -945.38 -1691.20 1937.50 0.00 0.00 0.00
11700.00 11.09 240.79 11519.98 -954.77 -1707.99 1956.73 0.00 0.00 0.00
11800.00 11.09 240.79 11618.12 -964.15 -1724.77 1975.96 0.00 0.00 0.00
11900.00 11.09 240.79 11716.25 -973.53 -1741.55 1995.18 0.00 0.00 0.00

12000.00 11.09 240.79 11814.38 -982.91 -1758.33 2014.41 0.00 0.00 0.00
12100.00 11.09 240.79 11912.52 -992.29 -1775.12 2033.64 0.00 0.00 0.00
12200.00 11.09 240.79 12010.65 -1001.67 -1791.90 2052.86 0.00 0.00 0.00
12300.00 11.09 240.79 12108.79 -1011.05 -1808.68 2072.09 0.00 0.00 0.00
12304.29 11.09 240.79 12113.00 -1011.46 -1809.40 2072.92 0.00 0.00 0.00 TARGET_500' ABO

12400.00 11.09 240.79 12206.92 -1020.44 -1825.46 2091.32 0.00 0.00 0.00
12500.00 11.09 240.79 12305.06 -1029.82 -1842.25 2110.54 0.00 0.00 0.00
12600.00 11.09 240.79 12403.19 -1039.20 -1859.03 2129.77 0.00 0.00 0.00
12605.92 11.09 240.79 12409.00 -1039.75 -1860.02 2130.91 0.00 0.00 0.00 JUANA LOPEZ
12700.00 11.09 240.79 12501.32 -1048.58 -1875.81 2149.00 0.00 0.00 0.00

12767.94 11.09 240.79 12568.00 -1054.95 -1887.21 2162.06 0.00 0.00 0.00 FERRON
12800.00 11.09 240.79 12599.46 -1057.98 -1892.59 2168.22 0.00 0.00 0.00
12813.80 11.09 240.79 12613.00 -1059.26 -1894.91 2170.88 0.00 0.00 0.00 DAKOTA SILT
12900.00 11.09 240.79 12697.59 -1067.34 -1909.38 2187.45 0.00 0.00 0.00
12939.14 11.09 240.79 12736.00 -1071.01 -1915.94 2194.97 0.00 0.00 0.00 DAKOTA

13000.00 11.09 240.79 12795.73 -1076.72 -1926.16 2206.68 0.00 0.00 0.00
13049.19 11.09 240.79 12844.00 -1081.34 -1934.41 2216.13 0.00 0.00 0.00 CEDAR MTN
13100.00 11.09 240.79 12893.86 -1086.11 -1942.94 2225.90 0.00 0.00 0.00
13122.56 11.09 240.79 12916.00 -1088.22 -1946.73 2230.24 0.00 0.00 0.00 MORRISON
13200.00 11.09 240.79 12992.00 -1095.49 -1959.72 2245.13 0.00 0.00 0.00

13300.00 11.09 240.79 13090.13 -1104.87
-1976.51 2264.36 0.00 0.00 0.00

13400.00 11.09 240.79 13188.26 -1114.25 -1993.29 2283.58 0.00 0.00 0.00
13500.00 11.09 240.79 13286.40 -1123.63 -2010.07 2302.81 0.00 0.00 0.00
13600.00 11.09 240.79 13364.53 -1133.01 -2026.65 2322.04 0.00 0.00 0.00
13700.00 11.09 240.79 13482.67 -1142.39 -2043.63 2341.26 0.00 0.00 0.00

13800.00 11.09 240.79 13580.80 -1151.78 -2060.42 2360.49 0.00 0.00 0.00
13856.25 11.09 240.79 13636.00 -1157.05 -2069.86 2371.30 0.00 0.00 0.00 CURTIS
13900.00 11.09 240.79 13678.94 -1161.16 -2077.20 2379.71 0.00 0.00 0.00
13966.06 11.09 240.79 13743.77 -1167.35 -2088.29 2392.42 0.00 0.00 0.00 DROP
14000.00 10.75 240.79 13777.09 -1170.49 -2093.90 2398.84 1.00 -1.00 0.00

14100.00 9.75 240.79 13875.49 -1179.17 -2109.42 2416.63 1.00 -1.00 0.00
14111.67 9.63 240.79 13887.00 -1180.13 -2111.14 2418.59 1.00 -1.00 0.00 ENTRADA
14200.00 8.75 240.79 13974.19 -1187.01 -2123.45 2432.70 1.00 -1.00 0.00
14297.82 7.77 240.79 14071.00 -1193.86 -2135.71 2446.74 1.00 -1.00 0.00 CARMEL
14300.00 7.75 240.79 14073.16 -1194.01 -2135.96 2447.04 1.00 -1.00



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILLBARRETTCORP Date 1/15/2007 Time: 10:3696 Page: $
Field: CARBON COUNTY, UT (NAD27) Co-ordinate(NE) Reference: Site: FT PT STATE 4520-13-16 DEEP
Site: PT PT STATE #5-2D-13-16 DEEP Vertical (TVD) Reference: KB 6814.0
Weli: PT PT STATE #5-2D-13-16 DEEP Section (VS) Reference: Well (0.00N,0,00E.240.79Azi)
Wellpath: 1 Survey Calculation Method: Minimum Cunature Db: Sybase

Survey

MD Inci Adm TVD N/S E/W VS DLS Budd Turn Comment
a deg deg it n R R deg/10Dit deg100ft deg/100R

14400.00 6.75 240.79 14172.36 -1200.16 -2146.97 2459.65 1.00 -1.00 0.00
14500.00 5.75 240.79 14271.76 -1205.47 -2156.47 2470.53 1.00 -1.00 0.00
14574.56 5.00 240.79 14346.00 -1208.88 -2162.56 2477.51 1.00 -1.00 0.00 TARGET_NAVJO
14600.00 4.75 240.79 14371.34 -1209.93 -2164.45 2479.67 1.00 -1.00 0.00
14634.77 4.40 240.79 14406.00 -1211.28 -2166.87 2482.44 1.00 -1.00 0.00 KAYENTA

14700.00 3.75 240.79 14471.07 -1213.54 -2170.91 2487.07 1.00 -1.00 0.00
14724.98 3.50 240.79 14496.00 -1214.31 -2172.29 2488.65 1.00 -1.00 0.00 WINGATE
14800.00 2.75 240.79 14570.91 -1216.30 -2175.85 2492.74 1.00 -1.00 0.00
14900.00 1.75 240.79 14670.83 -1218.22 -2179.27 2496.65 1.00 -1.00 0.00
15000.00 0.75 240.79 14770.80 -1219.28 -2181.17 2498.83 1.00 -1.00 0.00

15025.20 0.49 240.79 14796.00 -1219.41 -2181.41 2499.10 1.00 -1.00 0.00 PBHL

Targets

Map Map <-- Latitude --> <--- Longitude -->

Name Descripden TVD +NI-8 +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir, it it ft ft ft

TARGET_500' ABOVE DS 12113.00 -963.21 -1734.05 14424733.001894604.00 39 43 5.695 N 110 5 45.917 W
-Plan out by 89.48 at 12113.00 -1011.46 -1809.40 14424683.991894529.14 39 43 5.218 N 110 5 46.881 W

TARGET_NAVJO 14346.00 -1208.88 -2162.56 14424483.001894178.00 39 43 3.266 N 110 5 51.402 W
-Circle (Radius: 200)
-Plan hit target

Annotation

MD TVD
ft ft

500.00 500.00 NUDGE
1300.00 1297.40 HOLD
3019.33 3000.00 CASING PT.
3079.92 3060.00 KOP
3234.17 3212.10 HOLD

13966.06 13743.76 DROP
14574.56 14346.00 TGT_NAVAJO
15025.20 14796.00 PBHL

Formations

MD TVD Formations Lithology Dip Angle Dip Direction
ft it dog dog

2215.51 2204.00 BASE RESISTIVITY 0.00 0.00
2574.00 2559.00 UTELAND_BUTTE 0.00 0.00
2801.21 2784.00 WASATCH 0.00 0.00
3704.85 3674.00 M WASATCH 0.00 0.00
4672.91 4624.00 NORTH HORN 0.00 0.00
6242.19 6164.00 DARK CANYON 0,00 0.00
6430.71 6349.00 PRICE RIVER 0.00 0.00
7515.96 7414.00 BLUECASTLE 0.00 0.00
7831.85 7724.00 NESLEN 0.00 0.00
8206.85 8092.00 CASTLEGATE 0.00 0.00
8412.69 8294.00 BLACKHAWK 0.00 0.00
8728.58 8604.00 KENILWORTH 0.00 0.00
8952.76 8824.00 ABERDEEN 0.00 0.00
9054.66 8924.00 SPRING CANYON 0.00 0.00
9197.33 9064.00 MANCOS MASUK 0.00 0.00
9258.47 9124.00 MANCOS B 0.00 0.00
9824.02 9679.00 MANCOS B BASE 0.00 0.00

12605.92 12409.00 JUANA LOPEZ 0.00 0.00
12767.94 12568.00 FERRON 0.00 0.00
12813.80 12613.00 DAKOTASILT 0.00 0.00
12939.14 12736.00 DAKOTA 0.00



WEATHERFORD DRILLING SERVICES
WELL PLAN REPORT

Company: BILL BARRETT CORP Date 1/15/2007 Time: 10:36:06 Page: 6
Field: CARBONCOUNTY, UT (NAD27) Coordinate(NE)Reference: Site: FT PT STATE #¾2D-13-16 DEEP
Site: PT PT STATE 85-20-13.16 OEEP Vertical (TVD) Reference: KB6814.0
Well: PT PT STATE #5-2D-13-16 OEEP Section (VS) Reference Well (0.00N.0.00E.240.79Azi)
Welipath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Formations

MD TVD Formations Luhology Dip Angle Dip Direction
R R deg deg

13049.19 12844.00 CEDAR MTN 0.00 0.00
13122.56 12916.00 MORRISON 0.00 0.00
13856.25 13636.00 CURTIS 0.00 0.00
14111.67 13887.00 ENTRADA 0.00 0.00
14297.82 14071.00 CARMEL 0.00 0.00
14574.56 14346.00 NAVAJO 0.00 0.00
14634.77 14406.00 KAYENTA 0.00 0.00
14724.98 14496.00 WINGATE 0.00 0.00

Casing Points

MD TVD Diameter Hole Size Name
ff ft in in

3019.33 3000.00 0.000 0.000 CASING



HALLIBURTOI\l

Job Recommendation Production Casing Cementing

Fluid Instructions
Fluid 1: Water Spacer
Fresh Water Fluid Density: 8.34 Ibm/gal

Fluid Volume: 10 bbl
Fluid 2: Reactive Spacer
Super Flush Fluid Density: 9.20 lbm/gal

Fluid Volume: 40 bbl
Fluid 3: Water Spacer
Fresh Water Fluid Density: 8.34 Ibm/gal

Fluid Volume: 10 bbl

Fluid 4: Marker Cement - (2900-2500')
Premium Cement Fluid Weight 15.80 lbm/gal

94 lbm/sk Premium Cement (Cement) Slurry Yield: 1.15 ft'/sk
0.3 % Halad(R)-344 (Low Fluid Loss Control) Total Mixing Fluid: 4.93 Gallsk
0.4 % CFR-3 (Dispersant) Top of Fluid: 2500 ft
0.5 % HR-5 (Retarder) Calculated Fill: 400 ft

Volume: 18.58 bbl
Calculated Sacks: 90.69 sks
Proposed Sacks: 100 sks

Fluid 5: Lead Cement - (12,300 - 2,900')
Halliburton Hi-Fill Fluid Weight 11 lbm/gal

5 lbm/sk Gilsonite (Lost Circulation Additive) Slurry Yield: 3.84 R3/Sk

0.25 lbm/sk Flocele (Lost Circulation Additive) Total Mixing Fluid: 23.38 Gallsk
3 lbm/sk Granulite TR 1/4 (Lost Circulation Additive) Top of Fluid: 2900 ft

Calculated Fill: 9400 ft
Volume: 464.88 bbl

Calculated Sacks: 679.72 sks
Proposed Sacks: 680 sks

Fluid 6: Primary Cement - (TD - 12,300')
50/50 Poz Premium Fluid Weight 14.30 lbm/gal

2 % Bentonite (Light Weight Additive) Slurry Yield: 1.47 ft'/sk
20 % SSA-1 (Additive Material) Total Mixing Fluid: 6.35 Gallsk
0.3 % Super CBL (Expander) Top of Fluid: 12300 ft
0.3 % Halad(R)-344 (Low Fluid Loss Control) Calculated Fill: 2725 ft
0.3 % Halad(R)-413 (Low Fluid Loss Control) Volume: 135.83 bbl
0.4 % HR-5 (Retarder) Calculated Sacks: 518.80 sks
0.25 lbm/sk Flocele (Lost Circulation Additive) Proposed Sacks: 520 sks
3 lbm/sk Silicalite Compacted (Light Weight Additive)

11
BILL BARRETT CORPORATION E-BILL Peter's Point 5-2D-13-16



HALLIBURTON

Job Recommendation Surface Casing

Fluid Instructions
Fluid 1: Water Based Spacer
Fresh Water with Gel Fluid Density: 8.50 lbm/gal

25 lbm/bbl Poly-E-Flake (Lost Circulation Additive) Fluid Volume: 20 bbl
10 lbm/bbl Bentonite (Viscosifier)

Fluid 2: Lead Cement - (2500 - 0')
Halliburton Light Premium Fluid Weight 12.70 lbm/gal

1 % Calcium Chloride (Accelerator) Slurry Yield: 1.85 ft'/sk
0.125 lbm/sk Poly-E-Flake (Lost Circulation Additive) Total Mixing Fluid: 9.90 Gal/sk

Top of Fluid: 0 ft
Calculated Fill: 2500 ft

Volume: 251.01 bbt
Calculated Sacks: 761.81 sks
Proposed Sacks: 770 sks

Fluid 3: Tail Cement - (3000 - 2500')
Premium Cement Fluid Weight 15.80 lbm/gal

94 lbm/sk Premium Cement (Cement) Slurry Yield: 1.15 ft'/sk
2 % Calcium Chloride (Accelerator) Total Mixing Fluid: 4.97 Gallsk
0.125 lbm/sk Poly-E-Flake (Lost Circulation Additive) Top of Fluid: 2500 ft

Calculated Fill: 500 ft
Volume: 53.54 bbl

Calculated Sacks: 261.39 sks
Proposed Sacks: 270 sks

Fluid 4: Top Out Cement - (If Needed)
Premium Plus Cement Fluid Weight 15.60 lbm/gal

94 lbm/sk Premium Plus Cement (Cement) Slurry Yield: 1.18 ft'/sk
2 % Calcium Chloride (Accelerator) Total Mixing Fluid: 5.20 Gallsk

Proposed Sacks: 200 sks

Note: The cement volume is 80% excess of drilled hole size.

5
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Bill Barrett Corporation

January 16, 2007

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Peters Point Unit Federal 5-2D-13-16 Deep
Surface: 794' FNL & 2395' FEL NWSE 2-Tl3S-Rl6E
Bottom Hole: 683' FWL & 641' FSL SWSW 2-Tl3S-Rl6E
Carbon County, Utah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to Location and Siting
of Wells."

• The above-mentioned proposed location is within the Peters Point Unit Area;
• BBC is permitting this well as a directional well in order to minimize surface disturbance.

By locating the well at the surface location and directionally drilling from this location,
BBC will be able to utilize the existing road and pipelines in the area;

• BBC hereby certifies that it is the sole working interest owner within 460 feet of the
entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact me at
303-312-8129.

Doug Gundry-White
Senior Landman 1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F



10-05 Bill Barrett Peters Point St 6-2Drev.
Casing Schematic

Surface

I
TOC @
0.

TOC @
2621,

9-5/8" Surface
MW 8.4 3000. MD
Frac 19.3 2981. TVD

5-1/2" Production
MW 10.5 15100. MD

14871.



Well name: 10-05 Bill Barrett Peters Point St 6-2Drev.
Operator: Houston Exploration Company
String type: Production Project ID:

43-007-31056
Location: Carbon County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 273 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 2,621 ft

praenticirpatedsurface 4,8À0psi 0, K
Internal gradient: . psilft Tension: * Directional well information:
Calculated BHP 8,111 psi 8 Round STC: 1,80 (J) Kick-offpoint 400 ft

8 Round LTC: 1.80 (J) Departure at shoe: 2501 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 2 °/100ft

Premium: 1.50 (J) Inclination at shoe: .49

°

Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 12,706 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 15100 5.5 20.00 P-110 LT&C 14871 15100 4.653 1880.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 8111 11100 1.368 8111 12630 1.56 / 297 548 1.84 J /

Prepared Clinton Dworshak Phone: (801) 538-5280 Date: January 19,2007
by: Div of Oil,Gas & Minerals FAX: (801)359-3940 Salt Lake City, Utah

ENGINEERING STIPULATIONS -

Collapse strength is based on the Westcott, Dunlop&Kemlermethod of biaxialcorrection for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design willbe that of the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BILL BARRETT CORPORATION

Well Name: PP ST 5-2D-13-16 DEEP

Api No: 43-007-31056 Lease Type: STATE

Section 02 Township 13S Range 16E County CARBON

Drilling Contractor TRIPLE A DRLG RIG # 3

SPUDDED:
Date 02/10/07

Time 8:00 AM

How DRY

Drilling wi/I Commence:

Reported by JOHN FINDLAY - E-MAIL

Telephone #

Date 02/12/2007 Signed



STATE OF UTAH FoRMe
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING

ENTITY ACTIONFORM

Operator: BillBarrett Corporation Operator Account Number: N 2 | Íp,
Address: 1099 18th Street, Suite 2300

Denver

CO g¡p 80202 Phone Number: (303) 312-8134

Well 1

4300731056 Peter's Point State 5-2D-13-16 Deep NWSE 2 138 16E Carbon

Aedon Gode Current Entity Medg Spud Os e Endty Assignment
Numbet Ngibber EffectivoData

A ÔÑý /S† pý 2/10/2007 3 0 7
Comments: Spud withTripleA drillingon 2/10/07 @8:00 a.m. [" 1GPL=

.50mß mM KR U rlUt-

Well 2

I
A40on Code Current Entity New intity Spud Date EntityAssignment

Number .Ntanber Effective Date

Comments:

Weli3

Action Codo Current Entity New Entity *sud Date EnWtyAssignment
Number Number Effectivt Osta

Comments:

ACTIONCODES:
A - Establish new entity for new well (single wellonly) Tracey Fallang

B - Add newwell to existingentity (groupor unitwell) Name (P Pdnt)
C - Re-assign well from one existingentitytoanotherexisting entity gg y
D - Re-assign well from one existing entityto a new entity signature
E - Other (Explain in 'comments' section) Regulato /12/2007

RECEIVED vin. o.»

FEB122007

DIV.0F01L,GAS&



CONFIDENTIAL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER

ML48386

SUNDRY NOTICESAND REPORTSON WELLS 6 IFINDIAN.ALLOTTEEORTRIBENAME:

n/a
7. UNIT or CA AGREEMENT NAME

Do not use this form for proposals to drili new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1 TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL / OTHER .Peter's Point State 5-2D-13-16

2.NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 Denver sa, CO ,,,80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATIONOF WELL

FOOTAGESATSURFACE 794' FNL, 2395' FEL COUNTY: Carbon

OTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE

UTAH

u CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submt in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion

O COMMINGLEPRODUCING FORMATlONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION R€pOfÍ

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLING ACTIVITYREPORT FROM 02/19/2007 -02/23/2007.

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 3/6/2007

(This space for State use only)

RECElVED
MARO8 2007

(5/2000) (See Instructions on Reverse Side)

[)N.OFOIL,GAS&



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/19/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : MOVE IN PATTERSON #491-MOVE OUT #180 Estimated Total Depth : 15025

Remarks :
DSLTA=146

Time To Description WEATHER=35 CLEAR
6:00 PM MOVE IN PATTERSON #491 -MOVE OUT #180 / MOST OF SUB SAFETY MEETING-RIGGING UP

IS SET & PUT TOGETHER
2 CREWS ON LOCATION
10 LOADS IN TODAY
TOTAL 39 LOADS OF #491
38 LOADS OF #180 OUT
6 LOADS OF #180 LEFT ON LOCATION

APPROXMANT SPUD 3/1/07

Report By Wellcore March 06, 2007 06 13



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/22/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 13

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :
DSLTA=149

Time To Description WEATHER 45 SUNNY
6:00 PM MOVE IN PATTERSON #491 / MOVE OUT #180 SUB IS SAFETY MEETING:

SET,WAITING ON SHAKER TANK & NAND #1 FLOOR MOTOR TO
SET REST OF RIG IN. DID NOT GET ANY LOADS IINTO DAY. 3 CREWS ON LOCATION

0 LOADS IN TODAY
TOTAL 43 LOADS OF #491

43 LOADS OUT #180
0 LOADS OF #180 LEFT ON LOCATION

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/21/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP #491 Estimated Total Depth : 15025

Remarks :

DSLTA=148
Time To Description WEATHER 45 SUNNY
6:00 PM MOVE IN PATTERSON #491 / MOVE OUT #180 SUB IS SAFETY MEETING: OVER HEAD LOADS

SET,WAITING ON SHAKER TANK & NAND #1 FLOOR MOTOR TO
SET REST OF RIG IN. 3 CREWS ON LOCATION

O LOADS IN TODAY
TOTAL 43 LOADS OF #491

42 LOADS OUT #180
2 LOADS OF #180 LEFT ON LOCATION

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/20/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 11

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : MOVE IN PATTERSON #491 / MOVE OUT #180 Estimated Total Depth : 15025

Remarks :

.
DSLTA=147

Time To Description WEATHER 30 CLOUDY
6:00 PM MOVE IN PATTERSON #491 / MOVE OUT#180 - SUB IS SAFETY MEETING=TIE OFF

SET,WAITING ON SHAKER TANK TO SET REST OF RIG IN.
2 CREWS ON LOCATION
4 LOADS IN TODAY
TOTAL 43 LOADS OF #491

40 LOADS OUT #180
4 LOADS OF #180 LEFT ON LOCATION

APPROXMANT SPUD 3/1/07

Report By Wellcore March 06 2007 06 13



REGULATORY DRILLING SUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/25/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 16

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :

. .
DSLTA=152

Time To Descnption WEATHER 36 PC
6 00 PM RIG UP. ALL STAIRS AND BUILDINGS SET BY NOON. SENT SAFETY MEETING: HELPING WELDER

TRUCK DRIVERS TO TOWN. RIGGGING UP PUMPS AND
TANKS. REPLACING GIRT IN DERRICK. HARD BANDING DP. 3 CREWS ON LOCATION

ALL OF RIG ON LOC
TOTAL 48 LOADS OF #491

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/24/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 15

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :
DSLTA=151

Time To Description WEATHER 35 SNOWED 1"
6:00 PM RIG UP DERRICK, SET MUD TANKS AND BACK YARD. START SAFETY MEETING: RIG SERVICE

CUTTING GIRT OUT OF DERRICK.
3 CREWS ON LOCATION
ALL OF RIG ON LOC
TOTAL 48 LOADS OF #491

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/23/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 14

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :
DSLTA=150

Time To Description WEATHER 48 SUNNY WINDY
6:00 PM MOVE IN PATTERSON #491 / MOVE OUT #180 SUB IS SET, SAFETY MEETING: RIG UP

FLOOR LOADED, DERRICK 3/4 TOGETHER, SHAKER TANK
SHOWED UP @ 5:00 PM. WILL START SETTING TANKS TODAY. 3 CREWS ON LOCATION
HARD BANDING DP. WELDER AND DERRICK INSPECTOR TO BE 5 LOADS IN TODAY
HERE TODAY TO WELD IN GIRT. TOTAL 48 LOADS OF #491

43 LOADS OUT #180
0 LOADS OF #180 LEFT ON LOCATION

APPROXMANT SPUD 3/1/07

*SENT 11JTS OF BAD PIPE TO PATTERSONS YARD 5
YELLOW BAND, 1 CRACKED BOX, 5 UNDER SIZED.
BOXES.

Report By Welicore March 06. 2007 06 13



STATE OF UTAH FOR M 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESlGNATIONANDSERIALNUMBER

ML48386
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICESAND REPORTSON WELLS n/a
7. UNIT or CA AGREEMENT NAME

Do not use this form for proposals to drill neW wells, significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMiT TO DRILL form for such proposals.

1. TYPE OF WELL , 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER .Peter's Point State 5-2D-13-16

2 NAMEOF OPERATOR 9.APINUMBER

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 Denver arATE CO ,,,80202 (303) 312-8168 Peter's Point/Exploratony
4. LOCATION OF WELL

FOOTAGESATSURFACE 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT cHANGE WELL NAME PLUG BACK WATER D1SPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER Weekly Activity
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION RepOfÍ

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLY DRILLING ACTIVITYREPORT FROM 02/26/2007 - 03/04/2007.

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE ‡ÿ DATE

(This space for State use only)

RECEIVED
MARO8 2007

(5/2000) (See Instructions on Reverse Side)
DIV.OFOlL,GAS&



REGULATORY DRILLING SUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/1/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #; 20

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :
DSLTA=156

Time To Description WEATHER 37 CLOUDY
6:00 PM RIG UP, RIG UP FLOOR, FIRE BOILER, START CIRC. WATER SAFETY MEETING: POTABLE GRINDER

SYSTEM. START TO DIAL IN #2 FLOOR ENGINE, WILLGET DEISEL DELIVERED: 8,800 GAL
MORE SHIMS AND FINISH TODAY. DEISL ON HAND: 8,632 GAL

DEISEL USED: 168 /168 GAL

12 HANS ON LOCATION

APPROXMANT SPUD 3/2/07. DEPENDING ON
MECHANIC.

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/28/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 19

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :

DSLTA=155
Time To Description WEATHER 48 SNOWING WINDY
6:00 PM RIG UP, RAISE DERRICK, SET IN FLOOR PLATES, PUT UP SAFETY MEETING: RAISEING DERRICK

FRONT WIND WALLS. LINE UP #2 FLOOR ENGINE. WILL DO DEISEL DELIVERED: 8,800 GAL
SOME MORE WORK ON COMPOUND TO DAY. DEISEL USED: 168 /168 GAL

12 HANS ON LOCATION

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/27/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 18

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :

.
DSLTA=154

Time To Description WEATHER 48 PC WINDY
6:00 PM RIG UP , STRINGUP BLOCKS,GET ALL LINESSTRAIGHTEN SAFETY MEETING:WORKING IN DERRICK

OUT IN DERRICK. WILL RAISE TO DAY.
3 CREWS ON LOCATION
ALL OF RIG ON LOC
TOTAL 48 LOADS OF #491

APPROXMANT SPUD 3/1/07

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 2/26/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 17

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG UP Estimated Total Depth : 15025

Remarks :

.
DSLTA=153

Time To Description WEATHER 44 PC WINDY
12:00 PM WELD GIRT IN DERRICK, MAGNAFLUX WELDS SAFETY MEETING: CLEANING LIGHT PLANT

6:00 PM RIG UP, PUT DERRICK ON FLOOR. RELEASE TRUCKS @4:30
PM. WILL STRING UP BLOCKS TODAY. HAVE TO LINE UP 3 CREWS ON LOCATION

FLOOR ENGINE BEFORE WE CAN RAISE DERRICK. ALL OF RIG ON LOC
TOTAL 48 LOADS OF #491

APPROXMANT SPUD 3/1/07

Report By Welicore March 06, 2007 06 29



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/4/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 23

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 : 88

Morning Operations : RIG REPAIR Estimated Total Depth : 15025

Remarks :

.
DSLTA=159

Time To Description WEATHER 39 PC
6:00 PM REPLACE VALVES ON SUCTION TANKS.FIX STEAM HOSES, SAFETY MEETING: PICKING UP TOOLS ON CAT WALK

UNFREEZE WATER LINES. FINSH CONDUCTOR. DEISEL DELIVERED: 8,800 GAL
DEISL ON HAND: 6,142 GAL6:00 AM REPLACE VALVES IN HOPPER HOUSE, AND DESANDER DEISEL USED: 830 / 3,654 GAL

HOUSE. ACIDIZE BRAKE FLANGES
APPROXMANT SPUD 3/4/07. SHOULD SPUD TODAY.

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/3/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 22

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : RIG REPAIR Estimated Total Depth : 15025

Remarks :

DSLTA=158
Time To Description WEATHER 33 WINDY SNOWED SOME
6:00 PM INSTALL ROTARY CHAIN &GUARD, FILL MUD TANKS, OUT OF SAFETY MEETING: ROTARY GUARD REPLAC.

12 SUCTION VALVES 10 WOULD NOT HOLD. RIG WORKED IN DEISEL DELIVERED: 8,800 GAL
INVERT LAST HOLE. ORDER & START X/O VALVES. DEISL ON HAND: 6,972 GAL

DEISEL USED: 1,660 / 2,824 GAL
6:00 AM FILL LINE BROKE GOING IN TO BOILER. DRAIN BOILERAND

X/O. WELDER SHOWED UP @ 9:00 PM W/ IRON TO FIX STORM BREAK TOUR
DOOR. FIX BOARD. FINNISH REPLACING SUCTION VALVES.
WELD ON BELLNIPPLE. WO STEAM HEATERS IN SUB. WO APPROXMANT SPUD 3/4/07. BECAUSE OF BAD
MORE VALVES F/ MU VALVES IN MUD TANKS.

Well : Peter's Point #5-2D-13-16 Deep API # : 43-007-31056 Operations Date : 3/2/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 21

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 :

Morning Operations : WORK ON RIG Estimated Total Depth : 15025

Remarks :
DSLTA=157

Time To Description WEATHER 31 CLOUDY
6 00 PM DIAL IN FLOOR ENGINE, X/O IRON RUFFNECK, PULL SPOCKET SAFETY MEETING:PUMP REPAIRS

ON ROTARY TABLE TO FIX GUARD. PU KELLY.WILL FIX STORM DEISEL DELIVERED: 8,800 GAL
DOOR ON BOARD TODAY. DEISL ON HANO: 8,632 GAL

DEISEL USED: 996 / 1,164 GAL

12 HANDS ON LOCATION

APPROXMANT SPUD 3/3/07. DEPENDING ON
MECHANIC.

Report By Wellcore March 06 2007 06 29



STATEOFUTAH FORM9
DEPARTMENT OF NATURAL RESOURCES ¡ ¡

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER

ML48386

SUNDRY NOTICES AND REPORTSON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME.

n/a
7 UNIT or CA AGREEMENT NAME:

Do not use tNs form for proposals in drill new wells, significantly deepen existing wellsbelow currentbottom-hole depth, reeniorplugged wells,orto
drill horizontallaterals. Use APPLICATION FOR PERMITTO DRILLform for such proposais.

1 TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER .Peter's Point State 5-2D-13-16

2.NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELO AND POOL, OR WILDCAT.

1099 18th Street, Suite 2300 Denver a CO z,80202 (303) 312-8168 Peter's Point/Exploratory
4 LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

u CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart CASINGREPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAJR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - OfFFERENT FORMATION RepOfÍ

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS Clearly showall pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITYREPORT FROM 03/05/2007 - 03/11/2007.

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SfGNATURE DATE 3/14/2007

(This space for State use only) RECEIVED
MAR2 1 2007

(5/2DO0) (See instructions on Reverse Side) DN.OF0\L,GAS&



REGULATORYDRILLING SU MMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/11/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 30

Spud Date : 3/5/2007 Days From Spud : 6 Depth At 06:00 : 3035

Morning Operations : NU BOPs Estimated Total Depth : 15025

Remarks :

DSLTA=165Time To Description WEATHER-40 CLEAR
4:00 AM WELD ON HEAD,GRIND OUT & TEST 5 TIMES SAFTY MEETING=PU BOPs

FUEL ON HAND=9296
6:00 AM NUBOPs USED TODAY=1660

TOTAL=11150 gal
WATER TODAY=240
TOTAL=8190

TUBULARSON LOCATION
129 jts 5" G-105 19#
190 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5-8" DCs

Well : Peter's Polnt #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/10/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 29

Spud Date : 3/5/2007 Days From Spud : 5 Depth At 06:00 : 3035

Morning Operations : WELD CSG HEAD Estimated Total Depth : 15025

Remarks :

. DSLTA=165Time To Description WEATHER=40 CLEAR
8:00 AM TOHTO RUNCSG LD MM & BIT SAFETY MEETING=RUNNING CSG

FUEL ON HAND=10126
3:30 PM RU & RUN 67 jts 9.625 P-110 40# LT&C LANDED @ 3035 USED TODAY=830
6:00 PM RU & CIRC 1 HR TOTAL=10320 gal

WATER TODAY=1800
8:30 PM CMT- LEAD 762 sx HLC,65%CEMENT,35% POZ,6% TOTAL=11290

GEL,1%CACI,.125#/sx POLYFLAKE. TAIL 261sxPREM.AG300,2%
CACl,.125#/sx POLYFLAKE. WAIT 1 HR TOP OFF WITH 100sx TUBULARSON LOCATIONPREM PLUS TOOK 9 bbis, WAITED 20 min DID NOT FALL. 129 jts 5" G-105 19#

11:30 PM WOC 190 jts 5" S-135 19#
39 jts 5" S-135 25#

6:00 AM CUT OFF,WELD ON CSG HEAD. HAD TO GRIND OUTWELL 39 jts 5" HWDP - WEATHERFORD
HEAD,WOULD NOT GO OVER CSG 37 - 6.5" DCs

5-8" DCs

Report By Wellcore March 14, 2007 04 55



REGULATORY DRILLING SUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/9/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 28

Spud Date : 3/5/2007 Days From Spud : 4 Depth At 06:00 : 3035

Morning Operations : TOH TO RUN CSG Estimated Total Depth : 15025

Remarks :

.
DSLTA=164

Time To Description WEATHER=35 CLEAR
3:30 PM DRLG 2513' -3035' (58 FPH ) SAFETY MEETING=PLACINGDP IN V DOOR

FUEL ON HAND=10956
5:00 PM CIRC & PUMPSWEEP USED TODAY=1362
3:00 AM TRIP TO BIT & TlH TOTAL=9490 gal

WATER TODAY=0
3:30 AM CIRC BTMSUP TOTAL=7950 bbis
6:00 AM TOH TO RUN CSG ROTATING=462'

SLIDING=60'

TUBULARS ON LOCATION
129-jts 5" G-105 19#
190-jts 5" S-135 19#
39-jts 5" S-135 25#
39-jts 5" HWDP - WEATHERFORD
37-6.5" DCs
5-8" DCs
CONTACTS
RICHARD WITH STATE OF UTAH-NOTICE OF
RUNNING CSG,CMT,BOP TEST

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/8/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 27

Spud Date : 3/5/2007 Days From Spud : 3 Depth At 06:00 : 2513

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

. DSLTA=163
Time To Description WEATHER- 35 CLEAR
2:30 PM DRLG -1560' - 1792' (27 FPH ) WT INDICATOR NOTWORKING SAFTY MEETING=WORKING ON PUMPS

FUELON HAND=7968
3:00 PM RIG SERVICE USEDTODAY=1867
4:00 PM RIG REPAIR ( VALVE ON #2 PUMP ) TOTAL=8128 gal

WATER TODAY=200
6:00 AM DRLG 1792'- 2513' (51.5 FPH) USING DIFF PSI TOTAL=7950 bbls

ROTATING-820'
SLIDING-133'

TUBULARSON LOCATION
129-jts 5" G-105 19#
190 -jts 5" S-135 19#
39-jts 5" S-135 25#
39- jts 5" HWDP - WEATHERFORD
37-6.5" DCs
5-8" DCs
CONTACTS
HALLIBURTON
WEATHERFORD CSG

Report By Wellcore March 14, 2007 04 55



REGULATORYDRILLINGSUMMARY BUBarrettCorporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/7/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 26

Spud Date : 3/5/2007 Days From Spud : 2 Depth At 06:00 : 1560

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=162

Time To Description WEATHER-40 CLOUDY
3:00 PM DRLG 649'- 1034' (42 FPH ) SAFETY MEETING=WORKINGON PUMPS

FUEL ON HAND=9794
3:30 PM RIG SERVICE USEDTODAY=1445
6:00 AM DRLG 1034' - 1560' (36 FPH ) TOTAL=6261 gal

WATER TODAY=810
TOTAL=7750 bbis

ROTATING- 806'
SLIDE-105'

TUBULARSON LOCATION
129 -JTS 5" G-105 19#
190- JTS 5" S-135 19#
39- JTS 5" S-135 25#
39- JTS 5" HWDP - WEATHERFORD
37- 6.5" DCS
6 - 8" DCs

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/6/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 25

Spud Date : 3/5/2007 Days From Spud : 1 Depth At 06:00 : 649

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=161
Time To Description WEATHER 54 PC
12:30 PM REPLACE SWlVEL NPACKING SAFETY MEETING: INSTALLING ROTATING HEAD

DEISEL DELIVERED: 8,800 GAL1:00 PM DRLG 12 1/4" SURFACE HOLE F/ 88' TO 110' SPUD @12:30 PM DEISL ON HAND: 4,980 GAL3/5/07 DEISEL USED: 1,162 / 4,816 GAL
8:00 PM WO WT INDICATOR,TURN SWILEL PACKINGOVER, CLEAN WATER: 6,940 / 6,940

GRAVEL OUT OF #2 PUMP. ROTATE: 515' IN 9 HR = 57.2 FPH
SLIDE:46' IN 1.5 HR = 30.6 FPH

6:00 AM DRLGFl 110' TO 649' (539' IN 10 HR = 53.9 FPH) CUM DRLG: 561' IN 10.5 HR = 53.4 FPH
SLIDE:46' IN 1.5 HR = 30.6 FPH * RECIEVED 70 JTS 9 5/8"40 HCP110CASING Fl
ROTATE:493' IN 8.5 HR = 58 FPH BUNNING.*NOITIFIED DAN JARVES W/ DNR OF SL

Well : Peter's Point #5-2D-13-16 Deep API#: 43-007-31056 Operations Date : 3/5/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 24

Spud Date : 3/5/2007 Days From Spud : 0 Depth At 06:00 : 88

Morning Operations : WO SWIVELPACKING Estimated Total Depth : 15025

Remarks :

DSLTA=160
Time To Description WEATHER 48 PC
6:00 PM XO/VALVES IN MUD TANK AND FLOW LINE. FILL MUD TANKS. SAFETY MEETING: X/O TOUNG DIES

DEISEL DELIVERED: 8,800 GAL3:00 AM WELD ON J FINGER ON BOARD. DEISL ON HAND: 4,980 GAL
5:30 AM P/U BHA DEISEL USED: 1,162 / 4,816 GAL

6:00 AM WO SWIVEL PACKING APPROXMANT SPUD 3/5/07. AS SOON WE REPLACE
SWIVEL PACKING

Report By Welicore March 14, 2007 04 55



CONFIDENTIAL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML 48386

SUNDRY NOTICES AND REPORTS ON WELLS °nlFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME
Do not use this form for proposals to drill newwells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1 TYPE OF WELL 8. WELL NAMEand NUMBER

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2.NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 Denver STATE CO zip80202 (303) 312-8168 Peter's Point/Exploratory
4 LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

u CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstad CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLY DRILLING ACTIVITYREPORT FROM 03/12/2007 -03/18/2007.

NAME(PLEASEPRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE . d DATE 3/20/2007

(This space for State use only)

RECEIVED
MAR2 1 2007

(5/2000) (See Instructionson Reverse Side) DN.OFOIL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/18/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 37

Spud Date : 3/5/2007 Days From Spud : 13 Depth At 06:00 : 7022

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=172

Time To Description WEATHER=32 CLEAR
6:30 AM WORK ON MWD TOOL SAFETY MEETING=NOT GEETING IN A HURRY

FUEL ON HAND=8300
9:30 AM TRIP IN BREAK CIRC @SHOE USED TODAY=1162
11:30 AM RIG REPAIR (HYDROLIC HOSE ON IRON HAND) TOTAL=19424 gal

WATER TODAY=0
1:30 PM TIH ( NO FILL ) TOTAL=10760 bbis
6:00 AM DRLG 6480' - 7022' (32.8 FPH ) ROTATING=470'

SLIDING=3T
TUBULARS ON LOCATION
125 jts 5" G-105 19#
311 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP-WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

OPERATE - BLIND RAMS , LOWER PIPE RAMS

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/17/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 36

Spud Date : 3/5/2007 Days From Spud : 12 Depth At 06:00 : 6480

Morning Operations : WORK ON MWD TOOL Estimated Total Depth : 15025

Remarks :

.
DSLTA=171

Time To Descnption WEATHER=30 CLEAR
2:30 PM DRLG 6100'- 6383' (33.2 FPH ) SAFTY MEETING=OPERATING AIR TUGGER

FUEL ON HAND=9462
3:00 PM RIG SERVICE USED TODAY=1162
9:30 PM DRLG 6383'- 6480' (14.9 FPH ) TOTAL=18262 gal

WATER TODAY=250
3:00 AM TOH CHANGE BITS,BATTERIES IN MWD TOTAL=10760 bbis
6:00 AM MWD TOOL NOT WORKING ROTATING=384'

SLIDING=34'
TUBULARS ON LOCATION
125 jts 5" G-105 19#
311 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

FUNCTION - BLIND RAMS - UPPER PIPE RAMS

Report By Wellcore March 20 2007 01 10



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/16/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 35

Spud Date : 3/5/2007 Days From Spud : 11 Depth At 06:00 : 6100

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=170

Time To Description WEATHER=32 CLEAR
2:00 PM DRLG 5590' - 5910' (40 FPH ) SAFTY MEETING=GRINDER USAGE

FUEL ON HAND =106242:30 PM CIRC BTMS UP USED TODAY=1494
1:00 AM TRIP OUT,LD MUD MTR( WASHED OUT) &CHANGE TOTAL=17100 gal

BIT,TIH,BREAK CIRC @ SHOE WATER TODAY=0
TOTAL=10510 bbis

6:00 AM DRLG 5910' - 6100' (38 FPH ) ROTATING=473'
SLIDING=28'
TUBULARS ON LOCATION
129 jts 5" G-105 19#
190 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

FUNCTION- LOWER PIPE RAMS & BLINDRAMS
MUD MOTOR-HUNTING SN#2147-WASHED OUT 7'
FROM BTM , HALFWAY AROUND, 1/2 WIDE

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/15/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 34

Spud Date : 3/5/2007 Days From Spud : 10 Depth At 06:00 : 5590

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=169

Time To Description WEATHER=32 CLEAR
11:00 AM RIGREPAIR-REPLACE INPUT CHAIN SAFETY MEETING=PUMP REPAIR

FUEL ON HAND=12118
3:30 PM DRLG 4820' - 5050' ( 51 FPH ) USED TODAY=1634
4:00 PM RIG SERVICE TOTAL=15606 gal

WATER TODAY=640
6:00 AM DRLG 5050' - 5590' (38.5 FPH) BIT BALLING TOTAL=10510 bbls

ROTATING=708'
SLIDING=76'
TUBULARS ON LOCATION
129 jts 5" G-105 19#
190 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

FUNCTION UPPER PIPE RAMS

Report By Wellcore March 20 2007 01:10



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/14/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 33

Spud Date : 3/5/2007 Days From Spud : 9 Depth At 06:00 : 4820

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=168

Time To Description WEATHER=40 CLEAR
1:30 PM DRLG 3450'- 3846' ( 52.8 FPH ) SAFETY MEETING=BOP DRILLS

FUEL ON HAND=6474
2:00 PM RIG SERVICE USED TODAY=1494
2:30 PM RIG REPAIR - MANLIFT TOTAL=13972

WATER TODAY=4806:00 AM DRLG 3846'-4820'( 62.8 FPH ) TOTAL=9870
ROTATING=1254'
SLIDING=122'
TUBULARS ON LOCATION
129 jts 5" G-105 19#
190 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5 DCs
5 jts 8" DCs

BOP DRILL- 90 SEC TO STATIONS

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/13/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 32

Spud Date : 3/5/2007 Days From Spud : 8 Depth At 06:00 : 3450

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=167

Time To Description WEATHER-35 CLEAR
8:30 AM RIG DOWN TESTER,SET WEAR RING SAFTY MEETING=CHANGING VALVES

FUEL ON HAND=7968
9:30 AM CENTER STACK USED TODAY=664
2:00 PM PU DIR TOOLS,BHA TOTAL=12478 gal

WATER TODAY=1200
4:30 PM TIH TO DRLG TOTAL=9390
6:00 PM DRLG PLUG,CMT,FLOAT COLLAR,SHOE ROTATING=328'

9:30 PM RIG REPAIR-CLEAN CMT OUT OF VALVE ON SHAKER,REPLACE
SLIDING=38'
TUBULARS ON LOCATIONVALVEON FLOW LINE 129 jts 5"G-105 19#

6:00 AM DRLG 3035' - 3450' (48.8 FPH) 190 jts 5" S-135 19#
39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5 DCs
5 jts 8" DCs
SPR-#2 63 spm 330 psi @ 3002'
SPR-#1-65 spm 390 psi @ 3255'

Report By Welicore March 20, 2007 01 10



REGULATORYDRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/12/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 31

Spud Date : 3/5/2007 Days From Spud : 7 Depth At 06:00 : 3035

Morning Operations : TEST BOPs Estimated Total Depth : 15025

Remarks :
DSLTA=166

Time To Description WEATHER - 35 CLEAR
7:30 PM NU BOPs SAFETY MEETING=NU BOPs

FUEL ON HAND=8632
12:00 AM TEST UPPER & LOWER KELLYVALVE,FLOOR VALVE,DART USED TODAY=664

VALVE TO 5000 psi - 10 min TOTAL=11814
2:00 AM PICK UP STACK REPLACE CSG HEAD RING WATER TODAY =0

6:00 AM TEST LOWER & UPPER PIPE RAMS,BLIND RAMS,ANNULAR,KILL
TOTAL=8190

LINE VALVES,CHOKE LINE VALVE,HCR VALVE,INSIDE &OUT TUBULARS ON LOCATION
SIDE CHOKE VALVES-TO 5000 psi FOR 10min,TEST CSG TO 129 jts 5" G-105 19#
5500 psi FOR 30 min,WITH SINGLE JACK TESTER 190 jts 5" S-135 19#

39 jts 5" S-135 25#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5 DCs
5 jts DCs

Report By Welicore March 20 2007 01 10



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

ML48386

SUNDRY NOTICESAND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

n/a
7 UNIT or CA AGREEMENT NAME

Do not use thisform for proposals todrill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELL NAME and NUMBER
OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16

2 NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 crrv Denver CO ,,,80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DtSPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATlON Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITYREPORT FROM 03/19/2007 - 03/25/2007.

NAME(PLEASEPRINT) Matt Barber TITLE Regulatory Analyst

StGNATURE DATE 3/29/2007

(This space for State use only)

RECEIVED
MARdu 2007

(See instructions on Reverse Side)(5/2000)

DEOFOIL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/25/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 44

Spud Date : 3/5/2007 Days From Spud : 20 Depth At 06:00 : 8115

Morning Operations : TIH W/ MILL Estimated Total Depth : 15025

Remarks :
DSLTA=179

Time To Description WEATHER= 47-38 SNOWED IN MORNING
10:00 AM TOOH W/ FINGER BASKET SAFTY MEETING= TRIPPING
11:00 AM EMPTY BASKET 1 PIECE OF IRON AND LOTSOF SHALE FUEL ON HAND= 12,498

USED TODAY= 498
11:30 AM PU/ MILLAND JUNK BASKET TIH TOTAL=27,774 gal

WATER TODAY: bbis12:00 PM RIG SERVICE TOTAL=12,370 bbis
4:00 PM TIH ROTATING='

8:00 PM MILLON CONES
SLIDING='
DAP 4 PPB

12:00 AM TOOH

1:00 AM L/D MILLEMPTY JUNK BASKET. MILLCOMPLETY WORE OUT.
GOT A CUP OF BEARINGS AND PEICES OF IRON OUT OF
BASKET. P/U NEW MILLAND BASKET .

6:00 AM TIH

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/24/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 43

Spud Date : 3/5/2007 Days From Spud : 19 Depth At 06:00 : 8115

Morning Operations : FISHINGFl CONES Estimated Total Depth : 15025

Remarks :
DSLTA=178

Time To Description WEATHER=54-38 RAINED SOME
11:00 AM DRLG F/ 8,070 TO 8,115' ( 45' IN 5 HR = 9 FPH) SAFTY MEETING= CUTTIN DRLG LINE

SLIDE:8' IN 2.5 HR = 3.2 FPH FUEL ON HAND= 12,948
ROTATE: 3T IN2.5 HR = 14.8 FPH USED TODAY= 0

TOTAL=27,276 gal
12:00 PM BIT TORQUED UP. CIRC. MIXAND PUMP PILL- WATER TODAY: bbis
5:00 PM TOOH LDI MM, AND MWD. ( LOST 2 CONES OFF BIT) TOTAL=12,370 bbls

ROTATING=37'
7:00 PM WO FISHINGTOOLS AND MAKEUP REVERSE CIRC. BASKET- SLIDING=8'
9:00 PM TIH

11:30 AM CUT DRLGLINE
1:00 AM WO MANRIDER
4:00 AM TIH

6:00 AM CORING W/ REVERSE CIRC BASKET FI 8,109' TO 8,117'

Report By Wellcore March 28. 2007 04 57



REGULATORY DRILLINGSUMMARY BRIBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/23/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 42

Spud Date : 3/5/2007 Days From Spud : 18 Depth At 06:00 : 8070

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

. .
DSLTA=177

Time To Descnption WEATHER=54-38 PC
10:00 AM DRLG Fl 8,017 TO 8,043 (26' IN 4 HR = 6.5 FPH) SAFTY MEETING= TRIPPING

SLIDE : 6' IN 1.5 HR = 4 FPH FUEL ON HAND= 12,948
ROTATE: 20' IN 2.5 HR = 8 FPH USED TODAY= 2,508

TOTAL=27,276 gal
11:00 AM CIRC. MIXAND PUMP PILL WATER TODAY=810 bbls
5:30 PM TOOH/ F/#6 BIT, FUNTION ALL RAMS,X/O MM, ORENTATE TOTAL=12,370 bbis

TOOLS, TlH W/ BHA. ROTATING=43'
SLIDING=10'

9:00 PM WO INPUT CHAIN TIGHTEN. GET OILER WORKING.

2:30 AM TIH

3:00 AM WASH AND REAM F/ 8000' TO 8042'

6:00 AM DRLG F/ 8,042 TO 8,070' (28' IN 3 HR = 9.3 FPH)
SLIDE: 4' IN 1.5 HR 2.7 FPH
ROTATE: 24' IN 1.5 HR =16 FPH

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/22/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 41

Spud Date : 3/5/2007 Days From Spud : 17 Depth At 06:00 : 8017

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=176

Time To Description WEATHER=45-34 RAINED SOME
6:00 PM DRLG Fl 7,866 TO 7,947' (81' IN 12 HR = 6.75 FPH) SAFTY MEETING=RIG SERVICE

SLIDE:6' IN 1 HR = 6 FPH FUEL ON HAND= 10,956
ROTATE:75' IN 11 HR = 6.8 FPH USED TODAY=1,194

TOTAL=24,768 gal
6:30 PM RIG SERVICE WATER TODAY= bbis
7:00 PM WO DRAWWORKS THROTTLE TOTAL=11560 bbis

ROTATING=139
6:00 AM DRLGF/7,947' TO 8,017' (70' IN 11HR = 6.4 FPH) SLIDING=12'

SLIDE: 6' IN 1 HR = 6 FPH TUBULARS ON LOCATION
ROTATE: 64' IN 10 HR = 6.4 FPH 125 Jts5" G-105 19#

311 jts 5" S-135 19#
39 jts 5" S-135 20#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

Report By Wellcore March 28 2007 04 57



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/21/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 40

Spud Date : 3/5/2007 Days From Spud : 16 Depth At 06:00 : 7866

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=175

Time To Description WEATHER=58- CLOUDY WINDY
11:30 AM DRLG F/7,714' TO 7,756' (42' IN 5.5 HR = 7.6 FPH) SAFTY MEETING=GREASING BLOCKS & CROWN

FUEL ON HAND=4,15012:00 PM RIG SERVICE USED TODAY=1,328
6:00 AM DRLG F/7,756 TO 7,866 (110' IN 18 HR = 6.1 FPH) TOTAL=23,574 gal

SLIDE:19' IN 45 HR = 3.8 FPH WATER TODAY=800 bbis
ROTATE:91' IN 13 HR = 7 FPH TOTAL=11560 bbls

ROTATING=133'
SLIDING=19'
TUBULARS ON LOCATION
125 jts 5" G-105 19#
311 jts 5" S-135 19#
39 jts 5" S-135 20#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 ts 8" DCs

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/20/2007

Surface Location : SWNE-2-13S-16E 26th PM Area: West Tavaputs Report #: 39

Spud Date : 3/5/2007 Days From Spud : 15 Depth At 06:00 : 7714

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=174

Time To Descnption WEATHER=35 CLEAR
8:00 AM DRLG 7611'-7626' SAFTY MEETING=PULLING & SETING SLIPS
8:00 PM TRIP OUT LD MM,BIT & PU NEW ,TIH FUEL ON HAND=5478

USED TODAY=1494
9:30 PM WASH & REAM 70' TO BTM TOTAL=22246 gal

WATER TODAY=800 bbis6:00 AM DRLG 7626' - 7714' (10.3 FPH ) TOTAL=11560 bbis
ROTATING=88'
SLIDING=13'
TUBULARS ON LOCATION
125 jts 5" G-105 19#
311 jts 5" S-135 19#
39 jts 5" S-135 20#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

OPERATE BLIND & LOWER PIPE RAMS

Report By Wellcore March 28, 2007 04 57



REGULATORYDRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/19/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 38

Spud Date : 3/5/2007 Days From Spud : 14 Depth At 06:00 : 7611

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=173

Time To Description WEATHER=30 CLEAR
2:00 PM DRLG 7022'-7244' (27.7 FPH ) SAFETY MEETING=MIXING CHEMICALS

FUEL ON HAND=6972
2:30 PM RIG SERVICE USED TODAY=1328
6:00 AM DRLG 7244' - 7611' (23.6 FPH ) TOTAL=20752 gal

WATER TODAY=0
TOTAL=10760 bbis
ROTATING=544'
SLIDING=61'
TUBULARS ON LOCATION
125 jts 5" G-105 19#
311 jts 5" S-135 19#
39 jts 5" S-135 20#
39 jts 5" HWDP - WEATHERFORD
37 jts 6.5" DCs
5 jts 8" DCs

March 28. 2007 04 57 PMReport By



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICESAND REPORTSON WELLS niFINDIAN,ALLOTTEEORTRIBENAME:

T UNITorCAAGREEMENTNAME
Do not use this form for proposals to drill new wells, significantly deepen existing wellsbelow currentbottom-hole depth, reen1er plugged wells, or to

drill horizontal laterals. Use APPUCATION FOR PERMIT TO DRILLform for such proposais.
L TYPEOFWELL & WELLNAMEandNUMBER ff

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2.NAMEOFOPERATOR: 9 API NUMBER:

BILL BARRETTCORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 y, Denver WATE ZIP80202 (303) 312-8168 Peter's Point/Exploratory
4 LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL,2395' FEL COUNTY: Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwill stad CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit originalForm Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCR1BE PROPOSED OR COMPLETED OPERATlONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITY REPORT FROM 03/26/2007 - 04/01/2007.

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 4/2/2007

(This space for State use only) RECE IVED
APR03 2007

(See Instructions on Reverse Side) Div.OFOtt,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/1/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 51

Spud Date : 3/5/2007 Days From Spud : 27 Depth At 06:00 : 9615

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=186

Time To Description WEATHER= 53-31 PC
12:30 PM DRLGF/ 9,250 TO 9,378' (128' IN 6.5 HR = 19.7 FPH) SAFTY MEETING= CONNECTION MUD

SLIDE:24' IN 3 HR = 8 FPH FUEL ON HAND= 10,956
ROTATE:104' IN 3.5 HR = 29.7 FPH USED TODAY= 1,328

TOTAL= 37,366 gal
1:00 PM RIGSERVICE WATER TODAY:700 bbis
6:00 AM DRLGFI 9,378' TO 9,615' (237' IN 17 HR = 13.9 FPH) TOTAL=14,470 bbis

SLIDE:104' IN 11 HR = 9.5 FPH ROTATING=237'
ROTATE:133' IN 6 HR = 22.2 FPH SLIDING=128'
WHEN WE DRILLED IN TO MANCOS WE STARTED LOSING DAP 4 PPB
ANGLE. ENDED UP SLIDING15'ON EVERYKELLY.

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/31/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 50

Spud Date : 3/5/2007 Days From Spud : 26 Depth At 06:00 : 9250

Morning Operations ; DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=185

Time To Description WEATHER= 42-31
7:00 AM REAM F/ 8,750 TO 8,802 SAFTY MEETING=CHANGING SHAKER SKREENS

FUEL ON HAND= 12,28410:00 AM DRLG Fl 8,802 TO 8,846' (44' IN 3 HR =14.7 FPH) USED TODAY=2,010SLIDE: 4' IN .5 HR = 8 FPH
ROTATE:40' IN 2.5 HR = 16 FPH

TOTAL= 36,038 gal
WATER TODAY: bbis

10:30 AM RIGSEVICE TOTAL=13,770 bbis
ROTATING=428

6:00 AM DRLG FI8,846' TO 9,250' (404' IN 19.5 HR = 20.7 FPH) SLIDING=20'
SLIDE:16' IN 2 = 8 FPH DAP 4 PPB
ROTATE:388'IN 17.5 HR 22.2 FPH

Well : Peter's Point #5-2D-13-16Deep API #: 43-007-31056 Operations Date : 3/30/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Repod #: 49

Spud Date : 3/5/2007 Days From Spud : 25 Depth At 06:00 : 8802

Morning Operations : REAMIN TO BOTTOM Estimated Total Depth : 15025

Remarks :
DSLTA=184

Time To Description WEATHER= 35-18 SNOW
6:30 AM FIX AIR LINETO #1 CLUTCH SAFTYMEETING=NOT GETTINGINA HURRY

FUEL ON HAND= 9,7941:30 PM DRLG Fl 8,750 TO 8,802 (52' IN 7 HR = 7.4 FPH) USED TODAY= 1,226SLIDE:7' IN 2.5 HR = 2.8 FPH
ROTATE:45' IN 4.5 HR = 10 FPH

TOTAL= 34,028 gal
WATER TODAY: bbis

2:00 PM RIG SERVICE TOTAL=13,770 bbis
ROTATING=45

3:30 PM CIRC.MIXPILL ANDPUMP SLIDING=7'

10:00 PM TOOH FI BIT AND BIGGER MM. COULDNOT STOP BUILDING DAP 4 PPB
ANGLE. X/OMM &BIT,OREINTATE,X/OBATTERIESIN MWD.
TlH

11:30 PM CUT DRLG LINE

3:00 AM TlH FILL @2900'

6:00 AM REAM FI 8423' TO 8750'

Report By Welicore April 02 2007 12 14



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/29/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 48

Spud Date : 3/5/2007 Days From Spud : 24 Depth At 06:00 : 8750

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=183
Time To Description WEATHER= 46-38 SNOW
6:30 AM REAM BRIDGE @ 7695' TO 7750' SAFTY MEETING= PIPE MEASUREING
7:00 AM TIH FUEL ON HAND= 7,470

USED TODAY= 1,328
8:30 AM REAM F/ 8,438' TO 8,438' TOTAL= 32,802 gal

WATER TODAY:800 bbls6:00 PM DRLG F/ 8,438 TO 8,592' (154' IN 9.5 = 16.2 FPH) TOTAL=13,770 bbisSLIDE:13' IN 3 HR = 4.3 FPH ,

ROTATE:141' IN 6.5 HR = 21.7 FPH
ROTATING=286
SLIDING=26

5:30 AM DRLG Fl 8,592 TO 8,750' (158' IN 11.5 HR = 13.7 FPH) DAP 4 PPB
SLIDE:13' IN 3 HR = 4.3 FPH
ROTATE:145' I N 8.5 HR = 17 FPH

6:00 AM REPAIR AIR LINE TO #1 MOTOR CLUTCH

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/28/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 47

Spud Date : 3/5/2007 Days From Spud : 23 Depth At 06:00 : 8438

Morning Operations : REAMING Estimated Total Depth : 15025

Remarks :
DSLTA=182

Time To Description WEATHER= 57-38 RAIN AND SNOW
4:30 PM DRLG/F8,310' TO 8,425' (115' IN 10.5 HR =10.9 FPH) SAFTY MEETING= TRIP

SLIDE: 6' IN 1HR = 6 FPH FUEL ON HAND= 10,292
ROTATE: 109' IN 9.5 HR = 11.4 FPH USED TODAY= 1,494

TOTAL=31,475 gal
5:00 PM RIG SERVICE WATER TODAY: bbls
6:30 PM DRLG Fl 8,425 TO 8,438' 11' IN 1.5 HR = 7.3 FPH) TOTAL=12,970 bbls

SLIDE: 6' IN 1HR = 6FPH ROTATING=114'

ROTATE:5 IN .5 HR 10 FPH SLIDING=12'
DAP 4 PPB

7:00 PM CIRC. AND PUMP PILL

6:00 AM TOOH, X/OBIT & MM, OREINTATETOOLS,TIH, FILL PIPE @
3998', HIT BRIDGE @7695'

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/27/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 46

Spud Date : 3/5/2007 Days From Spud : 22 Depth At 06:00 : 8310

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=181

Time To Description WEATHER= 65-38 PC
10:30 AM TIH. BREAK CIRC. @4500' SAFTY MEETING= TIH

FUEL ON HAND= 10,29211:30 AM REAM FI8,077 TO 8,115' USED TODAY= 1,328
6:00 AM DRLG Fl8,115' TO 8,310' (195' IN 18.5 HR = 10.5 FPH) TOTAL=29,980 gal

SLIDE:25' IN 3 HR = 8.3 FPH WATER TODAY: bbis
ROTATE:170' IN 15.5 HR = 11 FPH TOTAL=12,970 bbis

ROTATING=170'
SLIDING=25'
DAP 4 PPB

Report By Wellcore April 02 2007 12 14



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 3/26/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 45

Spud Date : 3/5/2007 Days From Spud : 21 Depth At 06:00 : 8115

Morning Operations : TIH W/BIT # 7 Estimated Total Depth : 15025

Remarks :
DSLTA=180

Time To Description WEATHER= 60-38 PC
9:30 AM MILLINGON CONES SAFTY MEETING=

10:00 AM TOOH FUEL ON HAND= 11,620
USED TODAY= 878

12:00 PM DROPED SLEDGE HAMMER DOWN HOLE. OPEN PIPE RAM TOTAL=28,652 gal
DOORSAND TIE ON ROPE ON HAMMER ANDRETREIVEOFF WATER TODAY:600 bbis
WELL HEAD. TOTAL=12,970 bbis

3:00 PM TOOH ROTATING='
SLIDING='

4:00 PM L/D MILL.CLEAN OUT JUNK BASKET NOTHINGBUT PEICES OF DAP 4 PPB
MILLIN BASKET. P/U REVERSE BASKET.

8:00 PM TIH

11:30 PM CORING W/ REVERSE CIRC. BASKET

3:00 AM TOOH

4:30 AM L/D FISHING TOOLS. RETREIVED 2 CONES IN FINGER BASKET

6:00 AM PU/ MM, MWD, OREINTATE, & TIH

Report ByWellcore April 02 2007 12 14



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

ML 48386

SUNDRY NOTICESAND REPORTS ON WELLS 6 II¯INDIAN,ALLOTTEEORTRIBEMAME:

7. UNITor CA AGREEMENT NAME
Do not use this form for proposals10 drillnewwells,significantlydeepen existingwellsbelow currentbottom-hole depth, reenler plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLIbim for such proposals.
1. TYPE OF WELL 8 WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2 NAMEOFOPERATOR: 9 APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300 ciTY Denver STATE CO ZIP 80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATIONOF WELL

FOOTAGESATSURFACE:794' FNL,2395' FEL coUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

u CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Origmal Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show a11pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITYREPORT FROM 04/02/2007 - 04/08/2007.

NAME(PLEASEPRWT] Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 4/19/2007

(This space for State use only)

RECENED

Afgzü 2007

DN,0FOL,GAS



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/8/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 58

Spud Date : 3/5/2007 Days From Spud : 34 Depth At 06:00 : 12544

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

. DSLTA=193
Time To Descnption WEATHER=45 RAINING
4:00 PM DRLG12155' - 12281' (12.6 FPH) SAFETY MEETING=WIRE ROPE INSPECTION

FUEL ON HAND=8466
4:30 PM RIG SERVICE USED=1328
6:00 AM DRLG 12281' - 12544' (19.4 FPH ) TOTAL=47427 gal

WATER TODAY=0
TOTAL=16830 bbl
ROTATING=323'
SLIDING=66'
DAPP=4 ppb

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/7/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 57

Spud Date : 3/5/2007 Days From Spud : 33 Depth At 06:00 : 12155

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=192
Time To Description WEATHER=40 CLEAR
3:00 PM DRLG11696'-11873' (19.6 FPH) SAFETY MEETING=REPLACING SHEAR PINS

FUEL ON HAND=9794
3:30 PM RIG SERVICE USED=1494
6:00 AM DRLG 11873'- 12155' (19.4 FPH ) TOTAL=46099 gal

WATERTODAY=0
TOTAL=16830 bbis
ROTATING=405'
SLIDING=54'
DAPP=4 PPB
DESANDER - ON
DESILTER-ON
CENTRAFUGE - OFF

#1 PUMP SPR@12000' 61spm 660 psi 10.9 MW

Well : Peter's Point #6-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/6/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 56

Spud Date : 3/5/2007 Days From Spud : 32 Depth At 06:00 : 11696

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=191

Time To Description WEATHER=40 CLEAR
5:30 PM DRLG11337' - 11495'(13.7 FPH ) SAFETY MEETING=RIG SERVICE

FUELON HAND=11288
6:00 PM RIG SERVICE USED=1429
6:00 AM DRLG 11495' - 11696' (16.7 FPH ) TOTAL=44605 gal

WATER TODAY=1060
TOTAL=16830 bbis
ROTATING=274'
SLIDING=85'
DAPP=4.00 PPB
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REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/5/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 55

Spud Date : 3/5/2007 Days From Spud : 31 Depth At 06:00 : 11337

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=190Time To Description WEATHER=35 CLEAR

5:00 PM DRLG 1087T - 11057'(16.3 FPH) SAFETY MEETING=MIXING MUD
FUEL ON HAND=51465:30 PM RIG SERVICE USED=1328 gal

6:00 PM CHANGE ROTATINGHEAD RUBBER TOTAL=43176 gal
WATERTODAY=600 bbis6:00 AM DRLG 11057' - 11337' (23 FPH ) TOTAL=15770
ROTATING=385
SLIDING=75
DAPP 4 PPB

SPR #1PUMP 700 psi @61spm/10.6 mw @11250'
OPERATE LOWER PIPE RAMS

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/4/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 54

Spud Date : 3/5/2007 Days From Spud : 30 Depth At 06:00 : 10877

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=189

Time To Description WEATHER=40 CLEAR
6:00 AM DRLG 10520' - 10877' (14.8 FPH) SAFETY MEETING=PLACING DP IN MOUSE HOLE

FUEL ON HAND=6474 gal
USED=1494
TOTAL=41,848 gal
WATERTODAY=0
TOTAL=15170 BBLS
ROTATING=295'
SLIDE=62'
DAP=4.00 PPB

Well : Peter's Polnt #5-2D-13-16Deep API #: 43-007-31056 Operations Date : 4/3/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 53

Spud Date : 3/5/2007 Days From Spud : 29 Depth At 06:00 : 10520

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.

DSLTA=188
Time To Description WEATHER= 67-36 PC
6:00 PM DRLG Fl 10,055 TO 10,280 (225' IN 12 HR = 18.75FPH) SAFTY MEETING= WET CONN.

SLIDE:51' tN 7 HR = 7.3 FPH FUEL ON HAND= 7,968
ROTATE:174'IN 5 HR = 34.8 FPH USED TODAY= 1,328

TOTAL= 40,354 gal
6:00 AM DRLG F/ 10,280' TO 10,520 (240' IN 12 HR = 20 FPH) WATER TODAY:700 bbis

SLIDE:47' IN 7.5 HR = 6.3 FPH TOTAL=15,170 bbis
ROTATE:193' IN 4.5 HR = 42.9 FPH ROTATING=367'

SLIDING=98'
DAP 3.5 PPB
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REGULATORYDRILLINGSUMMARY BillBarrettCorporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/2/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 52

Spud Date : 3/5/2007 Days From Spud ; 28 Depth At 06:00 : 10055

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=187

Time To Description WEATHER= 65-31 PC
3:00 PM DRLG F/ 9,615' TO 9,757' ( 142' IN 9 HR = 15.8 FPH) SAFTY MEETING= PLACING DP IN V DOOR

SLIDE:45' IN 6.5 HR =6.9 FPH FUEL ON HAND= 10,956
ROTATE:97' IN 2.5 HR = 38.8 FPH USED TODAY= 1,660

TOTAL= 39,026 gal
3:30 PM RIGSERVICE WATERTODAY: bbis
6:00 AM DRLG F/ 9,757' TO 10,055' (298' 1N14.5 HR = 20.6 FPH) TOTAL=14,470 bbis

SLIDE:108' IN 7 HR 15.4 FPH ROTATING=287'
ROTATE:190' IN 7.5 HR = 25.3 FPH SLIDING=153'

DAP 3.5 PPB

Report By Wellcore April 19, 2007 07 29



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 6. LEASEDESIGNATIONANDSERIALNUMBER

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7 UNITorCAAGREEMENTNAME
Do not use tNs form for proposals in drillnew wells, signficantly deepen existing wells below currentbottom-hole depih, reenter plugged wells,or to

drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL1brm for such proposat9.
1 TYPE OF WELL ·-·· 8 WELL NAMEand NUMBER

OIL WELL GAS WELL M OTHER .Peter's Point State 5-2D-13-16
2 NAMEOFOPERATOR: 9 APINUMBER:

BILLBARRETTCORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT

1099 18th street,suite23oo carv DenVer STATE CO 7,,80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL,2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplícate) ALTER CASING FRACTURE TREAT SibETRACK TO REPAIR WELL

Approxlmate date work will itart CASING REPA1R NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SIJBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS O PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLE PRODUCING FORMATIONS O RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITYREPORT FROM 04/09/2007 - 04/15/2007.

NAME(PLEASEPRINT Matt Barber TITLE RegUlatory Analyst

SIGNATURE /L DATE 4/19/2007

(Ttils space for State use only)

RECEIVED

(512000) (See Instructions on Reverse Side)
APR2 0 2007



REGULATORY DRILLINGSUMMARY Bill Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/15/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report # : 65

Spud Date : 3/5/2007 Days From Spud : 41 Depth At 06:00 : 13440

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=200Time To Descnption WEATHER-41 CLEAR

9:30 PM DRLG 13359' -13415' ( 3.6 FPH ) SAFETY MEETING=MIXING MUD
FUEL ON HAND=498012:00 AM RIG REPAIR - BOTH PUMPS DOWN USED=1494

6:00 AM DRLG 13415' - 13440' ( 4.1 FPH ) TOTAL=57390 gal
WATERTODAY=800 bbis
TOTAL=19410 bbis

Well : Peter's Polnt #5-2D-13-16Deep API#: 43-007-31056 Operations Date : 4/14/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 64

Spud Date : 3/5/2007 Days From Spud : 40 Depth At 06:00 : 13359

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=199

Time To Descnption WEATHER=34 CLEAR
6:00 AM DRLG 13270' -13359' ( 3.7 FPH ) SAFETY MEETING=CLEANING

FUEL ON HAND=6474
USED=1992
TOTAL=55896 gal
WATER TODAY=0
TOTAL=18610 bbi

DAP=4 ppb

Well : Peter's Point #5-2D-13-16Deep API #: 43-007-31056 Operations Date : 4/13/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 63

Spud Date : 3/5/2007 Days From Spud : 39 DepthAt 06:00 : 13270

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=198

Time To Description WEATHER=34 CLOUDY
9:00 AM TOH SAFTY MEETING=TlH

FUEL ON HAND=8466
10:30 AM LAYDOWN DIR TOOLS,PU MM,BIT USED=1328
12:00 PM TIH TO SHOE TOTAL=53904 gal

WATERTODAY=0
1:30 PM CUT &SLIP DRLG LINE TOTAL=18610 bbis
2:30 PM RIG REPAIR (AIR LINE ON HIGH DRUM CLUTCH)

8:00 PM TlH 3000'- 10134°
OPPERATE - BLIND,8TM PIPE,TOP PIPE RAMS

10:00 PM WASH &REAM 10134'- 11987 (TIGHT HOLE)
#1 PUMP SPR @ 13210' 60 SPM 582 PSI1:00 AM TIH 11987' - 13250'

6:00 AM DRLG13250' - 13270' (4 FPH )

Report By Wellcore April 19, 2007 07:36



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/12/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report # : 62

Spud Date : 3/5/2007 Days From Spud : 38 Depth At 06:00 : 13250

Morning Operations : TRIP FOR BIT #10 Estimated Total Depth : 15025

Remarks :
DSLTA=197

Time To Description WEATHER-35 CLOUDY
1:30 PM DRLG 13054' - 13159' (14 FPH ) SAFETY MEETING=TIE OFF

FUEL ON HAND=9794
2:00 PM RIG SERVICE USED=1826
2:00 AM DRLG13159' - 13250' (7.5 FPH ) TOTAL=52576 gal

WATERTODAY=720
6:00 AM TOH FOR BIT #10 TOTAL=18610 bbis

Well : Peter's Point #5-2D-13-16Deep API#: 43-007-31056 Operations Date : 4/11/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 61

Spud Date : 3/5/2007 Days From Spud : 37 Depth At 06:00 : 13054

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=196

Time To Descnption WEATHER=27 CLOUDY
7:00 AM RIG REPAIR ( ROTARY CLUTCH ) SAFETY MEETING=AIRHOIST OPERATION

FUEL ON HAND=11620
11:30 AM DRLG 12814' - 12820' ( SLIDING) USED=1165
5:00 PM RIG REPAIR (CHANGE PADS ON ROTARY CLUTCH ) USED TOTAL=50750 gal

WATERTODAY=0
6:00 AM DRLG12820' - 13054' (18 fph ) TOTAL=17890 bbis

ROTATING=234'
SLIDING=6'

#1 PUMP SPR @1282061 spm 650 psi
operate upper pipe rams

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date: 4/10/2007

Surface Location : SWNE-2-13S-18E 26th PM Area : West Tavaputs Report #: 60

Spud Date : 3/5/2007 Days From Spud : 36 Depth At 06:00 : 12614

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=195
Time To Description WEATHER=31 CLOUDY
9:00 AM TIH SAFETY MEETING=PRESSURE WASHING

FUEL ON HAND=6308
1:30 PM WASH & REAM 8215' - 8715' USED=1162
2:30 PM TIH TOTAL=49585 gal

WATER TODAY=0
7:00 PM WASH & REAM TO BTM 12320' - 12624' TOTAL=17890 bbis
6:00 AM 12624' - 12814'

April 19, 2007 07 36



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16Deep API#: 43-007-31056 Operations Date : 4/9/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 59

Spud Date : 3/5/2007 Days From Spud : 35 Depth At 06:00 : 12627

Moming Operations : TlH TO DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=194

Time To Description WEATHER=30 RAINY
9:30 AM DRLG12544' - 12627' SAFTY MEETING=TRIPPING PIPE

FUEL ON HAND=7470
10:00 AM PUMP PILL USED=996
11:30 AM TRIP FOR MWD BATTERIES TOTAL=48423 gal

WATER TODAY=1060
12:00 PM RIG SERVICE TOTAL=17890 bbis
6:30 PM TRIP OUT
9:30 PM PU NEW MM,BIT,

2:30 AM TEST LOWER PIPES,UPPER PIPES,BLIND RAMS,CHOKE
VALVES,KILLLINE VALVES,UPPER &LOWERKELLY CONTACTED-DENNIS INGRAM VOICE MAIL FOR BOP
VALVES,SAFETY VALVES,SUPER CHOKE TO 5000 psi FOR 10 TEST.
min.TEST ANNULAR TO 2500 psi FOR 10 MIN.

6:00 AM TRIP IN HOLETO DRLG

Report By Welicore April 19 2007 07 36



CONFIDENTIAL
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS nialNDIAN,ALLOTTEEORTRIBENAME

T UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPUCATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER g ,s Point State 5-2D-13-16

2 NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300 Denver sy,,, CO zlP80202 (303) 312-8168 Peter's Point/Exploratory
4 LOCATIONOF WELL

FOOTAGESATSURFACE. 794' FNL, 2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP. RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

a CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCtNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc.

WEEKLYDRILLINGACTIVITYREPORT FROM 04/16/2007 - 04/22/2007.

Matt Barber Regulatory AnalystNAME(PLEASE P

gg' 4/30/2007

(This space for State use only)

RECEIVED
MAU72007

(5/2000) (See Instructions on Reverse



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/22/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 72

Spud Date : 3/5/2007 Days From Spud : 48 Depth At 06:00 : 14365

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=207
Time To Description WEATHER:27-47 WINDY CLOUDY
5:00 PM DRLGF/ 14,233' TO 14,296' @5.7 FPH SAFETYMEETING:PICKINGUP TOOLSOFF CATWALK

FUEL ON HAND: 9,1305:30 PM RIG SERVICE USED: 1,565
6:00 AM DRLG F/ 14,296' TO 14,365' @ 5.5 FPH TOTAL: 72,164

WATER TODAY:
TOTAL: 20,950
DAPP:5

SPR@i4,328' #1 PUMP -59 spm 640 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/21/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 71

Spud Date : 3/5/2007 Days From Spud : 47 Depth At 06:00 : 14233

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=206

Time To Description WEATHER:27- 52 WINDY CLOUDY
2:30 PM DRLG F/ 14,077 TO 14,140' 7.4 FPH SAFETY MEETING: GREASE TRAVELING BLOCKS

FUEL ON HAND: 10,6953:00 PM RIG SERVICE USED: 670
6:00 AM DRLGF/ 14,140 TO 14, 233' @6.2 FPH TOTAL: 70,599

WATER TODAY:700
TOTAL:20,950
DAPP: 5.25
BOP DRILL 45 SEC. (DAYLIGHTS)
SPR(814,170' #1 PUMP -58 spm 710 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/20/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 70

Spud Date : 3/5/2007 Days From Spud : 46 Depth At 06:00 : 14077

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=205

Time To Description WEATHER:27- 44 CLOUDY
4:30 PM DRLG F/ 13,914' TO 13,983' @6.6 FPH SAFETY MEETING: MIXINGMUD

FUELON HAND: 3,3655:00 PM RIG SEVICE USED: 1,795
6:00 AM DRLG F/ 13,983' TO 14,077' @ 6.7 FPH TOTAL: 69,929

WATER TODAY:
TOTAL: 20,250
DAPP: 5.25

SPR@14,014' #1 PUMP -58 spm 690 psi
RECIEVED 337JTS OF 5 1/2" 20# P110 CASING Fl
BUNNING TRAS. TRASFERED 8 JTS =343 JTS

Report By Welicore April 30, 2007 01:08



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/19/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 69

Spud Date : 3/5/2007 Days From Spud : 45 Depth At 06:00 : 13914

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=204

Time To Description WEATHER:27- 62 WINDY SNOWED IN AFTERNOON
4:00 PM DRLG FI 13,770' TYO 13,826' @5.9 FPH SAFETY MEETING:CLEANING LIGHTPLANT
4:30 PM RIG SEVICE FUEL ON HAND: 5,160

USED: 2,828
6:00 AM DRLG Fl 13.826 TO 13,914' @6.5 FPH TOTAL: 68,134

WATER TODAY:
TOTAL: 20,250
DAPP: 5

SPR@13,857' #1 PUMP -59 spm 600 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/18/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 68

Spud Date : 3/5/2007 Days From Spud : 44 Depth At 06:00 : 13770

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=203

Time To Description WEATHER: 46- 64 CLOUDY
3:00 PM DRLG F/ 13,647' TO 13,698' 5.6 FPH SAFETYMEETING:
3:30 PM RIG SERVICE FUEL ON HAND=7988

USED=5829
10:30 PM DRLG 13,698' TO 13,733 5 FPH TOTAL=65306

WATER TODAY=840
11:00 PM WO FLOOR ENGINES (FUEL) TOTAL=20,250
6:00 AM DRLG F/ 13,733' TO 13,770 5.3 FPH DAPP: 5

SPR@i3731' #1PUMP -58 spm 640 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/17/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 67

Spud Date : 3/5/2007 Days From Spud : 43 Depth At 06:00 : 13637

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=202

Time To Description WEATHER=36 CLOUDY
2:30 PM DRLG 13480'- 13542' (7.2 FPH ) SAFETY MEETING=PUTTING METH INAIR LINES

FUEL ON HAND=13817
3:00 PM RIG SERVICE USED=1432
8:00 PM DRLG13542'- 13574' (6.4 FPH ) TOTAL=S9477

WATERTODAY=0
8:30 PM RIG REPAIR = CHANGE PUMPS TOTAL=19410
6:00 AM DRLG13574'- 13637' (6.6 FPH ) DAPP=4.5

SPR@13511' #1PUMP -60 spm 600 psi

April 30, 2007 01 08



REGULATORY DRILLINGSUMMARY Bin Barrett Corporation

We1\ : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/16/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 66

Spud Date : 3/5/2007 Days Frorn Spud : 42 Depth At 06:00 : 13480

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=201

Time To Description WEATHER=40CLEAR
8:00 AM DRLG 13440' - 13448' (4 FPH ) SAFETY MEETING=WIRE ROPE INSPECTION

FUEL ON HAND=4316
4:00 PM TOH ,LD MM,BIT-PU HI SPEED MOTOR,7.875 BIT USED=664
5:00 PM TIH TO BTM CSG TOTAL=58054gal

WATERTODAY=06:30 PM RIGREPAIR(AIRBOOT IN FLOW LINE) TOTAL=19410
12:00 AM TIH TO DRLG DAPP=4.5 ppb
6:00 AM DRLG 13448'- 13480' (5.3 FPH ) OPERATE=BLINDS,BOTH SETS OF PIPE RAMS

Aprl 30, 2007 01 08 PMReport By



STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

ML 48386
6. IF INDIAN,ALLOTTEE OR TRIBE NAME.

SUNDRY NOTICESAND REPORTS ON WELLS nia
7. UNIT or CA AGREEMENT NAME

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

L TYPE OF WELL 8. WELL NAMEand NUMBER.
OIL WELL GAS WELL 2 OTHER Peter's Point State 5-2D-13-16

2 NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, QR WILDCAT
1099 18th Street, Suite 2300 crrv Denver gy CO ziPSO202 (303) 312-8168 Peter's Point/Exploratory

4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPA1R WELL

Approximate date work willstad CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Onginal Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION RepOrÍ

il DESCRlBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLY DRILLING ACTIVITY REPORT FROM 04/23/2007 -04/29/2007.

NAME(PLEASEPRINDMatt Barber TITLE Regulatory Analyst

SIGNATU / DATE 4/30/2007

(This space for State use only)

RECEIVED
MAY0 12007

(5/2000) (See instructions on Reverse Side)

DIVOFOIL,



REGULATORY DRILLINGSUMMARY BE Barrett Corporation

Well : Peter's Point #5-20-13-16 Deep API #: 43-007-31056 Operations Date : 4/29/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 79

Spud Date : 3/5/2007 Days From Spud : 55 Depth At 06:00 : 14711

Morning Operations : CIRC. COND F/ CEMENT PLUG Estimated Total Depth : 15025

Remarks :

.
DSLTA=214

Time To Description WEATHER:42- 75 PC
7:30 AM TOOH L/ FISHINGTOOLS SAFETY MEETING: TlH
9:30 AM PUI 8 JTS 2 3/8" TUBING,TlH TO SHOE FUEL ON HAND: 6,806

USED: 664
12:00 AM WO OVERRIDING CLUTCH F/ HYDROMATIC TOTAL:82,488
5:00 AM TIH P/U 11/ JTS DP WATER TODAY:

TOTAL: 22,150
6:00 AM CIRC. COND FI CEMENT PLUG @ 13993.71' DAPP: 5

SPR@14,328' #1 PUMP -59 spm 710 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/28/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 78

Spud Date : 3/5/2007 Days From Spud : 54 Depth At 06:00 : 14711

Morning Operations : TOOH TO LD FISHING TOOLS Estimated Total Depth : 15025

Remarks :
DSLTA=213Time To Description WEATHER:42-59 PC

6:00 PM JAR ON MM& BIT. SET JARS OOF WI UP TO 560,000. NO SAFETY MEETING: PAINTING
MOVEMENTI FUEL ON HAND: 7,470

USED: 1,328
11:30 PM RIG UP WIRE LINE TRUCK HOLD SAFETY MEETING. BACK OFF TOTAL: 81,824

@THE TOP SCREW IN SUB. RIG DN WIRE LINE TRUCK WATER TODAY:
6:00 AM TOOH TOTAL: 22,150

DAPP: 5

SPR@14,328' #1 PUMP -59 sgm 710 psi

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/27/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 77

Spud Date : 3/5/2007 Days From Spud : 53 Depth At 06:00 : 14711

Morning Operations : JARINGON FISH Estimated Total Depth ; 15025

Remarks :

.
DSLTA=212

Time To Description WEATHER:40- 57 PC
6:30 AM TRIP OUT W/ WIRE LINE AND RIG DN SAFETYMEETING:TOOH

FUEL ON HAND: 8,7981:00 PM TOOH. LEFT 2JTS HWDP, MM, BIT IN HOLE USED: 1,162
3:00 PM PUI SCREW INSUB, CIRC SUB, JARS, BUMPER SUB, AND TOTAL: 80,496

ACCELLERATOR WATERTODAY:600
TOTAL: 22,150

5:00 PM TIH DAPP: 4.5
7:00 PM CUT DRILLINGLINE
1:30 AM TIH, SLM, TAG FISH

SPR@14,328'#1 PUMP -59 spm 710 psi

3:00 AM CIRC. BOTTOMS UP

6:00 AM SCREW IN TO FISH AND JAR UP ON SAME. DID NOT NOT SEE
ANY MOVEMENT.

April 30, 2007 02 13 PMReport By



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/26/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 76

Spud Date : 3/5/2007 Days From Spud : 52 Depth At 06:00 : 14726

Moming Operations : TlH W/ WIRE LINE Estimated Total Depth : 15025

Remarks :
DSLTA=211

Time To Description WEATHER:40- 55
6:00 PM WORK STUCK PIPE,SPOT EZ SPOT WI DIESEL AND DISPLACE 5 SAFETY MEETING: RIGGING UP WIRE LINE TRUCK

BLSAT ATIME. FUEL ON HAND: 9,960
USED: 1,660

6:00 AM RIG UP WIRE LINE TRUCK AND FREEPOINTFREE @14,595' TOTAL: 79,334TRIP IN WI STRING SHOT. FIRST ONE DIDN'TWORKWITH 7 1/2 WATERTODAY:ROUNDSOF TORQUE. BACKED OFF 90' ABOVE MOTOR W/ 12 TOTAL: 21,550ROUNDS OF TORQUE DAPP: 3.75

SPR@i4,328'#1 PUMP -59 s

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/25/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 75

Spud Date : 3/5/2007 Days From Spud : 51 Depth At 06:00 : 14711

Morning Operations : WORK STUCK PIPE Estimated Total Depth : 15025

Remarks :
DSLTA=210Time To Description WEATHER:37- 46

6:30 AM RIGSERVICE SAFETY MEETING:TlH
FUEL ON HAND: 116202:30 PM TlH. FJLLPIPE @4,00', 8,000, AND 12,000' USED: 2,024

3:00 PM FILL PIPE WASH TO BOTTOM 25' TOTAL: 77,674
WATER TODAY11:00 PM DRLG FI14,63T TO 14,711' TOTAL: 21,550

6:00 AM WORK STUCK PIPE, MOTOR STALLED WHILE DRLG. WENT TO DAPP: 3.75
PICK UP AND PIPE WAS STUCK. PUMPED EZ MUD AND
SAWDUST SWEEP. SPOT EZ SPOT AND DIESEL AROUND BIT SPR@14,328'#1 PUMP -59 spm 710 psi
AND BHA.

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/24/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report#: 74

Spud Date : 3/5/2007 Days From Spud : 50 Depth At 06:00 : 14637

Morning Operations : TRIP FI MM Estimated Total Depth : 15025

Remarks :
DSLTA=209

Time To Description WEATHER:37- 46 RAIN AND SNOW
4:00 PM DRLG Fl 14,547 TO 14,611' @6.4 FPH SAFETY MEETING:HIGH PRESSURE HOSE REPLACING

FUEL ON HAND:5,6444:30 PM RIG SERVICE USED: 1,660
10:00 PM DRLG F/ 14,611' TO 14,63T @ 4.7 FPH (MUD MOTOR LOCKED TOTAL: 75,650

UP) WATER TODAY:600
11:00 PM CIRC. MIXDRY PILL AND PUMP TOTAL: 21,550

DAPP: 3.75
6:00 AM TOOH Fl MM

SPR@i4,328'#1 PUMP -59 spm 710 psi

April30, 2007 02 13 PMReport By



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/23/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 73

Spud Date : 3/5/2007 Days From Spud : 49 Depth At 06:00 : 14547

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=208

Time To Description WEATHER:37- 51 WINDY CLOUDY
2:30 PM DRLG F/ 14,365' TO 14,422'@ 6.7 FPH SAFETY MEETING:CLEANING SHAKER SCREENS

FUEL ON HAND: 7,3043:00 PM RIG SERVICE USED: 1,826
6:00 AM DRLG F/ 14,422' TO 14,547' @8.3 FPH TOTAL: 73,990

WATER TODAY:
TOTAL: 20,950
DAPP: 4.5

SPR@14,328' #1 PUMP -59 spm 710 psi

Report By Wellcore April 30 2007 02 13



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth. reenter plugged wells, or to

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.
1. TYPE OF WELL 8 WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER .Peter's Pomt State 5-2D Deep
2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4300731056
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 Denver STATE CO zie 80202 (303) 312-8134 Peter's Point/Exploratory

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

OTRIQTR, SECTION, TOWNSHIP. RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

91 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

5/9/2007 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Sidetrack due to
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Stuck pipe

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WHILE DRILLINGAHEAD@ 14,711', DRILL STRING BECAMESTUCK. AFTER VARIOUS UNSUCCESSFUL ATTEMPTS
TO FREE FISH (COMPOSED OF A BIT MOTOR AND THREE JOINTS OF HEAVY-WEIGHT DRILL PIPE), DETERMINATION
WAS MADE TO SIDETRACK THE WELLBORE. A CEMENT PLUG WAS SET FROM 13,993' TO 13,300'. NO CHANGE IN
BOTTOM HOLE IS PROPOSED.

DAVEAULTWITH BBC DISCUSSED THESE DETAILSWITH DUSTIN DOUCET ON 5/9/2007. DUSTIN GAVEVERBAL
APPROVAL TO MOVE FORWARD WITH SIDETRACK OPERATIONS.

COPYSENTT OF

NAME(PLEASE PRINT) Tracey L. Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE ' DATE 5/9/2007

(This space for State use only)

OF UT RECEIVED

(5/2000) ee Side)

MAY1 4 2007

DIV.0FOiL,GASSU



STATEOF UTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING 5. LEASEDESIGNATIONAND SERIAL NUMBER:

ML48386

SUNDRY NOTICESAND REPORTS ON WELLS 6 I/FINDIAN,ALLOTTEEORTRIBENAME

7. UNIT or CA AGREEMENT NAME
Do not use this form for proposals 10 drillnewwells, significantlydeepen existingwells below cunent bottom-hole depth, reen1erpluggedwells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
L TYPE OF WELL -- 8. WELL NAMEand NUMBER:

OIL WELL GASWELL OTHER .Peter's Pomt State 5-2D-13-16
2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4300731056
3 ADDRESSOFOPERATOR: PHONENUMBER: 10. F1ELDAND POOL,ORWILDCAT
1099 185 Street, Suite 2300 an Denver STATE CO zi, 80202 (303) 312-8168 Peter's Point/Exploratory

4 LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL,2395' FEL coëNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

n CHECK APPROPRIATEBOXESTO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date Work willsu CASING REPAIR O NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLING ACTIVITYREPORT FROM 04/30/2007 - 05/06/2007.

NAME(PLEASEPRIN Matt Barber TITLE Regulatory Analyst

StGNATURE DATE 5/16/2007

(This space for state use only) RECE IVED
MAY11 2007

DIVOFOIL,GAS&MINING
(See Instructions on Reverse Side)



REGULATORYDRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Polnt #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/6/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 86

Spud Date : 3/5/2007 Days From Spud : 62 Depth At 06:00 : 13582

Morning Operations : TIME DRLG TO SIDETRACK Estimated Total Depth : 15025

Remarks :

DSLTA=221Time To Description WEATHER=40CLOUDY
1:00 PM DRLG TIMEDRLG13526' -13541' 5min 1" SAFETY MEETING=W1RE ROPE INSPECTION
3:00 PM DRLG TIME DRLG13541' - 13545'4min 1,, FUEL ON HAND=12948

USED=iB58
5:30 PM DRLG W/DIFF PSI 13541' - 13545' TOTAL=91960

5:30 PM DRLG ROTATE 13545' -13565' BACK IN CMT WATER TODAY=480
TOTAL=23330

6:00 PM RIG SERVICE

6:30 PM DRLG 13565'-13573' ROTATING USED 300 gal DIESEL IN MUD

6:00 AM DRLG TIME DRLG 13573' - 13582' 5min 1" 13526' 75% FORMATION 5 min 1"
13541' 95% FORMATION4 min 1"
13545' 95% FORMATION dr\g w I diff psi
13550' 95% FORMATION ROTATING
13565' 15% FORMATIONrotating
13582' 30% FORMATION 5 min 1"

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/5/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 85

Spud Date : 3/5/2007 Days From Spud : 61 Depth At 06:00 : 13526

Morning Operations : TIME DRLG TO SIDETRACK Estimated Total Depth : 15025

Remarks :
DSLTA=220

Time To Description WEATHER=38CLOUDY
10:00 AM TIH W I SIDETRACK BIT SAFETY MEETING=CHANGINGDP SLIPS

FUEL ON HAND=6806
12:00 PM GET TOOLFACE SET &TROUGH USED=1494gal
5:30 PM 13508'-13512' TIME DRLG 5min 1" 15% FORMATION TOTAL=90,102 gal

WATER TODAY =06:00 PM RIG SERVICE WATER TOTAL=22850 bbis
6:00 AM TIME DRLG 13512'- 13526' 5min 1" 50% FORMATION 300 gal DIESELINMUD FOR SLlDING

13512' 15% FORMATION
13520' 60% FORMATION
13523' 70% FORMATION

Well : Peter's Point #5-2D-13-1ß Deep API #: 43-007-31056 Operations Date : 5/4/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report # : 84

Spud Date : 3/5/2007 Days From Spud : 60 Depth At 06:00 : 13508

Moming Operations : TIH WISIDE TRACK BIT Estimated Total Depth : 15025

Remarks :
DSLTA=219

Time To Description WEATHER=40CLOUDY
1:30 PM TIME DRLG10min 1" 13505'-13508' SAFETYMEETING=PLACEPIPE IN V DOOR

FUEL ON HAND=8300
5:30 PM TOHTO PU SIDETRACK BIT,HIGH SPEED MTR USED=1462
6:00 PM RIGSERVICE TOTAL=88608

WATER TODAY=0
11:00 PM TOH TOTAL=22850bbis
1:00 AM CHANGE MM,BIT DAPP=4.0 ppb
6:00 AM TlH W / DIA SIDETRACK BIT& HIGHSPEED MTRTOSIDE TRACK OPERATEBLIND RAMS

Report By Welicore May 15, 2007 02:49



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/3/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report # : 83

Spud Date : 3/5/2007 Days From Spud : 59 Depth At 06:00 : 13505

Morning Operations : TIME DRLG TO SIDE TRACK Estimated Total Depth : 15025

Remarks :
DSLTA=218

Time To Description WEATHER-39 RAINY
5:30 PM TIME DRLG 1345T - 13470' SAFETY MEETING=MOUSE HOLING PIPE

6:00 PM RIG SERVICE FUELON HAND=9462
USED=1328

6:00 AM TIME DRLG13470'-13505' TOTAL=87146
WATER TODAY=300 bbis
TOTAL=22850 bbls
DAPP 4.0 ppb

TIMEDRILLING
13459' Smin 1" 20% FORMATION
13461' 5 min 1" 25% FORMATION
13466' 4 min 1" 50% FORMATION
13469' 4 min 1" 70% FORMATION
13471' 4 min 1" 85% FORMATION
13475' 2 min 1" 90% FORMATION
13475'-13496' ROTATE 90% CMT
@13475' PICKED UP2' KICKED ROTARY TABLE IN
DRLG 2' @67' PER HR NO WT ON BIT,MADE CONN
FIRST 3' DRLG LIKE NOTHINGTHERE, HIT GOOD CMT
@13496'START TIME DRLG 5min 1" 13503'
5min 1" 15% FORMATION

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/2/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 82

Spud Date : 3/5/2007 Days From Spud : 58 Depth At 06:00 : 13457

Morning Operations : TIME DRLGTO SIDE TRACK Estimated Total Depth : 15025

Remarks :

. .
DSLTA=217

Time To Descnption WEATHER=45 RAINING
5:30 PM TIME DRLG TO SIDE TRACK(13420-13429) SAFETY MEETING=WASHING

FUELON HAND=10790
6:00 PM RIG SERVICE USED=2500
6:30 PM DRLG13429-13445 TOTAL=85,818

WATER TODAY=0
6:00 AM TIME DRLGTO SIDETRACK (13445-13456) TOTAL=22550 BBLS

DAPP 4.5 ppb

TIMEDRLG13420' - 13429' 5 MIN1" 10% SHALE NO
CHANGE AFTER 12 HRS
DRLG16 TO FIND BETTERCMT
TIMEDRLG 13445' - 13456' 5 MIN 1" 15% SHALE
NO CHANGE SINCE STARTED TIMEDRLG

Report By Wellcore May 15 2007 02 49



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/1/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 81

Spud Date : 3/5/2007 Days From Spud : 57 Depth At 06:00 : 13415

Morning Operations : SIDE TRACK Estimated Total Depth : 15025

Remarks :
DSLTA=216

Time To Description WEATHER:42- 82 PC
12:00 PM WOC SAFETY MEETING:TOOH
12:30 PM RIG SERVICE FUEL ON HAND: 5,976

USED: 830
2:00 PM PICKUP DIRCTIONAL TOOLS TOTAL:83,318
3:00 PM WO MWD TO RIGUP WATERTODAY:400

TOTAL: 22,550
2:00 AM TlH FILL PIPE @4000',8000'. DAPP: 5
4:00 AM DRESS CEMENT FI 13,275' TO 13,413' SPR@14,328'#1 PUMP -59 spm 710 psi
6:00 AM TIMEDRLGTO SIDETRACK

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 4/30/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 80

Spud Date : 3/5/2007 Days From Spud : 56 DepthAt 06:00 : 13300

MorningOperations : WOC Estimated Total Depth : 15025

Remarks :
DSLTA=215

Time To Description WEATHER:42- 83 PC
7:00 AM CIRC. CONDFl WHIPSTOCK PLUG SAFETY MEETING:TOOH
8:30 AM HSM, PRESURE TEST TO 4,000#, PUMP 20 BBL H20, FOLLOWED FUEL ON HAND: 5,976

W/ 290 SKS TYPEG 17.5#/GAL .94 FT3/SK YEILD, 3.33 GAL/SAK USED:830 Gallons
CEMENT W/ .75%

CFR-3, .4% HR-5, DISPLACED W/ 7 BLS H20 TOTAL: 83,318 Gallons
AND 220 BBLS 11.1 PPG MUD (13993'-13300' CMT PLUG WATER TODAY:400 BBLS
DEPTH.) TOTAL: 22,550 BBLS

DAPP: 5 PPB
7:30 PM TOOH, L/D 50 JTS. DP

6:00 AM WOC & DIRECTIONAL TOOLS SPR@i4,328' #1 PUMP 59 spm 710 psi

Report By Wellcore May 15 2007 02 50



STATEOF UTAH CONFllENTIAL FORMS
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL,GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

ML 48386

SUNDRY NOTICESAND REPORTSON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7 UNITorCAAGREEMENTNAME
Do not use thisform for proposals to drillnewwells,significan11ydeepen existingwellsbelow currentbottom-hole depth, reeniorplugged wells,orto

drill horlzontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPEOFWELL 8 WELLNAMEandNUMBER:

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2 NAME OF OPERATOR: 9 API NUMBER:

BILLBARRETTCORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 an Denve sy,,, CO z,,80202 (303) 312-8168 Peter's Point/Exploratory

4 LOCATIONOF WELL

FOOTAGESATSURFACE:794' FNL,2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 1ßE STATE:
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work wills= O CASING REPAIR O NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS O OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBWG PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER OlsPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) O WATER SHUT-OFF
Date ofWork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPQSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYDRILLINGACTIVITYREPORT FROM 05/07/2007 -05/13/2007.

NAME(PLEASEPRIN Matt Barber TITLE RegulatoryAnalyst

SIGNATURE DATE 5/16/2007

MAY1 1 2007

(5/2000) (SeelnsiructionsonReverseSide)
DIVOF0lL,GAS&



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16Deep API#: 43-007-31056 Operations Date : 5/13/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 93

Spud Date : 3/5/2007 Days From Spud : 69 Depth At 06:00 : 13793

Morning Operations : DRLG PRODUCTION HOLE Estimated Total Depth : 15025

Remarks :
DSLTA=228Time To Description WEATHER=50CLEAR

7:30 AM LD DIR TOOLS , PU NEW MTR & BIT SAFETY MEETING=AIRHOIST OPERATION
FUEL ON HAND=53128:30 AM TlH TO 3100' FILL PIPE USED=0

10:00 AM CUT & SLIP DRLGLINE TOTAL=99600gal
WATERTODAY=03:30 PM TIH FILL PIPE @7000', 11000' TOTAL=26460 bbis

4:30 PM WASH& REAM 13570'-13705'

6:00 AM DRLG 13705' - 13793' ( 6.5 FPH ) SPR @13705' 46 SPM - 640 PSI #1 PUMP

Well : Peter's Point #5-2D-13-16Deep API #: 43-007-31056 Operations Date : 5/12/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 92

Spud Date : 3/5/2007 Days From Spud : 68 Depth At 06:00 : 13705

Morning Operations : TOH TO LD DIRTOOLS Estimated Total Depth : 15025

Remarks :
DSLTA=227Time To Description WEATHER=50CLEAR

6:30 PM SIDE TRACK 13679'-13695' SAFETYMEETING=WORKING ON BOARD
FUEL ON HAND=5312

7:00 PM RIGSERVICE USED=1162
10:00 PM SIDE TRACK 13695' - 13705' TOTAL=99600 gal

WATER TODAY=700 bbis10:30 PM CIRC & PUMP PILL TOTAL=26460
6:00 AM TRIP OUTTO LDDIR TOOLS 13679' 98% FORMATION SAND 5 min 1"

13682'98% FORMATION SAND 4 min 1"
13684' 98% FORMATION SAND 4 min 1"
13686' 99% FORMATION SAND 4 min 1"
13688' 100% FORMATION SAND 3 min 1"
13693' 100% FORMATION SAND 3 min 1"
13694' 13705' 100% FORMATIONDRLG WITH DIFF
PRESS 3.8 FPH
LASTSURVEYDEPTH@13660' 1.85 DEG
204 DIR
KOP-13646' END -13705'

PROJECTED TO BIT 3.17 DEG 78.84 DIR
10 DEG DOG LEG

May 16, 2007 01 23 PMReport By



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/11/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 91

Spud Date : 3/5/2007 Days From Spud : 67 Depth At 06:00 : 13679

MorningOperations : SIDETRACKTIMEDRLG 5 MIN 1" Estimated Total Depth : 15025

Remarks :
DSLTA=226

Time To Description WEATHER=50 CLEAR
4:30 PM SLIDE5 MIN1" 13649'-13664' SAFETY MEETING=MUDDY CONNECTION
5:00 PM RIG SERVICE FUELON HAND=6474 gal

USED=1494 gal
6:00 AM SLIDE5 MIN1" 13664' - 13679' TOTAL= 98434 gal

WATERTODAY=0
TOTAL=25760 bbis

13649' 30% FORMATION 10 MIN 1"
13650' 35% FORMATION 5 MIN 1"
13652' 40% FORMATION 5 MIN 1"
13657' 45% FORMATION 5 M1N1"
13660' 50% FORMATION 5MIN 1" LOTS OF SAND
13673'45% FORMATION 5 MIN1"
1367T 55% FORMATION 5 MIN 1" 30% LESS SAND

WASHED 6' PAST BTM WHEN FRIST GOT ON BTM
SO DEPTH WAS 6' OFF,THAT IS WHY WE ARE
SHOWING30' DRILLED IN23.5 HRS
CORRECTION WAS MADE ON CONN.

Well : Peter's Point #5-20-13-16 Deep API#: 43-007-31056 Operations Date : 5/10/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 90

Spud Date : 3/5/2007 Days From Spud : 66 Depth At 06:00 : 13649

Morning Operations : SIDE TRACK TIME DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=225

Time To Description WEATHER=49 CLEAR
7:00 AM CIRC TO PUMP PILL SAFETY MEETING=100% TIE OFF

FUEL ON HAND=7968
2:30 PM TOH TO CHANGE BIT,MUD MOTOR USED=830gal
6:00 PM TRIP IN W/2.60 MM, TCB TOTAL=96,940 gal

WATER TODAY=0
7:30 PM RIG REPAIR( OIL LEAK ON OVER RIDINGCLUTCH) TOTAL=25760 bbis
1:30 AM TIH TO 13570'

, OPERATE BLIND & BOTH PIPE RAMS2:00 AM WASH TO BTM 13570' - 13647 SPR @ 13575' #1 PUMP 43 spm 600 psi
6:00 AM TROUGH &TIMEDRLG1364T - 13649'

Report By Wellcore May 16, 2007 0023



REGULATORY DRILLING SUMMARY BIIIBarrett Corporation

Well : Peter's Point #5-20-13-16 Deep API #: 43-007-31056 Operations Date : 5/9/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 89

Spud Date : 3/5/2007 Days From Spud : 65 Depth At 06:00 : 13647

Morning Operations : SIDE TRACK TIME DRLG Estimated Total Depth : 15025

Remarks :

.
DSLTA=224

Time To Descnption WEATHER=46 CLEAR
12:30 PM DRLG 13627'-13634' SAFETY MEETING=PUTTING PIPE IN MOUSE HOLE
1:00 PM RIG SERVICE FUEL ON HAND=8798 gal

USED=1328
1:30 PM RIG REPAIR (TIGHTEN BOLTS ON OVERRIDING CLUTCH ) TOTAL=96110 gal

WATERTODAY=2430
6:00 AM DRLG 13634' - 13647' TOTAL=25760bbis

13629' 50% FORMATION 5 min 1"
13629' - 13634' ROTATE TO FIND HARD CMT
13640' 25% FORMATION 10min 1"
13647' 25% FORMATION start troughingfor new bit &
motor

BOP DRILLS HELD
SPR@i3634' 50 SPM 550 PSI #1 PUMP

Well : Peter's Polnt #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/8/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 88

Spud Date : 3/5/2007 Days From Spud : 64 Depth At 06:00 : 13627

Morning Operations : SIDE TRACK TIME DRLG 5 min 1" Estimated Total Depth : 15025

Remarks :
DSLTA=223

Time To Description WEATHER=41 CLEAR
2:00 PM DRLG13602' - 13608' SAFETYMEETING=SAFETY STAND DOWN 1/2 HR

FUEL ON HAND=10126
2:30 PM RIG SERVICE USED=1162
5:30 PM DRLG13608' - 13611' TOTAL=94782 gal

WATER TODAY=0
6:00 PM SAFETY STAND DOWN TOTAL=91960bbl
6:00 AM DRLG13617 - 13627'

13602'85% FORMATION 4 MIN 1"
13605' 95% FORMATION 4 MIN 1"
13608' 95% FORMATION 3 MIN 1"
13610' 98% FORMATION DRLGW/DIFF
13617 85% FORMATION 4 MIN 1"
13615'75% FORMATION 5 MIN 1"
1362T 70% FORMATION 5 MIN 1"

May 16, 2007 01 23



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/7/2007

Surface Location : SWNE-2-138-16 E 26th PM Area : West Tavaputs Report #: 87

Spud Date : 3/5/2007 Days From Spud : 63 Depth At 06:00 : 13602

Morning Operations : SIDE TRACK TIME DRLG 5min 1" Estimated Total Depth : 15025

Remarks :
DSLTA=222

Time To Description WEATHER=38 CLOUDY
5:00 PM DRLG13582' - 13594' 5min 1" SAFETY MEETING=SAFETY STAND DOWN 1/2 HR

FUEL ON HAND=11288
5:30 PM RIG SERVICE USED=1660
6:00 AM DRLG 13594' - 13602' 5 min 1" TOTAL=93620

WATER TODAY=0
TOTAL=91960

USED 300 gal DIESEL INMUD FOR SLIDING

OPERATE ANNULAR

13584' 50% FORMATION 5min 1"
13588' 60% FORMATION 5min 1"
13591' 55% FORMATION 5min 1"
13594' 50% FORMATION 5min 1"
13597' 60% FORMATION 5min 1"
13600'75% FORMATION 5min 1"
13602' START 4min 1"

Report By Wellcore May 16 2007 01 23



DBSOIT pason systems usa corp.
1810CÌÏa le Mountain Parkway • Ste. 100 • Golden • CO . 80403

Telephone {720]880-2000 • Fax(720]880-0018
www.pason.com

May 23, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PETERS POINT 5-2D-13-16
SEC. 2, T13S, R16E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jim Kinser, Bill Barrett Corp., Denver, CO.

RECEIVED
MAY2 52007

DIV.0FOIL,GAS&



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER .Peter's Point State 5-2D-13-16
2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300
clTY STATE CO ZIP80202 (303) 312-8168 Peter's Point/Exploratory

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Weekly Activity

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITYREPORT FROM 05/14/2007 -05/20/2007. RECEIVED
MAY3 0 2007

DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 5/29/2007

(This space for State use only)

(5/2000) (See Instructions on Reverse



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/20/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 100

Spud Date : 3/5/2007 Days From Spud : 76 Depth At 06:00 : 14830

Morning Operations : CIRC. CONDTION HOLE Estimated Total Depth : 15025

Remarks :

.
DSLTA=235

Time To Description WEATHER=83- 52
5:00 PM DRLG F/ 14,705' TO 14,769' @5.8 FPH SAFETY MEETING: TOOH

FUEL ON HAND=7,4845:30 PM RIG SERVICE USED=1,803
4:30 AM DRLG F/ 14,769' TO 14,830 TD @ 5.5 FPH TOTAL=111,748

WATER TODAY: bbis6:00 AM CIRC. COND HOLE TOTAL=27,900 bbls
DAP:4 PPB
OIL 2%
SPR: 42 SPM - 630 PSI 14,642'

Well : Peter'sPoint#5-2D-13-16Deep API#: 43-007-31056 OperationsDate: 5/19/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 99

Spud Date : 3/5/2007 Days From Spud : 75 Depth At 06:00 : 14705

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=234

Time To Description WEATHER=83- 52
10:00 AM DRLG F/14,54T TO 14,578' @ 7.75 FPH SAFETY MEETING:WO PUMPS

FUEL ON HAND=11,09410:30 AM RIG SERVICE USED=1,807
6:00 AM DRLG F/ 14,578' TO 14,705' @6.5 FPH. STALLED OUTMM@ TOTAL=109,945

14,694'. PULLED OVER 500K TO GET LOSE. GRABBED US 3 WATER TODAY: bbis
MORETIMES WHILE DRLG TO 14,705' ABLE TO PULL LOOSE TOTAL=27,900 bbis
EACH TIME (600K#). DAP:4 PPB

OIL 2%
SPR: 42 SPM - 630 PSI 14,642'

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/18/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 98

Spud Date : 3/5/2007 Days From Spud : 74 Depth At 06:00 : 14547

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=233
Time To Description WEATHER=78- 52 RAINED IN AFTERNOON
6:00 AM DRLG Fl 14,365' TO 14,54T @7.6 FPH SAFETY MEETING: HOT WEATHER

FUEL ON HAND=4,788
USED=1,694
TOTAL=108,138
WATER TODAY:640 bbis
TOTAL=27,900 bbis
DAP:4 PPB
OIL2%
SPR: 47 SPM - 600 PSI 14,452

May 29 2007 02 33 PMReportBy



REGULATORY DRILLING SUMMARY BiHBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/17/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 97

Spud Date : 3/5/2007 Days From Spud : 73 Depth At 06:00 : 14365

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :
DSLTA=232

Time To Description WEATHER=84- 52 CLEAR
1:00 PM DRLG Fl 14,226' TO 14,264' @5.4 FPH SAFETY MEETING: BOP DRILL.
1:30 PM RIG SERVICE FUEL ON HAND=4,788

USED=1,907
6:00 AM DRLG F/ 14,264' TO 14,365' @6.1 FPH TOTAL=106,444

WATER TODAY: bbis
TOTAL=27,260 bbis
DAP:4 PPB
OIL2%
SPR: 48 SPM - 520 PSI 14,327

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/16/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 96

Spud Date : 3/5/2007 Days From Spud : 72 Depth At 06:00 : 14226

Morning Operations : DRLG Estimated Total Depth : 15025

Remarks :

DSLTA=231Time To Description WEATHER=77- 49 CLEAR
1:30 PM DRLGF/ 14,10T TO 14,138' @4.4 FPH SAFETY MEETING:PUMP REPAIR

FUEL ON HAND=8483
2:00 PM RIG SERVICE USED=1,788
6:00 AM DRLGFI 14,138' TO 14,226' @ 6.2 FPM TOTAL=104,537

WATERTODAY: bbis
TOTAL=27,260 bbis
DAP:4 PPB
OIL 2%

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/15/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 95
Spud Date : 3/5/2007 Days From Spud : 71 Depth At 06:00 : 14107

Morning Operations : DRLG PRODUCTION HOLE Estimated Total Depth : 15025

Remarks :

.
DSLTA=230

Time To Description WEATHER=45 CLEAR
2:30 PM DRLG13955' 14013' (6.8 FPH ) SAFETY MEETING=DIGGING DITCHS

FUEL ON HAND=8483
3:00 PM RIG SERVICE USED=1660
2:00 AM DRLG 14013' - 14090' (7 FPH ) TOTAL=102,749

WATER TODAY=800 bbis3:00 AM RIG REPAIR - FLOOR MOTOR FUEL FILTERS TOTAL=27260 bbis
6:00 AM DRLG14090' - 14107' (5.6 FPH )

OPERATE - ANNULAR

Report By Wellcore May 29 2007 02:33



REGULATORY DRILLINGSUMMARY BillBarrettCorporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/14/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 94

Spud Date : 3/5/2007 Days From Spud : 70 Depth At 06:00 : 13955

Morning Operations : DRLG PRODUCTION HOLE Estimated Total Depth : 15025

Remarks :
DSLTA=229

Time To Description WEATHER=50 CLEAR
2:00 PM DRLG13793' - 13855' ( 7.2 FPH ) SAFETY MEETING-GENERAL WASHING

FUEL ON HAND=107902:30 PM RIG SERVICE USED=1489 gal
6:00 AM DRLG 13855' - 13955 (6.4 FPH ) TOTAL=101,089 gal

WATER TODAY=0
TOTAL=26460 bbis

May 29, 2007 02:33 PMReport By



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6 I/FINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8 WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2. NAMEOF OPERATOR: 9 API NUMBER

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 ctTY Denver

STATE CO ZIP80202 (303) 312-8168 Peter's Point/Exploratory
4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYDRILLINGACTIVITY REPORT FROM 05/21/2007 - 05/25/2007.
RECEIVED
MAY3 0 2007

DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 5/29/2007

(This space for State use only)

(5/2000) (See Instructions on Reverse



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/25/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 105

Spud Date : 3/5/2007 Days From Spud : 81 Depth At 06:00 :

Morning Operations : RIG DN Estimated Total Depth : 15025

Remarks :
DSLTA=240

Time To Description WEATHER=77-52 PC
6:00 PM RIG DOWN. LOWER DERRICK SAFETY MEETING:LOWERINGDERRICK

FUELON HAND=5,976
USED=
TOTAL=112,426
WATERTODAY:1250 bbis
TOTAL=29,900 bbis

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/24/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 104

Spud Date : 3/5/2007 Days From Spud : 80 Depth At 06:00 : 14770

Morning Operations : RIG DN Estimated Total Depth : 15025

Remarks :

. DSLTA=239Time To Descnption WEATHER=64- 52 PC
12:00 PM WOO SAFETYMEETING:RIG DN
3:00 PM NIPPLE DN. RIG RELEASE @15:00 HR 5/23/07 FUELON HAND=5,976

USED=332
6:00 AM RIGDOWN ROTARY TOOLS TOTAL=112,426

WATERTODAY:1250 bbls
TOTAL=29,900 bbis

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/23/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 103

Spud Date : 3/5/2007 Days From Spud : 79 Depth At 06:00 : 14770

Morning Operations : WOO Estimated Total Depth : 15025

Remarks :
DSLTA=238

Time To Description WEATHER=69- 52 WINDY CLOUDY
7:30 AM CEMENT W/ HES. PUMP 10 BLS H20, 40 BLSUPER FLUSH,10 SAFETY MEETING:NIPPLEDN

BLS H2O, 100 SKS G 15.8 W/ .3%
HALAD-344, .4% CFR-3, .5% FUEL ON HAND=5,976

HR-5, FOLLOWED W/ 855 SK HI-FILLMOD 11.5# W/ 16% GEL, .6%
USED=332

EX-1, 1.2% HR-7, 3% SALT (BOWC), .125#/SK POLY FLAKE, TOTAL=112,426
10#/SKGILSONITE,TAILEDW/ 550 SK 50-50 POZ W/ 2% GEL, WATERTODAY:1250 bbis
20% SSA-1,

.3%
HALAD-344,

.3% HALAD-413, .4%
HR-5,

.125 #/SK TOTAL=29,900 bbis
POLYFGLAKE,3 #/SK SILICATE,.3% SUPER CBL.DISPLACED
W/ 326 BL H2O W/ 2% CLAY FIX. BUMPED PLUG. FLOATS HELD.
GOOD RETURN AND NO LOSSES.

1:30 PM NIPPLE DN BOPS SET SLIPS W/ 320,00#.

10:30 PM RIGUP SLUMBERGERAND RUNCASEDHOLELOGS.'.
LOGGERS TD 14,729. FIRST RST READING @ 14,695'. RST
FROM14,695 TO 11,400. CBLF/ 14,729 TO SURFACE.

6:00 AM CLEAN MUD TANKS, MUD PUMP AND WOO

May 29, 2007 02 41 PMReport By



REGULATORY DRILLING SUMMARY smaarrettcomoration

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056 Operations Date : 5/22/2007

Surface Location : SWNE-2-13S-16 E 26th PM Area : West Tavaputs Report #: 102

Spud Date : 3/5/2007 Days From Spud : 78 Depth At 06:00 : 14818

Morning Operations : CEMENTING PROD. CASING Estimated Total Depth : 15025

Remarks :
DSLTA=237

Time To Description WEATHER=78- 52 WINDY CLOUDY
8:00 AM LDDP, LDHWT, AND MM SAFETY MEETING: RIG UP LAY DN TRUCK

FUEL ON HAND=7,48411:30 PM PULL WEAR RING,RIG UP CASING CREW, HSM, RUN CASING' USED=345FS (1.25), SHOE JT (45.05), FLOAT COLLAR (.95),229 JTS 5 1/2" TOTAL=112,09420#, P110, LT&C CASING (14,776.81). TORQUED TO 5600 FT#.
WITH BEST-O-LIFE DOPE. LANDED @ 14818.06 WATERTODAY:750 bbis

TOTAL=28,650 bbis
DAP:4 PPB1:00 AM RIG DN CASERS RIG UP CEMENTERS OIL 1.5%

3:00 AM CIRC. SPR: 42 SPM - 630 PSI 14,642'
6:00 AM CEMENT. DETAILS ON NEXT REPORT

Well : Peter'sPoint#5-2D-13-16Deep API#: 43-007-31056 OperationsDate: 5/21/2007

Surface Location : SWNE-2-13S-16E 26th PM Area : West Tavaputs Report #: 101

Spud Date : 3/5/2007 Days From Spud : 77 Depth At 06:00 : 14830

Morning Operations : LDDP Estimated Total Depth : 15025

Remarks :
DSLTA=236

Time To Description WEATHER=83- 52 RAINED SOME
6:30 AM RIG SERVICE SAFETY MEETING:LDDP

FUELON HAND=7,4848:00 AM SHORT TRIP 20 STDS USED=345
11:00 AM CIRC., PUMP DRY PILL TOTAL=112,094

WATER TODAY:750 bbis12:00 PM SHORTTRIP 13 STDS. TOTAL=28,650bbls
4:00 PM CIRC. WO LAY DOWN TRUCK, HSM, RIG UP SAME DAP:4 PPB

OIL1.5%6:00 AM LDDP, TOP 3 STDS TORQUED UP HAD TO BREAK OUTW/ RIG ,SPR: 42 SPM - 630 PSI 14,642TONGS.

May 29 2007 02 41 PMReport By



STATE OF UTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

ML 48386

SUNDRY NOTICESAND REPORTS ON WELLS 6nl/F NDIAN,ALLOTTEEORTRIBENAME:

T UNITor CA AGREEMENT NAME:
Do not use this torm for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, orto

drjllhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8 WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER .s Point State 5-2D-13-16

2 NAMEOF OPERATOR: 9 API NUMBER.

BILLBARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 Denver says CO ,,80202 (303) 312-8168 Peter's Point/Exploratory

4 LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL,2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 138 16E srATe:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTiON

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT O SlDETRACK TO REPAIR WELL

Approximate date work will stad CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANOON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMM1NGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE- DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths volumes, etc.

WEEKLY COMPLETION ACTIVITY REPORT FROM 06/13/2007 - 06/16/2007.

RECEIVED
JUN2 5 2007

DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT) Matt Barber TITLE Regulatory Analyst

SIGNATURE A DATE 6/21/2007

(This space for State use only)

(5/2000) (See instructions on Reverse



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/16/2007 Report #: 4 End Time Description

Summary : SICP: 3200. Wait on Dubble Jack testing, 7:00 AM SICP: 3200
Wellhead Inc. Pump grease in frac valve.
clear pressure from behind valve. EL 1:00 PM Wait on Dubble Jack testing, Wellhead Inc. hot oil truck.
stage 3 Dakota. ND EL / NU frac. 2:00 PM Wellhead Inc.Rig pressure grease pump. pump grease in frac valve
Pressure test. Frac stage 3 . SI. ND frac. push CO2 out of gate body. freed gate .

Flow stages 1-3 IPS.
5:00 PM OWP Stage 3 Dakota Formation. nipple up BOP and wellhead

flange. PU HES 10K CFP with 12 ft. perf guns. RIH correlate to short
jt. run to setting depth set CFP @ 13,172 FT. PU perforate Dakota
@13,116 - 13,128 ft. 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH Iay down tools. Nipple down BOP and wellhead
flange. RDMO OWP.

5:00 PM HES. Nipple up Frac flange and rig pump lines.

7:00 PM HES frac stage 3 Dakota Formation. Load & Break @7,189PSI @
11 BPM. Avg. Wellhead Rate:19.11 BPM. Avg. Slurry Rate:8.2
BPM. Avg. CO2 Rate:10.31 BPM. Avg. Pressure:7,553 PSI. Max.
Welhead Rate:21.18 BPM. Max. Slurry Rate:13.77 BPM. Max. CO2
Rate:12.71 BPM. Max. Pressure:9.971 PSI. Total Fluid Pumped:
17,625 Gal. Proppant pumped: 3,000 lb. (100 Mesh) 25,400 lb.
(20/40 Bauxite) Total Sand in Formation:28,400 LB. (20/40 White)
Praxair CO2 Downhole:89 tons. CO2 Cooldown: 12 tons. ISIP:NA
PSI. Frac Gradient:#Value! psilft. BA-20 cut with water and
metered throughhaltank to improve chemical flow. Screened out
leaving 61 sacks in wellbore, with 223 sacks pumped in formation.
C

7:20 PM bleed off pressure from 8900 psi to 5000 psi. turn well to flow back
crew HES Rig down frac equipment move out.

8:00 PM Start flow back stages 1-3 FCP: 6200 psi on 24 ck. up choke as
needed to keep flow going.

10:00 PM Open well on 3= 48/64" choke to flow sand from wellbore. FCP 390
psi, slugging sand.

11:00 PM Flow stages 1-3

Report by Wellcore June 21, 2007 11:08



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/15/2007 Report #: 3 End Time Description
Summary : SI. Pressure test pump lines. Frac stage 7:00 AM SICP: 0 = on vac.

1 Navajo. EL stage 2 Entrada. ND/NU
Frac. Frac stage 2 Entrada. Shut in. 9:25 AM pressure test pump lines & wellhead flange four times had leaks on
Safety valve would not close. wellflange. test to 10,001 psi. Had problems with Gelpro LA

pumps.

11:15 AM Stage 1 Navajo 70Q Foam Frac. Load & Break @7,314 PSI @ 7.7
BPM. Avg. Wellhead Rate:21.24 BPM. Avg. Slurry Rate:9.55 BPM.
Avg. CO2 Rate:10.94 BPM. Avg. Pressure:8,787 PSI. Max.
Wellhead Rate:28.45 BPM. Max. Slurry Rate:1618 BPM. Max. CO2
Rate17.51: BPM. Max. Pressure:9,992 PSI. Total Fluid Pumped:
34,958 Gal. Proppant Pumped: 7,500 lb. (100 Mesh) Prop.
Pumped: 60,800 lb. (30/60 Bauxite) Prop. Pumped: 14,000 lb.
(20/40 Bauxite) Total Sand in Formation: 82,300 lb. 15 sack 20/40
left in wellbore 120 ft. Praxair CO2 Downhole: 202 tons. CO2
Cooldown:8 tons. ISIP: PSI. Frac Gradient. psilft. Pumped 823
sacks of sand 808 sacks in formation. Screened out Frac. Praxair
vapor

12:00 PM bleed off pressure from 8800 psi to 4000 psi

1:00 PM nippledown pump lines and flange offfrac valve. Nipple up EL
flange & BOPs.

5:30 PM OWP stage 2 Entrada. PU use perf gun RIH correlate to short jt.
RIH tag sand @ 14,455 ft. 166 ft. above stage 1 top perf. 125 ft.
rat hole. for stage 2. POOH Iay down tools. PU HES CFP with 12 ft.
perf guns. RIH correlate to short jt. Run to setting depth set 10K CFP
@ 14,405 ft.PU perforate Entrada @ 14,328 - 14,334. PU peif @
14,307 - 14,309. PU perf @ 14,295 - 14,299. 3 JSPF, 120 phasing.
23 gram charge. .430 holes. POOH Iay down tools. turnwell over to
frac.

6:40 PM Nipple down OWP BOPs. Nipple up HES flange & pump lines.

8:30 PM HES Frac stage 2 Entrata. Load & Break @ 6,126 PSI @9.2 BPM.
Avg. Wellhead Rate:29.33 BPM. Avg. SlurryRate:11.97 BPM.

Avg. CO2 Rate:16.2 BPM. Avg. Pressure:7,480 PSI. Max.
Wellhead Rate:35.18 BPM. Max. Slurry Rate:15.59 BPM. Max.
CO2 Rate: 20.04BPM. Max. Pressure:8,054 PSI. Total Fluid
Pumped:36.082 Gal. Proppant Pumped: 7,500 LB. (100 Mesh)
Prop. pumped:60,000 lb. (30/60 Bauxite) prop. pumped:30,000
(20/40 Bauxite) Total Sand in Formation:97,500 lb. CO2
Downhole:230 tons. CO2 Cooldown:10 tons. ISIP:6,509 PSI. Frac
Gradient:0.89 psilft. Problems with LA pump on Gelpro for BA-20.
Successfully flushed wellbore with 50Q foam 30 bbi over flush with
500 gal. fluid cap.

8:45 PM Shut in for night

9:30 PM HES rig down pump lines and nipple down flange off frac valve.

11:30 PM Weatherford service frac valve. CO2 & sand trapped around valve
stem . coud not close safety valve.

11:59 PM IPS night watch

Report by Wencore June 21, 2007 11 08



REGULATORY COMPLETION SUMMARY Bill Barrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/14/2007 Report #: 2 End Time Description

Summary : Well shut in. Hauling in frac fluid, and 12:00 PM Well shut in.
CO2. K.B. Insulating is finishing up with Hauling in frac fluid, and CO2.
location production facilities. MIRU Single K.B. insulating is finishing up with location production facilities.
Jack Testing. Started 250# (low) test.
Bonnet gasket leaking on 2-1/16 10M 1:00 PM MIRU Single Jack Testing. Started 250# (low) test. Bonnet gasket
gate valve. Bleed offpsi. Call in to leaking on 2-1/16 TOMgate valve. Bleed off psi, Call in to
Weatherford, for replacement valve or Weatherford, for replacement valve or parts,
parts. Weatherford arrived on location.
Psi up on frac tree, and casing; to 250#. 4:00 PM Waiting on Weatherford to bring out replacement valve.
Bonnet gasket still leaking. ND 8:45 PM Weatherford arrived on location. Psi up on frac tree, and casing; to
companion flange, and valve. NU 250#. Bonnet gasket still leaking. ND companion flange, and valve.
replacement valve, and companion NU replacement valve, and companion flange. Psi up on casing, and
flange. Psi up on casing, and frac tree to frac tree to 1000#. Had 2nd 2-1/16 10M gate valve, start leaking @1000#, Had 2nd 2-1/16 TOMgate valve• bonnet gasket. ND companion flange, and valve. NU replacement
start leaking @ bonnet gasket. ND valve, and companion flange. Psi up tp 250# (10 minutes) Good test.
companion flange, and valve. NU Psi up to 9500#. Held 30 minutes. No bleed-off. Good test. Bleed off
replacement valve, and companion psi to 0#. RD testers. SWI. SDFN. .

flange. Psi up tp 250# (10 minutes) Good
test. Psi up to 9500#. Held 30 minutes.
No bleed-off. Good test. Bleed off psi to 6:00 AM WSI. Operations SDFN.
0#. RD testers.SWl. SDFN. .

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/13/2007 Report #: 1 End Time Description

Summary : Nipple Up Frac Valves & Flowcross. Set 8:00 AM SI
Flow Tanks & Frac Tanks, Rg IPS flow
equipment 1:00 PM Single Jack Testing & Weatherford. Nipple down X-Mas Tree,

Nipple up 7" 10 M frac valve, 10M flow cross, 7" 10M Frac Valve,
Night cap.

11:00 AM MI set four Frac Tanks, two Flow tanks
4:00 PM IPS rig flowback equipment &test equip.
6:00 PM Move in 6 Praxair CO2 Vessels

Report by Welicore June 21, 2007 11 08
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STATE OF UTAH
CONFIDENTIAL FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML 48386
6. IF INDIAN,ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drill new wells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL -- 8. WELL NAME and NUMBER:
OIL WELL GAS WELL M OTHER Peter's Point State 5-2D Deep

2. NAMEOF OPERATOR: 9. API NUMBER

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 CITY Denver STATE ZIP 80202 (303) 312-8134 Peter's Point/Exploratory

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURREMT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THIS SUNDRY IS BEING SUBMITTEDAS NOTICE OF FIRST SALES ON 6/21/2007. BBC WILLUSE AN EFM FOR GAS
MEASUREMENT PURPOSES.

SNAME(PULEASEPRIK Tracey L an ,DATE Enviromental/Regulatory Analyst

(This space for State use only)

RECEiVED
JUN2 9 2007

(5/2000) (See Instructions on Reverse Side) DWOFOIL,GASS



STATE OF UTAH FORM9
DEPARTMENT OF NATURALRESOURCES I IW I i me

DIVISIONOF OlL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

n/a
T UNITor CAAGREEMENTNAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1.TYPEOFVVELL 8.VVELLNAMEandNUMBER
OIL WELL GAS WELL OTHER .Peter's Point State 5-2D-13-16

2.NAMEOFOPERATOR: 9.APtNUMBER:

BILLBARRETTCORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 Denver STATE CO ,,,80202 (303) 312-8168 Peter's Point/Exploratory

4. LOCATION OF WELL

FOOTAGESATSURFACE 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

19 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOT1CEOF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCT10N (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - OlFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYCOMPLETIONACTIVITYREPORT FROM 06/19/2007 - 06/24/2007.

NAME(PLEASE PRINT)
Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 7/2/2007

(This space for State use only)

RECEIVED
JULO52007

(5/2000) (See Instructions on Reverse Side)

DNOFOILGAS&



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/24/2007 Report #: 7 End Time Description
Summary : Production. wait on drill outs 11:59 PM stages 1-3 FCP: 3200 psi 24 ck. recovered 295 bbis fluid in 24 hours

avg. of 10.79 BPH. CO2= 5%. Gas Rate 10.5 MMCFD

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/23/2007 Report #: 6 End Time Description
Summary : Flow stages 1-3 to production 5 MMCFD. 6:00 AM Production through IPS equipment. FCP: 2550 psi on 35 ck.

increased sales to 9.3 MMCFD recovered 425 bl in 24 hours avg. of 17.70 BPH. CO2 5%.
increasesd sales to 9.3 MMCFD

11:59 PM Flow stages 1-3

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/22/2007 Report #: 5 End Time Description
Summary : Flow stages 1-3. Flow through test 6:00 AM Flow stages 1-3 FCP:

equipment. 5.1 MMCFD to sales @ 2PM 8:30 AM Flow stages 1-3 through 2" flow line. getting 3/4" balls of cement
plugging chokes.

8:30 AM turn flow through IPS test equipment.

9:30 AM Flowstages 1-3 through test equipment.32 choke, 3" plate.
FCP:2600 CO2 15 % 12.3 MMCFD. pressure has not stablilized

11:00 AM FCP: 3000 psi 32 ck. stable PSI.

2:00 PM first sales @2PM IPS equipment FCP: 3000 psi 32 choke , 3"
plate 5.1 MMCFD. IPS flare offgas not sold

11:59 PM Production IPS equipment

Report by Wellcore July 02, 2007 04 17



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/21/2007 Report #: 4 End Time Description
Summary : SICP: 3200. Wait on Dubble Jack testing, 7:00 AM SICP: 3200

Wellhead Inc. Pump grease in frac valve. 1:00 PM Wait on Dubble Jack testing, Wellhead Inc. hot oil truck.clear pressure from behind valve. EL
stage 3 Dakota. ND EL / NU frac. 2:00 PM Wellhead Inc.Rig pressure grease pump. pump grease in frac valve
Pressure test. Frac stage 3 . SI. ND frac. push CO2 out of gate body. freed gate .

Flow stages 1-3 IPS.
5:00 PM OWP Stage 3 Dakota Formation. nipple up BOP and wellhead

flange. PU HES 10K CFP with 12 ft. perf guns. RIH correlate to short
jt. run to setting depth set CFP @13,172 FT. PU perforate Dakota
@ 13,116 - 13,128 ft. 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH Iay down tools. Nipple down BOP and wellhead
flange. RDMO OWP.

5:00 PM HES. Nipple up Frac flange and rig pump lines.

7:00 PM HES frac stage 3 Dakota Formation. Load & Break @7,189PSI @
11 BPM. Avg. Wellhead Rate:19.11 BPM. Avg. Slurry Rate:8.2
BPM. Avg. CO2 Rate:10.31 BPM. Avg. Pressure:7,553 PSI. Max.
Welhead Rate:21.18 BPM. Max. Slurry Rate:13.77 BPM. Max. CO2
Rate:12.71 BPM. Max. Pressure:9.971 PSI. Total Fluid Pumped:
17,625 Gal. Proppant pumped: 3,000 lb. (100 Mesh) 25,400 lb.
(20/40 Bauxite) Total Sand in Formation:28,400 LB. (20/40 White)
Praxair CO2 Downhole:89 tons. CO2 Cooldown: 12 tons. ISIP:NA
PSI. Frac Gradient:#Value! psilft. BA-20 cut with water and
metered throughhaltank to improve chemical flow. Screened out
leaving 61 sacks in wellbore, with 223 sacks pumped in formation.
C

7:20 PM bleed off pressure from 8900 psi to 5000 psi, turn well to flow back
crew HES Rig down frac equipment move out.

8:00 PM Start flow back stages 1-3 FCP: 6200 psi on 24 ck. up choke as
needed to keep flow going.

10:00 PM Open well on 3= 48/64" choke to flow sand from wellbore. FCP 390
psi. slugging sand.

11:00 PM Flow stages 1-3

Report by Wellcore July 02, 2007 04:17



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/20/2007 Report # : 3 End Time Description

Summary : SI. Pressure test pump lines. Frac stage 7:00 AM SICP: 0 = on vac.
1 Navajo. EL stage 2 Entrada. NDINU
Frac. Frac stage 2 Entrada. Shut in. 9:25 AM pressure test pump lines &wellhead flange four times had leaks on

Safety valve would not close. wellflange. test to 10,001 psi. Had problems with Gelpro LA
pumps.

11:15 AM Stage 1 Navajo 70Q Foam Frac. Load & Break @7,314PSI @T.7
BPM. Avg. Wellhead Rate:21.24 BPM. Avg. Slurry Rate:9.55 BPM.
Avg. CO2 Rate:10.94 BPM. Avg. Pressure:8,787 PSI. Max.
Wellhead Rate:28.45 BPM. Max.Slurry Rate:1618 BPM. Max. CO2
Rate17.51: BPM. Max. Pressure:9,992 PSI. Total Fluid Pumped:
34,958 Gal. Proppant Pumped: 7,500 lb. (100 Mesh) Prop.
Pumped: 60,800 lb. (30/60 Bauxite) Prop. Pumped: 14,000 lb.
(20/40 Bauxite) Total Sand in Formation: 82,300 lb. 15 sack 20/40
left in wellbore 120 ft. Praxair CO2 Downhole: 202 tons. CO2
Cooldown: 8 tons. ISIP: PSI. Frac Gradient. psilft. Pumped 823
sacks of sand 808 sacks in formation. Screened out Frac. Praxair
vapor

12:00 PM bleed offpressure from 8800 psi to 4000 psi

1:00 PM nipple down pump lines and flange off frac valve. Nipple up EL
flange & BOPs.

5:30 PM OWP stage 2 Entrada. PU use perf gun RIH correlate to short jt.
RIH tag sand @ 14,455 ft. 166 ft. above stage 1 top perf. 125 ft.
rat hole. for stage 2. POOH Iay down tools. PU HES CFP with 12 ft.
perf guns. RIN correlate to short jt. Run to setting depth set 10K CFP
@ 14,405 ft.PU perforate Entrada @14,328 - 14,334. PU perf @
14,307 - 14,309. PU perf @ 14,295 - 14,299. 3 JSPF, 120 phasing.
23 gram charge. .430 holes. POOH Iay down tools. turn well over to
frac.

6:40 PM Nipple down OWP BOPs. Nipple up HES flange & pump lines.

8:30 PM HES Frac stage 2 Entrata. Load & Break @6,126 PSI @9.2 BPM.
Avg. Wellhead Rate:29.33 BPM. Avg. Slurry Rate:11.97 BPM.

Avg. CO2 Rate:16.2 BPM. Avg. Pressure:7,480 PSI. Max.
Wellhead Rate:35.18 BPM. Max. SlurryRate:15.59 BPM. Max.
CO2 Rate: 20.04BPM. Max. Pressure:8,054 PSI. Total Fluid
Pumped:36.082 Gal. Proppant Pumped: 7,500 LB. (100 Mesh)
Prop. pumped:60,000 lb. (30/60 Bauxite) prop. pumped:30,000
(20/40 Bauxite) Total Sand in Formation:97,500 lb. CO2
Downhole:230 tons. CO2 Cooldown:10 tons. ISIP:6,509 PSI. Frac
Gradient:0.89 psilft. Problems with LA pump on Gelpro for BA-20.
Successfully flushed wellborewith 50Q foam 30 bbi over flush with
500 gal. fluid cap.

8:45 PM Shut in for night
9:30 PM HES rig down pump lines and nipple down flange off frac valve.

11:30 PM Weatherford service frac valve. CO2 & sand trapped around valve
stem . coud not close safety valve.

11:59 PM IPS night



REGULATORY COMPLETION SUMMARY Bill Barrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/19/2007 Report # : 2 End Time Description
Summary : SI. MIRU HES Frac Equip. MIRU OWP. 12:00 PM SI.

EL stage 1 Navajo. SI. 5:00 PM MIRU HES Frac Equipment
12:00 PM MIRU OWP EL
4:00 PM OWP. EL stage 1 Navajo. PU 16 ft, erf guns. RIH correlate to short

jt. Ru to perf depth check depth to casing collars. Perforate Navajo
Formation @ 14,662-14,672. PU perf @ 14,635-14,637. &
14,621-1465. 3JSPF, 120 phasing, 23 gram charge. .430 Holes.
Total holes 48. POOH with EL.

4:00 PM SI.

July 02, 2007 04 17 PMReport by



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATION ANO SERIAL NUMBER:

ML48386

SUNDRY NOTICESAND REPORTS ON WELLS 6nlFlNDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use tNs form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenterplugged wells, or to

drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL1orm for such proposals.
Il 1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16
2 NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETTCORPORATION 4300731056
3 ADDRESS OF OPERATOR PHONE NUMBER: 10 FIELD AND POOL. OR WILDCAT

1099 18th Street, Suite 2300 en Denver , CO ,80202 (303) 312-8168 Peter's Point/Exploratory
4 LOCATIONOF WELL

FOOTAGES AT SURFACE: 794' FNL, 2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 138 16E STATE:
UTAH

u CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUClNG FORMATIONS RECLAMATION OF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, ete

WEEKLY COMPLETIONACTIVITYREPORT FROM 06/25/2007 - 07/03/2007.

NAME (PLEASE PR1NT) Matt Barber TITLE Regulatory Analyst

SIGNATURE DATE 7/3/2007

(This space for state use only)

RECElVED
JULO52007

(5/2000) (See instructions en Reverse Side)

DIV.OFOIL,GAS&



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 7/3/2007 Report #: 16 End Time Description
Summary : Productin. Wait on drill outs 11:59 PM Production. Wait on drill outs

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 7/2/2007 Report #: 15 End Time Description

Summary : Production. Wait on drill outs 11:59 PM Production. Wait on drillouts

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 7/1/2007 Report #: 14 End Time Description
Summary : Prodction. Wait on drill outs 11:59 PM Production. Wait on drill outs

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/30/2007 Report #: 13 End Time Description
Summary : Production. Wait on drill outs 11:59 PM Production. Wait on drill outs

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/29/2007 Report #: 12 End Time Description

Summary : Production.Wait on drill outs. 11:59 PM Production. FCP: 2600 psi on 27 ok. recovered 238 bbl in 24 hours
avg. of 13.66 BPH. CO2 4%. Gas rate 10.5 MMCFD. Wait on
drill outs.

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/28/2007 Report # : 11 End Time Description
Summary: Production.Wait on drill outs. 6:00 AM Production.

11:59 PM Stages 1-3 FCP: 2,825 on 23 choke. recovered 240 bbl in 24 hours
avg. of 10 BPH CO2 4% Gas Rate 8.5 MMCFD to sales.

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/27/2007 Report #: 10 End Time Description

Summary : Production. Wait on drill outs 11:59 PM Flow stages 1-3 FCP:P 2,775 on 26 ck. recoverd 287 bblin 24
hours avg. of 11.95 BPH. CO1 4%. Gas rate 3 29 MMCFD. Wait
on drill outs.

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/26/2007 Report #: 9 End Time Description
Summary : Production 11:00 PM Production. FCP: 3200 psi recovered 295 bbi in 24 hrs. CO2 5%

Gas 10.5 MMCFD

July 02, 2007 04:41



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 6/25/2007 Report #: 8 End Time Description
Summary : Production through IPS equipment. Wait 6:00 AM Stages 1-3 FCP: 2900 psi on 25 ck. recovered 277 bbl in 24 hrs.

on drill outs. avg. 11.54 BPH. CO2 4% Gas rate 10.5 MMCFD

11:59 PM Stages 1-3 Wait on drill outs.

Report by Wellcore July 02 2007 04 41



NOTICE

Utah Oil and Gas Conservation General Rule R649-3-21 states that,

> A well is considered completed when the well has been adequately worked to be capable
of producing oil or gas or when well testing as required by the division is concluded.

> Within 30 days after the completionor plugging of a well, the followingshall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copyof directional, deviation, and/or measurement-while-drillingsurvey for

each horizontal well

Failure to submit reports in a timelymanner willresult in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining,and may result in the Division pursuing enforcement
action as outlinedin Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: Blii Barrett CorP Today's Date: 09/18/2007

Well: API Number: Drilling Commenced:

Peter's Point 5-2D-13-16 wcr 4300731056 02/10/2007
PricklyPear U Fed wcr 4300731237 03/06/2007
Prickly Pear U Fed drig/wcr 4300731239 03/06/2007
Prickly Pear U Fed drig/wcr 4300731241 04/03/2007
Prickly Pear U Fed wcr 4300731243 04/03/2007
Prickly Pear U Fed wcr 4300731242 04/04/2007
Prickly Pear U Fed wcr 4300731244 04/04/2007

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding thismatter, please call (801) 538-5284.

cc: Well File
Compliance



STATEOF UTAH
0NFllENTIAL

FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

n/a
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL 2 OTHER Peter's Point State 5-2D-13-16

2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4300731056
09D OSroeeEMSu

te 2300 Denver
STATE CO ZlP 80202

(H3o0

)
3MB 10 FIELD AND P OL ORXWLDCAT

4 LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETION ACTIVITY REPORT FROM 8/5/2007 - 8/9/2007.

NAME(PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE DATE 8/23/2007

(This space for State use only)

AUS2 8 2007

DV.0FOLGASL i
(5/2000) (See Instructions on Reverse



REGULATORY COMPLETION SUMMARY BE Barren Corporadon

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 8/9/2007 Report #: 32 End Time Description
Summary : FCP: 700. ND stripper head, Hydril, and 7:00 AM FCP: 700

spool. Top kill casing, Nipple down 10K
BOP. land tbg hanger nipple up 8:00 AM Nipple down stripper head, hydril BOP. spool,
Tree.RDMO WSU 8:30 AM Top kill casing with 200 bbl kcl water

9:30 AM Nipple down 10K BOP

10:30 AM Land 7-1/16 X 2-7/8" Camron tbg.hanger, nipple up 2-9/16"
Camron production tree.

12:00 PM Rig down Nabors WSU. Turn well over to Production

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date: 8/8/2007 Report#: 31 End Time Description
Summary : FCP: 700 psi. Pump top kill. TIH with 7:00 AM FCP: 700 psi.

tb .OHOOHdlay down tbgrnwepHkillCasing. 7:30 AM Pump top kill225 bbl. well started flowing
production. 8:30 AM TIH with lay down 130 stds.

10:00 AM POOH Iay down 225 jts. well started flowing.

1:00 PM Pump 140 bbl top kill down casing.

3:00 PM TIH with 78 stds. 2-7/8" P-110 tbg.
7:00 PM POOH with 191 jts lay down on rack.

7:00 PM Tum well over to production.

Well Name : Peter's Point #5-2D-13-16Deep API : 43-007-31056 Area : West Tavaputs

Ops Date: 8/7/2007 Report#: 30 End Time Description
Summary : Production. MRU PLS logging. RIH tag 7:00 AM Production

@13,122 FT. POOH RDMO PLS
lo 3:00 PM MIRU PLS . PU Production logging tool RIH tag @ 13,122 ft. mid.gging peds. POOH

3:30 PM RDMOPLS logging

4:00 PM Wait on orders
6:00 PM RU PLS logging, RIH with 1.75 " no-go 9 ft. spang jars 1-3/8" OD.

1-3/8" CL, 10 ft. 1-3/8" sinker bars, cable head, RIH tag @ 13,124
FT. Beat on sumthing @13,124 ft. could not make hole.

7:00 PM POOH with sinker barrs could not make hole.

8:00 PM POOH with ,.PSL tools.RD MO.
Casing on sales.

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date: 8/6/2007 Report #: 29 End Time Description
Summary : Productiion. 11:59 PM Production.

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 8/5/2007 Report #: 28 End Time Description
Summary : Production. 11:59 PM Production

Report by Wellcore August 23, 2007 09:51



E TO FORM B
..

STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a TYPE OF WELL: LLL SLL DRY OTHER 7. UNITor CA AGREEMENTNAME

N/A
b TYPE OF WORK: 8. WELt. NAMEand NUMBER:

L
HORSZ. EP- ER

RY
SFŸR.

OTHER POÍOr'S Point State 5-2D-13-16 Dr.op
2. NAMEOF OPERATOR: 9. API NUMBER:

BillBarrett Corporation 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1099 18th St., Suite 2300aTY Denver STATE CO zie 80202 (303) 312-8134 Peter's Point/Exploratory
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE: 794' FSL, 2395' FEL NWSE 2 13S 16E
AT TOP PRODUCING INTERVALREPORTED BELOW: SWSW, 693' FSL, 882' FWL, Sec. 2

AT TOTAL DEPTH: SWSW, 635' FSL, 828' FWL, Sec. 2
Cca

n
13. STATE

UTAH
14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

2/10/2007 5/20/2007 8/8/2007 ABANDONED READYTO PRODUCE 6800' GL
18. TOTAL DEPTH: MD 14,830 19. PLUG BACKT.D.: MD 14,771 20. IF MULTIPLECOMPLETIONS, HOW MANY? * 21 DEPTH BRIDGE MD

PLUG SET:
TVD 14.ß46 (.¿Qg TVD 14,489 % TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED7 NO YES (Submit analysis)Triple Combo - HRI/SD/DSN, CBL/GR/CL, mud log
WAS DST RUN? NO YES (Submit report)
DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Repon all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDŒMENTER CNEMENF
S

KES VOLSURE
BL) CEMENT TOP ** AMOUNTPULLED

20" 16 H40 65# 0 62 Grout 120 25 Surface
12 1/4" 9 5/8 P110 40# 0 3,035 HLC 762 251 SMAŒ

AG300 261 53
8 3/4, 7 7/8 5 1/2 P110 20# 0 14,818 TypeG 100 20 1700'

Hi-Fill 855 492
50/50 550 144

26. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Dakota 13,116 13,128 13,116 13,128 0.43 36 Open Squeezed

(B) Entrada 14,295 14,334 14,295 14,334 0.43 36 o»•n Squeezed

(c) Navajo 14,621 14,672 14,621 14,672 0.43 48 op•n Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

13,116' - 13,128' Stg 3: 65% CO2 foam frac: 89 tons CO2; 777 bbis total fluid; 28,400#- See Proppant Summary
14,295'- 14,334' Stg 2: 65% CO2 foam frac: 230 tons CO2; 1233 bbis total fluid; 97,500#- See Proppant Summary
14,621' - 14,672' Stg 1: 65% CO2 foam frac: 202 tons CO2; 1198 bbis total fluid; 82,300#- See Proppant Summary

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Producing
O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(Si2coo) (CONTINUEDON BACK) SEPO7 2007

DN.0FOLGAS&



31. INITIALPRODUCTION INTERVALA (As shown In Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

6/21/2007 7/3/2007 24 RATES: * O 9,198 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

36/64 0 5,190 RATES; * O 9,198 0 Open
INTERVALB (As shown In Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD METHOD:
RATES: *

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: *

INTERVALD (As shown in Item #25)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSmON OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION (Log) MARKERS:

Show allimportant zones ofporosity and contentsthereof:Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-inpressures and recoveries.

Formation o Bo m Descriptions, Contents, etc Name (MeasuredpDepth)

Wasatch 2.810
Middle Wasatch 3,717
North Horn 4,687
Dark Canyon 6,233
Price River 6,434
Bluecastle 7,518
Neslen 7,840
Castlegate 8,234
Blackhawk 8,437
Kenilworth ^ 8,755

35. ADDITIONALREMARKS (include plugging procedure)

Copies of logs already submitted. Composite frac plugs @ 13,172' and 14,405'. Tubing has not been landed in this well.

36. I hereby certifythat the foregoing and attached Information is complete and correct as determined from all available records.

NAME (PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE DATE 9/4/2007

This report must be submitted witNiof30days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top--Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS)).

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



Peter's Point 5-2D Completion Report (continued)

28. Acid, Fracture, Treatment, Cement Squeeze, etc.

Frac 3 proppant summary:
3000# 100 Mesh, 25,400# Bauxite 20/40 Mesh

Frac 2 proppant summary:
7500# 100 Mesh, 60,000# Bauxite 30/60 Mesh, 30,000# Bauxite 20/40 Mesh

Frac 1 proppant summary:
7500# 100 Mesh, 60,800# Bauxite 30/60 Mesh, 14,000# Bauxite 20/40 Mesh

34. Formation (Log) Markers (continued)

Name Top (Measured Depth)
Aberdeen 8981'
Spring Canyon 9084'
Mancos 9227'
Juana Lopez 12,622'
Ferron 12,784'
Dakota Silt 12,866'
Dakota 12,994'
Cedar Mtn 13,061'
Morrison 13,132'
Curtis 13,966'
Entrada 14,168'
Carmel 14,339'
Nava,jo 14,592'
Kayenta 14,680'
TD



Directional Surveys BIII Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056

Area : West Tavaputs Direction of Vertical Section (in degrees) : 240.79
Survey Company : WEATHERFORD Magnetic Dec. Correction : 11.80

Corrected
Extrap. Depth (MD) Angle (deg) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

0.00 0.00 0.00 0.00 0.00 N 0.00 E 0.00 0.00
181.00 0.25 80.84 181.00 0.06 N 0.39 E -0.37 0.14

273.00 0.38 241.47 273.00 0.05 S 0.32 E -0.25 0.68
366.00 1.31 228.72 365.98 0.90 S 0.75 W 1.09 1.01

457.00 2.31 226.34 456.94 2.85 S 2.86 W 3.89 1.10
549.00 3.94 220.34 548.79 6.54 S 6.25 W 8.64 1.80

641.00 4.88 229.47 640.51 11.49 S 11.27 W 15.44 1.27

733.00 6.31 234.09 732.07 17.00 S 18.34 W 24.30 1.63

825.00 7.00 237.84 823.45 22.95 S 27.18 W 34.92 0.89

917.00 8.00 243.09 914.66 28.83 S 37.63 W 46.92 1.32

1010.00 9.00 244.47 1006.63 34.90 S 49.97 W 60.64 1.10

1101.00 9.63 243.09 1096.43 41.41 S 63.18 W 75.35 0.73

1192.00 9.38 239.47 1186.18 48.62 S 76.35 W 90.37 0.71

1284.00 9.56 240.22 1276.93 56.22 S 89.44 W 105.50 0.24

1379.00 9.56 239.84 1370.61 64.11 S 103.11 W 121.28 0.07

1473.00 9.13 239.47 1463.36 71.82 S 116.28 W 136.54 0.46

1570.00 9.88 239.09 1559.03 80.00 S 130.05 W 152.55 0.78

1665.00 9.75 240.59 1652.63 88.14 S 144.05 W 168.74 0.30

1759.00 9.50 240.59 1745.31 95.85 S 157.74 W 184.46 0.27

1855.00 9.06 242.97 1840.05 103.18 S 171.37 W 199.93 0.61

1951.00 9.94 240.72 1934.73 110.67 S 185.33 W 215.77 0.99

2045.00 9.56 241.47 2027.38 118.36 S 199.27 W 231.69 0.43

2141.00 9.13 241.84 2122.10 125.76 S 212.99 W 247.28 0.45

2236.00 8.31 237.34 2216.00 133.03 S 225.41 W 261.67 1.12

2332.00 8.63 239.34 2310.95 140.44 S 237.45 W 275.79 0.45

2427.00 8.13 241.22 2404.94 147.31 S 249.47 W 289.63 0.60

2523.00 8.44 242.97 2499.94 153.78 S 261.69 W 303.46 0.42

2619.00 8.13 241.84 2594.93 160.19 S 273.95 W 317.29 0.36

2714.00 8.63 240.47 2688.92 166.87 S 286.08 W 331.13 0.57

2809.00 9.13 240.09 2782.78 174.14 S 298.81 W 345.80 0.53

2905.00 9.88 239.22 2877.46 182.15 S 312.49 W 361.65 0.80

2980.00 10.31 238.34 2951.30 188.97 S 323.73 W 374.78 0.61

3097.00 10.25 240.22 3066.42 199.64 S 341.68 W 395.65 0.29

3193.00 11.19 242.34 3160.74 208.20 S 357.34 W 413.50 1.06

3287.00 11.56 242.22 3252.89 216.83 S 373.75 W 432.04 0.39

3384.00 12.19 241.09 3347.82 226.31 S 391.32 W 451.99 0.69

3480.00 12.13 241.59 3441.66 236.01 S 409.06 W 472.22 0.13

3575.00 11.69 242.22 3534.62 245.24 S 426.35 W 491.82 0.48

3670.00 11.81 241.47 3627.63 254.37 S 443.41 W 511.16 0.20

3766.00 11.25 241.59 3721.69 263.52 S 460.28 W 530.35 0.58

3861.00 11.56 243.34 3814.81 272.20 S 476.93 W 549.12 0.49

3957.00 11.50 244.09 3908.87 280.69 S 494.14 W 568.28 0.17

4050.00 11.63 243.34 3999.99 288.95 S 510.85 W 586.90 0.21

4146.00 11.25 243.22 4094.08 297.51 S 527.86 W 605.93 0.40

4242.00 11.25 242.72 4188.23 306.02 S 544.54 W 624.64 0.10

4338.00 11.50 240.47 4282.35 315.03 S 561.19 W 643.57 0.53

Report by Wellcore August 20, 2007 3:29



Directional Surveys milisarrettcorporation
Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056

Area : West Tavaputs Direction of Vertical Section (in degrees) : 240.79
Survey Company : WEATHERFORD Magnetic Dec. Correction : 11.80

Corrected
Extrap. Depth (MD) Angle (deg) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

4434.00 12.00 240.72 4376.34 324.63 S 578.23 W 663.12 0.52
4529.00 12.44 241.47 4469.18 334.35 S 595.83 W 683.23 0.49
4625.00 12.13 240.22 4562.98 344.29 S 613.67 W 703.65 0.43
4718.00 11.69 240.59 4653.98 353.77 S 630.36 W 722.84 0.48

4813.00 11.19 242.34 4747.09 362.78 S 646.90 W 741.68 0.64

4908.00 12.50 242.34 4840.06 371.83 S 664.18 W 761.17 1.38

5002.00 12.25 242.44 4931.88 381.17 S 682.03 W 781.31 0.27

5098.00 11.69 242.72 5025.79 390.34 S 699.70 W 801.21 0.59

5193.00 11.94 241.34 5118.78 399.46 S 716.88 W 820.66 0.40

5289.00 12.06 242.34 5212.68 408.88 S 734.47 W 840.61 0.25

5385.00 11.75 242.59 5306.62 418.04 S 752.03 W 860.41 0.33

5479.00 11.69 243.97 5398.66 426.62 S 769.09 W 879.48 0.30

5576.00 12.19 241.72 5493.56 435.79 S 786.94 W 899.53 0.70

5672.00 12.06 240.97 5587.41 445.45 S 804.63 W 919.70 0.21

5767.00 11.50 242.34 5680.41 454.67 S 821.70 W 939.09 0.66

5861.00 11.61 243.54 5772.51 463.23 S 838.46 W 957.90 0.28

5954.00 11.94 244.34 5863.55 471.57 S 855.51 W 976.85 0.40

6051.00 11.94 240.59 5958.45 480.84 S 873.30 W 996.90 0.80

6145.00 11.31 240.72 6050.52 490.12 S 889.81 W 1015.84 0.67

6239.00 10.25 239.09 6142.86 498.93 S 905.02 W 1033.42 1.17

6334.00 12.06 238.59 6236.05 508.44 S 920.74 W 1051.78 1.91

6430.00 12.13 236.84 6329.92 519.18 S 937.75 W 1071.87 0.39

6526.00 11.94 239.34 6423.81 529.76 S 954.73 W 1091.86 0.58
6622.00 13.31 242.47 6517.48 539.94 S 973.08 W 1112.83 1.59

6717.00 12.56 241.59 6610.07 549.91 S 991.86 W 1134.09 0.82

6812.00 12.00 241.72 6702.90 559.50 S 1009.64 W 1154.29 0.59

6909.00 11.69 243.84 6797.83 568.61 S 1027.34 W 1174.19 0.55

7004.00 11.61 243.54 6890.87 577.11 S 1044.54 W 1193.35 0.11

7099.00 11.63 245.22 6983.93 585.38 S 1061.79 W 1212.44 0.36

7194.00 12.19 244.59 7076.88 593.70 S 1079.54 W 1232.00 0.61

7290.00 11.88 242.47 7170.77 602.62 S 1097.46 W 1251.99 0.56

7386.00 12.56 241.97 7264.59 612.09 S 1115.44 W 1272.30 0.72

7481.00 11.94 243.97 7357.43 621.26 S 1133.38 W 1292.44 0.79

7576.00 11.50 241.47 7450.45 630.09 S 1150.54 W 1311.72 0.71

7674.00 12.06 242.72 7546.38 639.45 S 1168.22 W 1331.72 0.63

7770.00 11.81 243.09 7640.31 648.49 S 1185.89 W 1351.56 0.27

7865.00 11.63 242.22 7733.33 657.36 S 1203.03 W 1370.85 0.27

7961.00 11.88 245.34 7827.31 665.99 S 1220.57 W 1390.37 0.71

8059.00 11.50 246.22 7923.28 674.14 S 1238.68 W 1410.15 0.43

8155.00 10.94 245.47 8017.44 681.78 S 1255.72 W 1428.76 0.60

8248.00 11.38 245.09 8108.68 689.31 S 1272.07 W 1446.70 0.48

8343.00 12.13 244.47 8201.69 697.56 S 1289.58 W 1466.01 0.80

8436.00 11.88 242.97 8292.66 706.12 S 1306.93 W 1485.33 0.43

8531.00 12.69 242.35 8385.48 715.40 S 1324.88 W 1505.53 0.86

8626.00 12.44 240.22 8478.20 725.33 S 1343.00 W 1526.19 0.55

8720.00 13.38 240.22 8569.82 735.76 S 1361.23 W 1547.19 1.00
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Directional Surveys BUI Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056

Area : West Tavaputs Direction of Vertical Section (in degrees) : 240.79
Survey Company : WEATHERFORD Magnetic Dec. Correction : 11.80

Corrected
Extrap. Depth (MD) Angle (deg) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

8819.00 13.69 238.09 8666.07 747.64 S 1381.12 W 1570.35 0.59

8915.00 13.31 239.59 8759.42 759.24 S 1400.29 W 1592.74 0.54

9011.00 12.63 239.97 8852.97 770.08 S 1418.91 W 1614.29 0.71

9105.00 12.13 240.22 8944.78 780.13 S 1436.38 W 1634.44 0.53

9200.00 11.63 240.84 9037.75 789.76 S 1453.40 W 1653.99 0.54

9296.00 10.31 240.59 9131.99 798.69 S 1469.34 W 1672.26 1.38

9390.00 9.06 245.47 9224.64 805.89 S 1483.40 W 1688.05 1.59
9484.00 9.88 240.97 9317.36 812.88 S 1497.18 W 1703.49 1.17

9581.00 10.13 240.34 9412.88 821.14 S 1511.87 W 1720.34 0.28

9652.00 11.25 243.72 9482.65 827.29 S 1523.50 W 1733.50 1.81

9770.00 11.31 241.59 9598.37 837.90 S 1544.00 W 1756.57 0.36

9866.00 11.19 239.09 9692.52 847.16 S 1560.27 W 1775.29 0.52

9961.00 12.00 241.34 9785.58 856.63 S 1576.85 W 1794.38 0.98

10057.00 10.50 238.84 9879.73 865.94 S 1593.09 W 1813.10 1.64

10151.00 10.50 235.97 9972.16 875.17 S 1607.52 W 1830.20 0.56

10247.00 10.50 242.97 10066.55 884.04 S 1622.56 W 1847.65 1.33

10342.00 10.13 242.34 10160.01 891.85 S 1637.67 W 1864.65 0.41

10438.00 10.63 236.72 10254.44 900.63 S 1652.55 W 1881.93 1.18

10532.00 9.69 233.59 10346.96 910.08 S 1666.17 W 1898.42 1.16

10627.00 9.63 240.09 10440.62 918.79 S 1679.49 W 1914.30 1.15

10723.00 9.88 242.97 10535.23 926.54 S 1693.78 W 1930.56 0.57

10816.00 10.06 241.34 10626.82 934.06 S 1708.02 W 1946.65 0.36

10912.00 10.19 236.97 10721.33 942.71 S 1722.50 W 1963.51 0.81

11007.00 10.13 233.97 10814.84 952.20 S 1736.30 W 1980.19 0.56

11101.00 9.94 239.72 10907.40 961.16 S 1749.99 W 1996.51 1.08

11196.00 9.81 232.09 11000.99 970.26 S 1763.45 W 2012.71 1.38

11290.00 10.38 229.59 11093.54 980.67 S 1776.22 W 2028.93 0.76

11384.00 9.75 228.34 11186.09 991.45 S 1788.61 W 2045.01 0.71

11478.00 9.50 234.34 11278.76 1001.27 S 1800.86 W 2060.49 1.10

11573.00 8.81 236.47 11372.55 1009.86 S 1813.30 W 2075.53 0.81

11666.00 9.94 241.59 11464.31 1017.61 S 1826.29 W 2090.66 1.51

11760.00 10.06 243.34 11556.88 1025.15 S 1840.77 W 2106.98 0.35

11948.00 9.56 243.97 11742.13 1039.37 S 1869.47 W 2138.97 0.27

12043.00 9.13 241.00 11835.87 1046.49 S 1883.15 W 2154.38 0.68

12137.00 8.69 236.72 11928.73 1054.00 S 1895.61 W 2168.92 0.85

12231.00 8.25 233.47 12021.70 1061.91 S 1906.97 W 2182.69 0.69

12325.00 8.25 229.72 12114.73 1070.28 S 1917.53 W 2196.00 0.57

12420.00 8.44 223.97 12208.73 1079.71 S 1927.57 W 2209.37 0.90

12514.00 8.12 222.34 12301.75 1089.58 S 1936.83 W 2222.27 0.42

12577.00 8.44 225.84 12364.09 1096.09 S 1943.14 W 2230.95 0.95

12669.00 8.06 227.22 12455.14 1105.17 S 1952.72 W 2243.75 0.47

12764.00 8.06 230.47 12549.20 1113.94 S 1962.75 W 2256.77 0.48

12858.00 7.94 232.84 12642.28 1122.05 S 1973.00 W 2269.69 0.37

12952.00 7.69 231.47 12735.41 1129.89 S 1983.10 W 2282.32 0.33

13046.00 7.81 229.72 12828.55 1137.94 S 1992.89 W 2294.80 0.28

13141.00 8.13 229.47 12922.63 1146.48 S 2002.92 W 2307.72 0.34
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Directional Surveys BIII Barrett Corporation

Well : Peter's Point #5-2D-13-16 Deep API #: 43-007-31056

Area : West Tavaputs Direction of Vertical Section (in degrees) : 240.79
Survey Cornpany : WEATHERFORD Magnetic Dec. Correction : 11.80

Corrected
Extrap. Depth (MD) Angle (deg) Direction (deg) TVD Northings N/S Eastings E/W Vertical Section Dog Leg

13200.00 7.81 234.59 12981.06 1151.51 S 2009.36 W 2315.79 1.32
13274.00 7.56 233.48 13054.40 1157.32 S 2017.37 W 2325.62 0.39
13305.00 7.21 232.87 13085.14 1159.71 S 2020.56 W 2329.57 1.16
13337.00 6.86 235.06 13116.90 1162.02 S 2023.73 W 2333.46 1.38
13368.00 6.60 236.91 13147.69 1164.05 S 2026.74 W 2337.08 1.09
13589.00 3.96 230.32 13367.69 1175.85 S 2043.25 W 2357.25 1.22
13601.00 3.87 228.65 13379.66 1176.39 S 2043.87 W 2358.06 1.21
13618.00 3.61 225.31 13396.63 1177.14 S 2044.68 W 2359.13 1.99

13650.00 2.73 216.43 13428.58 1178.46 S 2045.85 W 2360.80 3.14
13660.00 1.85 204.30 13438.57 1178.80 S 2046.06 W 2361.15 10.00

14770.00 1.00 200.00 14548.19 1204.23 S 2056.75 W 2382.88 0.08
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER

ML 48386
6 IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS n/a
T UNITor CA AGREEMENT NAME

Do not use this form for proposals to drillnew wells, significantlydeepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER .Peter's Point State 5-2D-13-16 De6p

2. NAMEOF OPERATOR: 9. API NUMBER

BILL BARRETTCORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL. OR WILDCAT

1099 18th Street, Suite 2300 Denver s,,ys CO ,,80202 (303) 312-8134 Peter's Point/Exploratory
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION. TOWNSHIP, RANGE. MERIDIAN: NWSE 2 13S 16E STATE
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLE PRODUC1NG FORMATIONS RECLAMATIONOF WELL SITE OTHER Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volurnes, etc.

WEEKLYCOMPLETIONACTIVITYREPORT FROM 9/14/2007 - 9/20/2007.

NAME(PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE // DATE 9/20/2007

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side) SEP25 2007



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Polnt #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/16/2007 Report #: 33 End Time Description
Summary : Road Nabors WSU off Flat Iron. pull Rig 11:00 AM Road rig off Flat Iron Mesa. pull Rig up Cottonwood dug way. Road

up Cotton Wood. road to Loc. RU. Set to Loc.
equipment. Spot IPS equipment. SD.

12:30 PM Rig up Nabors WSU

6:00 PM Set well service equipment. Set IPS flow equipment and start rigging
up.

6:00 PM Shut down
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REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/20/2007 Report # : 37 End Time Description
Summary : Safety meeting. Tripping Blow down well. 7:00 AM SICP: 2450 SITP: 1250 Safety Meeting trippingtbg.

POOH flow well. killwell .POOH .Wait
on orders. 7:30 AM pump 15 bbl kill

10:30 AM POOH 100 stds.
11:30 AM Pump kill 140 bbl.

1:00 PM POOH 75 stds.

2:00 PM flow well recovered 100 bbl.

3:00 PM Finash pulling tbg, POOH with tbg and mill.

4:00 PM wait on orders

4:00 PM si

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/19/2007 Report #: 36 End Time Description
Summary : SI. Safety Meet. Killingwell.TIH ream 7:30 AM Safety meeting, PU tbg.foam unit. Highnoise level. Milling

from 13,128 to 13, 130. ream at 13, 130 ft
@40 RPM. TBg PSI @ 1500 psi. FCP 9:30 AM PU TIH with tbg. tag CFP @13,130 ft.
450 psi. POOH to 13,050. well to sales. 7:30 AM Open well
SDFN 11:30 AM Rig up power swivel.start foaming wellbore.

5:00 PM Milland ream from 13,128 ft. to 13,130 ft. ream over and over stalls
out power swivel @40 RPM, Tbg psi @ 1500 psi, FCP: 450 psi.
Acts like casing is pinchingmill.

5:00 PM blow wellbore clean
5:30 PM POOH to 13,050 ft.

6:30 PM flow well clean
6:30 PM turnwell over to production.flow over night

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/18/2007 Report #: 35 End Time Description
Summary : safety meeting, KillwellND tree NU 7:30 AM Safety Meeting, Killingwell, ND tree, NU BOps. PU tbg.

BOPs. Try to make up tool string.wait on
X-over, Make up tools TIH 332 jts. 10:30 AM PU try to make up tool string. X-over woud not make up. wait on
SWIFN X-over sub.

11:00 AM Pump casing top kill 150 bbl
7:00 PM PU 4-1/2" mill, X-over, short collar,X-Over, 4-1/2" string stabilizer,

X-over, 2=3-1/2" drill collars, tallyPU 2-7/8" P-110 EUE tbg. trip in
hole 332 jts. 10,600 ft.

7:00 PM SI

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/17/2007 Report #: 34 End Time Description
Summary : Pressure test IPS flow equipment. 10:00 AM Pressure test IPS flow equipment

SDFWE 11:00 PM SDFWE
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STATE OF UTAH 0NFllENTIAL FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS niF NDIAN.ALLOTTEEORTRiBENAME.

7 UNITor CA AGREEMENT NAME.
Do not use this form for proposals to drill new wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to

drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILLform for such proposals
1 TYPE OF WELL 8 WELL NAME and NUMBER

OIL WELL GAS WELL 2 OTHER .Peter's Point State 5-2D-13-16 De
2 NAMEOFOPERATOR: 9 APINUMBER:

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 o!T
Denver sy,,, CO 7,80202 (303) 312-8134 Peter's Point/Exploratory

4 LOCATIONOF WELL

FOOTAGESATSURFACE. 794' FNL, 2395' FEL coUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Repod

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETION ACTIVITY REPORT FROM 9/21/2007 - 9/27/2007.

NAME(PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE fi DATE 10/1/2007

(This space for State use only) RECE1VED

0CTO3 2007
(5/2000) (See Instructions on Reverse Side) gemt US &



REGULATORYCOMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/23/2007 Report #: 40 End Time Description
Summary : FC. Safety meeting. top kill. Finish 7:00 AM FCP: 380

pulling out of hole. Lay down collars ,

Stabilizer, bit. TIH with tbg 270 jts. 7:30 AM Safety meeting.kill well. TOOH.
POOH lay down 205 jts. TIH 71 stds. 207 8:30 AM Top killcasing with 125 bbl. POOH with tbg collars. Bit. BIT
jts. SDFN. barnings and cons were wore out. stablizer at bit was 3-7/8'" OD

from wore down to 3-5/8" ' OD. X 3-1/2" at bit. Top stabilizer
3-13/16" OD. from 3-7/8" OD.

11:30 AM Lay down drill colarspump 75 bbls. pump 75 bbis.

12:30 PM TIH with270 joints tbg.
2:00 PM POOH Iay down 205 joints.
4:30 PM TIH 71 stds, 207 joints.
6:00 PM SDFN no work on Sunday

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/22/2007 Report # : 39 End Time Description

Summary : FCP: 420 psi. Top kill.TlH. rig swivel. 7:00 AM FCP: 420 psi
tag @13130 ft.drill could not make hole.
Start out of hole with tbg.SDFN. well to 11:00 AM Finash trippingin hole with3-7/8" bit. tag at 13,130 ft. 413 jts
sales 11:30 AM RU power swivel start faming well bore

4:00 PM drill at 13,130 ft. could not make any hole
4:30 PM Rig down power swivel.

6:00 PM Start out of hole withtbgand bit.
11:59 PM SDFN. flow casing to sales

Well Name : Peter's Point #5-2D-13-16 Deep API : 43-007-31056 Area : West Tavaputs

Ops Date : 9/21/2007 Report #: 38 End Time Description
Summary : SI. Wait on 3-7/8 Bit. Stabilizers. Jars & 7:00 AM SICP: 1620

B-sub.
7:30 AM Safety Meeting. Killingwell. trippingtbg.
2:30 PM Wait on Bit , subs, Stabilizers

3:00 PM Pump 100 bbl top kill casing
4:00 PM PU 3-7/8" bit, and stabilizer, start in hole withtoolsand BHA TIH

80 jts. @2608.well started flowing.

4:00 PM flow back 100 bbl.

4:00 PM SI. Nabors has Safety Meeting at office.
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STATE OF UTAH CONFllENTIALFORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER

ML48386
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

n/a
7. UNITor CA AGREEMENT NAME

Do not use this form for proposals to drillnewwells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELL NAME and NUMBER
OIL WELL GAS WELL / OTHER Peter's Point State 5-2D-13-16 De

2 NAMEOFOPERATOR 9.APINUMBER

BILL BARRETT CORPORATION 4300731056
3 ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT

1099 18th Street, Suite 2300 . Denver CO 80202 (303) 312-8134 Peter's Point/Exploratory
4 LOCATIONOF WELL

FOOTAGESATSURFACE 794' FNL, 2395' FEL COUNTY Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERlDIAN: NWSE 2 13S 16E STATE
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDiZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBlNG PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLY COMPLETION ACTIVITY REPORT FROM 10/18/2007 - 11/22/2007.
REPORT #41-54

RECEIVED
DECO3 2007

DIV.0FOIL,GAS&MINING

NAME(PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SlGNATURE DATE 11/26/2007

(This space for State use only)

(5/2000) (See Instructions on Reverse



REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/10/2007 Report #: 41

AFE #: 14390D

Summary : MI Nabors WSU End Time Description

Enter the description here
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/13/2007 Report #: 44

AFE #: 14390D

Summary : Safety Meeting, Pump top kill in casing End Time DescriptionNDI NU BOPs. Rig work floor. PU mill
sub, short collar. string mill, two drill 7:00 AM Safety Meeting. Kill well, ND/NU Pickup tbg
collars, tbg sub, XN nip. one jt 2-7/8 tbg 8:00 AM Pump top kill in casing.
X nip. RlH with tbg 9:30 AM ND X mas tree. NU Weatherford BOPs. Rig work floor

6:00 PM Rig floor, tongs, slips. PU 4-5/8" 3 blade mill. stablizer. bit sub, 14
ft. 3-1/2" collar, 4-5/8" 4 blade string mill, 2=3-1/2" drill collars, X
over sub, 2-7/8" tbg sub, XN nipple, 1 jt. 2-7/8" tbg. X nipple. TlH
with 408 jts 2-7/8" P-110 tub. 12,995 ft.

6:00 PM Shut in for night

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/12/2007 Report # : 43

AFE #: 14390D

Summary : Rig OPSCO Pressure test flow End Time Description
equipment

3:00 PM MI B&C Quick test. Pressure test OPSCO Flow eqauipment
7:00 PM Production

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/11/2007 Report #: 42

AFE #: 14390D

Summary : MI Rig flow equipment. Opsdco End Time Description

7:00 AM Casing on sales.
3:00 PM MIRU OPSCO Flow test equipment
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REGULATORY COMPLETION SUMMARY welicom

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/16/2007 Report #: 47

AFE #: 14390D

Summary : Casing on Production. Safety Meeting End Time Descriptionreview BBC safety. Top kill. POOH with
tbg and DHA. Clean BHA. 2 jts. 2 7:00 AM Flow casing to sales
collars. pluged. Lay down collars 7:30 AM Safety Meeting. .Review BBC safety Meeting. Killwell, triptbg.
change BHA. Killwell TlH. flush tbg.
TIH to 13,000 ft flush tbg. SDFN. 8:30 AM top Kill 130 bbl kcl water

11:30 AM POOH with tbg and BHA. pluged BHA clean out
1:00 PM PU 4-5/8" mill, 2-7/8" tbg sub, string mill, stabliizer,
2:00 PM Killcasing with 100 bbl. Trip in hole 100 stds.
6:00 PM flush tbg with KCL water 40 bbl. , TlH to 13,000 ft. 411 jts.
6:00 PM SIFN
6:00 PM SI.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/15/2007 Report #; 46

AFE #: 14390D

Summary : Production rig on standby. Safety End Time Description
Meeting Roosevelt.

11:59 PM Casing on sales

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/14/2007 Report #: 45

AFE #; 14390D

Summary : Safety Meeting. SICP: 1300 psi. Ream End Time Description
casing. plugged tbg. POOH 116 stds.
SDFN. 7:00 AM SICP: 1300 . Safety meeting Killwell PU swivel. Reaming casing.

7:30 AM Blow down well through OPSCO
8:00 AM Pump tbg. killwith 20 bbl
8:30 AM PU Power swivel, Rig foam unit, start foaming.
12:00 PM Ream casing from 12,995 ft to 13,025 ft. plug Mill
1:00 PM blow down tbg. rig down power swivel.
4:30 PM POOH with 116 stds. 2-7/8 tbg. came wet
4:30 PM Shut in tbg. not time to kill. put casing to sales for night. mill @ 5425

ft. 176 joints.
11:59 PM Flow casing
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REGULATORY COMPLETION SUMMARY wellcom

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/18/2007 Report #: 49

AFE #: 14390D

Summary : SICP: 2140 SITP: 1400. Safety meeting End Time Descriptiondrilling plugs and reaming hole. RIH from
13,015 to 13,192 swivel up, start 7:00 AM SICP: 2140 SITP: 1400.
foaming, drill CFP @ 13,192 plug turning 7:30 AM Safety meeting. Drilling plugs, reaming hole.
in front of mill. Top kill tbg. RD swivel.
POOH 132 stds. 75 stds left in hole. 8:00 AM Blow down well

casing on sales. 9:00 AM TlH from 13,015 to 13,192 ft. swivel up.
1:00 PM Start Foaming, DrillCFP @ 13,192 drill to 13,198 CFP turning

in front of mill. slow drilling.
2:00 PM Pump top kill of 20 bbl. RD power swivel
5:30 PM POOH 132 stds. 75 stds left in well bore.
5:30 PM turn casing to sales for night.

We!I Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/16/2007 Report #: 48

AFE #: 14390D

Summary : SI. Safety meeting, Blow down casing' End Time Description
RU swivel. foam casing, ream and drill
from 13,015 to 13,192 POOH to 13,015. 7:00 AM SICP: 1710 SITP: 600
SWIFN 7:30 AM Safety Meeting. Swivel up. Circ with foam unit. blow down casing.

10:00 AM PU power swivel. start foamimg well bore. unload casing.
4:30 PM Start drilling on casing, ream from 13,015 to 13,075 60 ft. ream

easy from 13,075 to 13,125. tight from 13,125 to 13,134. ream
from 13,134 to 13,192 ft. tag CFP @ 13,192 hard reaming.

5:00 PM Circ well bore clean. Total foot ream 177 ft.
5:30 PM Rig down power swivel. POOH to 13,015 ft
6:00 PM SWIFN
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REGULATORY COMPLETION SUMMARY wellcore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/20/2007 Report #: 51

AFE #: 14390D

Summary : Sl. Safety Meeting. Blow down tbg End Time DescriptionFoam wellbore. start milling. @ 13,190
ft. plugged Mill.Started out of hole stuck 7:00 AM SICP: 2610 SITP: 1620
Mill@ 13,161 ft. Worked mill free 7:30 AM Safety Meeting, drilling scale & tripingtbg. Blowd down well.
POOH to 9100 ft. MIRU BWWC EL. Perf
tbg @9066-9068 8 shots, .250 holes. to 9:30 AM Start foaming well bore. Millscale @ 13,190 ft. Plugged Mill.

drain fluid out of tb g. POOH RDEL. put 1:00 PM PU on tbg stuck tbg @ 13,161 ft. Dri!Ied and worked tbg up hole to
casing to sales. SDFN. 13,100 and came free.

1:30 PM Rig down power swivel
2:00 PM POOH with tbgto 9104 ft. tbg string wet.
2:00 PM MIRU BWWC . PU perf gun RIH perf tubing @9,066-9,068, 4 SPF,

.250 holes.
6:00 PM RDMO Black Warrior
6:00 PM Put casing to Production sales. Shut in tbg.
11:59 PM flow casing to sales

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/19/2007 Report #: 50

AFE #: 14390D

Summary : Flow csg. Safety meeting, Flow well End Time Description
Pump top Kill.POOH withtbg and BHA.
Milltapered from out side to inside 4-1/2" 7:00 AM FCP: 400 SITP: 500
OD to 4" OD on bottom. Flow well. PU 7:15 AM Safety Meeting. killing well, tripping.
4-9/16" four blade mill, stabilizer, TIH with 8:30 AM top killwith 140 bbl kcl watertbg. swivel up start foaming, ream 8 ft.
drill to 13,204. PU to 13.190 SDFN. 10:30 AM POOH with tbg string mill, mill. Millshown taper wear. bottom 4" mill

body 4-1/2".

11:00 AM flow back. pump top kill of 125 bbl.
3:00 PM PU 4-9/16" four blade mill. 4-1/2" near bit stabilizer, X-over, TlH with

tbg.to 13,190 ft.
4:00 PM PU power swivel, start foaming well bore.
6:00 PM Ream down from 13,190 to 13,198. ream and drill out to 13,204.

total of 14 ft. 416 jts .

6:00 PM PU EOT @ 13,190 Shut in for night.
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date 11/22/2007 Report #: 54

AFE #: 14390D

Summary : Casing on sales, Safety meeting.PU step End Time Descriptionmill. RIH with tbg. pluged mill. try to pump
through mill with no success. POOH Iay 7:00 AM Casing flowing to sales. FCP: 380
down 15 jts, land tbg. on hanger. Ready 7:30 AM Safety Meeting, PU Milland BHA. Tripping tbg.
equipment to rig down. Casing to sales. 8:00 AM Top kill casing Pumped 150 bbl PU 4-5/8" Step Mill.X-Over sub,

one jt. tbg, Xn Nipple, one jt, X nipple,
8:00 AM TIH with tbg and BHA 414 joints 13,100 ft.
1:00 PM Rig Foam Unit and power swivel start foaming plugged mill. Blow

tubing down . try to pump through mill had no success blow down
tbg.

6:30 PM Lay down power swivel.POOH lay down 15 joints. land tbg. on
hanger. total of 400 joints 2-7/8"

. X & XN nipples, X-over sub.
4-5/8" step mill.

7:00 PM rig down floor. tongs. casing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/21/2007 Report #: 53

AFE #: 14390D

Summary : Flow Casing. Safety Meeting, Top kill End Time Descriptionwell. POOH with tbg. 40 stands,top kill.
POOH 30 stds. top kill. POOH. had 15 ft 7:00 AM Flow casing to sales.
scale plug in tbg. Flow casing. Turn 7:30 AM Safety Meeting. Killingwell, POOH with tbg. plug in tbg.
casing to sales 8:00 AM Top kill casing with 20 bbi s

9:30 AM POOH 40 stands 2-7/8" tbg.
9:30 AM top killwith 25 bbls
10:00 AM POOH with 30 stds. 2-7/8 tbg.
11:00 AM Top killcasing with 150 bbls kcl water

12:00 PM Finish pulling out of hole with tbg and mill. ( Had 15 ft. of plugged
tbg. scale, formation, cement

1:00 PM flow back wellbore fluid.
11:59 PM put casing to sales for night
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS
6nlFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:

Do notuse thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER .

Peter's Point State 5-2D-13-16 De
2.NAMEOFOPERATOR: 9.APINUMBER:

BILL BARRETT CORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1099 18th Street, Suite 2300 Denver CO 80202 (303) 312-8134 Peter's Point/Exploratory

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACID1ZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAlR

CHANGE TUBlNG . PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DiŠPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: Weekly Activity
CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

WEEKLYCOMPLETIONACTIVITY REPORT FROM 11/23/2007 - 12/11/2007.
REPORT #55-67

NAME(PLEASE PRINT) TrâCey Fallang TITLE
Environmental/Regulatory Analyst

SIGNATURE DATE 12/12/2007

(This space for State use only)

RECEIVED
DEC17 2007

(5/2000) (See Instructions on Reverse Side)

DN.0FOIL,GAS&MINING



REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom HoleDisplay API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/23/2007 Report #; 56

AFE #: 14390D

Summary : Casing on sales Wait on drill out End Time Description

11:59 PM Casing on sales, Wait on WOR
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

ottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/27/2007 Report #: 59

AFE #: 14390D

Summary : Production. Wait on Drill out End Time Description

Enter the description here

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/26/2007 Report #: 58

AFE #: 14390D

Summary : Production. Wait on Drill out. End Time Description

Enter the description here

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/25/2007 Report # ; 57

AFE #: 14390D

Summary : Casing on Production. Safety Meeting End Time Description
Rig down well service unit move out.

7:00 AM Production
7:30 AM Safety Meeting
7:30 AM Rig down well service unit. Move out

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/24/2007 Report #: 55

AFE #: 14390D

Summary : Casing gas on sales End Time Description

6:00 AM Casing gas on sales
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/1/2007 Report #: 63

AFE #: 143900

Summary : Production. Wait on drill out End Time Description

11:59 PM Production

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/30/2007 Report #: 62

AFE #: 14390D

Summary : Casing on Production., wait on drill outs End Time Description

11:59 PM Production. Wait on drill out.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/29/2007 Report # : 61

AFE #: 14390D

Summary : Production wait on drill out End Time Description

11:59 PM Production. Wait on drill outs

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 11/28/2007 Report #: 60

AFE #: 14390D

Summary : Production Wait on Drill out. End Time Description

11:59 PM Production. Wait on WSU to drill out scale
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/4/2007 Report #: 67

AFE #: 14390D

Summary : Casing on Sales. wait on drill out End Time Description

11:59 PM Casing on production. wait on drill out.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/3/2007 Report #: 66

AFE #: 14390D

Summary : Casing on sales End Time Description

11:59 PM Casing on Production. Wait on drill outs

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/3/2007 Report # : 65

AFE #: 14390D

Summary : Flow stages 1-2 End Time Description

6:00 AM Flow stages 1-2 FCP:4 psi 1" ck. recovered 1 BBL in 24 hours.
CO2 24% gas rate: .001

11:59 PM Flow stages 1-2

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License

SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/2/2007 Report #: 64

AFE #: 14390D

Summary : Production. wait on drill out End Time Description

11:59 PM Casing on sales. wait on drill out

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.3 December 12, 2007 Page 1



Peter's Point 5-2D Completion Report (continued)

28. Acid, Fracture, Treatment, Cement Squeeze, etc.

Frac 3 proppant summary:
3000# 100 Mesh, 25,400# Bauxite 20/40 Mesh

Frac 2 proppant summary:
7500# 100 Mesh, 60,000# Bauxite 30/60 Mesh, 30,000# Bauxite 20/40 Mesh

Frac 1 proppant summary:
7500# 100 Mesh, 60,800# Bauxite 30/60 Mesh, 14,000# Bauxite 20/40 Mesh

34. Formation (Log) Markers (continued)

Name Top (Measured Depth)
Aberdeen 898l'
Spring Canyon 9084'
Mancos 9227'
Juana Lopez 12,622'
Ferron 12,784'
Dakota Silt 12,866'
Dakota 12,994'
Cedar Mtn 13,061'
Morrison 13,132'
Curtis 13,966'
Entrada 14,168'
Carmel 14,339'
Navajo 14,592'
Kayenta 14,680'
TD



STATE OF UTAH 00NFilENTIAL FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386
6. IF INDIAN,ALLOTTEEÒR TRlBE NAMESUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UNlT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged we11s,or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER Peter's Point State 5-2D-13-16 De
2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETTCORPORATION 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WLDCAT:
1099 18th Street, Suite 2300 Denver CO ,,80202 (303) 312-8134 Peter's Point/Exploratory

4 LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTlCE OF INTENT

(Submit in Duplicate) ALTER CASlNG FRACTURE TREAT S1DETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAlR NEW CONSTRUCTlON TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAlR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATlONOF WELL SITE OTHER: Weekly Activity
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

WEEKLYCOMPLETIONACTIVITY REPORT FROM 12/12/2007 - 12/31/2007.
REPORT #68-75

NAME(PLEASE PRINT) TTSCey Fallang TITLE Environmental/Regulatory Analyst

SlGNATURE DATE 1/7/2008

(ThisspaceforStateuseonly) RECEIVED
JAN1A2003

(5/2000) (See Instructionson Reverse Side) DIV.OFOIL,GAS&



REGULATORY COMPLETION SUMMARY weilcom

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/21/2007 Report #: 69

AFE #: 14390D

Summary : Flow casing, Safety Meeting, Finish End Time Descriptionpulling out of hole with tbg and mill.
Change out mills. TlH kill as needed. 7:00 AM Flow casing to sales.
410 jts. @ 12,995. rig swivel and foam 7:30 AM Safety Meeting. killing well, POOH, TIH.
units. put well to sales 10:30 AM Top kill. casing. POOH . Lay down 4 plugged joints tbg.and tapered

mill. Plugged with rust.
11:00 AM PU taperedmill. TIH 20 stds. Pump 15 bbl throughmill and float

valve.
3:30 PM TIH with 390 joints 2-7/8 tbg. totalof 410 jts. in well. @12,995 ft.
4:30 PM PU power swivel. and twofoam units.
5:00 PM turn well to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/20/2007 Report #: 68

AFE #: 14390D

Summary : MIRU WSU. POOH 125 stds tbg. Tbg End Time Descriptionfull of water 75 stds left in wellbore.
12:00 PM MIRU Nabors WSU and equipment.
4:30 PM Open BOPs. POOH Iay down 125 stds. 2-7/8" P-110 tbg. EOT @

ft.4750. 150 joints left in well. Tub full of water
4:30 PM SDFN.
4:30 PM
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REGULATORY COMPLETION SUMMARY wencore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/23/2007 Report # : 71

AFE #: 14390D

Summary : Safety meeting, SITP: 950 FCP: 425 End Time Descriptionpsi. Pump topkill. Pump acid. 150 gal.
flush. POOH. Unplug Mill. remove 7:30 AM Flow casing. CFP: 425 psi. SITP: 950 psi. Safety Meeting. killtbg.
string float. TlH. to 12. 925 ft. Flow tbg dump Acid. Tripping tbg.
to sales . SD until26th 9:00 AM Pump 15 bbi down tbg. Dump 150 gal. 7-1/2% HCL acid. flush with

50 bbl kcl water
12:00 PM POOH 152 stands. 2-7/8" tbg.
12:30 PM Pump 150 top kill
1:30 PM Finish pulling ouit of hole. with tbgand Mill.
3:30 PM Clean out Mill. PU tapperedmill. X-Over sub. TlH with 80 stds

2-7/8"; EUE P110..
3:30 PM Pump killof 15 bbl. KC:L water
5:30 PM Trip in hole 124 stands totalof 408 jts. 12,925 ft.
5:30 PM Flow tbg to sales. Shut down WSU back on 26 th.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/22/2007 Report # : 70

AFE #: 14390D

Summary : Safety Meeting. Rig foam unit start End Time Descriptionfoaming tbg. pressure up on tbg. MIRU
BWWC perf tbg. Rig foam unit pressure 7:00 AM SIT. Flow casing.
up. STIFN 7:30 AM Safety Meeting. Foaming well. clean out.

9:00 AM FCP: 380, Start foaming tbg, Pressure up on tbgto 2600 psi.
10:00 AM rig down foam unit, blow down tbg.
2:30 PM Wait on Wire Line unit
4:30 PM MIRU Black Warrior. PU tbg puncher gun RIH tag @ 12,980 ft. tbg

float @ 12,986. PU perforate tbg at 12,978. POOH with EL. RD
BWWC.

5:30 PM Rig foam unit, start foaming. pressure up to 1600 psi.
5:30 PM SDFN (Reperf tbg tryto break circ.)
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REGULATORY COMPLETION SUMMARY wencom

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/28/2007 Report #: 73

AFE #: 14390D

Summary : SI. Safety Meeting, TIH tag . rig power End Time Descriptionswivel. start foaming. drill from 13.165 to
13,203 made 38 ft. POOH 135 stds. 7:00 AM SICP: 1075. SITP: 800.
Millat 4400 ft. 135 stds. SDFN 7:30 AM Safety Meeting, Cleaning out well.

8:30 AM Blow down well
9:00 AM TlH from 13,020 to 13,120 ft. rig swivel.
1:00 PM Tag @ 13,165 drill and ream out to 13,203 ft. Circ and foam well

clean.
2:30 PM Rig down power swivel. POOH with tbg.and mill 50 stds.
3:00 PM Pump 15 bbi kcl water down tbg.
5:30 PM POOH 85 stds. 135 stands left in well bore. Millat 4400 ft.
5:30 PM SWIFN

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/27/2007 Report # : 72

AFE #: 14390D

Summary : SICP: 1200. FTP: 380. Safety meeting' End Time DescriptionTop kill tbg. Rig swivel, clean out from
13,085 to 13,200. circ clean. POOH to 7:00 AM Flow tbg.
float valve at 13.020. SDFN 7:30 AM Safety meeting. blow down casing, top kill, rig swivel, clean out.

8:00 AM blow down casing 1200 psi. top kill tbg
9:00 AM TIH circ in from 12,905 to 13,085
4:00 PM Drillfrom 13,185 to 13,200 very hard drilling and slow rotating 35

RPM.
5:00 PM circ wel;I clean. rig down power swivel. POOH to float valve @

13.020. 411 jts.
5:00 PM SWIFN

Report by Decision Dynamics Technology Ltd. Wellcore Version 4 3.3 January 7, 2008 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/30/2007 Report #: 75

AFE #: 14390D

Summary : FCP: 480 Safety Meeting. TIH, ream End Time Descriptionfrom 13,116 to 13,205 ft. POOH to
12,990 ft. casing to sales. 7:00 AM Flow casing

7:00 AM SITP: 1000 FCP: 480 psi.
7:30 AM Safety Meeting blow well, cleaning out,
9:00 AM TIH tag @ 13,116 ft.
4:00 PM Start foaming ream from 13,116 to 13,203 ft.
4:30 PM circ well bore clean with foam air.
5:00 PM POOH from 13,203 to 12,990 ft. 410 jts, in hole.
5:00 PM SDFN

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 12/29/2007 Report #: 74

AFE #: 14390D

Summary : Safety meet. Finish POOH. lay down End Time Descriptiontapered mill. PU. Metal M. flat bottom
mill. TIH, rig swivel. SDFN. 7:00 AM Yesterday report SWIFN. AM Report FCP: 420 ..SITP: 700

7:30 AM Safety meeting. Killwell, POOH, TIH with new mill.
8:00 AM Top killpump 140 bbl.
11:30 AM Finish pulling out of hole with tapered mill.
12:00 PM flow back. pump 140 bbl top kill.
1:00 PM PU 4-5/8" 4 bladed flat bottom metal muncher mill.with 3/4" inside

water cors. 1-1/8" out side water cors.
2:30 PM top killtbg.with15 bbl.
4:00 PM Finish tripingin hole with tbgand mill. 13,055 ft. 412 jts.
4:30 PM Rig power swivel
5:00 PM SDFN
5:00 PM
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STATE OF UTAH
CONFllENTIAL

FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS 6. I/FINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use thisform for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL / OTHER Peter's Point State #5-2D Deep

2. NAMEOF OPERATOR: 9. API NUMBER:

Bill Barrett Corporation 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 Denver STATE CO ZIP 80202 (303) 312-8134 Peters Point/Exploratory

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Subsurface

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION COmmingle

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is BillBarrett Corporation's intention to commingle production from the Cedar Mountain, Dakota, Entrada, and Navajo
formations.

The primary producing interval for this well is the Navajo formation (production log ran on the Peter's Point 8-2D notes 90-95%
Navajo production). The Cedar Mountain, Entrada, and Dakota do not produce in sufficient quantities individually to allow them
to be economically produced without the Navajo being commingled. For this reason, commingling all of the formations
eliminates waste via allowing economic recovery of the resources in the Cedar Mountain, Entrada and Dakota.

In addition, original reservoir pressure in the Navajo was 6,050 psi or approximately 0.42 psilft gradient. The Cedar Mountain,
Entrada, and Dakota are marginally shallower and thereforevery similarreservoir pressure. Gas analysis for the Navajo
indicates a dry gas of 0.59 gravity with 4-5% inerts.

A letter and affidavit of notice is being submitted under separate cover. Ifyou have any questions or need anythingfurther,
please contact me at 303-312-8134. FilMIN

NAME(PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE DATE 1/16/2008

(ThisspaceforStateuseonly) APP o av TH TATE RECElVEDOF
OIL, , JAN18 2008

DATE
(5/2000) ee Instructions on Reverse Side> DIV.OFOIL,GAS&MINlNG



AFFIDAVIT

Affiant on oath swears that the following statements are true:

My Name is Douglas W. G. Gundry-White. I am a Senior Landman with Bill
Barrett Corporation (BBC). BBC has submitted Sundry Notices to commingle
production from the Cedar Mountain, Dakota, Entrada and Navajo Formations in
the Peters Point State 5-2D Deep well, which is located in the SWSW of Section
2, Township 13 South, Range 16 East. In compliance with the Utah OGM
regulation R649-3-22, I have provided a copy of the Sundry Notices, by certified
mail, to the owners as listed below of all contiguous oil and gas leases or drilling
units overlying the pool.

State of Utah, acting by and throughthe School and Institutional
Trust Lands Administration
675 East 500 South, Suite 500
Salt Lake City, UT 84102

Bureau of Land Management
P. O. Box 45155
Salt Lake City, Utah 84145-0155

Date: / Affiant

Doug W. G.



Bill Barrett Corporation

January 16, 2008

Bureau of Land Management
P. O. Box 45155
Salt Lake City, Utah 84145-0155

RE: Sundry Notices
Peters Point State 5-2D-13-16
Peters Point State 8-2D-13-16
Section 2, Township 13 South, Range 16 East
Carbon Co., UT

Gentlemen:

Bill Barrett Corporation has submitted Sundry Notices to commingle production from the
Cedar Mountain, Dakota, Entrada and Navajo Formations in the Peters Point 5-2D well
and from the Dakota, Entrada and Navajo Formations in the Peters Point 8-2D well. As
required by the Utah OGM regulations R649-3-22, BBC has enclosed copies of the
completed Sundry Notices.

Should you require additional information in this regard, please feel free to contact me at
303-312-8129.

TT CORPORATION

Doug Gundry-White
Senior Landman

Enclosures

1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F



Bill Barrett Corporation

January 16, 2008

State of Utah, acting by and throughthe School and Institutional
Trust Lands Administration
675 East 500 South, Suite 500
Salt Lake City, UT 84102

RE: Sundry Notices
Peters Point State 5-2D-13-16
Peters Point State 8-20-13-16
Section 2, Townshiò 13 South, Range 16 East
Carbon Co., UT

Gentlemen:

Bill Barrett Corporation has submitted Sundry Notices to commingle production from the
Cedar Mountain, Dakota, Entrada and Navajo Formations in the Peters Point 5-2D well
and from the Dakota, Entrada and Navajo Formations in the Peters Point 8-2D well. As
required by the Utah OGM regulations R649-3-22, BBC has enclosed copies of the
completed Sundry Notices.

Should you require additional information in this regard, please feel free to contact me at
303-312-8129.

ATION

Doug Gundry-White
Senior Landman

Enclosures

1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F
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BBC
CONFIDENTIAL

O STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a TYPE OF WELL: LLL GWAESLL DRY OTHER 7. UNI/Tor CA AGREEMENT NAME

b TYPE OF WORK: 8. WELL NAMEand NUMBER:
W HORZ EP-

TRY
EFSFŸR.

OTHER Peter's Point State 5-2D-13-16 D
2. NAMEOF OPERATOR: 9. API NUMBER:

Bill Barrett Corporation 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1099 18th St., Suite 2300ciTY Denver STATE CO zie 80202 (303) 312-8134 Peter's Point/Exploratory
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 794' FSL, 2395' FEL NWSE 2 13S 16E
AT TOP PRODUCING INTERVALREPORTED BELOW: SWSW, 693' FSL, 882' FWL, Sec. 2

12. COUNTY 13. STATE
AT TOTAL DEPTH: SWSW, 635' FSL, 828' FWL, Sec. 2 Carbon UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

2/10/2007 5/20/2007 8/8/2007 ABANDONED READYTO PRODUCE 2 6800' GL
18. TOTAL DEPTH: MD 14,830 19. PLUG BACKT.D.: MD 14,771 20. IF MULTIPLECOMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

PLUG SET:
TVD 14.548 TVD 14,489 TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)Triple Combo - HRI/SD/DSN, CBL/GRICL, mud log
WAS DST RUN? NO YES (Submit report)

D1RECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SfZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGEDCEMHENTER CNEMEONF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNTPULLED

20" 16 H40 65# 0 62 Grout 120 25 Surface
12 1/4" 9 5/8 P110 40# 0 3,035 HLC 762 251 Surface

AG300 261 53
8 3/4, 7 7/8 5 1/2 P110 20# 0 14,818 TypeG 100 20 1700'

Hi-Fill 855 492
50/50 550 144

25. TUBING RECORD

SlZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2 7/8" 12,994
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cedar Mountain 13,116 13,128 13,116 13,128 0.43 36 open squeezed

(B) Entrada 14,295 14,334 14,295 14,334 0.43 36 09•¤ Squeezed

(c) Navajo 14,621 14,672 14,621 14,672 0.43 48 open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

13,116' - 13,128' Stg 3: 65% CO2 foam frac: 89 tons CO2; 777 bbls total fluid; 28,400#- See Proppant Summary
14,295' - 14,334' Stg 2: 65% CO2 foam frac: 230 tons CO2; 1233 bbls total fluid; 97,500#- See Proppant Summary
14,621'- 14,672' Stg 1: 65% CO2 foam frac: 202 tons CO2; 1198 bbls total fluid; 82,300#- See Proppant Summary

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

O ELECTRICAUMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Producing
O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER: -- «- p

(5/2000) (CONTINUEDON BACK) ÛÛÛ

DE OFOiL,GAS&



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

6/21/2007 7/3/2007 24 RATES: -+ 0 9,198 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

36/64 0 5,190 RATES: -> 0 9,198 0 Open
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: -+

CHOKE SIZE: BG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: -*

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushion used, time toolopen, flowing and shut-in pressures and recoveries.

Formation o o m Descriptions, Contents, etc. Name (Measu
edp

Depth)

Wasatch 2.810
Middle Wasatch 3,717
North Horn 4,687
Dark Canyon 6,233
Price River 6,434
Bluecastle 7,518
Neslen 7,840
Castlegate 8,234
Blackhawk 8,437
Kenilworth 8,755

36. ADDITIONALREMARKS (include plugg ng procedure)

Copies of logs already submitted. A composite frac plugs exists at 14,405'.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME (PLEASE PRINT) Tracey Fallang TITLE Environmental/Regulatory Analyst

SIGNATURE DATE 1/23/2008

This report must be submitte w thin30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperaturesurvey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML48386

SUNDRY NOTICES AND REPORTS ON WELLS
6 F NDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to N/Adrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform forsuch proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER Peter's Point State #5-2 eep

2. NAME OF OPERATOR: 9. AP1NUMBER:

Bill Barrett Corporation 4300731056
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1099 18th Street, Suite 2300 ciTY

Denver
sTATE CO »,80202 (303) 312-8134 Peters Point/Exploratory

4. LOCATION OF WELL

FOOTAGESATSURFACE: 794' FNL, 2395' FEL COUNTY: Carbon

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWSE 2 13S 16E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOT1CEOF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Report of Workoverl
3/5/2009

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Parted Casing

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry serves as a subsequent report to provide details on a workover on this well. A summary of operations to present,
workover reports and the current wellbore diagram are attached for review. This well is currently producing.

NAGMNE(PLEEASEPRINT TDITE Regidat0oryAnalyst

(This space for State use only)

RECEIVED
MAR23 2009

(5/2000) (See instructions on Reverse Side)
DIV.0FOIL,GAS&



Peter's Point 5-2D-13-16 On PtPt 2-2 Pad
ACTUAL WELLBORE DIAGRAM BIIIBarrett Corporation

OEPTN Wil.LBt RE PROPOSEDPERFORATIONSANDMl6CINFORMAllON

sa-c........,: so WELL: Peter's Point 5-2D-13-16

NWNE 2 138 16E
SFL

FNL 794 FEL 2,395 GL 6800 KB682P
LOCATION:

SENW 2 138 17E
BHL

FNL 641 FWL 683

CBLTOC (5-22-07): 1,700
FORMATION: Wingate, Navajo, Entrada

API 8: 43-007-31056

9 625" 40 IIWRP-110 Set @3035
mu-W Hols: 3.035 IEEE Milla!!! TIIILI Jah Communia

Field: Peter's Point (West Tavaputs Field)

land 762 ex HLC 12 70 ppg 1 85 flSisk 1% CaCI O125#fetPoly-E-

Tubing Delall as of 3/SIDS Length Top Tail 261 ex AG300 15 80 ppg 1 15 fl30ak 2% CaCI O lak Poly-E- Full returns ihroughout CLASSIFICATION: Exploration Well

KB Elevation 2B 00 Good retums good liR pressure

7 Camron TubingHanger 0 7& 28 Ott
CURRENTSTATUS: Completed

6 409 jls P-110 EUE 13,016 28 28 70' Pag: PtPt 2-2 Spud: 03005U1 Rig: Patterson # 491

5 X"Nipple 0.89 13.04298 TD: 05f2007Updmied: 07JOBiDB

4 Li410 3161F 13,04387 WI: 10000% RR: 05f23HT PETD: 14,771'

3 XN'Ninnie t.39 13,07656 NRI: tetBales: 06/21eD7 TD: 14830

2 JL e 41 I 31 65 13,07696 AFE: 14390D Completed: 1/51-8 DHC: 56 606 379

1 TubingCollar 044 13,108.60
TUBULARDATA

ENDOFTUBING 13,10904

Surface 9518 400ppf P-110 0 3,035' 790Dpsi 3480pm

Prokcm. 5 1/2 20 0 ppf P-110 0 14 818 ##MMM 11 100 psi

Tubing 2 3iB" 4 7 ppf N 80 0 ##MBR 11,700 pel

Pronosed Frac Cain: Bauxna

stg a Top Perr Bot Perf N Holes inj Nate WHIP 100 M 3ef60 20145 Get Wtr. Fuish 3¾ 00- IsiÞ

14.6 I 4 (IT? 16 9 by n 6 55 p. T SODit. CD80E IË La la It 34 55 gul 9 342 gal 23 T 76 5 T g ggg g gggggy

S-nmaryof0pstopresent. 2 1425 essa 36 RPrr 7irar sonia r ocia Scolair teigni r,77 9-' 2307 Os&T sin• an.opprN410 4778 4653 14818 00222bpf 329bbis

21fA007Frac'acompleie 3 ( 13.18 2125 es 20ccri istu 3,0001: it so:ii 4x]gal Filaill 897 2am" 4.7pprissa 1995 1901 0 00039bpf Obbis

712Œ2007 Begn ddll out of fmc plugs 2 3m• s la•Anmdus o o0167 apr obars

71282007 TWietoff bli &bit sub
&112007 Recoverflah sig.s Aug Rain MaxRata kg Prese nioxPress ISIP FracGmd
W3/2007AIIempt1odrlioulCFP'scannotgel4&8"milipast13,175·

i sbom 12nsi 86SSib 9793pei 76269ei Otons
DEVIATIONSURVEY

&Ffd007 1 75" OD producIion logging toolalli not go past 13,122 2 11 bpm 15 pm 123 Ib 7 899 gal 7 625 gal r v.

W23f2007 Tag up wih 3-7i6" OD bil @ 13,130' s 8 bpm 10 pai 7 157 Ib 7,625 gal MR f!Bil! MIDIRI IN Hii EMI R ILE
11I1&2007 - 1112112007Ream in 13,204' wilk4-5/8" mil(liltelywhenwedrilled outofcasing) 368 1 31 dag 229 deg 386 4) & -0 7 1 1 1 01 dog

114/2008 Run schiumbergermulli-callper 100-Indicates osalgnparl @ 13,120 (thisVULdepth likely correlates le 13,138'lubing depth) 917 8 00 dog 243 deg 915 -20 8 -37 6 469 1 32deg

2/24/2009 Cleaned out to 13,190.5' ullh 4-3/4" mill 1,473 9 13 dog 259 dog 1 463 -71 8 -116 3 136 5 0 46 deg

3/1/2009 Run Wood Group production log and magnetloinepecion log 2 045 9 SB deg 241 dag 2,027 -118 4 -199 3 231 7 0 43 dag

Produolion log indicated flow above 13,147 and no low below thatpoint 2 619 8 13 dog 242 dag 2,595 -16D 2 -274 0 317 3 0 36 dag

Magnelio inspection log indicated no caelng below 13,138' s les 11 19 deg 242 deg 3.161 -208 2 -357 4 413 5 1 06 dag

302/2000 Determination made thatcasing part caused iniial millto exit caelng 3.768 11 25 deg 242 deg 3,722 -2635 -460 3 530 4 058deg

3/5/2009 Land production Biring, BBC'e Intent is to flowwellfor Ilfewithoulre-entering 4,050 11 63 deg 243 deg 4,000 -289 & -510 & 586 9 0 21 dog

4,338 11 50 deg 240 deg 4,283 -3150 -551 2 643 6 0 53 dog

KillPlug @13,075 4,625 12 13 deg 240 deg 4,563 -344 3 -613 7 703 7 0 43 dog

Casing parted @ 13,138', likelycaused initial millto sidetrack 4,908 12 50deg 242 deg 4,840 -371 8 -654 2 761 2 1 38 dog

5,193 1194deg 241deg 5,119 -3995 -7169 8207 040deg

Frac Stg 3 Dakota 13,116 - 13,128 Frac Sig. 3 3 38" 3 SPF, 120* phasing, 0.43" Entry hole with- 11" penetration 5,479 11 69 deg 244 deg 5,399 -426 6 -769 1 519 5 0 30 dog

Alli. Mig Am MIE Elig Screened out frac with 61 er in wellbore 5,761 11 50 dog 242 deg 5,681 -454 7 -821 7 939 1 0 66 dog

Bill Bilm Ellig Ellig Miß 9[g|| OggxBEDIE 6 051 11 94 deg 241 deg 5,959 -480 9 -513 3 996 9 0 80 deg

7 70 10 00 7 157 7 626 N/A N/A CO2 Phmaar Frac mih Bauxile CFP @13,172' s e22 13 31 dog 242 deg 6,518 -540 0 -973 1 1,112 9 1 59 dog

6 909 11 69 deg 244 dag 6,798 -E6B 6 -1,027 4 1,174 2 0 55 dog

Accidental sidstrack from 13,138' to 13,204', no production (IIquid or gas) comingfrom OH section 7 194 12 19 dog 245 dag 7,07T -5937 -1,079 6 1,232 1 0 61 dog

7770 1181deg 243deg 7,641 -6485 -11859 13516 027deg

8 05W 11 50 deg 246 deg 7,924 6742 -1,23B T 1 410 2 0 43 deg

8 343 12 13 dag 244 dag 8 202 497 6 -1 289 6 1 466 1 0 80 dag

8915 1331deg 240deg 8760 7597 -1,4004 15928 OS4deg

Fram Sig 2 Entrada 14,298 - 14,299 Frac Sig.2 3 305" 3 SPF, 12|P phasing, 0.43" Entry hole wllh- 11" penaballon 9.2017 11 63 deg 241 dog 9038 7898 -1 453 S 1 6S4 Y 0 54 deg

& Mas & Mas Elan 14,307 - 14,305 e des 9 86 dog 241 deg 9,318 8129 -1 497 3 1,703 6 1 17 deg

EBill S.III ElliE EIEEE 1912 Sleil Collunards 14.328 - 14.334' 9770 11 31 dog 242 deg 9,599 437 W -1 544 f 1 756 T 0 36 dog

11 10 14 70 7.123 7 899 6 509 0 89 002 Phaser Frac with Bauxite 10 057 10 50 dag 239 deg 9,880 466 0 -1,5937 1 813 2 1 64 deg

10 343 10 13 dag 242 deg 10,161 -891 & -1,637 & 1,864 7 0 41 dag

CFP@14,405' 10628 963deg 240deg 10,441 -9188 -1,6796 1,9144 115deg

10 913 10 19 deg 257 deg 10,727 -942 8 -1,722 6 1,963 6 0 81 dag

Frac Sti 1 Navajo 14,621 - 14,625 Frac Stg. 1 3 3m" 3 BPF, 121P phasing.0.43" Entry hole WRh - 11" penetration 11 19T 9 81 dag 232 deg 11,002 -970 3 -1,768 5 2 012 8 1 38 dog

AVS. MIN Ala. Blia Elag 14,635 -14,637 screenedout wiIh 23 ex In wellbore, were able to get to stage#2 11,47W 9 50 dag 234 dag 11.279 -1.001 3 -1,801 0 2 000 6 1 10deg

BilE 881E EEEEE EIREE 101E Sli¡¡ C_o!!imenle 14,662 - 14,672' 11,761 10 06 dog 243 dag 11 557 1 0252 1 840 & 2 107 1 0 35 dag

9 40 12 40 8 855 9 793 7 825 0 44 CO2 Phasar Frau with Bauxite 12,13B 8 69 deg 237 deg 11 927 -1,054 1 -1 895 7 2 169 Œ 0 85 deg

12,421 8 44 dag 224 dag 12,20F -1,079 8 -1,927 T 2 209 6 0 90 dog

12 670 8 05 dog 227 dog 12,456 -1,105 2 -1 952 8 2 243 9 0 47 dog

5.5"20 lbRt P-110 Set @ 14818 12.953 7 69 dog 231 deg 12 736 -1,129 9 -1,983 2 2,282 4 0 33 dog
PETO 147FI Iggg M '(i]Il &¡|¡gggg Job CommenIs 13,201 7 81 dag 235 deg 12 982 -1,151 6 -2,009 5 2,315 9 1 32 dog

B-il2" Production Casina: 14,818 Lead 100 ex G" 15 80 ppg 1 15 fl31sk 3% Halad-344, 4%CFR-3, 5% Tagomtfor CBL 13 33IV 6 86 dog 235 dag 13 118 -1,162 i -2,023 8 2,333 6 1 38 dog

TD: 5/20/07 14.830 FW: 11 1 pp Fill 855 - Hi-Fli 11 SD ppg 3 23 fiSisk 1 2% HR 7. S% Io 0 1 Isl FIIIer Omt 13.602 3 87 dog 229 deg 13 38Œ -1.176 4 -2.044 Œ 2.358 2 1 21 dog

R IT: Teil 550 sx 50f60 14 3D ppg 1 47 fiSisk 20% SSA 1, 3% Halad 344, 3% Full retunre 13 68 1 . Be aeg ?]1 amp 13 130 -1 178 9 2,046 2 2 361 3 i B3 du



'REGULATORY COMPLETIONSUMMARY v
WFLt CORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date ; 2/10/2009 Report #; 82

AFE #: 14390D

Summary : Blow well down. ND prod. tree, NU End Time DescriptionWeatherford 10K BOP, Rig work floor
up.POOH with 2 7/8" tbg. {408 jts ). 7:00 AM Well on production
SWIFN. SDFD- 7:30 AM Safety Meeting-ND-NU, Tripping tbg.

8:30 AM Blow well down.
11:00 AM ND prod. tree. NU Weatherford 10K BOP
12:00 PM Rig up wprk floor.
6:00 PM POQH with 408 jts, 2 7/8" tbg.
6:30 PM Turn csg to sales.SDFD.
11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/9/2009 Report #: 81

AFE #: 14390D

Summary : Test Opsco lines. Low 250 psi. High 3500 End Time DescriptionPSI. Move in and Rig up Monument Well
Service Rig # 14. 7:00 AM Well on Production

3:00 PM Test Opsco lines, Move in Monument Well Ser. Rig # 14 in.
6:00 PM Rig up, Spot Rig Equip. in. SDFD.
11:59 PM Well on production

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/7/2009 Report #: 80

AFE #: 14390D

Summary : Rig Opsco Equip. up End Time Description
7:00 AM Well on Production
5:00 PM Rig up Opsco lines.
11:59 PM Well on Production
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'REGULATORY COMPLETIONSUMMARY «
ELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date ; 2/12/2009 Report #: 84

AFE #: 14390D

Summary : RIH up N2 unit. Unload hole. RIH to End.Time Description12,785'. (404 Jts in hole). Rig swivel up,
Unload hole with N2. Ream from 12,785' 7:00 AM CSG flowing to sales.
down to 12,948'. Blow well clean. Pull mill 7:30 AM Safety Meeting- Circ. N2, clean out.
up to 12,915'. SDFD. CSG Flowing to 10:00 AM Unload hole with N2.sales. ( Tight reaming from 12,940' to
12,948') 11:00 AM RIH to 12,785'. (404 jts )

11:30 AM Rig up 3.5 Nabors power swivel.
3:00 PM Unload hole with N2
7:00 PM Ream down from 12,785' to 12,948'. Tight reaming form 12,940' to

12,948'. Blow well clean. Pull millup to 12,915'. STl. CSG to sales.
SDFD.

11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-20-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/11/2009 Report #: 83

AFE #: 14390D

Summary : FCP 210. Pick up 4 step mill. (1 9/16 ",3 End Time Description7/8", 4 7/16", 4 5/8"), X-over, 1jt, X-nipple.
RIH to 8000'.Rig up Fat Dog- N2 unit. 7:00 AM FCP 210
Start foaming, Pressure got to 1750 PSI, 7:30 AM Safety Meeting- RIH, N2
Shut down for repairs. Start foaming 8:00 AM PU 4 step mill (1 9/16", 3 7/8", 4 7/16", 4 5/8",) X-over, 1 jt 2 7/8" tbg,Pressured up to 2150 psi. Blow tbg down.
POOH with tbg to float. Take pump X-nipple with pump through plug.
through out. RIH with tbgto 8000'. SIT. 11:30 AM RIH with tbg to 8000'.
Turncsg to sales. SDFD 12:00 PM RU N2 unit.

1:00 PM Start foaming pressure @ 1750 psi, SD
1:30 PM Repair N2 unit
2:00 PM Start foaming pressured up to 2150 psi, SD, blow tbg down,
4:00 PM POOH with tbg to string float.
6:00 PM Remove plug. RIH to 8000'.
6:30 PM SIT, Turn csg to sales. SDFD
11:59 PM CSG to sales.
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'REGULATORY COMPLETIONSUMMARY v
WEu CORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/14/2009 Report #: 86

AFE #: 14390D

Summary : FCP 220. POOH Iaying down 2 7/8" End Time DescriptionP-110 TBG. Total of 413 jts. Move P110
off racks. Move PH6 Hy-DrillTBG on 7:00 AM FCP 220
racks. Prepair tbg to be RIH. Turn CSG to 7:30 AM Safety Meeting- Laying down tbg.
sales. SDFD

1:30 PM Lay down all P-110 TBG. Total of 412 jts.
4:30 PM Move P-110 TBG off racks, Move PH6 Hy-Drillonto racks. Perpair

tbg to be picked up. Turn CSG to sales. SDFD
11:59 PM CSG flowing to sales.

Weil Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/13/2009 Report #: 85

AFE #: 14390D

Summary : FCP 240. Blow well with N2. RIH to End Time Description12,948', Ream down to 13,079'. Pick up
to 13,07T to make connection tbgstuck. 7:00 AM FCP 240
Work tbg, pick up tbg sub work down got 7:30 AM Safety Meeting- Reaming, LD TBG.
free. Rig swivel down. Start laying tbg 9:00 AM Blow well with N2.down, 175 jts. SI. SDFD.

11:30 AM Ream down from 13 948' to 13,079, got stuck @ 13,077'.
2:30 PM Work tbgfree.
3:00 PM Rig swivel down.
6:00 PM POOH laying down 175 jts 2 7/8" P110 tbg. Shut tbg in. CSG flowing

to sales. SDFD.
11:59 PM CSG flowing to sales.
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'REGULATORY COMPLETIONSUMMARY v
WEtt CORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/17/2009 Report #: 88

AFE #: 14390D

Summary : FCP 205. Check Brakes. OK. Finsh RIH End Time Descriptionpicking up 2 7/8" PH6 TBG,to 13,024'
(414 jts). Rig up swivel& 2-N2 units. RIH 7:00 AM FCP 205
to 13,055'. Start Circ. N2, unload hole- 7:30 AM Safety Meeting- Picking up TBG.
Ream down to 13,086'. Blow well clean.
Flow well clean of N2. SIT, Turn CSG to 8:00 AM Check brakes. OK.
sales. SDFD. 1:30 PM Finish RIH picking up PH6 tbgto 13,024'. 414 jts.

2:00 PM Rig up swivel & 2-N2 units.
2:30 PM R1Hto 13,055'.
4:00 PM Start N2 down hole. Unload hole.
4:30 PM Ream down to 13,086'.
5:30 PM Circ. hole clean. Pull mill up to 13,055'.
6:30 PM Flow well clean of N2. SIT. Turn CSG to sales. SDFD.
11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/15/2009 Report #: 87

AFE #: 14390D

Summary : CSGP 210. Pick up 4 5/8" concave End Time Descriptionstabilized mill. X-over, 3 1/2" short collar.
4 9/16"-4 blade stabilizer, 3 3/4" jars, 7:00 AM FCP 210
X-over, 1 jt 2 7/8" PH6 Hy-Drilltbg, 7:30 AM Safety Meeting- PU Stiff BHA
R-Nipple(2.125). RlH picking up 206 jts. 2
7/8" PH6 Hy-Drill7.8# TBG. Mill@ 6531'. 8:30 AM PU 4 5/8" mill,short collar, stabilizer, jars, X-over, 1 jt 2.125
Seal out of brake ram. Shut down for R-nipple.

repairs. STI, CSG to sales, Rig working in 2:00 PM RIH picking up 206 2 7/8" PH6 Hy-DrillTBG. Mill@6531'. Hyd. seal
AM. SDFD. out of brake ram. STI. CSG to sales. SDFD.

11:59 PM Down for Rig repairs. CSG flowing to sales.
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'REGULATORY COMPLETiON SUMMARY v
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/19/2009 Report #: 90

AFE #: 14390D

Summary : SICP 505, S1TP 200. Pump 15 bbis down End Time Descriptiontbg. Finish POOH with tbg& BHA. Mill
under sized 1/16" (4 9/16"),Rounded out 7:00 AM Well shut self in. SICP 505, SITP 200
side on bottom,Grove on bottom out side 7:30 AM Safety Meeting- Tripping TBG.
edge to inside (wear) 5/8". New mill not in
gauge. Turn CSG to sales. SDFD. 8:00 AM Pump 15 bbls down tbg.

2:00 PM POOH with tbg.
2:30 PM LD BHA. Mill4 9/16" OD.( Under 1/16"). New mill would not gauge.
3:00 PM Turn CSG to sales. SDFD. Wait on Mill
11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/17/2009 Report #: 89

AFE #: 14390D

Summary : FCP 305. SITP 900. RIH from 13,055' to End Time Description13,086'. Make connect. Start N2 down
hole, blow well around. Ream down to 7:00 AM FCP 310
13,135'. Ream high torque to 13,13T- 7:30 AM Safety Meeting- Reaming, Clean out.
Ream down to 13,148'. Ream up & down
from 13,148' to 13,118', ( 416 jts in 9:00 AM RIH from 13,055' to 13,086'. SITP 900, Killtbg,make connect. Start
hole+35' BHA). free up torque. KillTBG. N2 down hole, circ. well.
Rig down swivel. Start POOH. 20 jts. 4:30 PM Ream from 13,086' to 13,118', Make connect. Ream down to 13,135'
EOT @ 12,520'. (396 JTS). SIT. CSG Ream tight to 13,13T. Ream down to 13,148'. Work mill from
flowing to sales. SDFD, 13,148' to 13,118', Free up torque.

5:00 PM Killtbg, rig swivel down.
6:30 PM Strat POOH with tbg. Pull 20 jts, EOT @ 12,520'. SIT. CSG flowing

tosales. SDFD.
11:59 PM CSG flowing to sales.
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'
REGULATORY COMPLETION SUMMARY r

WELLOORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/21/2009 Report #: 92

AFE #: 14390D

Summary : FCP 180. Start N2 down tbg, blow well End Time Descriptionaround. RIH from 13,104' to 13,140' tag.
Start drilling, lost 2' hole. Drill@ 13,138'. 7:00 AM FCP 180
Drillfree. Ream in hole to 13,166'. Work 7:30 AM Safety Meeting- Reaming.
tbg from 13,166' to 13,038' High torque.
Free tbgup. Pull mill up to 13,104'. Blow 9:00 AM Circ. & Blow well with N2.
well clean. Flow well clean of N2. STI. 5:00 PM RIH tag @13,140', Ream @ 140', lost 2' hole. ill@ 13,138', Fell
Turn CSG to sales. SDFD. free, Ream in hole to 13, 166'. High torque. Work tbg from 13,166' to

13,138'. Free up torque.
6:00 PM Pull mill up to 13,104', Flow well clean of N2.
6:30 PM STI. Turn CSG to sales. SDFD.
11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/20/2009 Report #: 91

AFE #: 14390D

Summary : FCP 180. Pick up 4 5/8" con-cave
End Time Descriptionstabilized mill, X-over, 4 9/16" stibilixer,

x-over, 1-4 1/16" spiral collar, x-over, oil 7:00 AM FCP 180
jar, x-over. Killwell with 30 bbis 2%. RIH 7:30 AM PU BHA, RlH with tbg.
with tbg to 13, 104', Rig up swivel & 2-N2
units. Strat N2 down tbg unload hole. 8:30 AM PU 4 5/8" mill,x-over,stabilizer, x-over,4 1/16" collar, x-over
Ream in hole to 13,137'. Blow well clean.

jars,x-over.

Pull mill up to 13,104'. Flow well clean of 8:45 AM Killwell with 30 bbls 2% kcl.
N2. STI. Turn CSG to sales. SDFD. 2:30 PM RIH with 416 jts 2 7/8" PH6 Hy-Dril tbg.

3:00 PM Rig up swivel & 2- N2 units.
5:00 PM Start N2 down tbg,Blow well around.
6:15 PM Ream down from 13,104' to 13,137'. Blow well clean. Pull mill up to

13,004'.
7:00 PM Flow well clean of N2, STI. CSG to sales. SDFD.
11:59 PM CSG flowing to sales.
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'REGULATORY COMPLETIONSUMMARY v
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/23/2009 Report #: 94

AFE #: 14390D

Summary : FCP 180. Killtbg with 10 bbis. Finish End Time DescriptionPOOH killing tbg & well. Lay down BHA.
Pick up 4 5/8" - 4 blade drag mill, X-over, 7:00 AM FCP 180.
4 5/8" string mill,X-over, 1-4 1/8" collar, 7:30 AM Safety Meeting- Pulling tubing.
X-over, oil jar, X-over. ijt, r-nipple. RIH
with tbg to 11,480', (362 its).SIT. Turn 11:30 AM Killtbg,Finish POOH with tbg, Killingtbg &well.
csg to sales. SDFD. 1:00 PM Lay down BHA, PU 4 5/8" blade mill, x-over, string mill, x-over, 4 1/

8" collar, x-over, oil jars, x-over, 1 jt, r-nipple.
6:30 PM RIH with 2 7/8" PH6 Hy-dril tbg to 11,480' ( 362 jts).
7:00 PM STI. Turn CSG to sales. SDFD.
11:59 PM CSG f\owing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/22/2009 Report #: 93

AFE #: 14390D

Summary : SICP 300. Start N2 down tbg, blow well End Time Descriptionaround. RIH from 13,004' to 13,035'.
Ream to 13,140'. Circ. in hole to 7:00 AM SICP 300.
13,166'.Clean out to 13,186',TAG hard 7:30 AM Safety Meeting- Reaming, Tripping TBG.Drillto 13,188.5'(2.5'). Circ. clean. swivel
out to 13,104' (40K over pull). Killtbg 9:00 AM Start N2 down tbg, blow well around.
with †5 bbis. Start POOH, Pull 76 STDS. 12:00 PM RIH from 13,104' to 13,135', ream to 13,137', Ream in hole to
264 jts in hole, EOT @8375', SIT, Turn 13,166' clean out to 13,186', Tag up hard.
CSG to sales. SDFD- 2:30 PM Drillfrom 13,186' to 13,188.5' (2.5')

3:00 PM Killtbg with 15 bbis, Rig swivel down.
6:00 PM Pull up to 13,135' {40K over pull). Start POOH with tbg. Pull 76 stds.

EOT 8375.
6:30 PM SIT. Turn csg to sales. SDFD.
11:59 PM CSG flowing to sales.
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'REGULATORY COMPLETION SUMMARY v
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date ; 2/25/2009 Report #: 96

AFE #; 14390D

Summary : FCP 210. SITP 950. RIH from 13,104' to End Time Description13,160', tag. Rig N2 units up to CSG,
Start N2 down CSG, Return out TBG. 7:00 AM FCP 210, SITP 950
Blow well around. Ream down to 13,166'· 7:30 AM Safety Meeting- Reverse Circ, Ream.
Killtbg, make connection. Start N2 8:00 AM RiH from 13,104'to 13,160', Tag.pressured up csg to 1850 psi. Pull mill up
to 13,104'. Rig up to tbg, pressured up to 11:00 AM Rig N2 up to csg, Start reverse circ. Blow wellaround.
2500 psi. Blow tbg down, Rig swivel 12:00 PM Clean out to 13,166'.
down. Start pulling tbg out of hole. Pulled
153 stds. EOT @3489'. SIT, Turn csg to 1:00 PM M e connection, CSG pressured up to 1850 psi. Pull mill up to
sales. SDFD.

2:00 PM Rig up to tbg pressured up to 2500 psi. Blow tbg down. Rig swivel
down.

6:30 PM Start pulling out of hole. Pull 306 jts. EOT @3489'.
7:00 PM Shut tbg in, CSG to sales. SDFD.
11:59 PM CSG flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/24/2009 Report #: 95

AFE #: 14390D

Summary : FCP 180, SITP 1100. Killtbg with 15 End Time Descriptionbbis. RIH from 11,480' to 13,104'. Rig
swivel up. Start N2 down tbg. Blow well 7:00 AM FCP 180, SITP 1100.
around. RIH tbg @ 13,13T Ream down 7:30 AM Safety Meeting-Tripping, Reaming.to 13,144', Lost 500#torque. Ream down 7:45 AM Killtbgwith15 bbisto 13,188.5'. Drillto 13,190.5'. (2'). Pick
mill up to 13,104'. Blow well clean of N2. 8:45 AM RlH from 11,480' to 13,104'.
STI. Turn csg to sales- 10:30 AM Rig swivel up. Start N2 down tbg.

1:00 PM RIH tbg @ 13,137' ream to 13,144', lost 500# torque.
5:30 PM Ream down to 13,188.5'. Drillto 13,190.5' (2')
6:00 PM Pull mill up to 13,104'. STl
7:00 PM Blow csg clean of N2, Turn CSG to sales. SDFD.
11:59 PM CSG flowing to sales.
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REGULATORY COMPLETIONSUMMARY v
V LLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/27/2009 Report #: 98

AFE #: 14390D

Summary : Change out Drill line. FCP 200. SITP 900. End Time DescriptionKilltbg. RIH to 13,116' (418 jts). Rig up
swivel & N2 units. Start N2 down csg. 7:00 AM FCP 200, SITP 900.
circ. well. Circ. down to 13,164', clean out 7:30 AM Safety Meeting- Change out drill line, RIH.
to 13,178'. Surface lines plugging off with
formation rock,(1/2" to 1" in OD). Clean 9:00 AM Change out drill \\ne.
lines, Circ., clean lines. Pull EOT up to 11:00 AM Finish RIH to 13,116' (418 jts).
13,116'. Shut well in. SDFD 11:30 AM Rig up swivel & N2 units.

1:30 PM Start N2 down csg. Circ. well clean.
7:00 PM Circ. tbg down to 13,164'. Clean out to 13,178'. Plugging off @

surface with formation, (rocks 1/2" to 1" in OD). clean lines circ,
clean lines.Pull EOT up to 13,116' Shut well in. SDFD

11:59 PM SI

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/26/2009 Report #: 97

AFE #: 14390D

Summary : SICP 310, SITP 0. Finish POOH with tbg End Time Description& BHA. Jars, x-over, collar, x-over, string
mill, x-over plugged with formation, little 7:00 AM SICP 310, SITP 0.
cement, very little metal. Pick up mull 7:30 AM Safety Meeting- Tripping tbg, Reverse circ.
shoe 2 7/8" collar, X-over, RIH with 2 7/8" . .

Hy-dril tbg to 8627', (136 stds). Drill line 9:30 AM Finish POOH. BHA plugged with formation.
has bad spot in it. STI. Turn csg to sales. 10:00 AM Lay down plugged BHA, Pick up Mule shoe 2 7/8" collar, x-over.
SDFD 2:00 PM RIH with 2 7/8" Hy-Driltbg to 862T, (136 stds). Drill line has bad

spot in it. SD for repairs. STI. csg to sales. SDFD.
11:59 PM CSG flowing to sales.
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REGULATORYCOMPLETIONSUMMARY «
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/1/2009 Report #: 100

AFE #: 14390D

Summary : SICP 1550, SITP 0. Finish RIH with End Time DescriptionWood Group slick line to 13,155'. ( EOT
13,146'). Record DATA. Pull slick line up 7:00 AM SICP 1550, SITP 0
to 13,000', Pull TBG up to 13,084', Run 7:30 AM Safety Meeting- Slick line work.
slick line in to 13,095', Record DATA, Pull
slick line up to 13,000', RIH withTBG to 11:30 AM RIH with WG prod. tool to 13,155' ( EOT 13,146') record Data. PU
13,146'. POOH with production tool. Pick TBG to 13,084'. Prod, tool@ 13,095'. Record data. Run tbgto
up Wood Group CSG calipertool, RIH to 13,146'. POOH, slick line.
13,000, Pull EOT up to 13,084', calibrate 12:00 PM LD prod. tool PU csg caliper tool.
tool, RIH with tbgto 13,146', Run caliper 3:30 PM RIH with csg caliper tool to 13,000', Pull EOT up to 13,084', calibratetool in to 13,164', log up into tbg. POOH tool, RIH with tbg to 13,146', Run caliper tool to 13,164', log up into
with tools. Lay down slick line tools. Ri9 tbg. POOH with tools. Lay tools down.
Wood Group slick line and release. Rig 4:00 PM Rig Wood Group slick line down.Release WLup power swivel. Shut well in. SDFD.

4:30 PM Rig up swivel. Shut well in. SDFD.
11:59 PM SI

Well Name : Peter's Point#5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 2/28/2009 Report #: 99

AFE #: 14390D

Summary : SICP 1500, SITP 1100. RIH tag @ End Time Description13,150'. Start N2 down csg. Blow well
around. Clean out from 13,150' to 7:00 AM SICP 1500, SITP 1150.
13,178', circ. well clean. Pull EOT up to 7:30 AM Safety Meeting-Clean out fill-slick line work.13,146'. Rigup Wood Group slick line up.
Pick up 1.84" gauge ring, RlH 13,135' to 12:30 PM R1Htag @13,150',blowwell around. Clean out to 13,178'. Circ. well
POOH, LD gauge ring, PU bailer RIH to clean. Pull EOT up to 13,146'.
13,164' slick line footage. POOH, LD 5:45 PM Rig Wood Group slick line up, PU 1.84" gauge ring, RIH to 13,135'.
bailer. PU production tool, RIH to 7500'. Tag POOH. Change out tools. RIH with bailer to 13,164' slick line
Shut well in. SDFD. footage. POOH, LD bailer. PU Prod. toolRIH to 7500'.

6:00 PM Shut well in. SDFD.
11:59 PM SI
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REGULATORY COMPLETION SUMMARY v
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/4/2009 Report #; 103

AFE #: 14390D

Summary : SICP 1500, SITP 500. Blow well down End Time DescriptionRig swivel down. POOH Laying down 418
jts 2 7/8" PH6 Hy-Driltbg.Move PH6 off 7:00 AM SiCP 1500, SITP 500.
racks. Move P-110 onto racks. SDFD 7:30 AM Safety Meeting- Laying down TBG.
Csg flowing to sales

5:30 PM LD swivel, POOH laying down 418 jts 2 7/8" PH 6 Hy-Dril.
7:30 PM Rack swivel out. Change out tbg on racks.
8:00 PM Turn CSG to sales. SDFD.
11:59 PM CSG flowing to sales.

Weil Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/3/2009 Report #: 102

AFE #: 14390D

Summary : Shut in End Time Description
11:59 PM Shut In.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/2/2009 Report #: 101

AFE #: 14390D

Summary : Review = Wood Group 24 arm CSG End Time Descriptioncaliper-magnetic thickness logs.
11:59 PM Review=Wood Group, Magnetic thickness& 24 arm csg caliper logs.
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REGULATORY COMPLETIONSUMMARY «
WELLCORE

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/9/2009 Report #; 106

AFE #: 14390D

Summary : Well on Production End Time Description

11:59 PM Well on Production.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/6/2009 Report #: 105

AFE #: 14390D

Summary : SICP 1500, SITP 0. Start N2 down csg End Time DescriptionBlow well around. Flow well clean of N2.
Rig down. Turn well to sales. Move Rig to 7:00 AM SICP 1500, SITP 0.
Pr. Pr. 11-16-12-15 7:30 AM Safety Meeting- Blowing on well, Rig down.

11:30 AM Start N2 down CSG,Blow well around.
3:00 PM Blow well clean of N2. Rig down. Turn well to sales. Move rig to Pr

Pr 11-16-12-15.
11:59 PM Well flowing to sales.

Well Name : Peter's Point #5-2D-13-16 Deep Phase/Area West Tavaputs

Bottom Hole Display API #/License
SWSE-2-13S-16-W26M 43-007-31056

Ops Date : 3/5/2009 Report #: 104

AFE #: 14390D

Summary : FCP 220. Pick up mule shoe collar, ijt, End Time DescriptionXN-nipple, 1jt, X-nipple, RIH picking up 2
7/8" P-110 tbg. to 13,109.49' KB. ( Total 7:00 AM FCP 220
of 413 jts ). Rig work floor down. ND 7 7:30 AM Safety Meeting-Picking up 2 7/8" tbg.
1/16" 10K BOP. NU Production Tree. Rig
Fat Dog N2 up to CSG, Blow well around. 4:00 PM PU mule shoe collar,1jt,XN-nipple,1jt, X-nipple, RIH picking up 411
Well would not stay flowing. Shut well in. jts 2 7/8" P-110 tbg. (totalof 413jts, 13,109.49' KB). Land on TBG
SDFD. Hanger.

5:00 PM Rig work floor down. ND 10K BOP. NU Production Tree.
6:45 PM RU Fat Dog to CSG Blow well with N2, would not stay flowing.
7:00 PM Shut well in. SDFD.
11:59 PM SI
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API Well No: 43007310560000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML48386 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PETERS POINT ST 5-2D-13-16 DEEP 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007310560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETERS POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0794 FNL 2395 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 02 Township: 13.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

3/8/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to request approval to recomplete this well in
the Mancos formation. BBC proposed to perf and frac eight stages in the

Mancos. Additional details for the recompletion and the wellbore diagram for
this well are attached. Please contact Dominic Spencer at 303-312-8164.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 2/22/2011

02/24/2011

iPI Well No: 43007310560000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LE4ASEDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Viell PETERS POINTST 5-2D-13-16 DEEP

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007310560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETERS POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0794 FNL 2395 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSE Section: 02 Township: 13.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/8/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to request approval to recomplete this well in
the Mancos formation. BBC proposed to perf and frac eight stages in the Approved by the

Mancos. Additional details for the recompletion and the wellbore diagram for Utah Division of
this well are attached. Please contact Dominic Spencer at 303-312-8164. Oil, Gas and Mining

Date: 02/24/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43007310560000

Original completion zone will require a minimum of 100' of cement to permanently plug
back as required by R649-3-24-3.2. This does not necessarily have to be done at this
time but will need to be done prior to plugging the well. It is recommended that this

should be done prior to further plugging back and recompleting or immediately if
original completion zones have no future potential. 

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

TI BAS Pr N1NTMG

Sundry Conditions of Approval Well Number 43007310560000

Original completion zone will require a minimum of 100' of cement to permanently plug
back as required by R649-3-24-3.2. This does not necessarily have to be done at this
time but will need to be done prior to plugging the well. It is recommended that this

should be done prior to further plugging back and recompleting or immediately if
original completion zones have no future



 
Peter’s Point 5-2D-13-16 Deep 

794’ FNL, 2,395’ FEL Section 2–T13S–R16E 

Carbon County, Utah 

API # 43-007-31056 

 

Peter’s Point 5-2D Deep Mancos Recomplete_02-17-11.doc          1 2/22/2011 
 

 

February 18, 2011 

 

 

AFE # 14390R 

 

 
OBJECTIVE 

 

Pull existing tubing, set CIBP above existing perforations, and prepare wellbore for a Mancos 

recomplete.  Perforate and frac Mancos per the procedure below.  Flow test and evaluate Mancos 

production, Run tubing and return well to production. 

 
MATERIAL NEEDS: 

 

 Fresh Water: 1,928,053 gallons 

 Sand:  1,015,000 pounds (30/50 Power Prop) to be supplied by Halliburton 

 
CURRENT WELL STATUS 

  

Currently the well is shut in with 115 psi on the casing and 0 psi on the tubing. 

  
COMPLETION PROCEDURE 

 

 

1. Safety is the highest priority.  Hold wellsite safety meetings each morning and prior to each 

significant operation.  Review critical parameters and objectives as well as emergency action 

plans. 

2. Hold and document pre-activity meeting, determine location of necessary equipment and 

rig up of same, be sure all necessary contractors are present and agree as to the layout of 

location.   

3. Spot necessary tanks and flowback equipment to perform the work outlined below and 

accommodate the materials listed above. 

4. Pressure test flowback iron. 

5. MIRU workover rig to pull tubing. 

6. Blow well down through flowback iron, perform top kill on well. 

7. ND production tree and NU rig BOP’s and 2-7/8” tubing handling equipment. 

Bill Barrett Corporation

Peter's Point 5-2D-13-16 Deep
794' FNL, 2,395' FEL Section 2-T13S-Rl6E

Carbon County, Utah
API # 43-007-31056

February 18, 2011

AFE # 14390R

OBJECTIVE

Pull existing tubing, set CIBP above existing perforations, and prepare wellbore for a Mancos
recomplete. Perforate and frac Mancos per the procedure below. Flow test and evaluate Mancos
production, Run tubing and return well to production.

MATERIAL NEEDS:

Fresh Water: 1,928,053 gallons
Sand: 1,015,000 pounds (30/50 Power Prop) to be supplied by Halliburton

CURRENT WELL STATUS

Currently the well is shut in with 115 psi on the casing and 0 psi on the tubing.

COMPLETION PROCEDURE

1. Safety is the highest priority. Hold wellsite safety meetings each morning and prior to each
significant operation. Review critical parameters and objectives as well as emergency action
plans.

2. Hold and document pre-activity meeting, determine location of necessary equipment and
rig up of same, be sure all necessary contractors are present and agree as to the layout of
location.

3. Spot necessary tanks and flowback equipment to perform the work outlined below and
accommodate the materials listed above.

4. Pressure test flowback iron.

5. MIRU workover rig to pull tubing.

6. Blow well down through flowback iron, perform top kill on well.

7. ND production tree and NU rig BOP's and 2-7/8" tubing handling equipment.

Peter's Point 5-2D Dee a Mancos Recomalete 02-17-11.doc 1 2/22/20111



 

Peter’s Point 5-2D-13-16 Deep 

Mancos  

 

Peter’s Point 5-2D Deep Recompletion Procedure                    2 2/22/2011 

 

8. POOH with tubing, laying tubing down, as follows: 

a. Tubing Hanger (0.65’) 

b. 411 Joints of 2-7/8” 6.5#, P-110 tubing (13,016.28’) 

c. X-Nipple (0.89’) 

d. 1 Joint 2-7/8” 6.5#, P-110 tubing (31.69’) 

e. XN-Nipple (1.39’) 

f. 1 Joint 2-7/8” 6.5#, P-110 tubing (31.65’) 

g. Landing Collar (0.44’) 

9. RDMO workover rig and associated equipment. 

10. MIRU wireline unit and lubricator. 

11. PU & RIH with 4.701” gauge ring to +/- 13,000’.  POOH with same. 

12. PU & RIH with CIBP made to set in 5-1/2”, 20.0# P-110 casing. 

13. Set CIBP @ +/- 13,000’, POOH with setting tool. 

14. PU and RIH with second CIBP made to set in 5-1/2” 20.0# P-110 casing 

15. Pressure casing up to 3,000 psi to 5,000 psi to pressure between plugs. 

16. Set CIBP # 2 @ +/- 12,950’. 

17. NU and test rental frac head (7-1/16” 10K) 

18. Pressure test casing and CIBP to 10,000 psi, hold for 15 minutes, monitor and record 

bleed off. 

19. Perforate Stage 1 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 12,800 – 12,802’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 12,794 – 12,796’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 12,734 – 12,736’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 12,679 – 12,681’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 12,619 – 12,621’ (3 SPF, 120° Phasing, total of 6 holes) 

Peter's Point 5-2D-13-16 Deep
Bill Barrett Corporation Mancos

8. POOH with tubing, laying tubing down, as follows:

a. Tubing Hanger (0.65')

b. 411 Joints of2-7/8" 6.5#, P-110 tubing (13,016.28')

c. X-Nipple (0.89')

d. 1 Joint 2-7/8" 6.5#, P-110 tubing (31.69')

e. XN-Nipple (1.39')

f. 1 Joint 2-7/8" 6.5#, P-110 tubing (31.65')

g. Landing Collar (0.44')

9. RDMO workover rig and associated equipment.

10. MIRU wireline unit and lubricator.

11. PU & RIH with 4.701" gauge ring to +/- 13,000'. POOH with same.

12. PU & RIH with CIBP made to set in 5-1/2", 20.0# P-110 casing.

13. Set CIBP @+/- 13,000', POOH with setting tool.

14. PU and RIH with second CIBP made to set in 5-1/2" 20.0# P-110 casing

15. Pressure casing up to 3,000 psi to 5,000 psi to pressure between plugs.

16. Set CIBP # 2 @+/- 12,950'.

17. NU and test rental frac head (7-1/16" 10K)

18. Pressure test casing and CIBP to 10,000 psi, hold for 15 minutes, monitor and record
bleed off.

19. Perforate Stage 1 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 12,800 - 12,802' (3 SPF, 120° Phasing, total of 6 holes)

b. 12,794 - 12,796' (3 SPF, 120° Phasing, total of 6 holes)

c. 12,734 - 12,736' (3 SPF, 120° Phasing, total of 6 holes)

d. 12,679 - 12,681' (3 SPF, 120° Phasing, total of 6 holes)

e. 12,619 - 12,621' (3 SPF, 120° Phasing, total of 6 holes)

Peter's Point 5-2D Deep Recompletion Procedure 2



 

Peter’s Point 5-2D-13-16 Deep 

Mancos  

 

Peter’s Point 5-2D Deep Recompletion Procedure                    3 2/22/2011 

 

f. 12,589 – 12,591’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 12,506 – 12,508’ (3 SPF, 120° Phasing, total of 6 holes) 

h. 12,424 – 12,426’ (3 SPF, 120° Phasing, total of 6 holes) 

20. Stroke in Stinger WH isolation tool, seat cups in 5-1/2” casing, isolating frac tree. 

21. MIRU & spot Halliburton Frac equipment. 

22. Pressure test all lines to 10,000 psi. 

23. Fracture stimulate Mancos interval # 1 per the attached Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

24. PU & RIH with CBP and perforating guns. 

25. Set CBP @ +/- 12,400’. 

26. Perforate Stage 2 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 12,358 – 12,360’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 12,297 – 12,299’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 12,222 – 12,224’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 12,163 – 12,265’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 12,093 – 12,095’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 12,064 – 12,066’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 11,999 – 12,001’ (3 SPF, 120° Phasing, total of 6 holes) 

27. Stroke in Stinger WH isolation tool, seat cups in 5-1/2” casing, isolating frac tree. 

28. Pressure test all lines to 10,000 psi. 

29. Fracture stimulate Mancos interval # 2 per the attached Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

Peter's Point 5-2D-13-16 Deep
Bill Barrett Corporation Mancos

f. 12,589 - 12,591' (3 SPF, 120° Phasing, total of 6 holes)

g. 12,506 - 12,508' (3 SPF, 120° Phasing, total of 6 holes)

h. 12,424 - 12,426' (3 SPF, 120° Phasing, total of 6 holes)

20. Stroke in Stinger WH isolation tool, seat cups in 5-1/2" casing, isolating frac tree.

21. MIRU & spot Halliburton Frac equipment.

22. Pressure test all lines to 10,000 psi.

23. Fracture stimulate Mancos interval # 1 per the attached Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

24. PU & RIH with CBP and perforating guns.

25. Set CBP @+/- 12,400'.

26. Perforate Stage 2 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 12,358 - 12,360' (3 SPF, 120° Phasing, total of 6 holes)

b. 12,297 - 12,299' (3 SPF, 120° Phasing, total of 6 holes)

c. 12,222 - 12,224' (3 SPF, 120° Phasing, total of 6 holes)

d. 12,163 - 12,265' (3 SPF, 120° Phasing, total of 6 holes)

e. 12,093 - 12,095' (3 SPF, 120° Phasing, total of 6 holes)

f. 12,064 - 12,066' (3 SPF, 120° Phasing, total of 6 holes)

g. 11,999 - 12,001' (3 SPF, 120° Phasing, total of 6 holes)

27. Stroke in Stinger WH isolation tool, seat cups in 5-1/2" casing, isolating frac tree.

28. Pressure test all lines to 10,000 psi.

29. Fracture stimulate Mancos interval # 2 per the attached Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

Peter's Point 5-2D Deep Recompletion Procedure 3



 

Peter’s Point 5-2D-13-16 Deep 

Mancos  

 

Peter’s Point 5-2D Deep Recompletion Procedure                    4 2/22/2011 

 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

30. PU & RIH with CBP and perforating guns. 

31. Set CBP @ +/- 11,950’. 

32. Perforate Stage 3 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 11,892 – 11,894’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 11,831 – 11,833’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 11,798 – 11,800’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 11,742 – 11,744’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 11,703 – 11,705’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 11,655 – 11,657’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 11,580 – 11,582’ (3 SPF, 120° Phasing, total of 6 holes) 

h. 11,523 – 11,525’ (3 SPF, 120° Phasing, total of 6 holes) 

33. Fracture stimulate Mancos interval # 3 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

34. PU & RIH with CBP and perforating guns. 

35. Set CBP @ +/- 11,460’. 

36. Perforate Stage 4 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 11,416 – 11,418’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 11,379 – 11,381’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 11,293 – 11,295’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 11,244 – 11,246’ (3 SPF, 120° Phasing, total of 6 holes) 

Peter's Point 5-2D-13-16 Deep
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b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

30. PU & RIH with CBP and perforating guns.

31. Set CBP @+/- 11,950'.

32. Perforate Stage 3 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 11,892 - 11,894' (3 SPF, 120° Phasing, total of 6 holes)

b. 11,831 - 11,833' (3 SPF, 120° Phasing, total of 6 holes)

c. 11,798 - 11,800' (3 SPF, 120° Phasing, total of 6 holes)

d. 11,742 - 11,744' (3 SPF, 120° Phasing, total of 6 holes)

e. 11,703 - 11,705' (3 SPF, 120° Phasing, total of 6 holes)

f. 11,655 - 11,657' (3 SPF, 120° Phasing, total of 6 holes)

g. 11,580 - 11,582' (3 SPF, 120° Phasing, total of 6 holes)

h. 11,523 - 11,525' (3 SPF, 120° Phasing, total of 6 holes)

33. Fracture stimulate Mancos interval # 3 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

34. PU & RIH with CBP and perforating guns.

35. Set CBP @+/- 11,460'.

36. Perforate Stage 4 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 11,416 - 11,418' (3 SPF, 120° Phasing, total of 6 holes)

b. 11,379 - 11,381' (3 SPF, 120° Phasing, total of 6 holes)

c. 11,293 - 11,295' (3 SPF, 120° Phasing, total of 6 holes)

d. 11,244 - 11,246' (3 SPF, 120° Phasing, total of 6 holes)
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e. 11,185 – 11,187’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 11,164 – 11,166’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 11,058 – 11,060’ (3 SPF, 120° Phasing, total of 6 holes) 

37. Fracture stimulate Mancos interval # 4 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

38. PU & RIH with CBP and perforating guns. 

39. Set CBP @ +/- 11,020’. 

40. Perforate Stage 5 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 10,977 – 10,979’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 10,936 – 10,938’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 10,887 – 10,889’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 10,774 – 10,776’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 10,694 – 10,696’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 10,644 – 10,646’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 10,596 – 10,598’ (3 SPF, 120° Phasing, total of 6 holes) 

41. Fracture stimulate Mancos interval # 5 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

42. PU & RIH with CBP and perforating guns. 

43. Set CBP @ +/- 10,500’. 

44. Perforate Stage 6 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

Peter's Point 5-2D-13-16 Deep
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e. 11,185 - 11,187' (3 SPF, 120° Phasing, total of 6 holes)

f. 11,164 - 11,166' (3 SPF, 120° Phasing, total of 6 holes)

g. 11,058 - 11,060' (3 SPF, 120° Phasing, total of 6 holes)

37. Fracture stimulate Mancos interval # 4 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

38. PU & RIH with CBP and perforating guns.

39. Set CBP @+/- 11,020'.

40. Perforate Stage 5 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 10,977 - 10,979' (3 SPF, 120° Phasing, total of 6 holes)

b. 10,936 - 10,938' (3 SPF, 120° Phasing, total of 6 holes)

c. 10,887 - 10,889' (3 SPF, 120° Phasing, total of 6 holes)

d. 10,774 - 10,776' (3 SPF, 120° Phasing, total of 6 holes)

e. 10,694 - 10,696' (3 SPF, 120° Phasing, total of 6 holes)

f. 10,644 - 10,646' (3 SPF, 120° Phasing, total of 6 holes)

g. 10,596 - 10,598' (3 SPF, 120° Phasing, total of 6 holes)

41. Fracture stimulate Mancos interval # 5 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

42. PU & RIH with CBP and perforating guns.

43. Set CBP @+/- 10,500'.

44. Perforate Stage 6 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.
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a. 10,456 – 10,458’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 10,420 – 10,422’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 10,332 – 10,334’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 10,238 – 10,240’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 10,165 – 10,167’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 10,149 – 10,151’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 10,105 – 10,107’ (3 SPF, 120° Phasing, total of 6 holes) 

h. 10,073 – 10,075’ (3 SPF, 120° Phasing, total of 6 holes) 

45. Fracture stimulate Mancos interval # 6 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

46. PU & RIH with CBP and perforating guns. 

47. Set CBP @ +/- 10,045’. 

48. Perforate Stage 7 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 10,009 – 10,011’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 9,907 – 9,909’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 9,851 – 9,853’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 9,764 – 9,766’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 9,700 – 9,702’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 9,663 – 9,665’ (3 SPF, 120° Phasing, total of 6 holes) 

49. Fracture stimulate Mancos interval # 7 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

Peter's Point 5-2D-13-16 Deep
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a. 10,456 - 10,458' (3 SPF, 120° Phasing, total of 6 holes)

b. 10,420 - 10,422' (3 SPF, 120° Phasing, total of 6 holes)

c. 10,332 - 10,334' (3 SPF, 120° Phasing, total of 6 holes)

d. 10,238 - 10,240' (3 SPF, 120° Phasing, total of 6 holes)

e. 10,165 - 10,167' (3 SPF, 120° Phasing, total of 6 holes)

f. 10,149 - 10,151' (3 SPF, 120° Phasing, total of 6 holes)

g. 10,105 - 10,107' (3 SPF, 120° Phasing, total of 6 holes)

h. 10,073 - 10,075' (3 SPF, 120° Phasing, total of 6 holes)

45. Fracture stimulate Mancos interval # 6 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

46. PU & RIH with CBP and perforating guns.

47. Set CBP @+/- 10,045'.

48. Perforate Stage 7 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 10,009 - 10,011' (3 SPF, 120° Phasing, total of 6 holes)

b. 9,907 - 9,909' (3 SPF, 120° Phasing, total of 6 holes)

c. 9,851 - 9,853' (3 SPF, 120° Phasing, total of 6 holes)

d. 9,764 - 9,766' (3 SPF, 120° Phasing, total of 6 holes)

e. 9,700 - 9,702' (3 SPF, 120° Phasing, total of 6 holes)

f. 9,663 - 9,665' (3 SPF, 120° Phasing, total of 6 holes)

49. Fracture stimulate Mancos interval # 7 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.
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b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

50. PU & RIH with CBP and perforating guns. 

51. Set CBP @ +/- 9,600’. 

52. Perforate Stage 8 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35” entry 

hole diameter. 

a. 9,508 – 9,510’ (3 SPF, 120° Phasing, total of 6 holes) 

b. 9,438 – 9,440’ (3 SPF, 120° Phasing, total of 6 holes) 

c. 9,383 – 9,385’ (3 SPF, 120° Phasing, total of 6 holes) 

d. 9,361 – 9,363’ (3 SPF, 120° Phasing, total of 6 holes) 

e. 9,313 – 9,315’ (3 SPF, 120° Phasing, total of 6 holes) 

f. 9,240 – 9,242’ (3 SPF, 120° Phasing, total of 6 holes) 

g. 9,180 – 9,182’ (3 SPF, 120° Phasing, total of 6 holes) 

h. 9,150 – 9,152’ (3 SPF, 120° Phasing, total of 6 holes) 

53. Fracture stimulate Mancos interval # 8 per Halliburton recommendation. 

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in 

pressures. 

b. Trace the frac with chemical and radioactive tracers per Protechnic’s attached 

recommendation. 

54. RD Halliburton frac equipment, clear location of all unnecessary personnel and 

equipment. 

55. Have 2” Coil Tubing unit prepared to drill out CBP’s immediately following rig down of 

Halliburton equipment. 

56. MIRU 2” coil tubing unit to drill out composite frac plugs.   

57. RU and test injector head and coil tubing lubricator.   

58. PU & RIH with 4-1/2” bit on mud motor and BHA as follows: 

a. 4.500” Bit or Mill 

b. 2-7/8” Mud Motor 

Peter's Point 5-2D-13-16 Deep
Bill Barrett Corporation Mancos

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

50. PU & RIH with CBP and perforating guns.

51. Set CBP @+/- 9,600'.

52. Perforate Stage 8 of Mancos as follows: Utilize Titan 23.0 gram charges with 0.35" entry
hole diameter.

a. 9,508 - 9,510' (3 SPF, 120° Phasing, total of 6 holes)

b. 9,438 - 9,440' (3 SPF, 120° Phasing, total of 6 holes)

c. 9,383 - 9,385' (3 SPF, 120° Phasing, total of 6 holes)

d. 9,361 - 9,363' (3 SPF, 120° Phasing, total of 6 holes)

e. 9,313 - 9,315' (3 SPF, 120° Phasing, total of 6 holes)

f. 9,240 - 9,242' (3 SPF, 120° Phasing, total of 6 holes)

g. 9,180 - 9,182' (3 SPF, 120° Phasing, total of 6 holes)

h. 9,150 - 9,152' (3 SPF, 120° Phasing, total of 6 holes)

53. Fracture stimulate Mancos interval # 8 per Halliburton recommendation.

a. Monitor and record ISIP, 5 minute, 10 minute, 15, minute, and 30 minute shut in
pressures.

b. Trace the frac with chemical and radioactive tracers per Protechnic's attached
recommendation.

54. RD Halliburton frac equipment, clear location of all unnecessary personnel and
equipment.

55. Have 2" Coil Tubing unit prepared to drill out CBP's immediately following rig down of
Halliburton equipment.

56. MIRU 2" coil tubing unit to drill out composite frac plugs.

57. RU and test injector head and coil tubing lubricator.

58. PU & RIH with 4-1/2" bit on mud motor and BHA as follows:

a. 4.500" Bit or Mill

b. 2-7/8" Mud Motor
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c. Dual Acting Jars 

d. Stabilizer 

e. 2-7/8” Motor Head (5/8” circulation ball, ¾” ball disconnect) 

59. RIH and tag CFP # 1 @ 9,600’, drill out CFP per manufacturer’s specifications. 

60. Continue in hole and drill out subsequent CFP’s per manufacturer’s specifications at the 

following depths: 

a. 10,045’, 10,500’, 11,020’, 11,460’, 11,950’, & 12,400’ 

61. Circulate and blow well down as appropriate with nitrogen to minimize fluid losses to the 

formation while drilling out plugs, RIH and tag CIBP @ 12,950’, do not drill out CIBP. 

62. Circulate well clean and POOH with coil tubing, RD coil tubing and injector head. 

63. Open well to flowback, choke well accordingly to minimize sand flowback and create 

back pressure for alleviating sand embedment and pressure dependant permeability. 

a. Once flowback has commenced a flowback choke schedule will be provided to 

properly control flow from the well. 

64. Flow test well through production equipment.  Implement the following schedule for 

obtaining flowback fluid samples for chemical tracing purposes: 

a. Frequency of sampling: total of 47 samples over 30 days 

i. One sample every 4 hours for first 24 hours 

ii. One sample every 8 hours for the next 24 hours 

iii. One sample every 12 hours for the next 10 days 

iv. One sample every 24 hours for the next 18 days (production will take over 

sampling once flowback crews are released) 

65. Allow well adequate flow test time to stabilize rates and volumes. 

66. MIRU WLU and lubricator. 

67. Pressure test lubricator to 5,000 psi and release. 

68. PU and RIH with Pro-Technics radio-active tracer log. 

69. Log with spectral GR tool across all perforations, POOH and LD GR tools. 

Peter's Point 5-2D-13-16 Deep
Bill Barrett Corporation Mancos

c. Dual Acting Jars

d. Stabilizer

e. 2-7/8" Motor Head (5/8" circulation ball, ¾" ball disconnect)

59. RIH and tag CFP # 1 @9,600', drill out CFP per manufacturer's specifications.

60. Continue in hole and drill out subsequent CFP's per manufacturer's specifications at the
following depths:

a. 10,045', 10,500', 11,020', 11,460', 11,950', & 12,400'

61. Circulate and blow well down as appropriate with nitrogen to minimize fluid losses to the
formation while drilling out plugs, RIH and tag CIBP @12,950', do not drill out CIBP.

62. Circulate well clean and POOH with coil tubing, RD coil tubing and injector head.

63. Open well to flowback, choke well accordingly to minimize sand flowback and create
back pressure for alleviating sand embedment and pressure dependant permeability.

a. Once flowback has commenced a flowback choke schedule will be provided to
properly control flow from the well.

64. Flow test well through production equipment. Implement the following schedule for
obtaining flowback fluid samples for chemical tracing purposes:

a. Frequency of sampling: total of 47 samples over 30 days

i. One sample every 4 hours for first 24 hours

ii. One sample every 8 hours for the next 24 hours

iii. One sample every 12 hours for the next 10 days

iv. One sample every 24 hours for the next 18 days (production will take over
sampling once flowback crews are released)

65. Allow well adequate flow test time to stabilize rates and volumes.

66. MIRU WLU and lubricator.

67. Pressure test lubricator to 5,000 psi and release.

68. PU and RIH with Pro-Technics radio-active tracer log.

69. Log with spectral GR tool across all perforations, POOH and LD GR tools.
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70. PU, & RIH with Pro-Technics production log.  Log from top perf to PBTD down, then 

make additional pass back to surface. 

71. Continue flow testing well through production test equipment until a decision is made to 

run tubing. 

a. Tubing landing depth will be determined based upon well performance and 

review of the production log data. 

72. Return well to production. 

 

 

 

CASING AND TUBING DATA 

 

 

STRING SIZE WEIGHT GRADE THREAD DEPTH 

Surface 9-5/8” 40.0# N-80 LTC 3,035’ 

Production 5-1/2” 20.0# P-110 LTC 14,818’ 

Tubing 2-7/8” 6.50# P-110 EUE, 8rd 13,083’ 

 

 

 

PRESSURE AND DIMENSIONAL DATA 
 

 

SIZE WEIGHT GRADE BURST COLLAPSE DRIFT 

9-5/8” 40.0# N-80 5,750 psi 3,090 psi 8.750” 

5-1/2” 20.0# P-110 12,630 psi 11,100 psi 4.653” 

 

 

 

 

CAPACITY DATA  
 

 

SIZE WEIGHT CAPACITY (GAL/FT.) CAPACITY (BBL/FT.) 

5-1/2” 20.0# 0.9314 0.02218 
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70. PU, & RIH with Pro-Technics production log. Log from top perf to PBTD down, then
make additional pass back to surface.

71. Continue flow testing well through production test equipment until a decision is made to
run tubing.

a. Tubing landing depth will be determined based upon well performance and
review of the production log data.

72. Return well to production.

CASING AND TUBING DATA

STRING SIZE WEIGHT GRADE THREAD DEPTH

Surface 9-5/8" 40.0# N-80 LTC 3,035'
Production 5-1/2" 20.0# P-110 LTC 14,818'

2-7/8" 6.50# P-110 EUE,8rd 13,083'

PRESSURE AND DIMENSIONAL DATA

SIZE WEIGHT GRADE BURST COLLAPSE DRIFT

9-5/8" 40.0# N-80 5,750 psi 3,090 psi 8.750"
5-1/2" 20.0# P-110 12,630 psi 11,100 psi 4.653"

CAPACITY DATA

SIZE WEIGHT CAPACITY (GAL/FT.) CAPACITY (BBLIFT.)

5-1/2" 20.0# 0.9314 0.02218
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Well Name:   Peter's Point #5-2D-13-16 Deep

Report Printed:   2/18/2011www.peloton.com

Downhole Well Profile

Well Name

Peter's Point #5-2D-13-16 Deep

API/UWI

43007310560001
License No. Extra Well ID B Operator Govt Authority

Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory Drilling Spud Date

3/5/2007
Regulatory Rig Release Date

Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum

Latitude (DMS) Longitude (DMS) Basin

Uinta
Field Name

West Tavaputs
County State/Province

Casing Strings
Casing Description String OD (in) String Wt (lbs/ft) String Grade String Top Thrd Set Depth (ftKB)

Surface 9 5/8 40.00 N-80 LT&C 3,035.0
Production 5 1/2 20.00 P-110 LT&C 14,818.0

Perforations
Date Top (ftKB) Btm (ftKB) Zone

6/20/2007 09:00 13,116.0 13,128.0 Dakota, Original Hole
6/19/2007 09:00 14,295.0 14,299.0 Entrada, Original Hole
6/19/2007 08:30 14,307.0 14,309.0 Entrada, Original Hole
6/19/2007 08:00 14,328.0 14,334.0 Entrada, Original Hole
6/18/2007 15:00 14,621.0 14,625.0 Navajo, Original Hole
6/18/2007 14:30 14,635.0 14,637.0 Navajo, Original Hole
6/18/2007 14:00 14,662.0 14,672.0 Navajo, Original Hole

Tubing - Production set at 13,109.5ftKB on 3/4/2009 00:00
Tubing Description

Tubing - Production
Run Date

3/4/2009 00:00
String Length (ft)

13,082.99
Set Depth (ftKB)

13,109.5
Item Description Jts Make Model OD (in) Wt (lbs/ft) Grade Len (ft)

Tubing Hanger 1 T&C Upset 2 7/8 6.50 P-110 0.65
Tubing 4... T&C Upset 2 7/8 6.50 P-110 13,0...
Profile Nipple 1 T&C Upset 2 7/8 6.50 P-110 0.89
Tubing 1 T&C Upset 2 7/8 6.50 P-110 31.69
Profile Nipple 1 T&C Upset 2 7/8 6.50 P-110 1.39
Tubing 1 T&C Upset 2 7/8 6.50 P-110 31.65
Landing Collar 1 T&C Upset 2 7/8 6.50 P-110 0.44

Rod Description Run Date String Length (ft) Set Depth (ftKB)

Item Description Jts Make Model OD (in) Wt (lbs/ft) Grade Len (ft)

Well Config:  - Original Hole, 2/18/2011 9:54:04 AM
ftKB
MD
-6 

0 

27

22

57

80

98

03

67

67

23

43

83

51

83

20

41

73

95

05

19

26

82

,99

2,60

2,77

2,81

2,94

2,99

3,04

3,05

3,07

3,10

3,11

3,12

3,13

3,17

3,44

3,96

4,16

4,29

4,30

4,33

4,40

4,57

4,62

4,63

4,66

4,68

4,77

4,81

4,83
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DLS
DLS (

0001 

Schematic - Actual

Composite
 Frac
Plug,

4.778,
05-14,408

Composite
 Frac
Plug,

4.778,
72-13,175

Milled
casing

section,
4 5/8,

33-13,147

14,662-14,672
6/18/2007

14,635-14,637
6/18/2007

14,621-14,625
6/18/2007

14,328-14,334
6/19/2007

14,307-14,309
6/19/2007

14,295-14,299
6/19/2007

13,116-13,128
6/20/2007

Tubing - 
Production, 2
7/8, 27

Depth
Markers

CmCrDSLsnPrbPrStmZn

Wellheads
Type

Description Make Model WP (psi) Service Top WP (psi) Top Ring Gasket Min Bore (in)

Bill Barrett Corporatiori
Downhole Well Profile

Well Name: Peter's Point #5-2D-13-16 Deep
Well Name APllUW License No. Extra Well ID B Operator Govt Authority

Peter's Point#5-2D-13-16 Deep 43007310560001
Well Configuration Type Original KB Elevation (ft) Ground Elevation (ft) KB-Ground Distance (ft) Regulatory DrillingSpud Date Regulatory Rig Release Date

3/5/2007
Surface Legal Location North/South Distance (ft) North/South Reference East/West Distance (ft) East/West Reference Lat/Long Datum

Latitude (DMS) Longitude (DMS) Basin Field Name County State/Province
Uinta West Tavaputs

Wellheads
Type

Description Make Model WP (psi) Service Top WP (psi) Top Ring Gasket Min Bore (in)

Well Confg: -Original Hole, 2/18/2011 9:54:04 AM Casing Strings
TnVD

Incl DLE Sc iematic -Actual
MDaek

rs Casing Description String OD (in) String Wt (Ibs/ft) String Grade String Top Thrd Set Depth (ftKB)

-6 *LS :nOlssarPritrà Surface 9 5/8 40.00 N-80 LT&C 3,035.0

0 m Production 5 1/2 20.00 P-110 LT&C 14,818.0

27 Perforations
2 Date Top (ftKB) Btm (ftKB) Zone

5 6/20/2007 09:00 13,116.0 13,128.0 Dakota, Original Hole
6/19/2007 09:00 14,295.0 14,299.0 Entrada, Original Hole

9E 6/19/2007 08:30 14,307.0 14,309.0 Entrada, Original Hole
o 6/19/2007 08:00 14,328.0 14,334.0 Entrada, Original Hole
6- 6/18/2007 15:00 14,621.0 14,625.0 Navajo, Original Hole
6- 6/18/2007 14:30 14,635.0 14,637.0 Navajo, Original Hole
2 6/18/2007 14:00 14,662.0 14,672.0 Navajo, Original Hole
4 Tubing - Tubing - Production set at 13,109.5ftKB on 3/4/2009 00:00
8 Production, 2 Tubing Description Run Date String Length (ft) Set Depth (ftKB)

51
7/8, 27 Tubing - Production 3/4/2009 00:00 13,082.99 13,109.5

Item Description Jts Make Model OD (in) Wt (Ibs/ft) Grade Len (ft)

2
Tubing Hanger 1 T&C Upset 2 7/8 6.50 P-110 0.65

41
Tubing 4... T&C Upset 2 7/8 6.50 P-110 13,0...

7
Profile Nipple 1 T&C Upset 2 7/8 6.50 P-110 0.89

9
Tubing 1 T&C Upset 2 7/8 6.50 P-110 31.69

o Profile Nipple 1 T&C Upset 2 7/8 6.50 P-110 1.39

1
Tubing 1 T&C Upset 2 7/8 6.50 P-110 31.65

26
Landing Collar 1 T&C Upset 2 7/8 6.50 P-110 0.44

,9

Rod Description Run Date String Length (ft) Set Depth (ftKB)

,6 Item Description Jts Make Model OD (in) Wt (Ibs/ft) Grade Len (ft)
,7

,8

,9

,9

,0

,0

,0

,1

,1 Milled 13,116-13,12E
,1

casing 6/20/2007
section,

,1 ompb§I¾
,1

3-13 ré

4.778,
9 2-13,175

1
14,295-14,299
6/19/2007

2 14,307-14,30E

3 6/19/2007 -
14,328-14,334

,3 omposite 6/19/2007
,4 ac
,5 4.778, 14,621-14,626

,6 5-14,408 6/18/2007
14,635-14,63

,6 6/18/2007 -
6 14,662-14,675

,6

6/18/2007

,8
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML48386 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PETERS POINT ST 5-2D-13-16 DEEP 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007310560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 PETERS POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0794 FNL 2395 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 02 Township: 13.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

7/6/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to provide details of the workover to
recomplete the Mancos formation. Details of the workover are attached.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 7/14/2011

07/20/2011

Jul. 14, 2011

Sundry Number: 16734 API Well Number: 43007310560000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "QLLE4A83EDESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Viell PETERS POINTST 5-2D-13-16 DEEP

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007310560000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETERS POINT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: CARBON

0794 FNL 2395 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSE Section: 02 Township: 13.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/6/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to provide details of the workover to
recomplete the Mancos formation. Details of the workover are attached.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A
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Well Summary Report
Peter's Point #5-2D-13-16 Deep  6/30/2011 06:00 -  7/1/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Flowing to sales. - 7, Cathedral rig up flow equip. - 2, MIRU Stinger stage tool in frac tree.test seals. nipple up frac Y. SI tool. MI  6 HES frac trucks  and sand 
masters. - 8, SI. - 7

Peter's Point #5-2D-13-16 Deep  7/1/2011 06:00 -  7/2/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

SI - 10, MI Cutters Wire Line equipment. Rig up. - 2.5, PU  4.5'' gauge ring junk basket. RIH correlate to short jt. run to  12,265 ft. POOH. lay down tools. - 1.5, 
Cutters EL stage 3 Mancos. PU HES CFP with 12ft. perf guns. RIH  correlate to short jt. run to plug depth set CFP @ 12,240 ft. PU perforate @ 12,188-12,190,   
12,164-12,166.   12,137-12,139.   12,053-12,055.   11,951-11,953.  11,892-11,894.  3SPF, 120 phasing, 23 gram charge. .350  entry  holes.  POOH shut in stage 
tool. rig off well. - 2, MIRU HES frac equipment. - 4, SIFN. - 4

Peter's Point #5-2D-13-16 Deep  7/2/2011 06:00 -  7/3/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

SICP: 1784 - 6, Wait on Stinger Crew.Bleed off Stinger Frac Y.  Rig HES Frac iron on frac tree. - 1.75, Safety Meet.  Smoking area. Shut down. Pressure lines. 
Wire line area. Protechnics area for tracing, Water  trucks. Flow back. - 0.5, Pressure test to 10K. leak bleed off. repair. Pressure test to 10 K. OK. - 0.5, HES  frac
stage 3  Mancos  Slick water.  Load & Break @7,389  PSI @ 9.8 BPM.. Pump 1000 gal.15%  HCL. acid. pump pad. Avg. Slurry  Rate:46.2  BPM. Avg. Pressure: 
7,973 PSI. Avg. Max. Slurry Rate: 55.1 BPM. Max. Pressure: 9,130 PSI. Total Fluid Pumped: 173,747 gal.  4,160.6 BBL.  Total 100 Mesh: 7,500 lbs.  Total 30/50 
Power Prop:125,200 lbs. Total Sand in Formation:132,700lbs. ISIP: 6,383 PSI. Frac Gradient:0.97  psi/ft.  5 min. SI:6,098  PSI. 10 min. SI:6,105  PSI. 15 min. SI: 
6,085 psi. 30 min. SI: 6,017 PSI. pumped 50 BBL over flush. Flushed slickwater  to top perf. Pump trucks  over heating  shuting down / swapping rates to other 
trucks.Protechnics traced sand stages Spectra Stim. Isotope Sb-124.  Form solid.  Type ZW. treat stage 100mesh through 2.0 ppg.  Amount traced 132,700.  
Conc. (mCi/k)  0.4.  Total 53 (mCi)  ISIP 5 min. SI: PSI. 10 min: SI: PSI.  15 min. SI: PSI.  30 min SI: PSI.  Protechnics trace sand stages.  shut in stage tool turn 
well to Wire line. - 2, Cutters EL stagte 4 Mancos. PU HES CFP with 12 ft. perf guns. RIH correlate to short jt. run to setting depth set CFP @ 11,860 ft. PU 
perforate @ 11,832-11,834,  11,742-11,744.  11,702-11,704.  11,632-11,634.  11,579-11,581 & 11,520-11,522. 3 SPF, 120 phasing. 23 gram charge. .350 holes. 
POOH stuck tools at 6950 ft. Work tools free. POOH  stuck tools in lub. could not shut in. work tools free SI stage tool. - 2, Pressure test stage valve. leaking. Rig 
HES  frac off well. Stinger pull stage tool out of well   shut in frac tree valve.  Stinger taking tool to Vernal for repair. - 2.25, SIFN  Cathredal  monitor PSI - 9

Peter's Point #5-2D-13-16 Deep  7/3/2011 06:00 -  7/4/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

SICP: 5600 - 6, Wait on Stinger  stage tool. was to be on loc at 6AM rigging up. - 2.5, Pick up Stinger frac stage tool.  Tool rolled over picking up off trailer  all most
turned trailer over and dropping tool off trailer.  PU space out subs to land into  B section.   Set tool on well sting in wrong spacing Pull tool. change mandral 
length. Set tool lock in well lock down. - 5.25, HES rig frac iron on frac tree. - 0.3, HES pressure test. Stinger took 25 mins. to open stage tool valve. Had problem 
with HYD hoses. - 0.25, HES frac stage 4 Mancos Slick water.  Load & Break @6,674   PSI @ 9 BPM.  Pumped  1000 gal. 15% HCL acid. pump Pad.  Avg. Slurry
Rate: 47.4 BPM. Avg. Pressure:7,823  PSI .  Max Slurry Rate: 54 BPM. Max. Pressure: 8,971 PSI.  Total Fluid Pumped: 185,924 gal.Total 100 mesh sand: 
8,000lbs. Total 30/50 PowerProp: 136,548 lbs.  Total Sand in Formation:144,548 lbs.  ISIP: 5,628 PSI.   Protechnics trace sand stages 100 mesh through 2 ppg.  
Isotops  Ir-192.  Form Solid.  Stages mesh Thru. 2.0 ppg.  Amount traced: 144.548. Conc. 0.43 (mCi/k)  Total 62 (mCi).   Frac Gradient:0.92  psi/ft.  5 min. 5,589 
SI: PSI.  10 min. SI: 5,575 psi. 15 min. SI: 5,565psi. 30 min. SI: 5,556 psi.    Had problems with three trucks over heating kicking out. Successfully flushed 50 bbl 
over flush with slick water flush. - 2.7, Cutter Wire line  4.5'' gauge ring junk basket CCL  weight bar.  Rig on well  could not drop tools due to pressure. Cutters did 
not have extra weight bars.  Had to SDFN - 1, SIFN. - 6

Jul. 14, 2011

Sundry Number: 16734 API Well Number: 43007310560000

Bill Barrett Corporatiori

Peter's Point #5-2D-13-16 Deep 6/30/2011 06:00 - 7/1/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Flowing to sales. - 7, Cathedral rig up flow equip. - 2, MIRU Stinger stage tool in frac tree.test seals. nipple up frac Y. SI tool. MI 6 HES frac trucks and sand
masters. - 8, SI. - 7

Peter's Point #5-2D-13-16 Deep 7/1/2011 06:00 - 7/2/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
SI - 10, MI Cutters Wire Line equipment. Rig up. -2.5, PU 4.5" gauge ring junk basket. RIH correlate to short jt. run to 12,265 ft. POOH. lay down tools. - 1.5,
Cutters EL stage 3 Mancos. PU HES CFP with 12ft. perf guns. RIH correlate to short jt. run to plug depth set CFP @ 12,240 ft. PU perforate @ 12,188-12,190,
12,164-12,166. 12,137-12,139. 12,053-12,055. 11,951-11,953. 11,892-11,894. 3SPF, 120 phasing, 23 gram charge. .350 entry holes. POOH shut in stage
tool. rig off well. - 2, MIRU HES frac equipment. - 4, SIFN. - 4

Peter's Point #5-2D-13-16 Deep 7/2/2011 06:00 - 7/3/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
SICP: 1784 - 6, Wait on Stinger Crew.Bleed off Stinger Frac Y. Rig HES Frac iron on frac tree. - 1.75, Safety Meet. Smoking area. Shut down. Pressure lines.
Wire line area. Protechnics area for tracing, Water trucks. Flow back. - 0.5, Pressure test to 10K. leak bleed off. repair. Pressure test to 10 K. OK. - 0.5, HES frac
stage 3 Mancos Slick water. Load & Break @7,389PSI @9.8 BPM.. Pump 1000 gal.15% HCL. acid. pump pad. Avg. Slurry Rate:46.2 BPM. Avg. Pressure:
7,973 PSI. Avg. Max. Slurry Rate: 55.1 BPM. Max. Pressure: 9,130 PSI. Total Fluid Pumped: 173,747 gal. 4,160.6 BBL. Total 100 Mesh: 7,500 lbs. Total 30/50
Power Prop:125,200 lbs. Total Sand in Formation:132,700Ibs. ISIP: 6,383 PSI. Frac Gradient:0.97 psilft. 5 min. SI:6,098 PSI. 10 min. SI:6,105 PSI. 15 min. SI:
6,085 psi. 30 min. SI: 6,017 PSI. pumped 50 BBLover flush. Flushed slickwater to top perf. Pump trucks over heating shuting down I swapping rates to other
trucks.Protechnics traced sand stages Spectra Stim. Isotope Sb-124. Form solid. Type ZW. treat stage 100mesh through 2.0 ppg. Amount traced 132,700.
Conc. (mCilk) 0.4. Total 53 (mCi) ISIP 5 min. SI: PSI. 10 min: SI: PSI. 15 min. SI: PSI. 30 min SI: PSI. Protechnics trace sand stages. shut in stage tool turn
well to Wire line. - 2, Cutters EL stagte 4 Mancos. PU HES CFP with 12 ft. perf guns. RIH correlate to short jt. run to setting depth set CFP @ 11,860 ft. PU
perforate @ 11,832-11,834, 11,742-11,744. 11,702-11,704. 11,632-11,634. 11,579-11,581 & 11,520-11,522. 3 SPF, 120 phasing. 23 gram charge. .350 holes.
POOH stuck tools at 6950 ft. Work tools free. POOH stuck tools in lub. could not shut in. work tools free SI stage tool. - 2, Pressure test stage valve. leaking. Rig
HES frac off well. Stinger pull stage tool out of well shut in frac tree valve. Stinger taking tool to Vernal for repair. - 2.25, SIFN Cathredal monitor PSI -9

Peter's Point #5-2D-13-16 Deep 7/3/2011 06:00 - 7/4/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
SICP: 5600 - 6, Wait on Stinger stage tool.was to be on loc at 6AM rigging up. - 2.5, Pick up Stinger frac stage tool. Tool rolled over picking up off trailer all most
turned trailerover and dropping tool off trailer. PU space out subs to land into B section. Set tool on well sting in wrong spacing Pull tool.change mandral
length. Set tool lock in well lock down. - 5.25, HES rig frac iron on frac tree. - 0.3, HES pressure test. Stinger took 25 mins. to open stage toolvalve. Had problem
with HYD hoses. -0.25, HES frac stage 4 Mancos Slick water. Load & Break @6,674 PSI @9 BPM. Pumped 1000 gal. 15% HCL acid. pump Pad. Avg. Slurry
Rate: 47.4 BPM. Avg. Pressure:7,823 PSI . Max Slurry Rate: 54 BPM. Max. Pressure: 8,971 PSI. Total Fluid Pumped: 185,924 gal.Total 100 mesh sand:
8,000Ibs. Total 30/50 PowerProp: 136,548 lbs. Total Sand in Formation:144,548 lbs. ISIP: 5,628 PSI. Protechnics trace sand stages 100 mesh through 2 ppg.
Isotops Ir-192. Form Solid. Stages mesh Thru. 2.0 ppg. Amount traced: 144.548. Conc. 0.43 (mCilk) Total 62 (mCi). Frac Gradient:0.92 psilft. 5 min. 5,589
SI: PSI. 10 min. SI: 5,575 psi. 15 min. SI: 5,565psi. 30 min. SI: 5,556 psi. Had problems with three trucks over heating kicking out. Successfully flushed 50 bbl
over flush with slick water flush. - 2.7, Cutter Wire line 4.5" gauge ring junk basket CCL weight bar. Rig on well could not drop tools due to pressure. Cutters did
not have extra weight bars. Had to SDFN - 1, SIFN. - 6
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Well Summary Report
Peter's Point #5-2D-13-16 Deep  7/4/2011 06:00 -  7/5/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

SICP:5250 - 5.5, Cutters PU weight bars and 4.5'' gauge ring junk basket. RIH to 8000 ft. POOH. - 2, Cutters PU HES CFP with 12 ft. perf guns. RIH correlate to 
short jt. run to setting depth set CFP @ 11,460 ft. PU perforate @  11,416-11,418.  11,383-11,385.  11,296-11,298.  11,243-11,245.  11,185-11,187 & 
11,164-11,166.  3SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. - 2, HES frac stage 5 Mancos Slick Water. Load & Break @ 6,797 
PSI @ 9.5 BPM.  Avg. Slurry Rate: 47.1 BPM. Avg. Pressure:7,315 PSI. .  Max. Slurry Rate: 54.7 BPM. Max. Pressure: 8,201PSI.  Pumped 1000 gal. HCL acid. 
Total Slick Water Pumped: 94,655 gal.  Total Fluid Pumped: 2253.7 BBL.. Total 100 mesh :3,500 lbs. Total 30/50 PowerProp.63,417  lbs.  Total Sand in Formation:
66,917 lbs.  ISIP: 5,760 PSI. Frac Gradient:0.95  psi/ft. Protechnics trace sand stages 100 mesh thru. 2 ppg. Isotops Sb-124.  Form Solid. Type;ZW.  Treat stage 
mesh thru. 2.0 ppg.  Amount traced: 54,424.  Conc. 0.4 (mCi/k)  Total (mCi)  22.  Shut in.  5 min. SI:5,582  psi.  10 min. SI: 5,543 psi.  15min. SI:5,524  psi.  30 
min. SI: 5,492 psi. No frac problems.  Successfully flushed 50 bbl over flush with slick water fliush. - 1.5, Cutters EL stage 6 Mancos.PU run  4.5'' gauge ring and 
junk basket to 8000 ft. POOH.  PU HES CFP with 10 ft. perf guns. RIH correlate to short joints. Run to setting depth set CFP @ 11,110 ft. PU perforate @ 
11,059-11,061.  11,021-11,023.  10,977-10,979.  10,935-10,937 & 10,887-10,889. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. - 
2.5, HES frac stage 6 Mancos. Load & Break @ 6,037 PSI @ 8.7  BPM.  Pumped pad. Pumped 1000 Gal. HCL acid. Avg. Slurry Rate:39.2  BPM. Avg. Pressure: 
6,956 PSI. Max. Slurry Rate; 44.7 BPM. Max. Pressure: 9,072 PSI.  Total Slick Water Pumped: 79,029 gal. Total bbl pumped;80,029 gal..  Total 100 mesh :3,000  
lbs. Total 30/50 Power Prop;51,424  lbs. Total Sand in Formation: 54,424 lbs. ISIP:5,539 PSI. Frac Gradient: 0.94 psi/ft.  Protechnics. traced sand stages 100 
mesh to 2 ppg.  Isotops :Sb-124  Form Solid. Type ZW.  Treat stage mesh thru. 2.0 ppg. Amount traced 54,424.  Conc.0.4 (mCi/k)  Total 22 (mCi).   5 min. SI: 
5,311  PSI. 10 min. SI: 5,255 PSI. 15 min. SI: 5,223 psi. 30 min. SI: 5,171 psi. Successfully flushed wellbore with 50 bbl over flush with slickwater flush to top perf.
- 1.5, Cutters EL stage 7 Mancos. PU 4.5'' Gauge ring RIH to 8000 ft. POOH lay down tool. PU HES CFP with 14 ft. perf guns. RIH correlate to casing collars. Run
to setting depth set CFP @ 10,760 ft. PU perforate @  10,695-10,697.  10,644-10,646,  10,633-10,635.  10,596-10,598.  10,521-10,523.  10,454-10,456 & 
10,418-10,420. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. - 2.75, HES frac stage 7 Mancos Slick water.  Load & Break 
@5,952 PSI @ 8 BPM. Pump 1000 gal. HCL acid. Avg. Slurry Rate: 56.5 BPM. Avg. Pressure:6,968  PSI. Max. Slurry Rate: 64.9 BPM. Max. Pressure: 8,571 PSI.
Total Slick water pumped; 129,341 gal. Total Fluid:  130,341 BBLs. Total 100 mesh: 5,500 lbs. Total 30/50 Pumped:129,341  lbs.  Total Sand Pumped: 130,341lbs.
ISIP:5,318 PSI. Frac Gradient:0.94  psi/ft. Protechnics traced sand stages 100 mesh thru. 2 ppg. Isotops Ir-192.  Form Solid.  Type: ZW.  Treat stage: mesh thru 
2.0 ppg.  Anmount traced: 97.588.  Conc. 0.43 (mCi/k)  Total 42 (mCi). Shut in 5 min. SI: psi. 10 min. SI: psi. 15 min.SI:psi.  30 min. SI: psi. Successfully flushed 
wellbore with 50 bbl over flush with slick water flush to top perf. - 1.5, SIFN - 4.75

Peter's Point #5-2D-13-16 Deep  7/5/2011 06:00 -  7/6/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

SICP: 4500 - 6, Stinger open well. Cutters EL stage 8 Mancos. PU 4.5'' gauge ring junk basket RIH correlate to casing collars. RI to 8000 ft. POOH lay down 
tools. PU HES CFP with 14 ft. perf guns  RIH correlate to casing collars. Run to setting depth set CFP @ 10,390 ft. PU Perforate @ 10,331-10,333.  
10238-10,240. 10,164-10,166.  10,150-10,152.  10,105-10,107.  & 10,008-10,010. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. -
2.75, Safety Meeting. Frac, Wire Line, Flow back, Pressure lines. Smoking area.  Water. Stinger. Protechnics tracer. Rigging down frac equipment. - 0.25, HES 
frac stage 8 Mancos Slick Water. Load & Break @6,164  PSI @ 9.6 BPM. Pumped 1000 gal HCL acid. Avg. Slurry Rate: 60.7 BPM. Avg. Pressure:6,975  PSI. 
Max. Slurry Rate: 63.7 BPM. Max. Pressure: 7,903 PSI. Total Slick Water Pumped: 182.099 gal. Total Fluid : 4,360 BBL. Total 100 mesh: 8,400 lbs. Total 30/50 
Power Prop: 133,035 lbs. Total Sand in Formation:141.435  lbs. ISIP:4,926 PSI. Frac Gradient: 0.92 psi/ft.  Protechnics trace sand stages 100 mesh thru. 2.0 ppg.
Isotope: Sc-46. Form: solid. Type: ZW.  trace stage 100 mesh thru. 2.0 ppg. Amount traced: 141,435. Conc. 0.35 (mCi/k)   Total 50 (mCi)   Shut in. 5 min: 4,754 
PSI. 10 min. SI: 4,722 PSI. 15 min SI: 4,701 PSI. 30 min. SI: 4,664 PSI.  Successfully flushed wellbore with 50 BBL over flush with slick water flush to top perf.  
No frac problems. - 2, Cutters EL stage 9 Mancos. PU HES CFP with 14 ft. perf guns. RIH correlate to casing collars. run to setting depth set CFP @ 9560 ft. 
Perforate @ 9508-9510,  9439-9441,  9384-9386,  9360-9362, 9313-9315,9240-9242 & 9149-9151. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn 
well over to frac. - 2.25, HES frac stage 9 Mancos Slick water.  Load & Break @ 4,628 PSI @ 2.9 BPM. Pumped 1000 gal. HCL acid. Avg. Slurry Rate: 61.2 BPM. 
Avg. Pressure:6,112  PSI. Max. Slurry Rate:63.9  BPM. Max.Pressure:8,360  PSI. Total Slick Water pumped:254,358  gal. Total Fluid Pumped: 255,358  BBls. 
Total 100 Mesh sand: 13,420 lbs. Total 30/50 PowerProp:193,038  lbs. Total Sand in Formation: 206,458 lbs. ISIP: 3,975 PSI. Frac Gradient: 0.86 
psi/ft.Protechnics trace sand stages 100 mesh thru. 2.0 ppg.Isotope: Sb-124.  Form Solid. Type: ZW.  Treat stage mesh thru. 2.0 ppg. Amount traced 206,458.  
Conc.0.4 (mCi/k)  total 83 (mCi)   Successfully flushed wellbore with 50 bbl over flush with slickwater flush. - 2.25, Rig down Cutters Wire line. Stinger pull stage 
tool out of frac tree. Rig down Halliburton frac and Relase. - 2, Start Flow back through Cathedral flow equipment.Total BBLs to recover 31,581.. CSG SI 4000 - 
6.5

Peter's Point #5-2D-13-16 Deep  7/6/2011 06:00 -  7/7/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Flow back  stages 1-9   FCP: 4300  psi. on 16/64 bean ck. recovered 1333 bbl in 11.5 hours. Avg. of 116 BPH.  solid fluid..Total fluid left to recover 30,248 bbl. - 6, 
flow back stages 1-9 - 18

Peter's Point #5-2D-13-16 Deep  7/7/2011 06:00 -  7/8/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Flow back stages 1-9. FCP: 4100 psi. on 16/64 ck. recovered 1,851 bbl. in 25 hours. Avg. of 77.12 BPH.  Load left to recover 28,397 bbl. - 6, Flow back stages 
1-9 Turn casing gas to production. Flow back going thru. Cathedral flow equipment to sales.. - 18

Jul. 14, 2011

Sundry Number: 16734 API Well Number: 43007310560000

Bill Barrett Corporatiori

Peter's Point #5-2D-13-16 Deep 7/4/2011 06:00 - 7/5/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
SICP:5250 - 5.5, Cutters PU weight bars and 4.5" gauge ring junk basket. RIH to 8000 ft. POOH. - 2, Cutters PU HES CFP with 12 ft. perf guns. RIH correlate to
short jt. run to setting depth set CFP @ 11,460 ft. PU perforate @ 11,416-11,418. 11,383-11,385. 11,296-11,298. 11,243-11,245. 11,185-11,187 &
11,164-11,166. 3SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. - 2, HES frac stage 5 Mancos Slick Water. Load & Break @6,797
PSI @9.5 BPM. Avg. Slurry Rate: 47.1 BPM. Avg. Pressure:7,315 PSI. . Max. Slurry Rate: 54.7 BPM. Max. Pressure: 8,201PSI. Pumped 1000 gal. HCL acid.
Total Slick Water Pumped: 94,655 gal. Total Fluid Pumped: 2253.7 BBL.. Total 100 mesh :3,500 lbs. Total 30/50 PowerProp.63,417 lbs. Total Sand in Formation:
66,917 lbs. ISIP: 5,760 PSI. Frac Gradient:0.95 psilft. Protechnics trace sand stages 100 mesh thru. 2 ppg. Isotops Sb-124. Form Solid. Type;ZW. Treat stage
mesh thru. 2.0 ppg. Amount traced: 54,424. Conc. 0.4 (mCilk) Total (mCi) 22. Shut in. 5 min. SI:5,582 psi. 10 min. SI: 5,543 psi. 15min. SI:5,524 psi. 30
min. SI: 5,492 psi. No frac problems. Successfully flushed 50 bbl over flush with slick water fliush. - 1.5, Cutters EL stage 6 Mancos.PU run 4.5" gauge ring and
junk basket to 8000 ft. POOH. PU HES CFP with 10 ft. perf guns. RIH correlate to short joints. Run to setting depth set CFP @ 11,110 ft. PU perforate @
11,059-11,061. 11,021-11,023. 10,977-10,979. 10,935-10,937 & 10,887-10,889. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. -

2.5, HES frac stage 6 Mancos. Load & Break @6,037 PSI @8.7 BPM. Pumped pad. Pumped 1000 Gal. HCL acid. Avg. Slurry Rate:39.2 BPM. Avg. Pressure:
6,956 PSI. Max. Slurry Rate; 44.7 BPM. Max. Pressure: 9,072 PSI. Total Slick Water Pumped: 79,029 gal. Total bbl pumped;80,029 gal.. Total 100 mesh :3,000
lbs. Total 30/50 Power Prop;51,424 lbs. Total Sand in Formation: 54,424 lbs. ISIP:5,539 PSI. Frac Gradient: 0.94 psilft. Protechnics. traced sand stages 100
mesh to 2 ppg. Isotops :Sb-124 Form Solid. Type ZW. Treat stage mesh thru. 2.0 ppg. Amount traced 54,424. Conc.0.4 (mCilk) Total 22 (mCi). 5 min. SI:
5,311 PSI. 10 min. SI: 5,255 PSI. 15 min. SI: 5,223 psi. 30 min. SI: 5,171 psi. Successfully flushed wellbore with 50 bbl over flush with slickwater flush to top perf.

- 1.5, Cutters EL stage 7 Mancos. PU 4.5" Gauge ring RIH to 8000 ft. POOH lay down tool. PU HES CFP with 14 ft. perf guns. RIH correlate to casing collars. Run
to setting depth set CFP @ 10,760 ft. PU perforate @ 10,695-10,697. 10,644-10,646, 10,633-10,635. 10,596-10,598. 10,521-10,523. 10,454-10,456 &
10,418-10,420. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. -2.75, HES frac stage 7 Mancos Slick water. Load & Break
@5,952PSI @8 BPM. Pump 1000 gal. HCL acid. Avg. Slurry Rate: 56.5 BPM. Avg. Pressure:6,968 PSI. Max. Slurry Rate: 64.9 BPM. Max. Pressure: 8,571 PSI.
Total Slick water pumped; 129,341 gal. Total Fluid: 130,341 BBLs. Total 100 mesh: 5,500 lbs. Total 30/50 Pumped:129,341 lbs. Total Sand Pumped: 130,341|bs.
ISIP:5,318 PSI. Frac Gradient:0.94 psilft. Protechnics traced sand stages 100 mesh thru. 2 ppg. Isotops Ir-192. Form Solid. Type: ZW. Treat stage: mesh thru
2.0 ppg. Anmount traced: 97.588. Conc. 0.43 (mCilk) Total 42 (mCi). Shut in 5 min. SI: psi. 10 min. SI: psi. 15 min.SI:psi. 30 min. SI: psi. Successfully flushed
wellbore with 50 bbl over flush with slick water flush to top perf. - 1.5, SIFN - 4.75

Peter's Point #5-2D-13-16 Deep 7/5/2011 06:00 - 7/6/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
SICP: 4500 - 6, Stinger open well. Cutters EL stage 8 Mancos. PU 4.5" gauge ring junk basket RIH correlate to casing collars. RI to 8000 ft. POOH lay down
tools. PU HES CFP with 14 ft. perf guns RIH correlate to casing collars. Run to setting depth set CFP @ 10,390 ft. PU Perforate @ 10,331-10,333.
10238-10,240. 10,164-10,166. 10,150-10,152. 10,105-10,107. & 10,008-10,010. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn well over to frac. -

2.75, Safety Meeting. Frac, Wire Line, Flow back, Pressure lines. Smoking area. Water. Stinger. Protechnics tracer. Rigging down frac equipment. - 0.25, HES
frac stage 8 Mancos Slick Water. Load & Break @6,164 PSI @9.6 BPM. Pumped 1000 gal HCL acid. Avg. Slurry Rate: 60.7 BPM. Avg. Pressure:6,975 PSI.
Max. Slurry Rate: 63.7 BPM. Max. Pressure: 7,903 PSI. Total Slick Water Pumped: 182.099 gal. Total Fluid : 4,360 BBL. Total 100 mesh: 8,400 lbs. Total 30/50
Power Prop: 133,035 lbs. Total Sand in Formation:141.435 lbs. ISIP:4,926 PSI. Frac Gradient: 0.92 psilft. Protechnics trace sand stages 100 mesh thru. 2.0 ppg.
Isotope: Sc-46. Form: solid. Type: ZW. trace stage 100 mesh thru. 2.0 ppg. Amount traced: 141,435. Conc. 0.35 (mCilk) Total 50 (mCi) Shut in. 5 min: 4,754
PSI. 10 min. SI: 4,722 PSI. 15 min SI: 4,701 PSI. 30 min. SI: 4,664 PSI. Successfully flushed wellbore with 50 BBLover flush with slick water flush to top perf.
No frac problems. -2, Cutters EL stage 9 Mancos. PU HES CFP with 14 ft. perf guns. RIH correlate to casing collars. run to setting depth set CFP @9560 ft.
Perforate @9508-9510, 9439-9441, 9384-9386, 9360-9362, 9313-9315,9240-9242 & 9149-9151. 3 SPF. 120 phasing. 23 gram charge. .350 holes. POOH turn
well over to frac. - 2.25, HES frac stage 9 Mancos Slick water. Load & Break @4,628 PSI @2.9 BPM. Pumped 1000 gal. HCL acid. Avg. Slurry Rate: 61.2 BPM.
Avg. Pressure:6,112 PSI. Max. Slurry Rate:63.9 BPM. Max.Pressure:8,360 PSI. Total Slick Water pumped:254,358 gal. Total Fluid Pumped: 255,358 BBls.
Total 100 Mesh sand: 13,420 lbs. Total 30/50 PowerProp:193,038 lbs. Total Sand in Formation: 206,458 lbs. ISIP: 3,975 PSI. Frac Gradient: 0.86
psilft.Protechnics trace sand stages 100 mesh thru. 2.0 ppg.lsotope: Sb-124. Form Solid. Type: ZW. Treat stage mesh thru. 2.0 ppg. Amount traced 206,458.
Conc.0.4 (mCilk) total 83 (mCi) Successfully flushed wellbore with 50 bbl over flush with slickwater flush. - 2.25, Rig down Cutters Wire line. Stinger pull stage
tool out of frac tree. Rig down Halliburton frac and Relase. - 2, Start Flow back through Cathedral flow equipment.Total BBLs to recover 31,581.. CSG SI 4000 -

6.5

Peter's Point #5-2D-13-16 Deep 7/6/2011 06:00 - 7/7/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Flow back stages 1-9 FCP: 4300 psi. on 16/64 bean ck. recovered 1333 bbl in 11.5 hours. Avg. of 116 BPH. solid fluid..Total fluid left to recover 30,248 bbl. - 6,
flow back stages 1-9 - 18

Peter's Point #5-2D-13-16 Deep 7/7/2011 06:00 - 7/8/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Flow back stages 1-9. FCP: 4100 psi. on 16/64 ck. recovered 1,851 bbl. in 25 hours. Avg. of 77.12 BPH. Load left to recover 28,397 bbl. - 6, Flow back stages
1-9 Turn casing gas to production. Flow back going thru. Cathedral flow equipment to sales.. - 18
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Well Summary Report
Peter's Point #5-2D-13-16 Deep  7/8/2011 06:00 -  7/9/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Stages 1-9 FCP: 3400 psi on 16/64 ck. recovered 1288 bbl in 24 hours. avg. of 53.66 BPH.  Total of 27,109 bbl left to recover . Gas rate of 1.902 MMCFD. - 6, 
Turn gas flow to Production sales at 9:20 AM flowing thru. Cathedral test equip.  gas rate of 1.2  MMCFD - 18

Peter's Point #5-2D-13-16 Deep  7/9/2011 06:00 -  7/10/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Flow back stages 1-9 thru. Cathedral flow equip. FCP: 3100 psi on 16/64 ck. recovered 1042 bbl. in 24 hours avg. of 43 BPH. Gas rate of 1.766 MMCFD.Total of 
26,067 bbls left to recover - 5.5, Flow back stages 1-9 - 18.5

Peter's Point #5-2D-13-16 Deep  7/10/2011 06:00 -  7/11/2011 06:00
API/UWI

43007310560001
State/Province

Utah
County

Carbon
Field Name

West Tavaputs
Well Status Total Depth (ftKB)

14,830.0
Primary Job Type

Recompletion
Time Log Summary

Flow back stages 1-9..FCP: 2050 psi. on 22/64 ck. recovered 970 bbl in 24 hours avg. of 40.41 BPH. Gas rate of 2.450 MMCFD.  24,080 bbl left to recover. - 6, 
Flow back stages1-9  up cks. to 26/64 - 18

Jul. 14, 2011

Sundry Number: 16734 API Well Number: 43007310560000

Bill Barrett Corporatiori

Peter's Point #5-2D-13-16 Deep 7/8/2011 06:00 - 7/9/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Stages 1-9 FCP: 3400 psi on 16/64 ck. recovered 1288 bbl in 24 hours. avg. of 53.66 BPH. Total of 27,109 bbl left to recover . Gas rate of 1.902 MMCFD. - 6,
Turn gas flow to Production sales at 9:20 AM flowing thru. Cathedral test equip. gas rate of 1.2 MMCFD - 18

Peter's Point #5-2D-13-16 Deep 7/9/2011 06:00 - 7/10/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Flow back stages 1-9 thru. Cathedral flow equip. FCP: 3100 psi on 16/64 ck. recovered 1042 bbl. in 24 hours avg. of 43 BPH. Gas rate of 1.766 MMCFD.Total of
26,067 bbls left to recover - 5.5, Flow back stages 1-9 - 18.5

Peter's Point #5-2D-13-16 Deep 7/10/2011 06:00 - 7/11/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43007310560001 Utah Carbon West Tavaputs 14,830.0 Recompletion
Time Log Summary
Flow back stages 1-9..FCP: 2050 psi. on 22/64 ck. recovered 970 bbl in 24 hours avg. of 40.41 BPH. Gas rate of 2.450 MMCFD. 24,080 bbl left to recover. - 6,
Flow back stages1-9 up cks. to 26/64 - 18
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Bill Barrett Corporation Operator Account Number: N
Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8115

Well i

API Number Well Name QQ Sec Twp Rng County
4300731056 Peter's Point State 5-2D-13-16 Deep NWSE 2 13S 16E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

o 15909 2/10/2007
Comments

Producing entity formation has changed to Mancos.

Nell

Pi Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Brady Riley
B - Add new well to existing entity (groupor unit well) P e 6e$ÏreuCorp,odermk

C - Re-assign well from one existing entity to another existing entity '""""UÛŸucoracom<=us

D - Re-assign well from one existing entity to a new entity Signature
E - Other (Explain in 'comments' section) RECEIVED Permit Analyst D7a/t1e4/2011

(5/2000)

DN.0FOIL,GAS&



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (oldOperator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: N/A
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: N/A
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number - B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-No Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State State WI A
PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal Federal WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal Federal WD A
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal Federal GW APD
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal Federal GW APD
SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal Federal GW P
STONE CABIN UNIT l 13 120S 140E 4300716542 12052 Federal Federal GW P
STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal Federal GW P
JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal Federal GW P
PETERS POINT ST 2-2-13-16 2 130S 160E 4300730521 14387 State State GW P
HUNT RANCH 3-4 3 120S 150E 4300730775 13158 State Fee GW P
PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal Federal GW P
PETERS POINT ST 4-2-13-16 2 130S 160E 4300730866 14386 State State GW P
PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal Federal GW P
PETERS POINT ST 5-2D-13-16 DEEP 2 130S 160E 4300731056 15909 State State GW P
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State State GW P
PP ST 8-2D-l3-16 (DEEP) 2 130S 160E 4300731280 16069 State State GW P
PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal Federal GW P
PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee Fee GW PA
PETERS POINT ST 6-2D-13-16 2 130S 160E 4300731017 14472 State State D PA
PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal Federal GW S
PETERS POINT ST 8-2D-13-16 2 130S 160E 4300731016 14471 State State GW S



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLlCATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OILWELL GAS WELL O OTHER (see attached well list)

2.NAMEOFOPERATOR: 9.APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 ciTY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATION OF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTlON TEMPORARILY ABANDON

1/1/2014 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGETUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHAT THE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
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BILL BARRETT CORPORATION ENERVEST OPERATING, LLC
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SIGNATURE DATE 12/10/2013
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UDOGM CHANGE OF OPERATOR WELL LIST

Well Name See TWN RNG API Number Entity Lease Well Type Well Status Unit

JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A

JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A

PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A

PPU FED 11-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR

PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT

HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD

HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD

PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED ll-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR

PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT

PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR

PETERS POINT UF 10-1D-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT

PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT

PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-lS 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF I-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-11D-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-l2-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF SA-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-12-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD
PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR
PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR US 1A-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR
SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-l2-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR
PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR
PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT
PPU FED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GW P PETERS POINT
PP ST 8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State GW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal GW P PRICKLY PEAR

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR
PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal GW P PRICKLY PEAR
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR
PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR
PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR
PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED 1-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR
PPUST7A-16D-12-15 16 120S 150E 4300731422 14794 State GNV P PRICKl YPILAR
PPUST6-16D-12-15 16 120S 150E 4300731423 14794 State COW P PRICTCLYPEAdì
PPUST10A-16D-12-15 16 120S 150E 4300731424 14794 State GOW P PRICKLYPEldR
PPUST3-16D-12-15 16 120S 150E 4300731425 14794 State CAV P PRICICLYPEAdì
PPUFEDl-34D-12-16 34 120S 160E 4300731427 2470 Federed GNV P PETERSPOLNT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT
PPUFED5-35D-12-16 34 120S 160E 4300731429 2470 Federed GNV P PETEPJsPOIFTT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR
PPUST8-16D-12-15 16 120S 150E 4300731455 14794 State CRY P PRICFU YPEAR
PPUSTl2-16D-12-15 16 120S 150E 4300731456 14794 State GrTV P PRICF3 YPILAR
PPUST12A-16D-12-15 16 120S 150E 4300731457 14794 State GiTV P PRIC¥J YPEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR
PPUST10-16D-12-15 16 120S 150E 4300731459 14794 State EDN P PRICTCLYPELAR

PPUST llA-16D-12-15 16 120S 150E 4300731460 14794 State Cin' P PRIC3CLYPErfR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR
PPUFET)3-34D-12-16 34 120S 160E 4300731466 2470 Federal Cin' P PETERSPORif

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR
PPUST4-16D-12-15 16 120S 150E 4300731478 14794 State GA¥ P PRICICLYPEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPUSTl6A-16D-12-15 16 120S 150E 4300731484 14794 State GNV P PRICKI ¥PILAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR
PPUSTl6B-16D-12-15 16 120S 150E 4300731514 14794 State GSV P PRICKI VPEAR
PPUST14B-16D-12-15 16 120S 150E 4300731515 14794 State GAV P PRICKI YPEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POlNT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-l2-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-21D-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED l-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED SA-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-l7 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-l2-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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